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 SPECIAL CLAUSES 
 
 
 SC-1.  COMMENCEMENT, PROSECUTION, AND COMPLETION OF WORK (APR 1984) (FAR 
52.211-10).  
 
 SC-1.1  Base Work:  The Contractor shall be required to (a) commence base work under this Contract 
within 10 calendar days after the date the Contractor receives the notice to proceed, (b) prosecute the 
work diligently, and (c) complete the base work ready for use not later than 540 calendar days after date 
of receipt by Contractor of notice to proceed.  The time stated for completion shall include final cleanup 
of the premises. 
 
 SC-1.2  Option For Increased Quantity 
 

a.  The Government may increase the quantity of work awarded by exercising Optional Bid Item 0006 
at any time, or not at all, but no later than 120 calendar days after receipt by Contractor of notice to 
proceed.  Notice to proceed on work Item(s) added by exercise of the option(s) will be given upon 
execution of consent of surety. 
 
b.  The parties hereto further agree that the option herein shall be considered to have been exercised at 
the time the Government deposits written notification to the Contractor in the mails. 

 
 SC-1.3  Completion of Optional Work:  The Contractor shall be required to (a) commence optional 
work under this Contract within 10 calendar days after the date the Contractor receives the notice to 
proceed for design of optional work, (b) prosecute the work diligently, and (c) complete the entire work 
ready for use not later than the completion date included in the Contractor’s proposal submitted for the 
RFP but in no case latter than 720 calendar days after date of receipt by Contractor of notice to proceed 
with the Base Work.  The time stated for completion shall include final cleanup of the premises. 
 
 SC-1.4  Exception to Completion Period(s):  In case the Contracting Officer determines that 
completion of seeding, sodding, and planting, and establishment of same is not feasible within the 
completion period(s) stated above, the Contractor shall accomplish such work in the first planting period 
following the contract completion period and shall complete such work as specified, unless other planting 
periods are directed or approved by the Contracting Officer. 
 
 SC-2.  LIQUIDATED DAMAGES - CONSTRUCTION (SEP 2000) (FAR 52.211-12) 
 
 (a)  If the Contractor fails to complete the work within the times specified in the Contract for Base and 
Optional work, or any extension, the Contractor shall pay to the Government as liquidated damages, the 
sum of $1,170.00 for each day of delay until the work is completed or accepted.  Liquidated damages will 
not exceed $1,170.00 per day, even if the Contractor is delinquent at any one time in completing more 
than one of the items of work. 
 
 (b)  If the Government terminates the Contractor's right to proceed, the resulting damages will continue 
to accrue until the work is completed.  These liquidated damages are in addition to  excess cost of 
repurchase under the Termination clause of the CONTRACT CLAUSES.   
 
 (c)  Exception to Liquidated Damage:  In case the Contracting Officer determines that completion of 
work stated above in paragraph Exception to Completion Period(s) is not feasible during the completion 
period(s) stated in SC-1, such work will be exempted from liquidated damages. 
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 SC-3.  TIME EXTENSIONS (Sept 2000) (FAR 52.211-13):  Time extensions for contract changes will 
depend upon the extent, if any, by which the changes cause delay in the completion of the various 
elements of construction.  The change order granting the time extension may provide that the Contract 
completion date will be extended only for those specific elements related to the changed work and that the 
remaining contract completion dates for all other portions of the work will not be altered.  The change 
order also may provide an equitable readjustment of liquidated damages under the new completion 
schedule. 
 
 SC-4  DELETED. 
 
 SC-5.  INSURANCE - WORK ON A GOVERNMENT INSTALLATION (JAN 1997) (FAR 
52.228-5) 
 
 (a)  The Contractor shall, at its own expense, provide and maintain during the entire performance 
period of this Contract at least the kinds and minimum amounts of insurance required in the Insurance 
Liability Schedule or elsewhere in the Contract. 
 
 (b)  Before commencing work under this Contract, the Contractor shall certify to the Contracting 
Officer in writing that the required insurance has been obtained.  The policies evidencing required 
insurance shall contain an endorsement to the effect that any cancellation or any material change 
adversely affecting the Government's interest shall not be effective: 
 
  (1)  for such period as the laws of the State in which this Contract is to be performed prescribe; 
or 
  (2)  until 30 days after the insurer or the Contractor gives written notice to the Contracting 
Officer, whichever period is longer. 
 
 (c)  The Contractor shall insert the substance of this clause, including this paragraph (c), in 
subcontracts under this Contract that require work on a Government installation and shall require 
subcontractors to provide and maintain the insurance required in the Schedule or elsewhere in the 
Contract.  The Contractor shall maintain a copy of all subcontractors' proofs of required insurance, and 
shall make copies available to the Contracting Officer upon request. 
 
 SC-5.1  REQUIRED INSURANCE IN ACCORDANCE WITH FAR 28.307-2: 
 
  (1)  Workers' compensation and employer's liability.  Contractors are required to comply with 
applicable Federal and State workers' compensation and occupational disease statutes.  If occupational 
diseases are not compensable under those statutes, they shall be covered under the employer's liability 
section of the insurance policy, except when Contract operations are so commingled with a Contractor's 
commercial operation that it would not be practical to require this coverage.  Employer's liability 
coverage of at least $100,000 shall be required, except in states with exclusive or monopolistic funds that 
do not permit workers' compensation to be written by private carriers. 
 
  (2)  General Liability.  
 
     (a)  The Contracting Officer shall require bodily injury liability insurance coverage written on 
the comprehensive form of policy of at least $500,000 per occurrence. 
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     (b)  Property damage liability insurance shall be required only in special circumstances as 
determined by the agency. 
 
  (3)  Automobile liability.  The Contracting Officer shall require automobile liability insurance 
written on the comprehensive form of policy.  The policy shall provide for bodily injury and property 
damage liability covering the operation of all automobiles used in connection with performing the 
Contract.  Policies covering automobiles operated in the United States shall provide coverage of at least 
$200,000 per person and $500,000 per occurrence for bodily injury and $20,000 per occurrence for 
property damage.  The amount of liability coverage on other policies shall be commensurate with any 
legal requirements of the locality and sufficient to meet normal and customary claims. 
 
  (4)  Aircraft public and passenger liability.  When aircraft are used in connection with 
performing the Contract, the Contracting Officer shall require aircraft public and passenger liability 
insurance.  Coverage shall be at least $200,000 per person and $500,000 per occurrence for bodily injury, 
other than passenger liability, and $200,000 per occurrence for property damage.  Coverage for passenger 
liability bodily injury shall be at least $200,000 multiplied by the number of seats or passengers, 
whichever is greater. 
 
  (5)  Environmental Liability  If this contract includes the transport, treatment, storage, or 
disposal of hazardous material waste the following coverage is required. 
 
The Contractor shall ensure the transporter and disposal facility have liability insurance if effect for 
claims arising out of the death or bodily injury and property damage from hazardous material/waste 
transport, treatment, storage and disposal, including vehicle liability and legal defense costs in the amount 
of $1,000,000.00 as evidenced by a certificate of insurance for General, Automobile, and Environmental 
Liability Coverage.  Proof of this insurance shall be provided to the Contracting Officer. 
 
 SC-6  DELETED. 
 
 SC-7.  PERFORMANCE OF WORK BY THE CONTRACTOR (APR 1984) (FAR 52.236-1):  The 
Contractor shall perform on the site, and with its own organization, work equivalent to at least fifteen 
percent (15%) of the total amount of work to be performed under the Contract.  The percentage may be 
reduced by a supplemental agreement to this Contract if, during performing the work, the Contractor 
requests a reduction and the Contracting Officer determines that the reduction would be to the advantage 
of the Government. 
 
 SC-8.  PHYSICAL DATA (APR 1984) (FAR 52.236-4):  Data and information furnished or referred to 
below is for the Contractor's information.  The Government will not be responsible for any interpretation 
of or conclusion drawn from the data or information by the Contractor. 
 
 (a)  Physical Conditions:  The indications of physical conditions on the drawings and in the 
specifications are the result of site investigations by test holes shown on the drawings. 
 
 (b)  Weather Conditions:  Each bidder shall be satisfied before submitting his bid as to the hazards 
likely to arise from weather conditions.  Complete weather records and reports may be obtained from any 
National Weather Service Office. 
 
 (c)  Transportation Facilities:  Each bidder, before submitting his bid, shall make an investigation of 
the conditions of existing public and private roads and of clearances, restrictions, bridge load limits, and 
other limitations affecting transportation and ingress and egress at the jobsite.  The unavailability of 
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transportation facilities or limitations thereon shall not become a basis for claims for damages or 
extension of time for completion of the work. 
 
 SC-9  DELETED. 
 
 SC-10.  LAYOUT OF WORK (APR 1984) (FAR 52.236-17):  The Contractor shall lay out its work 
from Government-established base lines and bench marks indicated on the drawings, and shall be 
responsible for all measurements in connection with the layout.  The Contractor shall furnish, at its own 
expense, all stakes, templates, platforms, equipment, tools, materials, and labor required to lay out any 
part of the work.  The Contractor shall be responsible for executing the work to the lines and grades that 
may be established or indicated by the Contracting Officer.  The Contractor shall also be responsible for 
maintaining and preserving all stakes and other marks established by the Contracting Officer until 
authorized to remove them.  If such marks are destroyed by the Contractor or through its negligence 
before their removal is authorized, the Contracting Officer may replace them and deduct the expense of 
the replacement from any amounts due, or to become due, to the Contractor. 
 
 SC-11.  RESERVED 
 
 SC-12  AND  SC-13  DELETED. 
 
 SC-14.   EQUIPMENT OWNERSHIP AND OPERATING EXPENSE SCHEDULE (MAR 1995)-
(EFARS 52.231-5000) 
 
 (a) This clause does not apply to terminations.  See 52.249-5000, Basis for Settlement of Proposals and 
FAR Part 49.   
 
 (b) Allowable cost for construction and marine plant and equipment in sound workable condition 
owned or controlled and furnished by a contractor or subcontractor at any tier shall be based on actual 
cost data for each piece of equipment or groups of similar serial and series for which the Government can 
determine both ownership and operating costs from the contractor's accounting records.  When both 
ownership and operating costs cannot be determined for any piece of equipment or groups of similar 
serial or series equipment from the contractor's accounting records, costs for that equipment shall be 
based upon the applicable provisions of EP 1110-1-8, Construction Equipment Ownership and Operating 
Expense Schedule, Region VIII.  Working conditions shall be considered to be average for determining 
equipment rates using the schedule unless specified otherwise by the contracting officer.  For equipment 
not included in the schedule, rates for comparable pieces of equipment may be used or a rate may be 
developed using the formula provided in the schedule.  For forward pricing, the schedule in effect at the 
time of negotiations shall apply.  For retroactive pricing, the schedule in effect at the time the work was 
performed shall apply. 
 
 (c) Equipment rental costs are allowable, subject to the provisions of FAR 31.105(d)(ii) and FAR 
31.205-36.  Rates for equipment rented from an organization under common control, lease-purchase 
arrangements, and sale-leaseback arrangements, will be determined using the schedule, except that actual 
rates will be used for equipment leased from an organization under common control that has an 
established practice of leasing the same or similar equipment to unaffiliated lessees. 
 
 (d) When actual equipment costs are proposed and the total amount of the pricing action exceeds the 
small purchase threshold, the contracting officer shall request the contractor to submit either certified cost 
or pricing data, or partial/limited data, as appropriate.  The data shall be submitted on Standard Form 
1411, Contract Pricing Proposal Cover Sheet. 



03002/CS 
ADAL Fitness Center, Mt. Home AFB, ID 

DACA67-03-T-2003 00800-5 R0003 

 
 (e) Copies of EP1110-1-8 “Construction Equipment Ownership and Operating Expense Schedule” 
Volumes 1 through 12 are available in Portable Document Format (PDF) and can be viewed or 
downloaded at http://www.usace.army.mil/inet/usace-docs/eng-pamplets/cecw.htm. A CD-ROM 
containing (Volumes 1-12) is available through either the Superintendent of Documents or Government 
bookstores.  For additional information telephone 202-512-2250, or access on the Internet at 
http://www.access.gpo.gov/su_docs. 

 
 SC-15.  PAYMENT FOR MATERIALS DELIVERED OFF-SITE  (MAR 1995)-(EFARS 52.232-
5000) 
 
 (a) Pursuant to FAR clause 52.232-5, Payments Under Fixed Priced Construction Contracts, materials 
delivered to the contractor at locations other than the site of the work may be taken into consideration in 
making payments if included in payment estimates and if all the conditions of the General Provisions are 
fulfilled.  Payment for items delivered to locations other than the work site will be limited to: 
(1) materials required by the technical provisions; or (2) materials that have been fabricated to the point 
where they are identifiable to an item of work required under this contract. 
 
 (b) Such payment will be made only after receipt of paid or receipted invoices or invoices with 
canceled check showing title to the items in the prime contractor and including the value of material and 
labor incorporated into the item.  In addition to petroleum products, payment for materials delivered off-
site is limited to the following items:  Any other construction material stored offsite may be considered in 
determining the amount of a progress payment. 
 
  
 SC-16.  ORDER OF PRECEDENCE - DESIGN/BUILD CONTRACT (Optional Item No. 0006) 
 
     (a) The contract includes the standard contract clauses and schedules current at the 
time of contract award. It entails (1) the solicitation in its entirety, including all drawings, cuts, and 
illustrations and any amendments, and (2) the successful offeror’s accepted proposal. The contract 
constitutes and defines the entire agreement between the Contractor and the Government. No 
documentation shall be omitted which in any way bears upon the terms of that agreement. 
 
     (b) In the event of conflict or inconsistency between any of the provisions of this contract, including 
the Request for Proposal, Contractor’s proposal, or contract deliverable, precedence shall be given in the 
following order: 
 
          (1) Betterments: Any portions of the accepted proposal, or any subsequent design or other 
submittal, which both conform to and exceed the provisions of the Request for Proposal. “Betterment” is 
defined as any product, component, or system, which exceeds the minimum requirements stated in the 
Request for Proposal. 
 
          (2) The provisions of the solicitation, including drawings and attachments. 
 
          (3) All other provisions of the accepted proposal including RFP Standard Form SF 1442 and 
Schedule. 
 
          (4) Any design products including, but not limited to, plans, specifications, 
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engineering studies and analyses, shop drawings, equipment installation drawings, etc. These are 
“deliverables” under the contract and must conform to or exceed all provisions of the contract, in order of 
precedence herein. 
 
 SC-17.  LIMITATION OF PAYMENT FOR DESIGN (Optional Item No. 0006):  If it should be 
necessary to terminate this contract, for any reason, prior to completion, the Government will pay the 
Contractor a fair and reasonable price for the design or construction services performed and delivered to 
the Government.  However, such payment will not exceed a sum greater than the amount allowable under 
10 USC 4540 regardless of the actual costs the Contractor may be able to substantiate.  
 
 SC-18.  CONTRACT DRAWINGS AND SPECIFICATIONS (AUG 2000)(DOD FAR SUPP 252.236-
7001) 
 
 (a) The Government will provide to the Contractor, without charge, one set of contract drawings and 
specifications, except publications incorporated into the technical provisions by reference, in electronic or 
paper media as chosen by the Contracting Officer.    
   
 (b) The Contractor shall-- 
 
  (1) Check all drawings furnished immediately upon receipt; 
 
  (2) Compare all drawings and verify the figures before laying out the work; 
 
  (3) Promptly notify the Contracting Officer of any discrepancies;     
 
  (4) Be responsible for any errors which might have been avoided by complying with this 

paragraph (b); and  
 
  (5) Reproduce and print contract drawings and specifications as needed. 
 
 (c) In general— 
 
  (1) Large scale drawings shall govern small scale drawings; and  
 
  (2) The Contractor shall follow figures marked on drawings in preference to scale 

measurements. 
 

  (d) Omissions from the drawings or specifications or the misdescription of details of work which are 
manifestly necessary to carry out the intent of the drawings and specifications, or that are customarily 
performed, shall not relieve the Contractor from performing such omitted or misdescribed details of the 
work.  The Contractor shall perform such details as if fully and correctly set forth and described in the 
drawings and specifications. 
 

  (e) The work shall conform to the specifications and the contract drawings identified in the index of 
drawings attached at the end of the Special Clauses.  
 
 SC-19  DELETED. 
 
 SC-20.   COMPLIANCE CERTIFICATION (Optional Item No. 0006):  The offeror shall certify, in the 
technical proposal cover letter and by note on each sheet of working drawings, that all items submitted in 
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proposal and final design documents comply with RFP requirements.  The requirements specified in the 
RFP are binding contract requirements.  In case of any conflicts after the contract award between the 
requirements stated in the RFP and the offeror's proposal,  the RFP requirements shall govern. 
 
 SC-21.  VALUE ENGINEERING (Optional Item No. 0006):  The Corps of Engineers encourages all 
offeror’s to utilize the Value Engineering methodology and functional analysis techniques.  These 
techniques will most often result in a quality and cost effective product. 
 
 SC-22.  EPA ENERGY STAR:  The Government requires that certain equipment be Energy Star 
compliant.  Initially, the sole Energy Star requirement shall be the self certification by the bidder that the 
specified equipment is Energy Star compliant.  Within 3 months of the availability of an EPA sanctioned 
test for Energy Star compliance, the Contractor shall submit all equipment upgrades and additions for 
testing and provide proof of compliance to the Government upon completion of testing.  Testing shall be 
at the Contractor’s expense. 

 SC-23.  RECOVERED MATERIALS:  The Corps of Engineers encourages all bidders to utilize 
recovered materials to the maximum extent practicable.  The attached APPENDIX R contains 
procurement guidelines for products containing recovered materials. 
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APPENDIX  R 
 
PART 247 - COMPREHENSIVE PROCUREMENT GUIDELINE FOR PRODUCTS CONTAINING 
RECOVERED MATERIALS 
 
40 CFR Ch. 1 (9-1-99 Edition) 

 
Subpart B-Item Designations 

 
§ 247.10 Paper and paper products. 
 
Paper and paper products, excluding building and construction paper grades. 
 
§ 247.11 Vehicular products. 

 
 (a)  Lubricating oils containing re-refined oil, including engine lubricating oils, hydraulic fluids, and gear 
oils, excluding marine and aviation oils. 
 (b)  Tires, excluding airplane tire 
 (e)  Reclaimed engine coolants, excluding coolants used in non-vehicular applications. 
 

247.12 Construction products. 
 

(a)  Building insulation product including the following items:  
(1) Loose-fill insulation, including but not limited to cellulose fiber, mineral fibers (fiberglass and rock 

vermiculite, and perlite; 
(2) Blanket and batt insulation, including but not limited to mineral fibers (fiberglass and rock wool). 
(3)  Board (sheathing, roof decking wall panel) insulation, including but not limited to structural 

fiberboard and laminated paperboard products perlite composite board, polyurethane, 
polyisocyanurate, polystyrene, phenolics, and composites; and  

(4)  Spray-in-place insulation, including but not limited to foam-in-place polyurethane and 
polyisocyanurate and spray-on cellulose. 

  (b) Structural fiberboard and laminated paperboard products for applications other than building         
insulation, including building board, sheathing shingle backer, sound deadening board, roof 
insulating board, insulating wallboard, acoustical and non-acoustical ceiling tile, acoustical and non-
acoustical lay-in panels, floor underlayments, and roof overlay (cover board). 

 (c)  Cement and concrete, including concrete products such as pipe and block, containing coal fly as 
ground granulated blast furnace (GGBF) slag. 

 (d)  Carpet made of polyester fiber use in low- and medium-wear applications. 
 (e)   Floor tiles and patio block containing recovered rubber or plastic. 
 (f)   Shower and restroom dividers/partitions containing recovered plastic or steel. 
 (g) (1)  Consolidated latex paint used for covering graffiti; and 

 (2)   Reprocessed latex paint used for interior and exterior architectural applications such as wallboard, 
ceilings, and trim; gutter boards; and concrete, stucco, masonry, wood and metal surfaces. 

 
§247.13 Transportation products. 
 

 (a)   Traffic barricades and traffic cones used in controlling or restricting vehicular traffic. 
 (b)   Parking stops made from concrete or containing recovered plastic or rubber. 
 (c)   Channelizers containing recovered plastic or rubber. 
 (d)   Delineators containing recovered plastic, rubber, or steel. 
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 (e)   Flexible delineators containing recovered plastic. 
 
§ 247.14 Park and recreation products 
 

 (a)   Playground surfaces and running tracks containing recovered rubber or plastic. 
 (b)   Plastic fencing containing recovered plastic for use in controlling snow or sand drifting and as a 

warning/safety barrier in construction or other applications. 
 
 
247.15 Landscaping products. 

 
(a) Hydraulic mulch products containing recovered paper or recovered wood used for hydroseeding and 

as an over-spray for straw mulch in landscaping, erosion control, and soil reclamation. 
(b)  Compost made from yard trimmings, leaves, and/or grass clippings for use in landscaping, seeding 

of grass or other plants on roadsides and embankments, as a nutritious mulch under trees and shrubs, and 
in erosion control and soil reclamation. 

(c)   Garden and soaker hoses containing recovered plastic or rubber. 
(d)   Lawn and garden edging containing recovered plastic or rubber. 

 
§ 247.16 Non-paper office product. 
 

(a) Office recycling containers and office waste receptacles. 
(b) Plastic desktop accessories. 
(c) Toner cartridges. 
(d)  Binders. 
(e)  Plastic trash bags. 
(f)  Printer ribbons. 
(g)  Plastic envelopes. 

 
§ 247.17 Miscellaneous products. 
 
Pallets containing recovered wood, plastic, or paperboard. 
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71 S506 Masonry Sections And Details I  29JUL03 

72 S507 Schedules And Misc. Details  29JUL03 

73 S508 Miscellaneous Details  29JUL03 

  Mechanical   

74 M001 Legends And Abbreviations  29JUL03 

75 M101 HVAC Demolition Plan  29JUL03 

76 M102 Hydronic Demolition Plan  29JUL03 

77 M103 HVAC Composite Plan  29JUL03 

78 M104 Hydronic Composite Plan  29JUL03 

79 M105 HVAC Plan Section A, B  29JUL03 

80 M106 Hydronic Plan Section A, B  29JUL03 

81 M107 HVAC Plan Section C, D, E  29JUL03 

82 M108 Hydronic Plan Section C, D, E  29JUL03 

83 M109 Demolition Details I  29JUL03 

84 M110 Demolition Details II  29JUL03 

85 M111 Demolition Details III  29JUL03 

86 M401 Mechanical Room Plans  29JUL03 

87 M501 HVAC Details I  29JUL03 

88 M502 HVAC Details II  29JUL03 
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SHEET 
NUMBER 

PLATE 
NUMBER 

 
TITLE 

REVISION 
NUMBER 

 
DATE 

89 M503 HVAC Details III  29JUL03 

90 M504 Seismic Details  29JUL03 

91 M601 HVAC Schedules I  29JUL03 

92 M602 HVAC Schedules II  29JUL03 

93 M701 HVAC Control Sequence I  29JUL03 

94 M702 HVAC Control Sequence II  29JUL03 

  Plumbing   

95 P101 Plumbing Demolition Plan  29JUL03 

96 P102 Foundation Plumbing Demolition Plan  29JUL03 

97 P103 Plumbing Composite Plan  29JUL03 

98 P104 Foundation Plumbing Composite Plan  29JUL03 

99 P105 Plumbing Plan Section A, B  29JUL03 

100 P106 Foundation Plumbing Plan Section A, B  29JUL03 

101 P107 Plumbing Plan Section C, D, E  29JUL03 

102 P108 Foundation Plumbing Plan Section C, D, E  29JUL03 

103 P401 Mechanical Room Plumbing Plan  29JUL03 

104 P501 Plumbing Details  29JUL03 

105 P601 Plumbing Schedules  29JUL03 

106 P701 HWH Controls And Schematic   29JUL03 

107 P901 Plumbing Isometric I (Drain & Vent)  29JUL03 

108 P902 Plumbing Isometric II (Supply HW & CW)  29JUL03 

  Fire Protection   

109 F101 Fire Protection Plan I  29JUL03 

110 F501 Fire Protection Details I  29JUL03 

  Electrical   
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SHEET 
NUMBER 

PLATE 
NUMBER 

 
TITLE 

REVISION 
NUMBER 

 
DATE 

111 E001 Legend  29JUL03 

112 E101 Site Plan 1  29JUL03 

113 E102 Site Plan 2  29JUL03 

114 E103 Demolition Plan, Interior  29JUL03 

115 E104 Power Plan 1  29JUL03 

116 E105 Power Plan 2  29JUL03 

117 E106 Lighting Plan 1  29JUL03 

118 E107 Lighting Plan 2  29JUL03 

119 E108 Signal Plan 1  29JUL03 

120 E109 Signal Plan 2  29JUL03 

121 E110 Signal Plan 3  29JUL03 

122 E401 Enlarged Service Room  29JUL03 

123 E501 Interior Lighting Detail 1  29JUL03 

124 E502 Interior Lighting Detail 2  29JUL03 

125 E503 Interior Lighting Detail 3  29JUL03 

126 E504 Interior Lighting Detail 4  29JUL03 

127 E505 Exterior Lighting Detail 1  29JUL03 

128 E506 Exterior Lighting Detail 2  29JUL03 

129 E507 Exterior Detail 1  29JUL03 

130 E508 Exterior Detail 2  29JUL03 

131 E509 Communications Details  29JUL03 

132 E510 Miscellaneous Details  29JUL03 

133 E601 One-Line Diagram  29JUL03 

134 E602 One-Line New  29JUL03 

135 E603 Communications Risers And Diagrams  29JUL03 
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SHEET 
NUMBER 

PLATE 
NUMBER 

 
TITLE 

REVISION 
NUMBER 

 
DATE 

136 E604 Fire Alarm Riser  29JUL03 

137 E605 Panel Schedule1  29JUL03 

138 E606 Panel Schedule 2  29JUL03 

139 E607 Panel Schedule 3  29JUL03 

140 E608 Panel Schedule 4  29JUL03 

141 E609 Panel Schedule 5  29JUL03 

142 E610 Panel Schedule 6  29JUL03 

 
 REFERENCE DRAWINGS 
 
Reference drawings provided show conditions at time of construction.  These drawings are furnished for 
information only and the Government does not warrant that conditions will be exactly as shown.  Minor 
deviations can be anticipated and shall not be the basis for a claim for extra compensation. 
 
 
DRAWING 
NUMBER 

REF 
DWG 
NO. 

PLATE 
NO. 

TITLE REV. 
NO. 

DATE 

227-25-55 1 A2 Floor Plan – Addition A 23MAR87 

227-25-55 2 A9 Building Sections A 23MAR87 

227-25-55 3 A10 Wall Sections A 23MAR87 

227-25-55 4 A11 Wall Sections A 23MAR87 

227-25-55 5 A12 Wall Sections A 23MAR87 

227-25-55 6 A13 Partial Building Section A 23MAR87 

227-25-55 7 A15 Exterior Elevations A 23MAR87 

227-25-55 8 A16 Roof Plan and Details A 23MAR87 

227-25-55 9 S3 Roof Framing Plan Addition A 23MAR87 

227-25-55 10 S5 Wall Sections A 23MAR87 

MH-104-2300-25 11 5/7 Bldg 2371 Roof Framing Plan & 
Sections 

A 23DEC75 
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DRAWING 
NUMBER 

REF 
DWG 
NO. 

PLATE 
NO. 

TITLE REV. 
NO. 

DATE 

MH-104-2300-65 12 4/12 Foundation & Roof Framing A 22JUL96 

AW 31-06-02 13 6/19 RCTN Gymnasium Roof Details C 30JAN79 

AW 31-06-02 14 9/19 RCTN Gymnasium Section & Details B 15MAY61 

AW 31-06-02 15 10/19 RCTN Gymnasium Section & Details C 15MAY61 

AW 31-06-02 16  RCTN Gymnasium Elevations & 
Details 

A 15MAY61 

 17  NOT USED   

AW 31-06-02 18  RCTN Gymnasium Wall Sections B 15MAY61 

14-27-01 19 10/21 Swimming Pool, Indoor Elevations E 8NOV84 

 
 

ROOF OPTION DRAWINGS 
 

SHEET 
NUMBER 

PLATE 
NUMBER 

 
TITLE 

REVISION 
NUMBER 

 
DATE 

 V-01 Perspective View Looking Northwest  AUG 03 

 V-02 Perspective View Looking Southwest  AUG 03 

 V-03 Perspective View Looking North  AUG 03 
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REVISIONS TO DRAWINGS BY NOTATION 
 
Drawing, Sheet C106:  Add Note 6 to read, “All gas lines this contract shall be 50 mm in diameter.” 
 
Drawing, Sheet C107:  Add Note 8 to read, “All gas lines this contract shall be 50 mm in diameter.” 
 
Drawing, Sheet A002:  In Note 2, delete reference to Military handbook 1008C, “Fire protection for 
Facilities Engineering, Design and Construction.” 
 
Drawing, Sheet A104:  In Floor Plan – Section D, Room 192 Corridor, change Elevation 2/A104/A107 to 
2/A104/A705. 
 
Drawing Sheet A401:  Revise Keyed Notes 3, 4, 5 and 6 as follows: 

3: “Solid Polymer Partition – Equivalent to Comtec Industries Designer Series, 
Color: D406 – Sandcastle.” 

4: “Solid Polymer Bench – Equivalent to Comtec Industries, Color: As Selected 
from Standard Series.” 

5: “Solid Polymer Lockers – Equivalent to Comtec Industries, Color: As Selected 
from Standard Series.  One Tier – 458 x 458 x 1830.  Two Tier – 458 x 458 x 
1830.” 

6: “Provide Swimsuit Water Extractor Equivalent to Suitmate.  See Suitmate.com, 
Phone 1-800-553-3353.” 

 
Drawing Sheet A402:  Revise Keyed Notes 3, 4 and 5 as follows: 

3: “Solid Polymer Partition – Equivalent to Comtec Industries Designer Series, 
Color: D406 – Sandcastle.” 

4: “Solid Polymer Bench – Equivalent to Comtec Industries, Color: As Selected 
from Standard Series.” 

5: “Solid Polymer Lockers – Equivalent to Comtec Industries, Color: As Selected 
from Standard Series.  One Tier – 458 x 458 x 1830.  Two Tier – 458 x 458 x 
1830.” 

 
Drawing, Sheet A705:  Revise Key Note 8 to read, “Sports court glass wall system.  Match existing 
racquetball court (south end of building ) glass wall system.  See Details, Sheet A502.” 
 
Drawing, Sheet S105:  In Partial Foundation Plan 1/S104, change Section bubble from H/105 to H508. 
 
Drawing, Sheet E101:  Revise note 4 to change “Install 4 200 pair copper cable…” to “Install A 200 pair 
copper cable…” 
 
Drawing, Sheet E104:  Revise according to sketches SK-1 (revision to Section A) and SK-2 (revision to 
Section B), attached. 
 
Drawing, Sheet E105:  Revise according to sketch SK-3, attached. 
 
Drawing, Sheet E108:  Revise Note 16 to change “…CATV data connection…” to “…HAWC LAN 
connection…” 
 
Drawing, Sheet E109:  Revise according to sketch SK-4, attached. 
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Drawing, Sheet E401:  Revise according to sketch SK-5, attached. 
 
Drawing, Sheet E501:  Revise according to sketch SK-6, attached. 
 
Drawing, Sheet E602:  Revise according to sketch SK-7, attached. 
 
Drawing, Sheet E603:  Revise according to sketch SK-8, attached. 
 
Drawing, Sheet E604:  Revise according to sketch SK-9, attached. 
 
Drawing, Sheet E607:  Change Circuits 31 and 33 to SPARE. 
 
Drawing, Sheet E609:  Revise according to sketch SK-10, attached. 
 
Drawing, Sheet E610:  Revise according to sketches SK-11, SK-12 and SK-13, attached. 
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STANDARD DETAILS BOUND IN THE SPECIFICATIONS 
 
DRAWING 
NUMBER 

SHEET 
NUMBER 

 
                      TITLE 

DATE 

    
SECTION 01501 - CONSTRUCTION FACILITIES AND TEMPORARY CONTROLS 

 1 & 2 U.S. Air Force Project Construction Sign 84JUN20 

 1 Hard Hat Sign 10SEP90 

    

    

    

 
 
 

END OF SECTION 
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SECTION  00860 
 

FITNESS CENTER ROOFING SYSTEM 
(Optional Item 0006)  

DESIGN DEVELOPMENT TECHNICAL CRITERIA 
 
 
 

T A B L E  O F  C O N T E N T S  
 
 

Paragraph Page 00860- 
 

1.1 SCOPE ......................................................................................................................................................... 1 
1.2 GENERAL .................................................................................................................................................... 1 

1.2.1 POOL HOUSE:.......................................................................................................................................2 
1.2.2 MECHANICAL EQUIPMENT ..................................................................................................................2 
1.2.3 FIRE DETECTION/ALARM SYSTEM......................................................................................................2 

1.3 SITE ACCESS AND CONSTRUCTION PHASING...................................................................................... 2 
1.4 DESIGN ........................................................................................................................................................ 3 

1.4.1 STRUCTURAL/SEISMIC DESIGN ..........................................................................................................3 
1.5 WARRANTIES ............................................................................................................................................ 3 
1.6 ASBESTOS SAMPLING............................................................................................................................... 4 
1.7 LEAD SAMPLING....................................................................................................................................... 4 
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SECTION  00860 
 

FITNESS CENTER ROOFING SYSTEM 
(Optional Item 0006) 

DESIGN DEVELOPMENT TECHNICAL CRITERIA 
 

 

1.1 SCOPE 
 

This portion of the project includes design and construction of a complete, functional 
and esthetically pleasing roofing system for the entire Fitness Center complex including 
existing buildings, pool house and the new addition.   The new roofing system shall be 
predominately Architectural Standing Seam Metal Roofing conforming to the Mountain 
Home Air Force Base Architectural Standard and shall consist of Structural Standing 
Seam Metal Roof (Specification Section 07416) and Non-Structural Metal Roofing 
[Curved Panel – provided it meets ASCE-7 requirements] (Specification Section 
07412).   The new roofing system design shall incorporate all existing Fitness Center 
facilities and the new addition, and shall provide architectural continuity to the total 
complex.   The existing swimming pool house barrel roof structural frame shall remain 
and be retrofitted with a new standing seam profile curved roof system.  Roof design 
shall incorporate/account for drainage, ancillary equipment, structural and seismic 
loading.   
 

1.2 GENERAL 
 

The Contractor shall remove all existing components of the existing gym roof system(s) 
or portions of the roofing components which will be located under the new standing 
seam roof.  This shall include removal and replacement of insulation if compromised 
with combustible material such as tar.  The Contractor shall also inspect the total gym 
roofing system and replace defective areas including deteriorated or damaged substrate 
and insulation in like kind.   For purposes of bidding the work the Contractor shall plan 
on replacing fifteen percent (15%) of the gym roofing substrate and insulation.   Prior to 
removing existing roofing the Contractor shall test representative samples of the 
existing roofing to determine the presence of asbestos containing material.    
Asbestos sampling shall be in accordance with paragraph 1.6 Asbestos Sampling.  
Where the Contractor’s design utilizes the existing roof or portions thereof in the 
completed design, the Contractor shall inspect the roofing system to remain in place and 
replace defective areas including deteriorated or damaged substrate and insulation and 
install a new single ply membrane roof with a minimum 20 year warranty.   The 
swimming pool roof system requirements are provided in paragraph 1.2.1 below.  The 
new roof systems shall be installed per all manufacturers instructions including substrate 
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preparation, ice shield, felts, flashings, expansion joints, seismic joints, scuppers, 
downspouts, snow guards, and etc.   As-built drawings for reference are included in the 
attached drawings.   Prior to disposal of demolition debris the Contractor shall test 
representative samples of the debris to determine the presence of lead.   Lead sampling 
shall be in accordance with paragraph 1.7 Lead Sampling.   
 
 

1.2.1 POOL HOUSE:    
 

A report of Field Investigation and Analysis for the Swimming Pool Barrel Roof 
System, Building 2370 (dated Nov. 2002) is attached to this section.   It indicates that 
the existing 1 inch by 8 inch sheathing over the existing furring is deteriorated with dry 
rot.  As part of the work the Contractor shall include: removal of the sheathing and 
installation of a new plywood diaphragm;  provide venting or an insulation system that 
will eliminate the moisture collection on the underside of the roof diaphragm decking; 
clean loose paint from all exposed glue-laminated arches; clean all corrosion on 
exposed steel glue-laminated arch buttress connections; provide a protective 
coating/treatment on all exposed to view wood surfaces associated with the above.   
 

1.2.2 MECHANICAL EQUIPMENT       
 

All of the existing roof equipment, including two air handling units, three roof hoods, 
three roof ventilators, two condensing units, two exhaust fans and two goose necks, are 
scheduled to be removed (in the base schedule work) except for one large air handling 
unit, one small exhaust fan and two roof hoods.  The air handling unit is a 36,000 cfm 
unit, approximately 18 feet by 10 feet in size.  The exhaust fan is a 400 cfm unit.  The 
roof hoods are 54-inch square.  The Contractor’s design shall accommodate the 
equipment to remain.  
 

1.2.3 FIRE DETECTION/ALARM SYSTEM 

 
The attic spaces created between the structures and the new Fitness Center Roofing 
System shall be equipped with addressable heat detectors in accordance with NFPA 
72 and 101.  Contractor shall integrate the new heat detectors into the existing/new 
facility fire detection and alarm systems.   
 

1.3 SITE ACCESS AND CONSTRUCTION PHASING 
 
Site access and construction phasing for the work shall be in accordance with the 
requirements specified in Section 01005 Site Specific Supplementary Requirements.  
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1.4 DESIGN 
 
After award and upon receipt of Notice to Proceed with Optional Item 0006 All Work 
to Design and Construct Integrated Standing Seam Metal Roof System for the Fitness 
Center, the Contractor shall prepare detailed project design documents that are suitable 
to adequately demonstrate that the design, materials and methods of construction are in 
accordance with the contract.  The project design documents shall consist of drawings, 
design analysis, catalogue cuts and corresponding specifications prepared in CSI 
format.  Section 00810 Design-Build Contract Procedures (Optional Item No. 0006) 
contains the requirements, procedures and schedules for Contractor preparation of and 
subsequent Government review of project design documents.   
 

1.4.1 STRUCTURAL/SEISMIC DESIGN  

 
The overall structural system shall be selected based on durability, maintainability, and 
cost-effectiveness.  The design drawings shall contain in the General Notes a list of the 
design loading criteria, a list of the strengths of the engineering materials used, and any 
other pertinent data.  Structural calculations to substantiate the structural design shall be 
submitted in accordance with the requirements specified in Section 00810.  Structural 
design shall take into account all dead and live loads (rain, snow, wind and etc.) in 
accordance with ASCE 7-98.  In addition that portion of the roof over the new addition 
(Optional Item 0006AA) shall also be designed in accordance with the requirements of 
TI 809-04 Seismic Design For Buildings/ AFM 32-1149 V1 (I) dated 31 December 
1998 which is available on the internet at the following web address (URL) 
[http://www.hnd.usace.army.mil/techinfo/ti.htm] and the USGS Ground Motion maps 
referenced therein which are available at [http://geohazards.cr.usgs.gov/eq/].  The 
design criteria is as follows: 
 

• Seismic Use Group: 1 
• Short Period Spectral Acceleration, Ss (%G): 30 
• One Second Period Spectral Acceleration, S1 (%G): 10 
• Site Class: D 

. 

1.5 WARRANTIES  
 
The standing seam metal roofing system and all of its components shall be covered by a 
20-year minimum manufacturer’s warranty to include material, accessories, labor and 
coatings.  In addition, a 5-year (minimum) weather tightness (installation) warranty shall 
be provided by the General Contractor.  Single ply membrane roofing (if provided) shall 
be covered by a 20-year minimum manufacturer’s warranty for the material and labor. 
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1.6 ASBESTOS SAMPLING  
 
Asbestos sampling shall be such that it conforms to all applicable local, state, and 
federal regulations and protocols.  This implies Asbestos Hazard Emergency Response 
Act (AHERA) standards (40 CFR 763.86).  Sampling activities undertaken to 
determine the presence of asbestos containing material (ACM) shall be conducted by 
personnel who have successfully completed the EPA Model Accreditation Plan (MAP) 
"Building Inspector" training course required by 40 CFR 763, Subpart E, Appendix C.  
All bulk asbestos samples will be analyzed by polarized light microscopy (PLM) using 
the EPA "Interim Method for Determination of Asbestos in Bulk Insulation Samples" 
(40 CFR 764, Appendix A to Subpart F and EPA 600/M4-82-020).   The Contractor 
shall deliver samples to a laboratory accredited under the National Institute of 
Standards and Technology (NIST) "National Voluntary Laboratory Accreditation 
Program (NVLAP)".   
 

1.7 LEAD SAMPLING   
 
Prior to disposal of demolition debris, the Contractor shall collect up to two (2) TCLP 
samples from each structure, representing the relative proportion of building materials 
present in the structure.  Construction debris sample collection shall be in accordance 
with American Society of Testing and Materials (ASTM) method E 1908-97, 
"Standard Guide for Sample Selection of Debris Waste from a Building Renovation or 
Lead Abatement Project for Toxicity Characteristic Leaching Procedure (TCLP) 
Testing for Leachable Lead".  If results from the TCLP testing are greater than 5 mg/L 
lead, the associated material shall be disposed in an permitted facility. 
 
 

 
 
 

End of Section 00860 
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WAIS Document Retrieval  
GENERAL DECISION: ID20030004 ID4  
 
Date: June 13, 2003 
General Decision Number: ID20030004 
 
 Superseded General Decision No. ID020004 
 
 State: Idaho 
 
 Construction Type: 
 BUILDING 
 
 County(ies): 
 ADAMS              ELMORE              MADISON 
 BLAINE             FREMONT             MINIDOKA 
 BOISE              GEM                 OWYHEE 
 CAMAS              GOODING             PAYETTE 
 CARIBOU            IDAHO               TETON 
 CASSIA             JEROME              TWIN FALLS 
 CLARK              LEMHI               VALLEY 
 CUSTER             LINCOLN             WASHINGTON 
 
 IDAHO COUNTY - South of the 46th Parallel 
 
 BUILDING CONSTRUCTION PROJECTS (does not include residential 
 construction consisting of single family homes and apartments up 
 to and including 4 stories) 
 
 Modification Number     Publication Date 
           0             06/13/2003 
 
COUNTY(ies): 
ADAMS              ELMORE              MADISON 
BLAINE             FREMONT             MINIDOKA 
BOISE              GEM                 OWYHEE 
CAMAS              GOODING             PAYETTE 
CARIBOU            IDAHO               TETON 
CASSIA             JEROME              TWIN FALLS 
CLARK              LEMHI               VALLEY 
CUSTER             LINCOLN             WASHINGTON 
 
 ELEC0291E  06/01/2002 
                                   Rates          Fringes 
ELMORE COUNTY 
 
ELECTRICIANS                          24.88           3%+6.59 
---------------------------------------------------------------- 
 
 ELEC0449A  06/01/2002 
                                   Rates          Fringes 
CLARK, CUSTER, FREMONT, LEMHI, MADISON AND 
TETON COUNTIES 
 
ELECTRICIANS                          22.55         5%+7.34 
---------------------------------------------------------------- 
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 ELEC0449B  06/01/2002 
                                   Rates          Fringes 
CARIBOU COUNTY 
 
CONTRACTS $500,000 AND UNDER 
 ELECTRICIANS                         18.90          5%+7.34 
 
CONTRACTS OVER $500,000 
 ELECTRICIANS                         22.55          5%+7.34 
---------------------------------------------------------------- 
 
 SUID1003A  02/01/1990 
                                   Rates          Fringes 
BRICKLAYERS: 
Area 1                             10.00 
Area 2                             11.75 
Area 3                             12.00 
CARPENTERS: 
Area 1                              9.88           2.03 
Area 2                             11.70           4.02 
Area 3                             11.33 
CEMENT MASONS: 
Area 1                              8.00           2.41 
Area 2                             10.91           3.27 
Area 3                              8.00           2.41 
ELECTRICIANS: 
Area 1                             12.04           1.13 
 
GLAZIERS: 
Area 2                              8.00           1.25 
Area 3                             14.16           1.37 
IRONWORKERS: 
Area 3                             14.00 
LABORERS: 
Area 1                              6.68 
Area 2                              7.54 
Area 3                              8.54 
PAINTERS: 
Area 1                             10.46 
Area 3 
 Brush                             10.46 
PLUMBERS: 
Area 1                             11.53 
Area 2                             10.34           3.41 
Area 3                             13.02 
ROOFERS: 
Area 1                             11.76           2.05 
Area 2                             12.96           1.55 
Area 3                             13.60 
SHEET METAL WORKERS: 
Area 1                             11.05           1.19 
Area 2                             11.90           2.36 
Area 3                             12.68           1.80 
POWER EQUIPMENT OPERATORS: 
Area 2: 
 Backhoes                          14.70           4.20 
 Cranes                            13.60 
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 Loaders and Rollers               10.00           1.39 
TRUCK DRIVERS: 
Area 2                              8.40           1.39 
 
AREA 1: 
  Adams, Blaine, Boise, Camas, Cassia, Gem, Gooding, Idaho 
  (south of 46th Parallel), Jerome, Lincoln, Minidoka, Owhyee, 
  Payette, Twin Falls, Valley, and Washington Counties. 
 
AREA 2: 
  Caribou, Custer, Clark, Fremont, Lemhi, Madison, and Teton 
  Counties 
 
AREA 3: 
  Elmore County 
---------------------------------------------------------------- 
WELDERS - Receive rate prescribed for craft performing operation 
to which welding is incidental. 
---------------------------------------------------------------- 
 
Unlisted classifications needed for work not included within 
the scope of the classifications listed may be added after 
award only as provided in the labor standards contract clauses 
(29 CFR 5.5(a)(1)(ii)). 
---------------------------------------------------------------- 
In the listing above, the "SU" designation means that rates 
 
listed under that identifier do not reflect collectively 
bargained wage and fringe benefit rates.  Other designations 
indicate unions whose rates have been determined to be 
prevailing. 
 
      WAGE DETERMINATION APPEALS PROCESS 
 
1.) Has there been an initial decision in the matter?  This can 
 be: 
 
* an existing published wage determination 
* a survey underlying a wage determination 
* a Wage and Hour Division letter setting forth a 
  position on a wage determination matter 
* a conformance (additional classification and rate) 
  ruling 
 
On survey related matters, initial contact, including requests 
for summaries of surveys, should be with the Wage and Hour 
Regional Office for the area in which the survey was conducted 
because those Regional Offices have responsibility for the 
Davis-Bacon survey program.  If the response from this initial 
contact is not satisfactory, then the process described in 2.) 
and 3.) should be followed. 
 
With regard to any other matter not yet ripe for the formal 
process described here, initial contact should be with the Branch 
of Construction Wage Determinations.  Write to: 
 
     Branch of Construction Wage Determinations 
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     Wage and Hour Division 
     U. S. Department of Labor 
     200 Constitution Avenue, N. W. 
     Washington, D. C.  20210 
 
2.) If the answer to the question in 1.) is yes, then an 
interested party (those affected by the action) can request 
review and reconsideration from the Wage and Hour Administrator 
(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to: 
 
          Wage and Hour Administrator 
          U.S. Department of Labor 
          200 Constitution Avenue, N. W. 
          Washington, D. C.  20210 
 
The request should be accompanied by a full statement of the 
interested party's position and by any information (wage payment 
data, project description, area practice material, etc.) that the 
requestor considers relevant to the issue. 
 
3.) If the decision of the Administrator is not favorable, an 
interested party may appeal directly to the Administrative Review 
 
Board (formerly the Wage Appeals Board). Write to: 
 
          Administrative Review Board 
          U. S. Department of Labor 
          200 Constitution Avenue, N. W. 
          Washington, D. C.  20210 
 
4.) All decisions by the Administrative Review Board are final. 
            END OF GENERAL DECISION 
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SECTION 13110

CATHODIC PROTECTION SYSTEM (SACRIFICIAL ANODE)

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM B 418 (1995a) Cast and Wrought Galvanic Zinc 
Anodes

ASTM B 843 (1993; R 1998) Magnesium Alloy Anodes for 
Cathodic Protection

ASTM D 1248 (1998) Polyethylene Plastics Molding and 
Extrusion Materials

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

40 CFR 280 Technical Standards and Corrective Action 
Requirements for Owners and Operators of 
Underground Storage Tanks (UST)

49 CFR 192 Transportation of Natural and other Gas by 
Pipeline: Minimum Federal Safety Standards

49 CFR 195 Transportation of Hazardous Liquids by 
Pipeline

NACE INTERNATIONAL (NACE)

NACE RP0169 (1996) Control of External Corrosion on 
Underground or Submerged Metallic Piping 
Systems

NACE RP0177 (1995) Mitigation of Alternating Current 
and Lightning Effects on Metallic 
Structures and Corrosion Control Systems

NACE RP0188 (1999) Discontinuity (Holiday) Testing of 
Protective Coatings

NACE RP0190 (1995) External Protective Coatings for 
Joints, Fittings, and Valves on Metallic 
Underground or Submerged Pipelines and 
Piping Systems

NACE RP0193 (1993) External Cathodic Protection of 
On-Grade Metallic Storage Tank Bottoms
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NACE RP0285 (1995) Corrosion Control of Underground 
Storage Tank Systems by Cathodic Protection

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA TC 2 (1998) Electrical Polyvinyl Chloride (PVC) 
Tubing (EPT) and Conduit (EPC-40 and 
EPC-80)

NEMA WC 5 (1992; Rev 2, 1996) 
Thermoplastic-Insulated Wire and Cable for 
the Transmission and Distribution of 
Electrical Energy

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2002) National Electrical Code

UNDERWRITERS LABORATORIES (UL)

UL 6 (1997) Rigid Metal Conduit

UL 510 (1994; Rev thru Apr 1998) Polyvinyl 
Chloride, Polyethylene, and Rubber 
Insulating Tape

UL 514A (1996; Rev Dec 1999) Metallic Outlet Boxes

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-0201 Data

Cathodic Protection System; G

Manufacturer's Catalog Data.

Qualifications;

Efidence of qualifications of corrosion engineer.

SD-02 Shop Drawings

Drawings; 

  Detail drawings consisting of a complete list of equipment and 
material including manufacturer's descriptive and technical 
literature, catalog cuts, results of system design calculations 
including soil-resistivity, installation instructions and 
certified test data stating the maximum recommended anode current 
output density and the rate of gaseous production if any at that 
current density.  Detail drawings shall contain complete wiring 
and schematic diagrams and any other details required to 
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demonstrate that the system has been coordinated and will function 
properly as a unit.

SD-03 Product Data

Equipment; G

  Within 30 days after receipt of notice to proceed, an itemized 
list of equipment and materials including item number, quantity, 
and manufacturer of each item.  The list shall be accompanied by a 
description of procedures for each type of testing and 
adjustments, including testing of coating for thickness and 
holidays.  Installation of materials and equipment shall not 
commence until this submittal is approved.

SD-06 Test Reports

Tests and Measurements; G

  Test reports in booklet form tabulating all field tests and 
measurements performed, upon completion and testing of the 
installed system and including close interval potential survey, 
casing and interference tests, final system test verifying 
protection, insulated joint and bond tests, and holiday coating 
test.  A certified test report showing that the connecting method 
has passed a 120-day laboratory test without failure at the place 
of connection, wherein the anode is subjected to maximum 
recommended current output while immersed in a three percent 
sodium chloride solution.

1.3   GENERAL REQUIREMENTS

1.3.1   Services of "Corrosion Expert"

The Contractor shall obtain the services of a "corrosion expert" to 
supervise, inspect, and test the installation and performance of the 
cathodic protection system.  "Corrosion expert" refers to a person, who by 
thorough knowledge of the physical sciences and the principles of 
engineering and mathematics, acquired by professional education and related 
practical experience, is qualified to engage in the practice of corrosion 
control of buried or submerged metallic surfaces. Such a person must be 
accredited or certified by the National Association of Corrosion Engineers 
(NACE) as a NACE Accredited Corrosion Specialist or a NACE certified 
Cathodic Protection (CP) Specialist or be a registered professional 
engineer who has certification or licensing that includes education and 
experience in corrosion control of buried or submerged metallic piping and 
tank systems, if such certification or licensing includes 5 years 
experience in corrosion control on underground metallic surfaces of the 
type under this contract.  The "corrosion expert" shall make at least 3 
visits to the project site.  The first of these visits shall include 
obtaining soil resistivity data, acknowledging the type of pipeline 
coatings to be used and reporting to the Contractor the type of cathodic 
protection required.  Once the submittals are approved and the materials 
delivered, the "corrosion expert" shall revisit the site the ensure the 
Contractor understands installation practices and laying out the 
components.  The third visit shall involve testing the installed cathodic 
protection systems and training applicable personnel on proper maintenance 
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techniques.  The "corrosion expert" shall supervise installation and 
testing of all cathodic protection.

PART 2   PRODUCTS

2.1   MAGNESIUM ANODES

A minimum of 1 anode shall be installed on the valve or fitting.  See 
Paragraph METALLIC COMPONENTS AND TYPICALS for additional anodes under slab.

2.1.1   Anode Composition

Anodes shall be of high-potential magnesium alloy, made of primary 
magnesium obtained from sea water or brine, and not made from scrap metal.  
Magnesium anodes shall conform to ASTM B 843 and to the following analysis 
(in percents) otherwise indicated:

               Aluminum, max.               0.010
               Manganese, max.              0.50 to 1.30
               Zinc                         0.05
               Silicon, max.                0.05
               Copper, max.                 0.02
               Nickel, max.                 0.001
               Iron, Max.                   0.03
               Other impurities, max.       0.05 each or 0.3 max. total
               Magnesium                    Remainder

The Contractor shall furnish spectrographic analysis on samples from each 
heat or batch of anodes used on this project.

2.1.2   Dimensions and Weights

Dimensions and weights of anodes shall be approximately as follows:

TYPICAL MAGNESIUM ANODE SIZE

                    (Cross sections may be round, square, or D shaped)

                                NOMINAL  GROSS
   NOMINAL      APPROX.         WT kg PACKAGED      NOMINAL PACKAGE
   WT. kg.      SIZE (mm)       IN BACKFILL         DIMENSIONS (mm)
   _________________________________________________________________________

      1.4      76 X 76 X 127         3.6            133 X 133 X 203
      2.3      76 X 76 X 203         5.9            133 X 133 X 286
      4.1      76 X 76 X 356        12.3            133 X 508
      5.5     102 X 102 X 305       14.5            191 X 457
      7.7     102 X 102 X 432       20.5            191 X 610
     14.5     127 X 127 X 521       30.9            216 X 711
     22.7     178 X 178 X 406       45.5            254 X 610

2.1.3   Packaged Anodes

Anodes shall be provided in packaged form with the anode surrounded by 
specially-prepared quick-wetting backfill and contained in a water 
permeable cloth or paper sack.  Anodes shall be centered by means of 
spacers in the backfill material.  The backfill material shall have the 
following composition, unless otherwise indicated:
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         Material                  Approximate Percent by Weight

         Gypsum                                    75
         Bentonite                                 20
         Sodium Sulphate                            5

           Total                                  100

2.1.4   Connecting Wire

2.1.4.1   Wire Requirements

Wire shall be No. 12 AWG solid copper wire, not less than 3 meters long, 
unspliced, complying with NFPA 70, Type TW insulation.  Connecting wires 
for magnesium anodes shall be factory installed with the place or emergence 
from the anode in a cavity sealed flush with a dielectric sealing compound.

2.2   MISCELLANEOUS MATERIALS

2.2.1   Electrical Wire

Wire shall be No. 12 AWG stranded copper wire with NFPA 70, Type 
Polyethylene insulation.  Polyethylene insulation shall comply with the 
requirements of ASTM D 1248 and shall be of the following types, classes, 
and grades:

   High-molecular weight polyethylene shall be Type I, Class C, Grade E5.

   High-density polyethylene shall be Type III, Class C, Grade E3.

2.2.1.1   Wire Splicing

Connecting wire splicing shall be made with copper compression connectors 
or exothermic welds, following instructions of the manufacturer.  Single 
split-bolt connections shall not be used.  Sheaths for encapsulating 
electrical wire splices to be buried underground shall fit the insulated 
wires entering the spliced joints and epoxy potting compound shall be as 
specified below.

2.2.2   Test Boxes and Junctions Boxes

Boxes shall be outdoor type conforming to UL 514A.

2.2.3   Joint, Patch, Seal, and Repair Coating

Sealing and dielectric compound shall be a black, rubber based compound 
that is soft, permanently pliable, tacky, moldable, and unbacked.  Compound 
shall be applied as recommended by the manufacturer, but not less than 13 mm
 thick.   Coating compound shall be cold-applied coal-tar base mastic.  
Pressure-sensitive vinyl plastic electrical tape shall conform to UL 510.

2.2.4   Test Stations

Stations shall be of the flush-curb-box type and shall be the standard 
product of a recognized manufacturer.  Test stations shall be complete with 
an insulated terminal block having the required number of terminals.  The 
test station shall be provided with a lockable over and shall have an 
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embossed legend, "C.P. Test."  A minimum of one (1) test station shall be 
provided each component of the valve or fitting.  A minimum of six (6) 
terminals shall be provided in each test station.  A minimum of two (2) 
leads are required to the metallic pipe from each test station.  Other 
conductors shall be provided for each anode, other foreign pipe, and 
reference cells as required.  Test stations may be constructed of 
nonmetallic materials.  However, if nonmetallic materials are utilized, as 
a minimum, the materials shall be resistant to damage from ultraviolet 
radiation, contain good color retention qualities, contain high strength 
qualities, and be resistant to accidental or vandalistic impacts that might 
be normally encountered in the environment for which they are to be 
installed.  The test stations shall be listed for the particular 
application for which they are to be utilized.

PART 3   EXECUTION

3.1   CRITERIA OF PROTECTION

Acceptance criteria for determining the adequacy of protection on a buried 
underground metallic component shall be in accordance with NACE RP0169 and 
as specified below.

3.1.1   Iron and Steel

The following method (a) shall be used for testing cathodic protection 
voltages.  If more than one method is required, method (b) shall be used.

      a.   A negative voltage of at least minus 850 millivolts as measured 
between the underground component and a saturated copper-copper sulphate 
reference electrode connecting the earth (electrolyte) directly over the 
underground component.  Determination of this voltage shall be made with 
the cathodic protection system in operation.  Voltage drops shall be 
considered for valid interpretation of this voltage measurement.  A minimum 
of minus 850 millivolts "instant off" potential between the underground 
component being tested and the reference cell shall be achieved over 95 
percent of the area of the structure.  Adequate number of measurements 
shall be obtained over the entire structure, pipe, tank, or other metallic 
component to verify and record achievement of minus 850 millivolts "instant 
off."  This potential shall be obtained over 95 percent of the total 
metallic area without the "instant off" potential exceeding 1200 millivolts.

      b.   A minimum polarization voltage shift of 100 millivolts as 
measured between the underground component and a saturated copper-copper 
sulphate reference electrode contacting the earth directly over the 
underground component.  This polarization voltage shift shall be determined 
by interrupting the protective current and measuring the polarization 
decay.  When the protective current is interrupted, an immediate voltage 
shift will occur.  The voltage reading, after the immediate shift, shall be 
used as the base reading from which to measure polarization decay. 
Measurements achieving 100 millivolts decay shall be made over 95 percent 
of the metallic surface being protected.

      c.   For any metallic component, a minimum of four (4) measurements 
shall be made using subparagraph (a), above, and achieving the "instant 
off" potential of minus 850 millivolts.  Two (2) measurements shall be made 
over the anodes and two (2) measurements shall be made at different 
locations near the component and farthest away from the anode.
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3.2   INSTALLATION

3.2.1   Anode Installation

Unless otherwise authorized, installation shall not proceed without the 
presence of the Contracting Officer.  Unless otherwise indicated, all 
equipment shall be installed in accordance with the manufacturer's 
recommendations. 

3.2.2   Location of Test Stations

Test stations shall be of the type and location shown and shall be curb box 
mounted.  Buried eletrcially insulating joints shall be provided with test 
wire connections brought to a test station.  

3.3   TESTS AND MEASUREMENTS

3.3.1   Baseline Potentials

Each test and measurement will be witnessed by the Contracting Officer.  
The Contractor shall notify the Contracting Officer a minimum of five (5) 
working days prior to each test.  After backfill of the pipe, the static 
potential-to-soil of the valve or fitting pipe shall be measured.  The 
locations of these measurements shall be identical to the locations 
specified for pipe-to-reference electrode potential measurements.  The 
initial measurements shall be recorded.

3.3.2   Anode Output

As the anodes or groups of anodes are connected to the valves or fittings, 
current output shall be measured with an approved low resistance ammeter.  
The values obtained and the date, time, and location shall be recorded.  

3.3.3   Reference Electrode Potential Measurements

Upon completion of the installation and with the entire cathodic protection 
system in operation, electrode potential measurements shall be made using a 
copper-copper sulphate reference electrode and a potentiometer-voltmeter, 
or a direct-current voltmeter having an internal resistance (sensitivity) 
of not less than 10 megohms per volt and a full scale of 10 volts.  The 
locations of these measurements shall be identical to the locations used 
for baseline potentials.  The values obtained and the date, time, and 
locations of measurements shall be recorded.  

3.3.4   Location of Measurements

3.3.4.1   Piping or Conduit

For coated piping or conduit, measurements shall be taken from the 
reference electrode located in contact with the earth, directly over the 
pipe.  Connection to the pipe shall be made at service risers, valves, test 
leads, or by other means suitable for test purposes.  Pipe-to-soil 
potential measurements shall be made at intervals not exceeding 120 meters. 
 In no case shall less than three measurements be made over any length of 
line.  Additional measurements shall be made at each distribution service 
riser, with the reference electrode placed directly over the service line.  
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3.3.4.2   Recording Measurements

All valve-to-soil potential measurements including initial potentials where 
required shall be recorded.  The Contractor shall locate, correct and 
report to the Contracting Officer any short cicuits to foreign valves 
encountered during checkout of the installed cathodic protection system.  
Valve-to-soil potential measurements are required on all underground 
valves.  

    -- End of Section --
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SECTION 13851

FIRE DETECTION AND ALARM SYSTEM, ADDRESSABLE

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI S3.41 (1990; R 1996) Audible Emergency 
Evacuation Signal

FACTORY MUTUAL ENGINEERING AND RESEARCH (FM)

FM P7825a (1998) Approval Guide Fire Protection

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE C62.41 (1991; R 1995) Surge Voltages in 
Low-Voltage AC Power Circuits

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 1221 (1999) Installation, Maintenance and Use 
of Public Fire Service Communication 
Systems

NFPA 70 (2002) National Electrical Code

NFPA 72 (2002) National Fire Alarm Code

NFPA 90A (1999) Installation of Air Conditioning 
and Ventilating Systems

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

47 CFR 15 Radio Frequency Devices

UNDERWRITERS LABORATORIES (UL)

UL 1242 (1996; Rev Mar 1998) Intermediate Metal 
Conduit

UL 1971 (1995; Rev thru Apr 1999) Signaling 
Devices for the Hearing Impaired

UL 228 (1997; Rev Jan 1999) Door Closers-Holders, 
With or Without Integral Smoke Detectors

UL 268 (1996; Rev thru Jan 1999) Smoke Detectors 
for Fire Protective Signaling Systems
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UL 268A (1998) Smoke Detectors for Duct Application

UL 38 (1999) Manually Actuated Signaling Boxes 
for Use with Fire-Protective Signaling 
Systems

UL 464 (1996; Rev thru May 1999) Audible Signal 
Appliances

UL 521 (1999) Heat Detectors for Fire Protective 
Signaling Systems

UL 6 (1997) Rigid Metal Conduit

UL 632 (2000) Electrically-Actuated Transmitters

UL 797 (1993; Rev thru Mar 1997) Electrical 
Metallic Tubing

UL 864 (1996; Rev thru Mar 1999) Control Units 
for Fire Protective Signaling Systems 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Fire Alarm Reporting System; G, 
  Detail drawings, prepared and signed by a Registered 
Professional Engineer or a NICET Level 3 or 4 Fire Alarm 
Technician, consisting of a complete list of equipment and 
material, including manufacturer's descriptive and technical 
literature, catalog cuts, and installation instructions.  Note 
that the contract drawings show layouts based on typical 
detectors.  The Contractor shall check the layout based on the 
actual detectors to be installed and make any necessary revisions 
in the detail drawings.  The detail drawings shall also contain 
complete wiring and schematic diagrams for the equipment 
furnished, equipment layout, and any other details required to 
demonstrate that the system has been coordinated and will properly 
function as a unit.  Detailed point-to-point wiring diagram shall 
be prepared and signed by a Registered Professional Engineer or a 
NICET Level 3 or 4 Fire Alarm Technician showing points of 
connection.  Diagram shall include connections between system 
devices, appliances, control panels, supervised devices, and 
equipment that is activated or controlled by the panel.

SD-03 Product Data

Storage Batteries; , 

  Substantiating battery calculations for supervisory and alarm 
power requirements.  Ampere-hour requirements for each system 
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component and each panel component, and the battery recharging 
period shall be included.

Voltage Drop; , 

  Voltage drop calculations for notification appliance circuits to 
indicate that sufficient voltage is available for proper appliance 
operation.

Special Tools and Spare Parts; 
  Spare parts data for each different item of material and 
equipment specified, not later than 3 months prior to the date of 
beneficial occupancy.  Data shall include a complete list of parts 
and supplies with the current unit prices and source of supply and 
a list of the parts recommended by the manufacturer to be replaced 
after 1 year of service.

Technical Data and Computer Software; G, 

  Technical data which relates to computer software.

Training; , 

  Lesson plans, operating instructions, maintenance procedures, 
and training data, furnished in manual format, for the training 
courses.  The operations training shall familiarize designated 
government personnel with proper operation of the fire alarm 
system.  The maintenance training course shall provide the 
designated government personnel adequate knowledge required to 
diagnose, repair, maintain, and expand functions inherent to the 
system.

Testing; G, 

  Detailed test procedures, prepared and signed by a Registered 
Professional Engineer or a NICET Level 3 or 4 Fire Alarm 
Technician, for the fire detection and alarm system 60 days prior 
to performing system tests.

SD-06 Test Reports

Testing; , 

  Test reports, in booklet form, showing field tests performed to 
prove compliance with the specified performance criteria, upon 
completion and testing of the installed system.  Each test report 
shall document readings, test results and indicate the final 
position of controls.  The Contractor shall include the NFPA 72 
Certificate of Completion and NFPA 72 Inspection and Testing Form, 
with the appropriate test reports.

SD-07 Certificates

Equipment; , 

  Certified copies of current approvals or listings issued by an 
independent test lab if not listed by UL, FM or other nationally 
recognized testing laboratory, showing compliance with specified 
NFPA standards.
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Qualifications; G, 
  Proof of qualifications for required personnel.  The installer 
shall submit proof of experience for the Professional Engineer, 
fire alarm technician, and the installing company.

SD-10 Operation and Maintenance Data

Technical Data and Computer Software; G, 

  Six copies of operating manual outlining step-by-step procedures 
required for system startup, operation, and shutdown.  The manual 
shall include the manufacturer's name, model number, service 
manual, parts list, and complete description of equipment and 
their basic operating features.  Six copies of maintenance manual 
listing routine maintenance procedures, possible breakdowns and 
repairs, and troubleshooting guide.  The manuals shall include 
conduit layout, equipment layout and simplified wiring, and 
control diagrams of the system as installed.  The manuals shall 
include complete procedures for system revision and expansion, 
detailing both equipment and software requirements. Original and 
backup copies of all software delivered for this project shall be 
provided, on each type of media utilized.  Manuals shall be 
approved prior to training.

1.3   GENERAL REQUIREMENTS

1.3.1   Standard Products

Material and equipment shall be the standard products of a manufacturer 
regularly engaged in the manufacture of the products for at least 2 years 
prior to bid opening.  Equipment shall be supported by a service 
organization that can provide service within 24 hours of notification.

1.3.2   Nameplates

Major components of equipment shall have the manufacturer's name, address, 
type or style, voltage and current rating, and catalog number on a 
noncorrosive and nonheat-sensitive plate which is securely attached to the 
equipment.

1.3.3   Keys and Locks

Locks shall be keyed alike.  Four keys for the system shall be provided.

1.3.4   Tags

Tags with stamped identification number shall be furnished for keys and 
locks.

1.3.5   Verification of Dimensions

After becoming familiar with details of the work, the Contractor shall 
verify dimensions in the field and shall advise the Contracting Officer of 
any discrepancy before performing the work.

1.3.6   Compliance

The fire detection and alarm system and the central reporting system shall 
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be configured in accordance with NFPA 72; exceptions are acceptable as 
directed by the Contracting Officer. The equipment furnished shall be 
compatible and be UL listed, FM approved, or approved or listed by a 
nationally recognized testing laboratory in accordance with the applicable 
NFPA standards.

1.3.7   Qualifications

1.3.7.1   Engineer and Technician

     a.  Registered Professional Engineer with verification of experience 
and at least 4 years of current experience in the design of the fire 
protection and detection systems.

     b.  National Institute for Certification in Engineering Technologies 
(NICET) qualifications as an engineering technician in fire alarm systems 
program with verification of experience and current NICET certificate.

     c.  The Registered Professional Engineer may perform all required 
items under this specification.  The NICET Fire Alarm Technician shall 
perform only the items allowed by the specific category of certification 
held.

1.3.7.2   Installer

The installing Contractor shall provide the following:  NICET Fire Alarm 
Technicians to perform the installation of the system.  A NICET Level 3 or 
4 Fire Alarm Technician shall supervise the installation of the fire alarm 
system.  NICET Level 2 or higher Fire Alarm Technician shall install and 
terminate fire alarm devices, cabinets and panels.  An electrician or NICET 
Level 1 Fire Alarm Technician shall install conduit for the fire alarm 
system. Fire Alarm Technicians to perform the installation of the system.  
A Fire Alarm Technician with a minimum of 4 years of experience shall 
perform/supervise the installation of the fire alarm system.  Fire Alarm 
Technicians with a minimum of 2 years of experience shall be utilized to 
assist in the installation and terminate fire alarm devices, cabinets and 
panels.  An electrician shall be allowed to install wire or cable and to 
install conduit for the fire alarm system.  The Fire Alarm technicians 
installing the equipment shall be factory trained in the installation, 
adjustment, testing, and operation of the equipment specified herein and on 
the drawings.

1.3.7.3   Design Services

Installations requiring designs or modifications of fire detection, fire 
alarm, or fire suppression systems shall require the services and review of 
a qualified fire protection engineer.  For the purposes of meeting this 
requirement, a qualified fire protection engineer is defined as an 
individual meeting one of the following conditions:

a.  An engineer having a Bachelor of Science or Masters of Science 
Degree in Fire Protection Engineering from an accredited 
university engineering program, plus a minimum of 2 years' work 
experience in fire protection engineering.

b.  A registered professional engineer (P.E.) in fire protection 
engineering.

c.  A registered PE in a related engineering discipline and member 
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grade status in the National Society of Fire Protection Engineers.

d.  An engineer with a minimum of 10 years' experience in fire 
protection engineering and member grade status in the National 
Society of Fire Protection Engineers.

1.4   SYSTEM DESIGN

1.4.1   Operation

The fire alarm and detection system shall be a complete, supervised fire 
alarm reporting system.  The system shall be activated into the alarm mode 
by actuation of any alarm initiating device.  The system shall remain in 
the alarm mode until the initiating device is reset and the fire alarm 
control panel is reset and restored to normal.  Alarm initiating devices 
shall be connected , Style D, to signal line circuits (SLC), Style 6 or 7, 
in accordance with NFPA 72.  Alarm notification appliances shall be 
connected to notification appliance circuits (NAC), Style Z in accordance 
with NFPA 72.  A looped conduit system shall be provided so that if the 
conduit and all conductors within are severed at any point, all IDC, NAC 
and SLC will remain functional.  The conduit loop requirement is not 
applicable to the signal transmission link from the local panels (at the 
protected premises) to the Supervising Station (fire station, fire alarm 
central communication center).  Textual, audible, and visual appliances and 
systems shall comply with NFPA 72.  Fire alarm system components requiring 
power, except for the control panel power supply, shall operate on 24 Volts 
dc.  Addressable system shall be microcomputer (microprocessor or 
microcontroller) based with a minimum word size of eight bits and shall 
provide the following features:

a.  Sufficient memory to perform as specified and as shown for 
addressable system.

b.  Individual identity of each addressable device for the following 
conditions: alarm; trouble; open; short; and appliances 
missing/failed remote detector - sensitivity adjustment from the 
panel for smoke detectors

c.  Capability of each addressable device being individually disabled 
or enabled from the panel.

d.  Each SLC shall be sized to provide 40 percent addressable 
expansion without hardware modifications to the panel.

1.4.2   Operational Features

The system shall have the following operating features:

a.  Monitor electrical supervision of SLC, and NAC.  Smoke detectors 
shall have combined alarm initiating and power circuits.

b.  Monitor electrical supervision of the primary power (ac) supply, 
battery voltage, placement of alarm zone module (card, PC board) 
within the control panel, and transmitter tripping circuit 
integrity.

c.  A trouble buzzer and trouble LED/LCD (light emitting diode/liquid 
crystal diode) to activate upon a single break, open, or ground 
fault condition which prevents the required normal operation of 
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the system.  The trouble signal shall also operate upon loss of 
primary power (ac) supply, low battery voltage, removal of alarm 
zone module (card, PC board), and disconnection of the circuit 
used for transmitting alarm signals off-premises.  A trouble alarm 
silence switch shall be provided which will silence the trouble 
buzzer, but will not extinguish the trouble indicator LED/LCD.  
Subsequent trouble and supervisory alarms shall sound the trouble 
signal until silenced.  After the system returns to normal 
operating conditions, the trouble buzzer shall again sound until 
the silencing switch returns to normal position, unless automatic 
trouble reset is provided.

d.  A one person test mode.  Activating an initiating device in this 
mode will activate an alarm for a short period of time, then 
automatically reset the alarm, without activating the transmitter 
during the entire process.

e.  A transmitter disconnect switch to allow testing and maintenance 
of the system without activating the transmitter but providing a 
trouble signal when disconnected and a restoration signal when 
reconnected.

f.  Evacuation alarm silencing switch which, when activated, will 
silence only the audible alarm devices, but will not affect the 
visual appliances, the zone indicating LED/LCD nor the operation 
of the transmitter.  This switch shall be over-ridden upon 
activation of a subsequent alarm from an unalarmed device and the 
NAC devices will be activated.

g.  Electrical supervision for circuits used for supervisory signal 
services (i.e., sprinkler systems, valves, etc.).  Supervision 
shall detect any open, short, or ground.

h.  Confirmation or verification of all smoke detectors.  The control 
panel shall interrupt the transmission of an alarm signal to the 
system control panel for a factory preset period.  This 
interruption period shall be adjustable from 1 to 60 seconds and 
be factory set at 20 seconds.  Immediately following the 
interruption period, a confirmation period shall be in effect 
during which time an alarm signal, if present, will be sent 
immediately to the control panel.  Fire alarm devices other than 
smoke detectors shall be programmed without confirmation or 
verification.

i.  The fire alarm control panel shall provide supervised addressable 
relays for HVAC shutdown.  An override at the HVAC panel shall not 
be provided.

j.  Provide one person test mode - Activating an initiating device in 
this mode will activate an alarm for a short period of time, then 
automatically reset the alarm, without activating the transmitter 
during the entire process.

k.  The fire alarm control panel shall provide the required monitoring 
and supervised control outputs needed to accomplish elevator 
recall.

l.  The fire alarm control panel shall monitor  the fire sprinkler 
system, or other fire protection extinguishing system.
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m.  The control panel and field panels shall be software 
reprogrammable to enable expansion or modification of the system 
without replacement of hardware or firmware.  Examples of required 
changes are:  adding or deleting devices or zones; changing system 
responses to particular input signals; programming certain input 
signals to activate auxiliary devices.

n.  Zones for NAC shall be arranged as indicated on the contract 
drawings .

1.4.3   Alarm Functions

An alarm condition on a circuit shall automatically initiate the following 
functions:

a.  Transmission of signals over the station radio fire reporting 
system.  The signals shall be as indicated on the drawings.

b.  Visual indications of the alarmed devices on the fire alarm 
control panel display and on the remote audible/visual display.

c.  Continuous sounding or operation of alarm notification appliances 
throughout the building as required by ANSI S3.41.

d.  Closure of doors held open by electromagnetic devices.

e.  Operation of the smoke control system.

f.  Deactivation of the air handling units throughout the building.

g.  Shutdown of power to the data processing equipment in the alarmed 
area.

h.  Automatic discharge of the designated fire suppression systems.  A 
30 second maximum delay shall be provided for thewet pipe system.

1.4.4   Primary Power

Operating power shall be provided as required by paragraph Power Supply for 
the System.  Transfer from normal to emergency power or restoration from 
emergency to normal power shall be fully automatic and not cause 
transmission of a false alarm.  Loss of ac power shall not prevent 
transmission of a signal via the fire reporting system upon operation of 
any initiating circuit.

1.4.5   Battery Backup Power

Battery backup power shall be through use of rechargeable, sealed-type 
storage batteries and battery charger.

1.4.6   Interface With Existing Fire Alarm Equipment

1.4.7   Interface With other Equipment

Interfacing components shall be furnished as required to connect to 
subsystems or devices which interact with the fire alarm system, such as 
supervisory or alarm contacts in suppression systems, operating interfaces 
for smoke control systems, door releases,, mass notification system, etc.
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1.5   TECHNICAL DATA AND COMPUTER SOFTWARE

Technical data and computer software (meaning technical data which relates 
to computer software) which is specifically identified in this project, and 
which may be defined/required in other specifications, shall be delivered, 
strictly in accordance with the CONTRACT CLAUSES, and in accordance with 
the Contract Data Requirements List, DD Form 1423.  Data delivered shall be 
identified by reference to the particular specification paragraph against 
which it is furnished.  Data to be submitted shall include complete system, 
equipment, and software descriptions.  Descriptions shall show how the 
equipment will operate as a system to meet the performance requirements of 
this contract.  The data package shall also include the following:

(1)  Identification of programmable portions of system equipment and 
capabilities.

(2)  Description of system revision and expansion capabilities and 
methods of implementation detailing both equipment and software 
requirements.

(3)  Provision of operational software data on all modes of 
programmable portions of the fire alarm and detection system.

(4)  Description of Fire Alarm Control Panel equipment operation.

(5)  Description of auxiliary and remote equipment operations.

(6)  Library of application software.

(7)  Operation and maintenance manuals as specified in SD-19 of the 
Submittals paragraph.

1.6   DELIVERY AND STORAGE

Equipment delivered and placed in storage shall be stored with protection 
from the weather, humidity and temperature variation, dirt, dust, and any 
other contaminants.

PART 2   PRODUCTS

2.1   CONTROL PANEL

Control Panel shall comply with the applicable requirements of UL 864.  
Panel shall be modular, installed in a surface mounted steel cabinet with 
hinged door and cylinder lock.  Control panel shall be a clean, 
uncluttered, and orderly assembled panel containing components and 
equipment required to provide the specified operating and supervisory 
functions of the system.  The panel shall have prominent rigid plastic, 
phenolic or metal identification plates for LED/LCDs, zones, SLC, controls, 
meters, fuses, and switches. Nameplates for fuses shall also include ampere 
rating.  The LED/LCD displays shall be located on the exterior of the 
cabinet door or be visible through the cabinet door.  Control panel 
switches shall be within the locked cabinet.  A suitable means (single 
operation) shall be provided for testing the control panel visual 
indicating devices (meters or LEDs/LCDs).  Meters and LEDs shall be plainly 
visible when the cabinet door is closed.  Signals and LEDs/LCDs shall be 
provided to indicate by zone any alarm, supervisory or trouble condition on 
the system.    Loss of power, including batteries, shall not require the 
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manual reloading of a program.  Upon restoration of power, startup shall be 
automatic, and shall not require any manual operation.  The loss of primary 
power or the sequence of applying primary or emergency power shall not 
affect the transmission of alarm, supervisory or trouble signals.  Visual 
annunciation shall be provided for LED/LCD visual display as an integral 
part of the control panel and shall identify with a word description and id 
number each device.  Cabinets shall be provided with ample gutter space to 
allow proper clearance between the cabinet and live parts of the panel 
equipment.  If more than one modular unit is required to form a control 
panel, the units shall be installed in a single cabinet large enough to 
accommodate units.  Cabinets shall be painted red .

2.1.1   Remote System Audible/Visual Display

Audible appliance shall have a minimum sound level output rating of 85 dBA 
at 3.05 m  and operate in conjunction with the panel integral display.  The 
audible device shall be silenced by a system silence switch on the remote 
system.  The audible device shall be silenced by the system silence switch 
located at the remote location, but shall not extinguish the visual 
indication.  The remote LED/LCD visual display shall provide 
identification, consisting of the word description and id number for each 
device as displayed on the control panel.  A rigid plastic, phenolic or 
metal identification sign which reads "Fire Alarm System Remote Display" 
shall be provided at the remote audible/visual display.  The remote visual 
appliance located with the audible appliance shall not be extinguished 
until the trouble or alarm has been cleared.

2.1.2   Circuit Connections

Circuit conductors entering or leaving the panel shall be connected to 
screw-type terminals with each conductor and terminal marked for 
identification.

2.1.3   System Expansion and Modification Capabilities

Any equipment and software needed by qualified technicians to implement 
future changes to the fire alarm system shall be provided as part of this 
contract.

2.1.4   Addressable Control Module

The control module shall be capable of operating as a relay (dry contact 
form C) for interfacing the control panel with other systems, and to 
control door holders or initiate elevator fire service.  The module shall 
be UL listed as compatible with the control panel.  The indicating device 
or the external load being controlled shall be configured as a Style Y 
notification appliance circuits.  The system shall be capable of 
supervising, audible, visual and dry contact circuits.  The control module 
shall have both an input and output address.  The supervision shall detect 
a short on the supervised circuit and shall prevent power from being 
applied to the circuit.  The control model shall provide address setting 
means compatible with the control panel's SLC supervision and store an 
internal identifying code.  The control module shall contain an integral 
LED that flashes each time the control module is polled.  

2.1.5   Addressable Initiating Device Circuits Module

The initiating device being monitored shall be configured as a Style D 
initiating device circuits.  The system shell be capable of defining any 
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module as an alarm module and report alarm trouble, loss of polling, or as 
a supervisory module, and reporting supervisory short, supervisory open or 
loss of polling.  The module shall be UL listed as compatible with the 
control panel.  The monitor module shall provide address setting means 
compatible with the control panel's SLC supervision and store an internal 
identifying code.  Monitor module shall contain an integral LED that 
flashes each time the monitor module is polled.  Pull stations with a 
monitor module in a common backbox are not required to have an LED.  

2.2   STORAGE BATTERIES

Storage batteries shall be provided and shall be 24 Vdc sealed, 
lead-calcium type requiring no additional water.  The batteries shall have 
ample capacity, with primary power disconnected, to operate the fire alarm 
system for a period of 72 hours.  Following this period of battery 
operation, the batteries shall have ample capacity to operate all 
components of the system, including all alarm signaling devices in the 
total alarm mode for a minimum period of 15 minutes.  Batteries shall be 
located in a separate battery cabinet. Batteries shall be provided with 
overcurrent protection in accordance with NFPA 72.  Separate battery 
cabinets shall have a lockable, hinged cover similar to the fire alarm 
panel.  The lock shall be keyed the same as the fire alarm control panel.  
Cabinets shall be painted to match the fire alarm control panel.

2.3   BATTERY CHARGER

Battery charger shall be completely automatic, 24 Vdc with high/low 
charging rate, capable of restoring the batteries from full discharge (18 
Volts dc) to full charge within 48 hours.  A pilot light indicating when 
batteries are manually placed on a high rate of charge shall be provided as 
part of the unit assembly, if a high rate switch is provided.  Charger 
shall be located in control panel cabinet or in a separate battery cabinet.

2.4   ADDRESSABLE MANUAL FIRE ALARM BOX

Addressable manual fire alarm boxes shall conform to the applicable 
requirements of UL 38.  Manual fire alarm boxes shall be connected into 
signal line circuits.  Stations shall be installed on flush mounted outlet 
boxes.  Manual fire alarm boxes shall be mounted at 1220 mm.   Manual fire 
alarm oxes shall be double action type.  Manual fire alarm boxes shall be 
finished in red, with raised letter operating instructions of contrasting 
color.  Manual fire alarm boxes requiring the breaking of glass or plastic 
panels for operation are not acceptable.  Manual fire alarm boxes employing 
glass rods or capable of employing glass rods are not acceptable.  The use 
of a key  shall be required to reset the station.  Gravity or mercury 
switches are not acceptable.  Switches and contacts shall be rated for the 
voltage and current upon which they operate.  Addressable manual fire alarm 
boxes shall be capable of being field programmed, shall latch upon 
operation and remain latched until manually reset. The addition of 
addressable modules to conventional manual fire alarm boxes is not 
acceptable.   Manual fire alarm boxes shall have a separate screw terminal 
for each conductor.  Surface mounted boxes shall be matched and painted the 
same color as the fire alarm manual stations .

2.5   FIRE DETECTING DEVICES

Fire detecting devices shall comply with the applicable requirements of 
NFPA 72, NFPA 90A, UL 268, UL 268A, and UL 521.  The detectors shall be 
provided as indicated.  Detector base shall have screw terminals for making 
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connections.  No solder connections will be allowed.  Detectors located in 
concealed locations (above ceiling, raised floors, etc.) shall have a 
remote visible indicator LED/LCD.  Addressable fire detecting devices, 
except flame detectors, shall be dynamically supervised and uniquely 
identified in the control panel.  All fire alarm initiating devices shall 
be individually addressable, except where indicated. The addition of 
addressable modules to conventional fire detecting devices is not 
acceptable. Installed devices shall conform to NFPA 70 hazard 
classification of the area where devices are to be installed.
All initiating devices and notification appliances shall be mounted on 
back-boxes.  Surface mount back-boxes shall be the fire alarm system 
manufacturer's catalog product matched in size, color, and shape to fully 
support the devices mounted on them.  Standard electrical device boxes 
(sheet metal boxes with knock-outs) shall not be acceptable for surface 
mount application.  Dimensions of back-boxes for surface mount application 
shall match the dimensions of the initiating devices or notification 
appliances mounted on them; over-hang shall not be acceptable.

2.5.1   Heat Detectors

Heat detectors shall be designed for detection of fire by fixed temperature 
or combination fixed temperature and rate-of-rise principle as indicated.  
Heat detector spacing shall be rated in accordance with UL 521.  Detectors 
located in areas subject to moisture, exterior atmospheric conditions, or 
hazardous locations , shall be types approved for such locations.  Heat 
detectors located in attic spaces or similar concealed spaces below the 
roof shall be intermediate temperature rated.

2.5.1.1   Combination Fixed-Temperature and Rate-of-Rise Detectors

Detectors shall be designed for semi-flush outlet box mounting and 
supported independently of wiring connections.  Contacts shall be 
self-resetting after response to rate-of-rise principle.  Under fixed 
temperature actuation, the detector shall have a permanent external 
indication which is readily visible.  Detector units located in boiler 
rooms, showers, or other areas subject to abnormal temperature changes 
shall operate on fixed temperature principle only.  The UL 521 test rating 
for the fixed temperature portion shall be 57.2 degrees C.  The UL 521 test 
rating for the Rate-of-Rise detectors shall be rated for 15 by 15 m. 

2.5.1.2   Fixed Temperature Detectors

Detectors shall be designed for semi-flush outlet box mounting and 
supported independently of wiring connections.  Detectors shall be designed 
to detect high heat.  The detectors shall have a specific temperature 
setting of 90 degrees C.  The UL 521 test rating for the fixed temperature 
detectors shall be rated for 4.57 by 4.57 m. 

2.5.2   Smoke Detectors

Smoke detectors shall be designed for detection of abnormal smoke 
densities.  Smoke detectors shall be photoelectric type.  Detectors shall 
contain a visible indicator LED/LCD that shows when the unit is in alarm 
condition.  Detectors shall not be adversely affected by vibration or 
pressure.  Detectors shall be the plug-in type in which the detector base 
contains terminals for making wiring connections.  Detectors that are to be 
installed in concealed (above false ceilings, etc.) locations shall be 
provided with a remote indicator LED/LCD suitable for mounting in a 
finished, visible location.
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2.5.2.1   Photoelectric Detectors

Detectors shall operate on a light scattering concept using an LED light 
source.  Failure of the LED shall not cause an alarm condition.  Detectors 
shall be factory set for sensitivity and shall require no field adjustments 
of any kind.  Detectors shall have an obscuration rating in accordance with 
UL 268.  Addressable smoke detectors shall be capable of having the 
sensitivity being remotely adjusted by the control panel.

2.5.2.2   Duct Detectors

Duct-mounted photoelectric smoke detectors shall be furnished and installed 
where indicated and in accordance with NFPA 90A.  Units shall consist of a 
smoke detector as specified in paragraph Photoelectric Detectors, mounted 
in a special housing fitted with duct sampling tubes.  Detector circuitry 
shall be mounted in a metallic enclosure exterior to the duct.  Detectors 
shall have a manual reset.  Detectors shall be rated for air velocities 
that include air flows between 2.5 and 20 m/s.   Sampling tubes shall run 
the full width of the duct.  The duct detector package shall conform to the 
requirements of NFPA 90A, UL 268A, and shall be UL listed for use in 
air-handling systems.  The control functions, operation, reset, and bypass 
shall be controlled from the fire alarm control panel.  Lights to indicate 
the operation and alarm condition; and the test and reset buttons shall be 
visible and accessible with the unit installed and the cover in place.  
Detectors mounted above 1.83 m  and those mounted below 1.83 m  that cannot 
be easily accessed while standing on the floor, shall be provided with a 
remote detector indicator panel containing test and reset switches.  Remote 
lamps and switches as well as the affected fan units shall be properly 
identified in etched plastic placards.  Detectors shall have auxiliary 
contacts to provide control, interlock, and shutdown functions specified in 
Section 15910 DIRECT DIGITAL CONTROL SYSTEMS.  The detectors shall be 
supplied by the fire alarm system manufacturer to ensure complete system 
compatibility.

2.6   NOTIFICATION APPLIANCES

Audible appliances shall conform to the applicable requirements of UL 464.  
Devices shall be connected into notification appliance circuits.  Devices 
shall have a separate screw terminal for each conductor. Audible appliances 
shall generate a unique audible sound from other devices provided in the 
building and surrounding area.  Surface mounted audible appliances shall be 
painted red .  Recessed audible appliances shall be installed with a grill 
that is painted with a factory finish to match the surface to which it is 
mounted.
All initiating devices and notification appliances shall be mounted on 
back-boxes.  Surface mount back-boxes shall be the fire alarm system 
manufacturer's catalog product matched in size, color, and shape to fully 
support the devices mounted on them.  Standard electrical device boxes 
(sheet metal boxes with knock-outs) shall not be acceptable for surface 
mount application.  Dimensions of back-boxes for surface mount application 
shall match the dimensions of the initiating devices or notification 
appliances mounted on them; over-hang shall not be acceptable.

2.6.1   Alarm Horns

Horns shall be surface mounted, with the matching mounting back box 
recessed vibrating type suitable for use in an electrically supervised 
circuit.  Horns shall produce a sound rating of at least 95 dBA at3.05 m.   
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Horns used in exterior locations shall be specifically listed or approved 
for outdoor use and be provided with metal housing and protective grilles.

2.6.2   Visual Notification Appliances

Visual notification appliances shall conform to the applicable requirements 
of UL 1971 and the contract drawings.  Appliances shall have clear high 
intensity optic lens, xenon flash tubes, and output white light.  Strobe 
flash rate shall be between 1 to 3 flashes per second and a minimum of 75 
candela.  Strobe shall be semi-flush mounted.

2.6.3   Combination Audible/Visual Notification Appliances

Combination audible/visual notification appliances shall provide the same 
requirements as individual units except they shall mount as a unit in 
standard backboxes.  Units shall be factory assembled.  Any other audible 
notification appliance employed in the fire alarm systems shall be approved 
by the Contracting Officer.

2.7   FIRE DETECTION AND ALARM SYSTEM PERIPHERAL EQUIPMENT

2.7.1   Electromagnetic Door Hold-Open Devices

Devices shall be attached to the walls unless otherwise indicated.  Devices 
shall comply with the appropriate requirements of UL 228. Devices shall 
operate on 24 Volt dc power.  Compatible magnetic component shall be 
attached to the door.  Under normal conditions, the magnets shall attract 
and hold the doors open.  When magnets are de-energized, they shall release 
the doors.  Magnets shall have a holding force of 111.2 N (25 pounds).   
Devices shall be UL or FM approved.  Housing for devices shall be brushed 
aluminum or stainless steel.  Operation shall be fail safe with no moving 
parts.  Electromagnetic door hold-open devices shall not be required to be 
held open during building power failure.

2.7.2   Conduit

Conduit and fittings shall comply with NFPA 70, UL 6, UL 1242, and UL 797.

2.7.3   Wiring

Wiring shall conform to NFPA 70.  Wiring for 120 Vac power shall be No. 12 
AWG minimum.  The SLC wiring shall be copper cable in accordance with the 
manufacturers requirements.  Wiring for fire alarm dc circuits shall be No. 
14 AWG minimum.  Voltages shall not be mixed in any junction box, housing, 
or device, except those containing power supplies and control relays.  
Wiring shall conform to NFPA 70.  System field wiring shall be solid copper 
and installed in metallic conduit or electrical metallic tubing, except 
that rigid plastic conduit may be used under slab-on-grade.  Conductors 
shall be color coded.  Conductors used for the same functions shall be 
similarly color coded.  Wiring code color shall remain uniform throughout 
the circuit.  Pigtail or T-tap connections to initiating device circuits, 
supervisory alarm circuits, and notification appliance circuits are 
prohibited.  

2.7.4   Special Tools and Spare Parts

Software, connecting cables and proprietary equipment, necessary for the 
maintenance, testing, and reprogramming of the equipment shall be furnished 
to the Contracting Officer.  Two spare fuses of each type and size required 
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shall be furnished.  Two percent of the total number of each different type 
of detector, but no less than two each, shall be furnished.  

2.7.5   Periferal Equipment
Provision shall be made for shutting down air handling equipment and   
closing roll-down fire doors.

2.8   TRANSMITTERS

2.8.1   Radio Alarm Transmitters

Transmitters shall be compatible with proprietary supervising station 
receiving equipment.  Each radio alarm transmitter shall be the 
manufacturer's recognized commercial product, completely assembled, wired, 
factory tested, and delivered ready for installation and operation.  
Transmitters shall be provided in accordance with applicable portions of 
NFPA 72, NFPA 1221, and 47 CFR 15.  Transmitter electronics module shall be 
contained within the physical housing as an integral, removable assembly.  
The proprietary supervising station receiving equipment is Monaco D-700 and 
the transceiver shall be fully compatible with this equipment.  At the 
contractors option, and if UL listed, the transmitter may be housed in the 
same panel as the fire alarm control panel.

2.8.1.1   Transmitter Power Supply

Each radio alarm transmitter shall be powered by a combination of locally 
available 120-volt ac power and a sealed, lead-calcium battery.

a.  Operation:  Each transmitter shall operate from 120-volt ac power.  
In the event of 120-volt ac power loss, the transmitter shall 
automatically switch to battery operation.  Switchover shall be 
accomplished with no interruption of protective service, and shall 
automatically transmit a trouble message.  Upon restoration of ac 
power, transfer back to normal ac power supply shall also be automatic.
   Each transmitter shall meet the following requirements:  .

b.  Battery Power:  Transmitter standby battery capacity shall provide 
sufficient power to operate the transmitter in a normal standby status 
for a minimum of 72 hours and be capable of transmitting alarms during 
that period.

2.8.1.2   Radio Alarm Transmitter Housing

Transmitter housing shall be NEMA Type 1.  The housing shall contain a lock 
that is keyed identical to radio alarm transmitter housings on the base.  
Radio alarm transmitter housing shall be factory painted with a suitable 
priming coat and not less than two coats of a hard, durable weatherproof 
enamel.

2.8.1.3   Antenna

The Contractor shall provide omnidirectional, coaxial, halfwave dipole 
antennas for radio alarm transmitters with a driving point impedance to 
match transmitter output.  The antenna and antenna mounts shall be 
corrosion resistant and designed to withstand wind velocities of 161 km/h. 
  Antennas shall not be mounted to any portion of the building roofing 
system.

PART 3   EXECUTION
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3.1   INSTALLATION

All work shall be installed as shown, and in accordance with NFPA 70 and 
NFPA 72, and in accordance with the manufacturer's diagrams and 
recommendations, unless otherwise specified.  Smoke detectors shall not be 
installed until construction is essentially complete and the building has 
been thoroughly cleaned.

3.1.1   Power Supply for the System

A single dedicated circuit connection for supplying power from a branch 
circuit to each building fire alarm system shall be provided.  The power 
shall be supplied as shown on the drawings.  The power supply shall be 
equipped with a locking mechanism and marked in red with the words "FIRE 
ALARM CIRCUIT CONTROL".

3.1.2   Wiring

Conduit size for wiring shall be in accordance with NFPA 70.   Wiring for 
the fire alarm system shall not be installed in conduits, junction boxes, 
or outlet boxes with conductors of lighting and power systems.  Not more 
than two conductors shall be installed under any device screw terminal.  
The wires under the screw terminal shall be straight when placed under the 
terminal then clamped in place under the screw terminal.  The wires shall 
be broken and not twisted around the terminal.  Circuit conductors entering 
or leaving any mounting box, outlet box enclosure, or cabinet shall be 
connected to screw terminals with each terminal and conductor marked in 
accordance with the wiring diagram.  Connections and splices shall be made 
using screw terminal blocks.  The use of wire nut type connectors in the 
system is prohibited.  Wiring within any control equipment shall be readily 
accessible without removing any component parts. The fire alarm equipment 
manufacturer's representative shall be present for the connection of wiring 
to the control panel.

3.1.3   Control Panel

The control panel and its assorted components shall be mounted so that no 
part of the enclosing cabinet is less than 300 mm  nor more than 2000 mm  
above the finished floor.  Manually operable controls shall be between 900 
and 1100 mm  above the finished floor.  Panel shall be installed to comply 
with the requirements of UL 864.

3.1.4   Detectors

Detectors shall be located and installed in accordance with NFPA 72.  
Detectors shall be connected into signal line circuits or initiating device 
circuits as indicated on the drawings.  Detectors shall be at least 300 mm  
from any part of any lighting fixture.  Detectors shall be located at least 
900 mm  from diffusers of air handling systems.  Each detector shall be 
provided with appropriate mounting hardware as required by its mounting 
location.  Detectors which mount in open space shall be mounted directly to 
the end of the stubbed down rigid conduit drop.  Conduit drops shall be 
firmly secured to minimize detector sway.  Where length of conduit drop 
from ceiling or wall surface exceeds 900 mm,  sway bracing shall be 
provided.  Detectors installed in concealed locations (above ceiling, 
raised floors, etc.) shall have a remote visible indicator LED/LCD in a 
finished, visible location .
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3.1.5   Notification Appliances

Notification appliances shall be mounted 2003 mm  above the finished floor 
or 150 mm  below the ceiling, whichever is lower.

3.1.6   Annunciator Equipment

Annunciator equipment shall be mounted where indicated on the drawings.

3.1.7   Addressable Initiating Device Circuits Module

The initiating device circuits module shall be used to connect supervised 
conventional initiating devices (water flow switches, water pressure 
switches, manual fire alarm stations, high/low air pressure switches, and 
tamper switches).  The module shall mount in an electrical box adjacent to 
or connected to the device it is monitoring and shall be capable of Style B 
supervised wiring to the initiating device.  In order to maintain proper 
supervision, there shall be no T-taps allowed on style B lines.  
Addressable initiating device circuits modules shall monitor only one 
initiating device each.  Contacts in suppression systems and other fire 
protection subsystems shall be connected to the fire alarm system to 
perform supervisory and alarm functions as specified in Section 13930A WET 
PIPE SPRINKLER SYSTEM, FIRE PROTECTION , as indicated on the drawings and 
as specified herein.

3.1.8   Addressable Control Module

Addressable and control modules shall be installed in the outlet box or 
adjacent to the device they are controlling.  If a supplementary 
suppression releasing panel is provided, then the monitor modules shall he 
mounted in a common enclosure adjacent to the suppression releasing panel 
and both this enclosure and the suppression releasing panel shall be in the 
same room as the releasing devices.  All interconnecting wires shall be 
supervised unless an open circuit or short circuit abnormal condition does 
not affect the required operation of the fire alarm system.  If control 
modules are used as interfaces to other systems, such as HVAC or elevator 
control, they shall be within the control panel or immediately adjacent to 
it.  Control modules that control a group of notification appliances shall 
be adjacent to the first notification appliance in the notification 
appliance circuits.  Control modules that connect to devices shall 
supervise the notification appliance circuits.  Control modules that 
connect to auxiliary systems or interface with other systems (non-life 
safety systems) and where not required by NFPA 72, shall not require the 
secondary circuits to be supervised.  Contacts in suppression systems and 
other fire protection subsystems shall be connected to the fire alarm 
system to perform required alarm functions as specified in Section 13930A 
WET PIPE SPRINKLER SYSTEM, FIRE PROTECTION , as indicated on the drawings 
and as specified herein.

3.2   OVERVOLTAGE AND SURGE PROTECTION

3.2.1   Power Line Surge Protection

All equipment connected to alternating current circuits shall be protected 
from surges per IEEE C62.41 B3 combination waveform and NFPA 70.  Fuses 
shall not be used for surge protection.  The surge protector shall be rated 
for a maximum let thru voltage of 350 Volts ac (line-to-neutral) and 350 
Volt ac (neutral-to-ground).
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3.2.2   Signal Line Circuit Surge Protection

All SLC cables/conductors, except fiber optics, shall have surge 
protection/isolation circuits installed at each point where it exits or 
enters a building.  The circuit shall be protected from surges per IEEE 
C62.41 B3 combination waveform and NFPA 70.  The surge protector/isolator 
shall be rated to protect the equipment.

3.3   GROUNDING

Grounding shall be provided by connecting to building ground system.

3.4   CENTRAL RECEIVING STATION PROVISIONS

The proprietary type Supervising Station (PSS) is located in building 206 
The central receiving equipment is an existing  Monaco D-700 .

3.4.1   Revisions to Existing Facilities

Existing central receiving components shall be modified as indicated on the 
drawings and programming shall be updated if required to accommodate the 
revised configuration.  Acceptance testing shall include procedures that 
would demonstrate that operation of existing equipment has not been 
degraded and that the revised configuration plus interfacing components 
operates compatibly with the new fire alarm system at the protected 
premises.  Work on existing equipment shall be performed in accordance with 
the manufacturer's instructions or under supervision of the manufacturer's 
representative.

3.4.2   Additions to Existing Facilities

Supplemental components shall be added to the existing supervising 
equipment as indicated on the drawings.  All present functions shall be 
extended, including recording and storage in memory, and programming shall 
be updated if required to accommodate the revised configuration.  
Acceptance testing shall include procedures that would demonstrate that 
operation of existing equipment has not been degraded and that the expanded 
configuration operates compatibly with the new fire alarm system.

3.5   TESTING

The Contractor shall notify the Contracting Officer at least 10 days before 
the preliminary and acceptance tests are to be conducted.  The tests shall 
be performed in accordance with the approved test procedures in the 
presence of the Contracting Officer.  The control panel manufacturer's 
representative shall be present to supervise tests.  The Contractor shall 
furnish instruments and personnel required for the tests.

3.5.1   Preliminary Tests

Upon completion of the installation, the system shall be subjected to 
functional and operational performance tests including tests of each 
installed initiating and notification appliance, when required.  Tests 
shall include the meggering of system conductors to determine that the 
system is free from grounded, shorted, or open circuits.  The megger test 
shall be conducted prior to the installation of fire alarm equipment.  If 
deficiencies are found, corrections shall be made and the system shall be 
retested to assure that it is functional.  After completing the preliminary 
testing the Contractor shall complete and submit the NFPA 72, Certificate 

DACA67-03-T-2003 SECTION 13851  Page 18 R0003



ADAL Fitness Center, Mt Home AFB, ID 03002

of Completion.

3.5.2   Acceptance Test

Acceptance testing shall not be performed until the Contractor has 
completed and submitted the Certificate of Completion.  Testing shall be in 
accordance with NFPA 72.  The recommended tests in NFPA 72 shall be 
considered mandatory and shall verify that previous deficiencies have been 
corrected.  The Contractor shall complete and submit the NFPA 72, 
Inspection and Testing Form.  The test shall include all requirements of 
NFPA 72 and the following:

a.  Test of each function of the control panel.

b.  Test of each circuit in both trouble and normal modes.

c.  Tests of each alarm initiating devices in both normal and trouble 
conditions.

d.  Tests of each control circuit and device.

e.  Tests of each alarm notification appliance.

f.  Tests of the battery charger and batteries.

g.  Complete operational tests under emergency power supply.

h.  Visual inspection of wiring connections.

i.  Opening the circuit at each alarm initiating device and 
notification appliance to test the wiring supervisory feature.

j.  Ground fault

k.  Short circuit faults

l.  Stray voltage

m.  Loop resistance

3.6   TRAINING

Training course shall be provided for the operations and maintenance staff. 
 The course shall be conducted in the building where the system is 
installed or as designated by the Contracting Officer.  The training period 
for systems operation shall consist of 1 training days (8 hours per day) 
and shall start after the system is functionally completed but prior to 
final acceptance tests.  The training period for systems maintenance shall 
consist of 1 training days (8 hours per day) and shall start after the 
system is functionally completed but prior to final acceptance tests.  The 
instructions shall cover items contained in the operating and maintenance 
instructions.  In addition, training shall be provided on performance of 
expansions or modifications to the fire detection and alarm system.  The 
training period for system expansions and modifications shall consist of at 
least 1 training days (8 hours per day) and shall start after the system is 
functionally completed but prior to final acceptance tests.

        -- End of Section --
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SECTION 16070

SEISMIC PROTECTION FOR ELECTRICAL EQUIPMENT

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM E 580 (1996) Application of Ceiling Suspension 
Systems for Acoustical Tile and Lay-in 
Panels in Areas Requiring Moderate Seismic 
Restraint

U.S. ARMY CORPS OF ENGINEERS (USACE)

TI 809-04 (1998) Seismic Design for Buildings

UNDERWRITERS LABORATORIES (UL)

UL 1570 (1995; Rev thru Feb 1999) Fluorescent 
Lighting Fixtures

UL 1571 (1995; Rev thru Feb 1999) Incandescent 
Lighting Fixtures

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Lighting Fixtures in Buildings; G
Equipment Requirements; G

  Detail drawings along with catalog cuts, templates, and erection 
and installation details, as appropriate, for the items listed.  
Submittals shall be complete in detail; shall indicate thickness, 
type, grade, class of metal, and dimensions; and shall show 
construction details, reinforcement, anchorage, and installation 
with relation to the building construction.

SD-03 Product Data

Lighting Fixtures in Buildings; G
Equipment Requirements; G 

  Copies of the design calculations with the detail drawings.  
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Calculations shall be stamped by a registered engineer and shall 
verify the capability of structural members to which bracing is 
attached for carrying the load from the brace.

Contractor Designed Bracing; G 

  Copies of the Design Calculations with the Drawings.  
Calculations shall be approved, certified, stamped and signed by a 
Registered Professional Engineer.  Calculations shall verify the 
capability of structural members to which bracing is attached for 
carrying the load from the brace.

1.3   SYSTEM DESCRIPTION

1.3.1   General Requirements

The requirements for seismic protection measures described in this section 
shall be applied to the electrical equipment and systems listed below.  
Structural requirements shall be in accordance with Section 13080 SEISMIC 
PROTECTION FOR MISCELLANEOUS EQUIPMENT.

1.3.2   Electrical Equipment

Electrical equipment shall include the following items to the extent 
required on the drawings or in other sections of these specifications:

Control Panels
Cable Trays
Communication Racks
Light Fixtures                   
Motor Control Centers            
Switchboards (Floor Mounted)    

1.3.3   Electrical Systems

Electrical systems shall be installed as required on the drawings and other 
sections of these specifications and shall be seismically protected in 
accordance with this specification: Communication Systems, Fire Alarm 
Systems, LIghting Systems.

1.3.4   Contractor Designed Bracing

The Contractor shall design the bracing in accordance with TI 809-04 and 
additional data furnished by the Contracting Officer.  Resistance to 
lateral forces induced by earthquakes shall be accomplished without 
consideration of friction resulting from gravity loads.  TI 809-04 uses 
parameters for the building, not for the equipment in the building; 
therefore, corresponding adjustments to the formulas shall be required.  
Loadings determined using TI 809-04 are based on strength design; 
therefore, the AISC LRFP specifications shall be used for the design. 
Bracing for the following electrical equipment and systems shall be 
developed by the Contractor: lighting fixtures, communications racks, and 
switchboards.

1.3.5   Conduits Requiring No Special Seismic Restraints

Seismic restraints may be omitted from electrical conduit less than 64 mm 
trade size.  All other interior conduit, shall be seismically protected as 
specified.
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1.4   EQUIPMENT REQUIREMENTS

1.4.1   Rigidly Mounted Equipment

Equipment to be furnished under this contract shall be constructed and 
assembled to withstand the seismic forces specified in TI 809-04, Chapter 
10.  Each item of rigid electrical equipment shall be entirely located and 
rigidly attached on one side only of a building expansion joint.  Piping, 
electrical conduit, etc., which cross the expansion joint shall be provided 
with flexible joints that are capable of accommodating displacements equal 
to the full width of the joint in both orthogonal directions.

Switch Boards
Communication Racks
Free Standing Electric Motors

1.4.2   Nonrigid or Flexibly-Mounted Equipment

Equipment to be furnished under this contract shall be constructed and 
assembled to resist a horizontal lateral force of 0.38 times the operating 
weight of the equipment at the vertical center of gravity of the equipment.

PART 2   PRODUCTS

2.1   LIGHTING FIXTURE SUPPORTS

Lighting fixtures and supports shall conform to UL 1570 or UL 1571 as 
applicable.

2.2   SWAY BRACING MATERIALS

Sway bracing materials (e.g. rods, plates, rope, angles, etc.) shall be as 
specified in Section 13080 SEISMIC PROTECTION FOR MISCELLANEOUS EQUIPMENT.

PART 3   EXECUTION

3.1   SWAY BRACES FOR CONDUIT

Conduit shall be braced as for an equivalent weight pipe in accordance with 
Section 15070 SEISMIC PROTECTION FOR MECHANICAL EQUIPMENT.

3.2   LIGHTING FIXTURES IN BUILDINGS

Lighting fixtures and supports shall conform to the following:

3.2.1   Pendant Fixtures

Pendant fixtures shall conform to the requirements of TI 809-04, Chapter 10.

3.2.2   Ceiling Attached Fixtures

3.2.2.1   Recessed Fluorescent Fixtures

Recessed fluorescent individual or continuous-row mounted fixtures shall be 
supported by a seismic-resistant suspended ceiling support system built in 
accordance with ASTM E 580 .  Seismic protection for the fixtures shall 
conform to the requirements of TI 809-04, Chapter 10.  Recessed lighting 
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fixtures not over 25 kg in weight may be supported by and attached directly 
to the ceiling system runners using screws or bolts, number and size as 
required by the seismic design.  Fixture accessories, including louvers, 
diffusers, and lenses shall have lock or screw attachments.

3.2.2.2   Surface-Mounted Fluorescent Fixtures

Surface-mounted fluorescent individual or continuous-row fixtures shall be 
attached to a seismic-resistant ceiling support system built in accordance 
with ASTM E 580 .  Seismic protection for the fixtures shall conform to the 
requirements of TI 809-04, Chapter 10.

3.2.3   Assembly Mounted on Outlet Box

A supporting assembly, that is intended to be mounted on an outlet box, 
shall be designed to accommodate mounting features on 100 mm boxes, plaster 
rings, and fixture studs.

3.2.4   Lateral Force

Structural requirements for light fixture bracing shall be in accordance 
with Section 13080 SEISMIC PROTECTION FOR MISCELLANIOUS EQUIPMENT.

    -- End of Section --
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SECTION 16375

ELECTRICAL DISTRIBUTION SYSTEM, UNDERGROUND

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI C119.1 (1986; R 1997) Sealed Insulated 
Underground Connector Systems Rated 600 
Volts

ANSI C12.10 (1997) Electromechanical Watthour Meters

ANSI C12.11 (1987; R 1993) Instrument Transformers for 
Revenue Metering, 10 kV BIL through 350 kV 
BIL (0.6 kV NSV through 69 kV NSV)

ANSI C12.4 (1984; R 1996) Mechanical Demand Registers

ANSI C135.30 (1988) Zinc-Coated Ferrous Ground Rods for 
Overhead or Underground Line Construction

ANSI C29.1 (1988; R 1996) Electrical Power Insulators 
- Test Methods

ANSI C37.46 (1981; R 1992) Power Fuses and Fuse 
Disconnecting Switches

ANSI C57.12.21 (1995) Requirements for Pad-Mounted, 
Compartmental-Type, Self-Cooled, 
Single-Phase Distribution Transformers 
with High-Voltage Bushings; (High-Voltage, 
34 500 Grd Y/19 920 Volts and Below; 
Low-Voltage, 240/120; 167 kVA and Smaller)

ANSI C57.12.26 (1993) Pad-Mounted Compartmental-Type, 
Self-Cooled, Three-Phase Distribution 
Transformers for Use with Separable 
Insulated High-Voltage Connectors, 
High-Voltage, 34 500 Grd Y/19 920 Volts 
and Below; 2500 kVA and Smaller

ANSI C57.12.27 (1982) Conformance Requirements for 
Liquid-Filled Distribution Transformers 
Used in Pad-Mounted Installations, 
Including Unit Substations

ANSI C57.12.28 (1999) Switchgear and Transformers 
-Padmounted Equipment - Enclosure Integrity
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ANSI C80.1 (1995) Rigid Steel Conduit - Zinc Coated

ANSI O5.1 (1992) Specifications and Dimensions for 
Wood Poles

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 123/A 123M (2001) Zinc (Hot-Dip Galvanized) Coatings 
on Iron and Steel Products

ASTM A 153/A 153M (2001) Zinc Coating (Hot-Dip) on Iron and 
Steel Hardware

ASTM A 48 (1994ae1) Gray Iron Castings

ASTM A 48M (1994e1) Gray Iron Castings (Metric)

ASTM B 117 (1997) Operating Salt Spray (Fog) Apparatus

ASTM B 231/B 231M (1999) Concentric-Lay-Stranded Aluminum 
1350 Conductors

ASTM B 3 (1995) Soft or Annealed Copper Wire

ASTM B 400 (1994) Compact Round 
Concentric-Lay-Stranded Aluminum 1350 
Conductor

ASTM B 496 (1999) Compact Round 
Concentric-Lay-Stranded Copper Conductors

ASTM B 609/B 609M (1999) Aluminum 1350 Round Wire, Annealed 
and Intermediate Tempers, for Electrical 
purposes

ASTM B 8 (1999) Concentric-Lay-Stranded Copper 
Conductors, Hard, Medium-Hard, or Soft

ASTM B 800 (2000) 8000 Series Aluminum Alloy Wire for 
Electrical Purposes-Annealed and 
Intermediate Tempers

ASTM B 801 (1999) Concentric-Lay-Stranded Conductors 
of 8000 Series Aluminum Alloy for 
Subsequent Covering or Insulation

ASTM C 478 (1997) Precast Reinforced Concrete Manhole 
Sections

ASTM C 478M (1997) Precast Reinforced Concrete Manhole 
Sections (Metric)

ASTM D 1654 (1992) Evaluation of Painted or Coated 
Specimens Subjected to Corrosive 
Environments

ASTM D 2472 (2000) Sulfur Hexafluoride
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ASTM D 4059 (1996) Analysis of Polychlorinated 
Biphenyls in Insulating Liquids by Gas 
Chromatography

ASTM D 923 (1997) Sampling Electrical Insulating 
Liquids

ASSOCIATION OF EDISON ILLUMINATING COMPANIES (AEIC)

AEIC CS5 (1994; CS5a-1995) Cross-Linked 
Polyethylene Insulated Shielded Power 
Cables Rated 5 Through 46 kV

AEIC CS6 (1996) Ethylene Propylene Rubber Insulated 
Shielded Power Cables Rated 5 Through 69 kV

FACTORY MUTUAL ENGINEERING AND RESEARCH (FM)

FM P7825a (1998) Approval Guide Fire Protection

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE C2 (1997) National Electrical Safety Code

IEEE C37.1 (1994) IEEE Standard Definition, 
Specification, and Analysis of Systems 
Used for Supervisory Control, Data 
Acquisition, and Automatic Control

IEEE C37.13 (1990; R 1995) Low-Voltage AC Power 
Circuit Breakers Used in Enclosures

IEEE C37.2 (1996) Electrical Power System Device 
Function Numbers and Contact Designations

IEEE C37.20.1 (1993) Metal-Enclosed Low-Voltage Power 
Circuit-Breaker Switchgear

IEEE C37.20.2 (1993; C37.20.2b) Metal-Clad and 
Station-Type Cubicle Switchgear

IEEE C37.20.3 (1997) Metal-Enclosed Interrupter 
Switchgear

IEEE C37.23 (1987; R 1991) Guide for Metal-Enclosed 
Bus and Calculating Losses in 
Isolated-Phase Bus

IEEE C37.30 (1997) Requirements for High-Voltage 
Switches

IEEE C37.34 (1994) Test Code for High-Voltage Air 
Switches

IEEE C37.41 (1994; C37.41c) Design Tests for 
High-Voltage Fuses, Distribution Enclosed 
Single-Pole Air Switches, Fuse 
Disconnecting Switches, and Accessories
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IEEE C37.63 (1997) Requirements for Overhead, 
Pad-Mounted, Dry-Vault, and Submersible 
Automatic Line Sectionalizer for AC Systems

IEEE C37.90 (1989; R 1994) Relays and Relay Systems 
Associated with Electric Power Apparatus

IEEE C37.90.1 (1989; R 1994) IEEE Standard Surge 
Withstand Capability (SWC) Tests for 
Protective Relays and Relay Systems

IEEE C37.98 (1987; R 1991) Seismic Testing of Relays

IEEE C57.12.00 (1993)  Standard General Requirements for 
Liquid-Immersed Distribution, Power, and 
Regulating Transformers

IEEE C57.13 (1993) Instrument Transformers

IEEE C57.98 (1993) Guide for Transformer Impulse Tests 
\$avail only as part of Distribution, 
Power, and Regulating Transformers Stds 
Collection

IEEE C62.1 (1989; R 1994) Surge Arresters for AC 
Power Circuits

IEEE C62.11 (1999) IEEE Standard Metal-Oxide Surge 
Arresters for AC Power Circuits

IEEE C62.2 (1987; R 1994) Guide for the Application 
of Gapped Silicon-Carbide Surge Arresters 
for Alternating Current Systems

IEEE Std 100 (1997) IEEE Standard Dictionary of 
Electrical and Electronics Terms

IEEE Std 242 (1986; R 1991) Recommended Practice for 
Protection and Coordination of Industrial 
and Commercial Power Systems

IEEE Std 386 (1995) Separable Insulated Connector 
Systems for Power Distribution Systems 
Above 600V

IEEE Std 399 (1997) Recommended Practice for Industrial 
and Commercial Power Systems Analysis

IEEE Std 404 (1993) Cable Joints for Use with Extruded 
Dielectric Cable Rated 5000 V Through 138 
000 V and Cable Joints for Use with 
Laminated Dielectric Cable Rated 2500 V 
Through 500 000 V

IEEE Std 48 (1998) Standard Test Procedures and 
Requirements for Alternating-Current Cable 
Terminations 2.5 kV through 765 kV

IEEE Std 592 (1990; R 1996) Exposed Semiconducting 
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Shields on Premolded High Voltage Cable 
Joints and Separable Insulated Connectors

IEEE Std 81 (1983) Guide for Measuring Earth 
Resistivity, Ground Impedance, and Earth 
Surface Potentials of a Ground System 
(Part 1) \$31.00$\F

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA AB 1 (1993) Molded Case Circuit Breakers and 
Molded Case Switches

NEMA BU 1 (1994) Busways

NEMA FB 1 (1993) Fittings, Cast Metal Boxes, and 
Conduit Bodies for Conduit and Cable 
Assemblies

NEMA FU 1 (1986) Low Voltage Cartridge Fuses

NEMA LA 1 (1992) Surge Arresters

NEMA PB 1 (1995) Panelboards

NEMA PB 2 (1995) Deadfront Distribution Switchboards

NEMA SG 2 (1993) High Voltage Fuses

NEMA SG 3 (1995) Power Switching Equipment

NEMA SG 5 (1995) Power Switchgear Assemblies

NEMA TC 5 (1990) Corrugated Polyolefin Coilable 
Plastic Utilities Duct

NEMA TC 6 (1990) PVC and ABS Plastic Utilities Duct 
for Underground Installation

NEMA TC 7 (1990) Smooth-Wall Coilable Polyethylene 
Electrical Plastic Duct

NEMA WC 7 (1988; Rev 3 1996) 
Cross-Linked-Thermosetting-Polyethylene-Insulated 
Wire and Cable for the Transmission and 
Distribution of Electrical Energy

NEMA WC 8 (1988; Rev 3 1996) 
Ethylene-Propylene-Rubber-Insulated Wire 
and Cable for the Transmission and 
Distribution of Electrical Energy

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2002) National Electrical Code

UNDERWRITERS LABORATORIES (UL)

UL 1072 (1995; Rev Mar 1998) Medium Voltage Power 
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Cables

UL 1242 (1996; Rev Mar 1998) Intermediate Metal 
Conduit

UL 1684 (2000) Reinforced Thermosetting Resin 
Conduit (RTRC) and Fittings

UL 198C (1986; Rev thru Feb 1998) 
High-Interrupting-Capacity Fuses, 
Current-Limiting Types

UL 198D (1995) Class K Fuses

UL 198E (1988; Rev Jul 1988) Class R Fuses

UL 198H (1988; Rev thru Nov 1993) Class T Fuses

UL 467 (1993; Rev thru Apr 1999) Grounding and 
Bonding Equipment

UL 486A (1997; Rev thru Dec 1998) Wire Connectors 
and Soldering Lugs for Use with Copper 
Conductors

UL 486B (1997; Rev Jun 1997) Wire Connectors for 
Use with Aluminum Conductors

UL 489 (1996; Rev thru Dec 1998) Molded-Case 
Circuit Breakers, Molded-Case Switches, 
and Circuit-Breaker Enclosures

UL 510 (1994; Rev thru Apr 1998) Polyvinyl 
Chloride, Polyethylene, and Rubber 
Insulating Tape

UL 514A (1996; Rev Dec 1999) Metallic Outlet Boxes

UL 6 (1997) Rigid Metal Conduit

UL 651 (1995; Rev thru Oct 1998) Schedule 40 and 
80 Rigid PVC Conduit

UL 854 (1996; Rev Oct 1999) Service-Entrance 
Cables

UL 857 (1994; Rev thru Dec 1999) Busways and 
Associated Fittings 

1.2   GENERAL REQUIREMENTS

1.2.1   Terminology

Terminology used in this specification is as defined in IEEE Std 100.

1.2.2   Service Conditions

Items provided under this section shall be specifically suitable for the 
following service conditions.  Seismic details shall conform to Sections 
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13080 SEISMIC PROTECTION FOR MISCELLANEOUS EQUIPMENT and 16070A SEISMIC 
PROTECTION FOR ELECTRICAL EQUIPMENT.

a.  Altitude 800 m

b.  Ambient Temperature 25 degrees C

c.  Frequency 60HZ

d.  Seismic Parameters 2B

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Electrical Distribution System; 

  Detail drawings consisting of equipment drawings, illustrations, 
schedules, instructions, diagrams manufacturers standard 
installation drawings and other information necessary to define 
the installation and enable the Government to check conformity 
with the requirements of the contract drawings.

  If departures from the contract drawings are deemed necessary by 
the Contractor, complete details of such departures shall be 
included with the detail drawings.  Approved departures shall be 
made at no additional cost to the Government.

  Detail drawings shall show how components are assembled, 
function together and how they will be installed on the project.  
Data and drawings for component parts of an item or system shall 
be coordinated and submitted as a unit.  Data and drawings shall 
be coordinated and included in a single submission.  Multiple 
submissions for the same equipment or system are not acceptable 
except where prior approval has been obtained from the Contracting 
Officer.  In such cases, a list of data to be submitted later 
shall be included with the first submission.  Detail drawings 
shall consist of the following:

  a.  Detail drawings showing physical arrangement, construction 
details, connections, finishes, materials used in fabrication, 
provisions for conduit or busway entrance, access requirements for 
installation and maintenance, physical size, electrical 
characteristics, foundation and support details, and equipment 
weight.  Drawings shall be drawn to scale and/or dimensioned.  All 
optional items shall be clearly identified as included or excluded.

  b.  Internal wiring diagrams of equipment showing wiring as 
actually provided for this project.  External wiring connections 
shall be clearly identified.

  Detail drawings shall as a minimum depict the installation of 
the following items:
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  a.  Medium-voltage cables and accessories including cable 
installation plan.

  b.  Transformers.

  c.  Pad-mounted Sectionalizing Terminals

  d.  Surge arresters.

As-Built Drawings; 

  The as-built drawings shall be a record of the construction as 
installed.  The drawings shall include the information shown on 
the contract drawings as well as deviations, modifications, and 
changes from the contract drawings, however minor.  The as-built 
drawings shall be a full sized set of prints marked to reflect 
deviations, modifications, and changes.  The as-built drawings 
shall be complete and show the location, size, dimensions, part 
identification, and other information.  Additional sheets may be 
added.  The as-built drawings shall be jointly inspected for 
accuracy and completeness by the Contractor's quality control 
representative and by the Contracting Officer prior to the 
submission of each monthly pay estimate.  Upon completion of the 
work, the Contractor shall provide three full sized sets of the 
marked prints to the Contracting Officer for approval.  If upon 
review, the as-built drawings are found to contain errors and/or 
omissions, they will be returned to the Contractor for correction. 
 The Contractor shall correct and return the as-built drawings to 
the Contracting Officer for approval within 10 calendar days from 
the time the drawings are returned to the Contractor.

SD-03 Product Data

Nameplates; 

  Catalog cuts, brochures, circulars, specifications, product 
data, and printed information in sufficient detail and scope to 
verify compliance with the requirements of the contract documents.

Material and Equipment; 

  A complete itemized listing of equipment and materials proposed 
for incorporation into the work.  Each entry shall include an item 
number, the quantity of items proposed, and the name of the 
manufacturer of each such item.

General Installation Requirements; 

  As a minimum, installation procedures for transformers, 
substations, switchgear, and medium-voltage cable terminations and 
splices.

  Procedures shall include cable pulling plans, diagrams, 
instructions, and precautions required to install, adjust, 
calibrate, and test the devices and equipment.

SD-06 Test Reports
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Factory Tests; 

  Certified factory test reports shall be submitted when the 
manufacturer performs routine factory tests, including tests 
required by standards listed in paragraph REFERENCES.  Results of 
factory tests performed shall be certified by the manufacturer, or 
an approved testing laboratory, and submitted within 7 days 
following successful completion of the tests. The manufacturer's 
pass-fail criteria for tests specified in paragraph FIELD TESTING 
shall be included.

Field Testing; 

  A proposed field test plan, 30 days prior to testing the 
installed system.  No field test shall be performed until the test 
plan is approved.  The test plan shall consist of complete field 
test procedures including tests to be performed, test equipment 
required, and tolerance limits.

Operating Tests; 

  Six copies of the information described below in 215.9 by 279.4 
mm ) binders having a minimum of three rings, including a separate 
section for each test.  Sections shall be separated by heavy 
plastic dividers with tabs.

  a.  A list of equipment used, with calibration certifications.

  b.  A copy of measurements taken.

  c.  The dates of testing.

  d.  The equipment and values to be verified.

  e.  The condition specified for the test.

  f.  The test results, signed and dated.

  g.  A description of adjustments made.

Cable Installation; 

  Six copies of the information described below in 215.9 by 279.4 
mm (8-1/2 by 11 inch) binders having a minimum of three rings from 
which material may readily be removed and replaced, including a 
separate section for each cable pull.  Sections shall be separated 
by heavy plastic dividers with tabs, with all data sheets signed 
and dated by the person supervising the pull.

  a.  Site layout drawing with  cable pulls numerically identified.

  b.  A list of  equipment used, with calibration certifications. 
The manufacturer  and quantity of lubricant used on pull.

  c.  The cable manufacturer and type of cable.

  d.  The dates of cable pulls, time of day, and ambient 
temperature.
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  e.  The length of cable pull and calculated cable pulling 
tensions.

  f.  The actual cable pulling tensions encountered during pull.

SD-07 Certificates

Material and Equipment; 

  Where materials or equipment are specified to conform to the 
standards of the Underwriters Laboratories (UL) or to be 
constructed or tested, or both, in accordance with the standards 
of the American National Standards Institute (ANSI), the Institute 
of Electrical and Electronics Engineers (IEEE), or the National 
Electrical Manufacturers Association (NEMA), the Contractor shall 
submit proof that the items provided conform to such requirements. 
 The label of, or listing by, UL will be acceptable as evidence 
that the items conform.  Either a certification or a published 
catalog specification data statement, to the effect that the item 
is in accordance with the referenced ANSI or IEEE standard, will 
be acceptable as evidence that the item conforms.  A similar 
certification or published catalog specification data statement to 
the effect that the item is in accordance with the referenced NEMA 
standard, by a company listed as a member company of NEMA, will be 
acceptable as evidence that the item conforms.  In lieu of such 
certification or published data, the Contractor may submit a 
certificate from a recognized testing agency equipped and 
competent to perform such services, stating that the items have 
been tested and that they conform to the requirements listed, 
including methods of testing of the specified agencies.  
Compliance with above-named requirements does not relieve the 
Contractor from compliance with any other requirements of the 
specifications.

Cable Joints; 

  A certification that contains the names and the qualifications 
of people recommended to perform the splicing and termination of 
medium-voltage cables approved for installation under this 
contract.  The certification shall indicate that any person 
recommended to perform actual splicing and terminations has been 
adequately trained in the proper techniques and have had at least 
three recent years of experience in splicing and terminating the 
same or similar types of cables approved for installation.  In 
addition, any person recommended by the Contractor may be required 
to perform a practice splice and termination, in the presence of 
the Contracting Officer, before being approved as a qualified 
installer of medium-voltage cables.  If that additional 
requirement is imposed, the Contractor shall provide short 
sections of the approved types of cables along with the approved 
type of splice and termination kits, and detailed manufacturer's 
instruction for the proper splicing and termination of the 
approved cable types.

Cable Installer Qualifications;

  The Contractor shall provide at least one onsite person in a 
supervisory position with a documentable level of competency and 
experience to supervise all cable pulling operations.  A resume 
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shall be provided showing the cable installers' experience in the 
last three years, including a list of references complete with 
points of contact, addresses and telephone numbers.

SD-10 Operation and Maintenance Data

Electrical Distribution System; 

  Six copies of operation and maintenance manuals, within 
7calendar days following the completion of tests and including 
assembly, installation, operation and maintenance instructions, 
spare parts data which provides supplier name, current cost, 
catalog order number, and a recommended list of spare parts to be 
stocked.  Manuals shall also include data outlining detailed 
procedures for system startup and operation, and a troubleshooting 
guide which lists possible operational problems and corrective 
action to be taken.  A brief description of all equipment, basic 
operating features, and routine maintenance requirements shall 
also be included.  Documents shall be bound in a binder marked or 
identified on the spine and front cover.  A table of contents page 
shall be included and marked with pertinent contract information 
and contents of the manual.  Tabs shall be provided to separate 
different types of documents, such as catalog ordering 
information, drawings, instructions, and spare parts data.  Index 
sheets shall be provided for each section of the manual when 
warranted by the quantity of documents included under separate 
tabs or dividers.

  Three additional copies of the instructions manual shall be 
provided within 30 calendar days following the manuals.

1.4   DELIVERY, STORAGE, AND HANDLING

Devices and equipment shall be visually inspected by the Contractor when 
received and prior to acceptance from conveyance.  Stored items shall be 
protected from the environment in accordance with the manufacturer's 
published instructions.  Damaged items shall be replaced.  Oil filled 
transformers and switches shall be stored in accordance with the 
manufacturer's requirements.   Metal poles shall be handled and stored in 
accordance with the manufacturer's instructions.

1.5   EXTRA MATERIALS

One additional spare fuse or fuse element for each furnished fuse or fuse 
element shall be delivered to the contracting officer when the electrical 
system is accepted.  Two complete sets of all special tools required for 
maintenance shall be provided, complete with a suitable tool box.  Special 
tools are those that only the manufacturer provides, for special purposes 
(to access compartments, or operate, adjust, or maintain special parts).

PART 2   PRODUCTS

2.1   STANDARD PRODUCT

Material and equipment shall be the standard product of a manufacturer 
regularly engaged in the manufacture of the product and shall essentially 
duplicate items that have been in satisfactory use for at least 2 years 
prior to bid opening.  Items of the same classification shall be identical 
including equipment, assemblies, parts, and components.
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2.2   NAMEPLATES

2.2.1   General

Each major component of this specification shall have the manufacturer's 
name, address, type or style, model or serial number, and catalog number on 
a nameplate securely attached to the equipment.  Nameplates shall be made 
of noncorrosive metal.  Equipment containing liquid dielectrics shall have 
the type of dielectric on the nameplate.  Sectionalizer switch nameplates 
shall have a schematic with all switch positions shown and labeled.  As a 
minimum, nameplates shall be provided for transformers, circuit breakers, 
meters, switches, and switchgear.

2.2.2   Liquid-Filled Transformer Nameplates

Power transformers shall be provided with nameplate information in 
accordance with IEEE C57.12.00.  Nameplates shall indicate the number of 
liters and composition of liquid-dielectric, and shall be permanently 
marked with a statement that the transformer dielectric to be supplied is 
non-polychlorinated biphenyl.  If transformer nameplate is not so marked, 
the Contractor shall furnish manufacturer's certification for each 
transformer that the dielectric is non-PCB classified, with less than 1 ppm 
PCB content in accordance with paragraph LIQUID DIELECTRICS.  
Certifications shall be related to serial numbers on transformer 
nameplates.  Transformer dielectric exceeding the 1 ppm PCB content or 
transformers without certification will be considered as PCB insulated and 
will not be accepted.

2.3   CORROSION PROTECTION

2.3.1   Aluminum Materials

Aluminum shall not be used.

2.3.2   Ferrous Metal Materials

2.3.2.1   Hardware

Ferrous metal hardware shall be hot-dip galvanized in accordance with ASTM 
A 153/A 153M and ASTM A 123/A 123M.

2.3.2.2   Equipment

Equipment and component items, including but not limited to transformer 
stations and ferrous metal luminaries not hot-dip galvanized or porcelain 
enamel finished, shall be provided with corrosion-resistant finishes which 
shall withstand 120 hours of exposure to the salt spray test specified in 
ASTM B 117 without loss of paint or release of adhesion of the paint primer 
coat to the metal surface in excess of 1.6 mm  from the test mark.  The 
scribed test mark and test evaluation shall be in accordance with ASTM D 
1654 with a rating of not less than 7 in accordance with TABLE 1, 
(procedure A).  Cut edges or otherwise damaged surfaces of hot-dip 
galvanized sheet steel or mill galvanized sheet steel shall be coated with 
a zinc rich paint conforming to the manufacturer's standard.

2.3.3   Finishing

Painting required for surfaces not otherwise specified and finish painting 

DACA67-03-T-2003 SECTION 16375  Page 12 R0003



ADAL Fitness Center, Mt Home AFB, ID 03002

of items only primed at the factory shall be as specified in Section 09900 
PAINTS, GENERAL.

2.4   CABLES

Cables shall be single conductor type unless otherwise indicated.

2.4.1   Medium-Voltage Cables

2.4.1.1   General

Cable construction shall be concentric neutral underground distribution 
cable conforming to AEIC CS6 and NEMA WC 8.  Cables shall be manufactured 
for use in duct applications.

2.4.1.2   Ratings

Cables shall be rated for a circuit voltage of 15 kV.

2.4.1.3   Conductor Material

Underground cables shall be soft drawn copper complying with ASTM B 3 and 
ASTM B 8 for regular concentric and compressed stranding or ASTM B 496 for 
compact stranding.

2.4.1.4   Insulation

Cable insulation shall be ethylene-propylene-rubber (EPR) insulation 
conforming to the requirements of NEMA WC 8 and AEIC CS6.  A 133 percent 
insulation level shall be used on 5 kV, 15 kV and 25 kV rated cables.  The 
Contractor shall comply with EPA requirements in accordance with Section 
01670 RECYCLED / RECOVERED MATERIALS.

2.4.1.5   Shielding

Cables rated for 2 kV and above shall have a semiconducting conductor 
shield, a semiconducting insulation shield, and an overall copper tape 
shield for each phase.  The shield tape shall be sized to meet IEEE C2 
requirements for a ground fault availability of the following:
   Cable                  Total Shield         30 Cycle
   AWC/CKIL               Area (CMIL)          Shield Fault Amps
   2                        7740                  1335
   4/0                      10000                 1720
   500                      12300                 2122

2.4.1.6   Neutrals

Neutral conductors of shall be copper employing the same insulation and 
jacket materials as phase conductors, except that a 600-volt insulation 
rating is acceptable. Concentric neutrals conductors shall be tinned 
copper, having a combined ampacity 1/3 of the phase conductor ampacity 
rating.

2.4.1.7   Jackets

Cables shall be provided with a PVC jacket.  

2.4.2   Low-Voltage Cables
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Cables shall be rated 600 volts and shall conform to the requirements of 
NFPA 70, and must be UL listed for the application or meet the applicable 
section of either ICEA or NEMA standards.

2.4.2.1   Conductor Material

Underground cables shall be annealed copper complying with ASTM B 3 and 
ASTM B 8.  Intermixing of copper and aluminum conductors is not permitted.

2.4.2.2   Insulation

Insulation must be in accordance with NFPA 70, and must be UL listed for 
the application or meet the applicable sections of either ICEA, or NEMA 
standards.

2.4.2.3   In Duct

Cables shall be single-conductor cable, in accordance with NFPA 70.  .

2.5   CABLE JOINTS, TERMINATIONS, AND CONNECTORS

2.5.1   Medium-Voltage Cable Joints

Medium-voltage cable joints shall comply with IEEE Std 404 and IEEE Std 592. 
 Medium-voltage cable terminations shall comply with IEEE Std 48.  Joints 
shall be the standard products of a manufacturer and shall be either of the 
factory preformed type or of the kit type containing tapes and other 
required parts.  Joints shall have ratings not less than the ratings of the 
cables on which they are installed.  Splice kits may be of the 
heat-shrinkable type for voltages up to 15 kV, of the premolded splice and 
connector type, the conventional taped type, or the resin pressure-filled 
overcast taped type for voltages up to 35 kV; except that for voltages of 
7.5 kV or less a resin pressure-filled type utilizing a plastic-tape mold 
is acceptable.  Joints used in manholes, handholes, vaults and pull boxes 
shall be certified by the manufacturer for waterproof, submersible 
applications.

2.5.2   Medium-Voltage Separable Insulated Connectors

Separable insulated connectors shall comply with IEEE Std 386 and IEEE Std 
592 and shall be of suitable construction or standard splice kits shall be 
used.  Separable insulated connectors are acceptable for voltages up to 35 
kV.  Connectors shall be of the loadbreak type as indicated, of suitable 
construction for the application and the type of cable connected, and shall 
include cable shield adaptors.  Separable insulated connectors shall not be 
used as substitutes for conventional permanent splices.  External clamping 
points and test points shall be provided.

2.5.3   Low-Voltage Cable Splices

Low-voltage cable splices and terminations shall be rated at not less than 
600 Volts.  Splices in conductors No. 10 AWG and smaller shall be made with 
an insulated, solderless, pressure type connector, conforming to the 
applicable requirements of UL 486A.  Splices in conductors No. 8 AWG and 
larger shall be made with noninsulated, solderless, pressure type 
connector, conforming to the applicable requirements of UL 486A and UL 486B. 
 Splices shall then be covered with an insulation and jacket material 
equivalent to the conductor insulation and jacket.  Splices below grade or 
in wet locations shall be sealed type conforming to ANSI C119.1 or shall be 

DACA67-03-T-2003 SECTION 16375  Page 14 R0003



ADAL Fitness Center, Mt Home AFB, ID 03002

waterproofed by a sealant-filled, thick wall, heat shrinkable, 
thermosetting tubing or by pouring a thermosetting resin into a mold that 
surrounds the joined conductors.

2.5.4   Terminations

Terminations shall be in accordance with IEEE Std 48, Class 1 or Class 2; 
of the molded elastomer, wet-process porcelain, prestretched elastomer, 
heat-shrinkable elastomer, or taped type.  Acceptable elastomers are 
track-resistant silicone rubber or track-resistant ethylene propylene 
compounds, such as ethylene propylene rubber or ethylene propylene diene 
monomer.  Separable insulated connectors may be used for apparatus 
terminations, when such apparatus is provided with suitable bushings.  
Terminations shall be of the outdoor type, except that where installed 
inside outdoor equipment housings which are sealed against normal 
infiltration of moisture and outside air, indoor, Class 2 terminations are 
acceptable.  Class 3 terminations are not acceptable.  Terminations, where 
required, shall be provided with mounting brackets suitable for the 
intended installation and with grounding provisions for the cable 
shielding, metallic sheath, and armor.

2.5.4.1   Factory Preformed Type

Molded elastomer, wet-process porcelain, prestretched, and heat-shrinkable 
terminations shall utilize factory preformed components to the maximum 
extent practicable rather than tape build-up.  Terminations shall have 
basic impulse levels as required for the system voltage level.  
Anti-tracking tape shall be applied over exposed insulation of preformed 
molded elastomer terminations.

2.5.4.2   Taped Terminations

Taped terminations shall use standard termination kits providing terminal 
connectors, field-fabricated stress cones, and rain hoods.  Terminations 
shall be at least 510 mm long from the end of the tapered cable jacket to 
the start of the terminal connector, or not less than the kit 
manufacturer's recommendations, whichever is greater.

2.6   CONDUIT AND DUCTS

Ducts shall be single, round-bore type, with wall thickness and fittings 
suitable for the application.Duct lines shall be concrete-encased, 
thin-wall type for duct lines between manholes and for other medium-voltage 
lines. Low-voltage lines run elsewhere may be direct-burial, thick-wall 
type.  

2.6.1   Metallic Conduit

Intermediate metal conduit shall comply with UL 1242.  Rigid galvanized 
steel conduit shall comply with UL 6 and ANSI C80.1.  Metallic conduit 
fittings and outlets shall comply with UL 514A and NEMA FB 1.

2.6.2   Nonmetallic Ducts

2.6.2.1   Concrete Encased Ducts

UL 651 Schedule 40 or NEMA TC 6 Type EB.

2.6.3   Conduit Sealing Compound
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Compounds for sealing ducts and conduit shall have a putty-like consistency 
workable with the hands at temperatures as low as 2 degrees C (35 degrees 
F), shall neither slump at a temperature of 150 degrees C (300 degrees F), 
nor harden materially when exposed to the air.  Compounds shall adhere to 
clean surfaces of fiber or plastic ducts; metallic conduits or conduit 
coatings; concrete, masonry, or lead; any cable sheaths, jackets, covers, 
or insulation materials; and the common metals.  Compounds shall form a 
seal without dissolving, noticeably changing characteristics, or removing 
any of the ingredients.  Compounds shall have no injurious effect upon the 
hands of workmen or upon materials.

2.7   MANHOLES, HANDHOLES, AND PULLBOXES

Manholes, handholes, and pullboxes shall be as indicated.  Strength of 
manholes, handholes, and pullboxes and their frames and covers shall 
conform to the requirements of IEEE C2.  Precast-concrete manholes shall 
have the required strength established by ASTM C 478, ASTM C 478M.  Frames 
and covers shall be made of gray cast iron and a machine-finished seat 
shall be provided to ensure a matching joint between frame and cover.  Cast 
iron shall comply with ASTM A 48M , Class 30B, minimum.  Handholes for low 
voltage cables installed in parking lots, sidewalks, and turfed areas shall 
be fabricated from an aggregate consisting of sand and with continuous 
woven glass strands having an overall compressive strength of at least 69 
MPa (10,000 psi) and a flexural strength of at least 34.5 MPa (5000 psi).  
Pullbox and handhole covers in sidewalks, and turfed areas shall be of the 
same material as the box.  Concrete pullboxes shall consist of precast 
reinforced concrete boxes, extensions, bases, and covers.

2.8   TRANSFORMERS, SUBSTATIONS, AND SWITCHGEAR

Transformers, substations, and switchgear shall be of the outdoor type 
having the ratings and arrangements indicated.  Medium-voltage ratings of 
cable terminations shall be 15 kV between phases for 133 percent insulation 
level.

2.8.1   Pad-Mounted Transformers

Pad-mounted transformers shall comply with ANSI C57.12.26 and shall be of 
the loop feed type.  Pad-mounted transformer stations shall be assembled 
and coordinated by one manufacturer and each transformer station shall be 
shipped as a complete unit so that field installation requirements are 
limited to mounting each unit on a concrete pad and connecting it to 
primary and secondary lines.  Stainless steel pins and hinges shall be 
provided.  Barriers shall be provided between high- and low-voltage 
compartments.  High-voltage compartment doors shall be interlocked with 
low-voltage compartment doors to prevent access to any high-voltage section 
unless its associated low-voltage section door has first been opened.  
Compartments shall be sized to meet the specific dimensional requirements 
of ANSI C57.12.26.  Pentahead locking bolts shall be provided with 
provisions for a padlock.

2.8.1.1   High-Voltage Compartments

The high-voltage compartment shall be dead-front construction.  Primary 
switching and protective devices shall include loadbreak switching, 
drawout, dry-well-mounted, current-limiting fuses, medium-voltage separable 
loadbreak connectors, universal bushing wells and inserts or integral one 
piece bushings and surge arresters.  Fuses shall comply with the 
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requirements of paragraph METERING AND PROTECTIVE DEVICES.  The switch 
shall be mounted inside transformer tank with switch operating handle 
located in high-voltage compartment and equipped with metal loop for hook 
stick operation.  Fuses shall be interlocked with switches so that fuses 
can be removed only when the associated switch is in the "OPEN" position.  
Adjacent to medium-voltage cable connections, a nameplate or equivalent 
stenciled inscription shall be provided inscribed "DO NOT OPEN CABLE 
CONNECTORS UNLESS SWITCH IS OPEN."  Surge arresters shall be fully 
insulated and configured to terminate on the same bushing as the primary 
cable by means of a loadbreak, feed-through bushing insert.

2.8.1.2   Load-Break Switch

Loop feed sectionalizer switches:  Provide three, two-position, 
oil-immersed type switches to permit closed transition loop feed and 
sectionalizing.  Each switch shall be rated at 15kV, 95kV BIL, with a 
continuous current rating and load-break rating of 200 amperes, and a 
make-and-latch rating of 10,000 rms amperes symmetrical.  Locate the switch 
handle in the high-voltage compartment.  Switch positions shall be per Base 
requirements coordinated by the Contracting Officer.

2.8.1.3   Transformer Tank Sections

Transformers shall comply with IEEE C57.12.00, ANSI C57.12.21, and ANSI 
C57.12.26 and shall be of the mineral oil-insulated type.  Transformers 
shall be suitable for outdoor use and shall have 2 separate windings per 
phase.  Standard NEMA primary taps shall be provided.  Where primary taps 
are not specified, 4, 2-1/2 percent rated kVA high-voltage taps shall be 
provided 2 above and 2 below  rated, primary voltage.  Operating handles 
for primary tap changers for de-energized operation shall be located within 
high-voltage compartments, externally to transformer tanks.  Adjacent to 
the tap changer operating handle, a nameplate or equivalent stenciled 
inscription shall be provided and inscribed "DO NOT OPERATE UNDER LOAD." 
Transformer ratings at 60 Hz shall be as follows:

Three-phase capacity.....................................kVA as indicated.

Impedance....................................................Manufacturer's 
Standard for 500kVA or smaller.

Temperature Rise........................................65 degrees C.

High-voltage winding...................................volts as indicated.

High-voltage winding connections.............................as indicated.

Low-voltage winding....................................volts as indicated.

Low-voltage winding connections............................. as indicated.

2.8.1.4   Low-Voltage Cable Compartments

Neutrals shall be provided with fully-insulated bushings.  Clamp type cable 
terminations, suitable for copper conductors entering from below, shall be 
provided as necessary.

2.8.1.5   Accessories

High-voltage warning signs shall be permanently attached to each side of 
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transformer stations.  Voltage warning signs shall comply with IEEE C2.  
Copper-faced steel or stainless steel ground connection pads shall be 
provided in both the high- and low-voltage compartments.  Dial-type 
thermometer, liquid-level gauge, and drain valve with built-in sampling 
device shall be provided for each transformer station.  
Insulated-bushing-type parking stands shall be provided adjacent to each 
separable load-break elbow to provide for cable isolation during 
sectionalizing operations.

2.9   Cable Terminating Cabinets

Cable terminating cabinets shall be hook-stick operable, deadfront 
construction conforming to the requirements of the IEEE C37.20.3, Category 
A.  Cabinets shall be provided with 600 A dead-break junctions and 
elbow-type separable dead-break connectors, cable parking stands, and 
grounding lugs.  The cable terminating equipments shall confromconform to 
the IEEE Std 386.  Cabinets shall be sleeve mounted.

Ratings at 60 Hz shall be:

Nominal voltage (kV)..........................................15.

Rated Maximum Voltage (kV)....................................per standard.

Rated continuous current (AM).................................as needed.

Three-section short-time current-carrying capacity (kA).......per standard.

BIL (kV).......................................................95.

2.10   METERING AND PROTECTIVE DEVICES

2.10.1   Fuses, Medium-Voltage, Including Current-Limiting

2.10.1.1   Construction

Units shall be suitable for outdoor use.  Fuses shall have integral 
blown-fuse indicators.  All ratings shall be clearly visible.

2.10.1.2   Ratings

Current-limiting power fuses shall have ratings in accordance with ANSI 
C37.46. 

2.10.1.3   E-Rated, Current-Limiting Power Fuses

E-rated, current-limiting, power fuses shall conform to ANSI C37.46.

2.10.1.4   C-Rated, Current-Limiting Power Fuses

C-rated, current-limiting power fuses shall open in 1000 seconds at 
currents between 170 and 240 percent of the C rating.

2.11   SURGE ARRESTERS

Surge arresters shall comply with NEMA LA 1, IEEE C62.1, IEEE C62.2, and 
IEEE C62.11 and shall be provided where indicated.  Arresters shall be 
intermediate class, rated as shown.  Arresters shall be equipped with 
mounting brackets suitable for the indicated installations.  Arresters 
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shall be of the metal-oxide varistor type.

2.12   GROUNDING AND BONDING

2.12.1   Driven Ground Rods

Ground rods shall be copper-clad steel conforming to UL 467not less than  
19 mm (3/4 inch) in diameter by 3.1 m (10 feet)in length.  Sectional type 
rods may be used.

2.12.2   Grounding Conductors

Grounding conductors shall be bare, except where installed in conduit with 
associated phase conductors.  Insulated conductors shall be of the same 
material as phase conductors and green color-coded, except that conductors 
shall be rated no more than 600 volts.  Bare conductors shall be ASTM B 8 
soft-drawn unless otherwise indicated.  Aluminum is not acceptable.

2.13   CONCRETE AND REINFORCEMENT

Concrete work shall have minimum 20 MPa compressive strength and conform to 
the requirements of Section 03300 CAST-IN-PLACE STRUCTURAL CONCRETE.  
Concrete reinforcing shall be as specified in Section 03200A CONCRETE 
REINFORCEMENT.

2.14   PADLOCKS

Padlocks shall comply with Section 08710 DOOR HARDWARE.

2.15   CABLE FIREPROOFING SYSTEMS

Cable fireproofing systems shall be listed in FM P7825a as a 
fire-protective coating or tape approved for grouped electrical conductors 
and shall be suitable for application on the type of medium-voltage cables 
provided.  After being fully cured, materials shall be suitable for use 
where exposed to oil, water, gases, salt water, sewage, and fungus and 
shall not damage cable jackets or insulation.  Asbestos materials are not 
acceptable.

2.15.1   Fireproof Coating

Cable fireproofing coatings shall be compounded of water-based 
thermoplastic resins, flame-retardant chemicals, and inorganic 
noncombustible fibers and shall be suitable for the application methods 
used.  Coatings applied on bundled cables shall have a derating factor of 
less than 5 percent, and a dielectric strength of 95 volts per mil minimum 
after curing.

2.15.2   Fireproofing Tape

Fireproofing tape shall be at least 50 mm (2 inches) wide and shall be a 
flexible, conformable, polymeric, elastomer tape designed specifically for 
fireproofing cables.

2.15.3   Plastic Tape

Preapplication plastic tape shall be pressure sensitive, 0.254 mm (10 mil) 
thick, conforming to UL 510.
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2.16   LIQUID DIELECTRICS

Liquid dielectrics for transformers, capacitors, reclosers, and other 
liquid-filled electrical equipment shall be non-polychlorinated biphenyl 
(PCB) mineral-oil or less-flammable liquid as specified.  Nonflammable 
fluids shall not be used.  Tetrachloroethylene (perchloroethylene) and 1, 
2, 4 trichlorobenzene fluids shall not be used.  Liquid dielectrics in 
retrofitted equipment shall be certified by the manufacturer as having less 
than 1 parts per million (ppm) PCB content.  In lieu of the manufacturer's 
certification, the Contractor may submit a test sample of the dielectric in 
accordance with ASTM D 923 and have tests performed per ASTM D 4059 at a 
testing facility approved by the Contracting Officer.  Equipment with test 
results indicating PCB level exceeding 1 ppm shall be replaced.

2.17   FACTORY TESTS

Factory tests shall be performed, as follows, in accordance with the 
applicable publications and with other requirements of these 
specifications.  The Contracting Officer shall be notified at least 10  
days before the equipment is ready for testing.  The Contracting Officer 
reserves the right to witness the tests.

a.  Transformers:  Manufacturer's standard routine and other tests in 
accordance with IEEE C57.12.00.

b.  Transformers rated 200 kVA and above:  Reduced full-wave, 
chopped-wave, and full-wave impulse test on each line and neutral 
terminal, in accordance with IEEE C57.98.

c.  Factory Preformed Terminations:  Wet withstand voltage tests in 
accordance with IEEE Std 48 for the next higher BIL level.

d.  Electrical Power Insulators:  Manufacturer's standard tests in 
accordance with ANSI C29.1.

PART 3   EXECUTION

3.1   GENERAL INSTALLATION REQUIREMENTS

Equipment and devices shall be installed and energized in accordance with 
the manufacturer's published instructions.  Steel conduits installed 
underground shall be installed and protected from corrosion in conformance 
with the requirements of Section 16415A ELECTRICAL WORK, INTERIOR.  Except 
as covered herein, excavation, trenching, and backfilling shall conform to 
the requirements of Section 02316 EXCAVATION, TRENCHING, AND BACKFILLING 
FOR UTILITIES SYSTEMS.  Concrete work shall have minimum 20 MPa  
compressive strength and conform to the requirements of Section 03300 
CAST-IN-PLACE STRUCTURAL CONCRETE.

3.1.1   Conformance to Codes

The installation shall comply with the requirements and recommendations of 
NFPA 70 and IEEE C2 as applicable.

3.1.2   Verification of Dimensions

The Contractor shall become familiar with details of the work, shall verify 
dimensions in the field, and shall advise the Contracting Officer of any 
discrepancy before performing any work.
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3.1.3   Disposal of Liquid Dielectrics

PCB-contaminated dielectrics must be marked as PCB and transported to and 
incinerated by an approved EPA waste disposal facility.  The Contractor 
shall furnish certification of proper disposal.  Contaminated dielectrics 
shall not be diluted to lower the contamination level.

3.2   CABLE AND BUSWAY INSTALLATION

The Contractor shall obtain from the manufacturer an installation manual or 
set of instructions which addresses such aspects as cable construction, 
insulation type, cable diameter, bending radius, cable temperature, 
lubricants, coefficient of friction, conduit cleaning, storage procedures, 
moisture seals, testing for and purging moisture, etc.  The Contractor 
shall then prepare a checklist of significant requirements which shall be 
submitted along with the manufacturers instructions in accordance with 
SUBMITTALS.

3.2.1   Cable Installation Plan and Procedure

Cable shall be installed strictly in accordance with the cable 
manufacturer's recommendations.  Each circuit shall be identified by means 
of a fiber, laminated plastic, or non-ferrous metal tags, or approved 
equal, in each manhole, handhole, junction box, and each terminal.  Each 
tag shall contain the following information; cable type, conductor size, 
circuit number, circuit voltage, cable destination and phase identification.

3.2.1.1   Cable Inspection

The cable reel shall be inspected for correct storage positions, signs of 
physical damage, and broken end seals.  If end seal is broken, moisture 
shall be removed from cable in accordance with the cable manufacturer's 
recommendations.

3.2.1.2   Duct Cleaning

Duct shall be cleaned with an assembly that consists of a flexible mandrel 
(manufacturers standard product in lengths recommended for the specific 
size and type of duct) that is 6.4 mm (1/4 inch) less than inside diameter 
of duct, 2 wire brushes, and a rag.  The cleaning assembly shall be pulled 
through conduit a minimum of 2 times or until less than a volume of 131 
cubic centimeters (8 cubic inches) of debris is expelled from the duct.

3.2.1.3   Duct Lubrication

The cable lubricant shall be compatible with the cable jacket for cable 
that is being installed.  Application of lubricant shall be in accordance 
with lubricant manufacturer's recommendations.

3.2.1.4   Cable Installation

The Contractor shall provide a cable feeding truck and a cable pulling 
winch as required.  The Contractor shall provide a pulling grip or pulling 
eye in accordance with cable manufacturer's recommendations.  The pulling 
grip or pulling eye apparatus shall be attached to polypropylene or manilla
manila rope followed by lubricant front end packs and then by power cables. 
 A dynamometer shall be used to monitor pulling tension.  Pulling tension 
shall not exceed cable manufacturer's recommendations.  The Contractor 
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shall not allow cables to cross over while cables are being fed into duct.  
For cable installation in cold weather, cables shall be kept at 10 degrees 
C (50 degrees F) temperature for at least 24 hours before installation.

3.2.1.5   Cable Installation Plan

The Contractor shall submit a cable installation plan for all cable pulls 
in accordance with the detail drawings portion of paragraph SUBMITTALS. 
Cable installation plan shall include:

a.  Site layout drawing with cable pulls identified in numeric order 
of expected pulling sequence and direction of cable pull.

b.  List of cable installation equipment.

c.  Lubricant manufacturer's application instructions.

d.  Procedure for resealing cable ends to prevent moisture from 
entering cable.

e.  Cable pulling tension calculations of all cable pulls.

f.  Cable percentage conduit fill.

g.  Cable sidewall thrust pressure.

h.  Cable minimum bend radius and minimum diameter of pulling wheels 
used.

i.  Cable jam ratio.

j.  Maximum allowable pulling tension on each different type and size 
of conductor.

k.  Maximum allowable pulling tension on pulling device.

3.2.2   Duct Line

Cables shall be installed in duct lines where indicated.  Cable joints in 
medium-voltage cables shall be made in manholes or approved pullboxes only.
  Neutral and grounding conductors shall be installed in the same duct with 
their associated phase conductors.

3.2.3   Electric Manholes

Cables shall be routed around the interior walls and securely supported 
from walls on cables racks.  Cable routing shall minimize cable crossover, 
provide access space for maintenance and installation of additional cables, 
and maintain cable separation in accordance with IEEE C2.

3.3   CABLE JOINTS

Medium-voltage cable joints shall be made by qualified cable splicers only. 
Qualifications of cable splicers shall be submitted in accordance with 
paragraph SUBMITTALS.  Shields shall be applied as required to continue the 
shielding system through each entire cable joint.  Shields may be 
integrally molded parts of preformed joints.  Shields shall be grounded at 
each joint or in accordance with manufacturer's recommended practice.  
Cable joints shall provide insulation and jacket equivalent to that of the 
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associated cable.  Armored cable joints shall be enclosed in 
compound-filled, cast-iron or alloy, splice boxes equipped with stuffing 
boxes and armor clamps of a suitable type and size for the cable being 
installed.

3.4   FIREPROOFING

Each medium-voltage cable and conductor in manholes shall be fire-proofed 
for their entire length within the manhole.  Where cables and conductors 
have been lubricated to enhance pulling into ducts, the lubricant shall be 
removed from cables and conductors exposed in the manhole before 
fireproofing.  Fire-stops shall be installed in each conduit entering or 
leaving a manhole.

3.4.1   Tape Method

Before application of fireproofing tape, plastic tape wrapping shall be 
applied over exposed metallic items such as the cable ground wire, metallic 
outer covering, or armor to minimize the possibility of corrosion from the 
fireproofing materials and moisture.  Before applying fireproofing tape, 
irregularities of cables, such as at cable joints, shall be evened out with 
insulation putty.  A flexible conformable polymeric elastomer fireproof 
tape shall be wrapped tightly around each cable spirally in 1/2 lapped 
wrapping or in 2 butt-jointed wrappings with the second wrapping covering 
the joints of the first.

3.4.2   Sprayable Method

Manholes shall be power ventilated until coatings are dry and dewatered and 
the coatings are cured.  Ventilation requirements shall be in accordance 
with the manufacturer's instruction, but not less than 10 air changes per 
hour shall be provided.  Cable coatings shall be applied by spray, brush, 
or glove to a wet film thickness that reduces to the dry film thickness 
approved for fireproofing by FM P7825a.  Application methods and necessary 
safety precautions shall be in accordance with the manufacturers 
instructions.  After application, cable coatings shall be dry to the touch 
in 1 to 2 hours and fully cured in 48 hours, except where the manufacturer 
has stated that because of unusual humidity or temperature, longer periods 
may be necessary.

3.5   DUCT LINES

3.5.1   Requirements

Numbers and sizes of ducts shall be as indicated.  Duct lines shall be laid 
with a minimum slope of 100 mm per 30 m.  Depending on the contour of the 
finished grade, the high-point may be at a terminal, a manhole, a handhole, 
or between manholes or handholes.  Short-radius manufactured 90-degree duct 
bends may be used only for pole or equipment risers, unless specifically 
indicated as acceptable.  The minimum manufactured bend radius shall be 450 
mm (18 inches) for ducts of less than 80 mm (3 inch) diameter, and 900 mm 
(36 inches) for ducts 80 mm (3 inches) or greater in diameter.  Otherwise, 
long sweep bends having a minimum radius of 7.6 m shall be used for a 
change of direction of more than 5 degrees, either horizontally or 
vertically.  Both curved and straight sections may be used to form long 
sweep bends, but the maximum curve used shall be 30 degrees and 
manufactured bends shall be used.  Ducts shall be provided with end bells 
whenever duct lines terminate in manholes or handholes.
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3.5.2   Treatment

Ducts shall be kept clean of concrete, dirt, or foreign substances during 
construction.  Field cuts requiring tapers shall be made with proper tools 
and match factory tapers.  A coupling recommended by the duct manufacturer 
shall be used whenever an existing duct is connected to a duct of different 
material or shape.  Ducts shall be stored to avoid warping and 
deterioration with ends sufficiently plugged to prevent entry of any water 
or solid substances.  Ducts shall be thoroughly cleaned before being laid.  
Plastic ducts shall be stored on a flat surface and protected from the 
direct rays of the sun.

3.5.3   Concrete Encasement

Ducts requiring concrete encasements shall comply with NFPA 70, except that 
electrical duct bank configurations for ducts 150 mm (6 inches) in diameter 
shall be determined by calculation and as shown on the drawings.  The 
separation between adjacent electric power and communication ducts shall 
conform to IEEE C2.  Duct line encasements shall be monolithic 
construction.  Where a connection is made to a previously poured 
encasement, the new encasement shall be well bonded or doweled to the 
existing encasement.  The Contractor shall submit proposed bonding method 
for approval in accordance with the detail drawing portion of paragraph 
SUBMITTALS.  At any point, except railroad and airfield crossings, tops of 
concrete encasements shall be not less than the cover requirements listed 
in NFPA 70.  At railroad and airfield crossings, duct lines shall be 
encased with concrete and reinforced as indicated to withstand specified 
surface loadings.  Tops of concrete encasements shall be not less than 1.5 m
 below tops of rails or airfield paving unless otherwise indicated.  Where 
ducts are jacked under existing pavement, rigid steel conduit will be 
installed because of its strength.  To protect the corrosion-resistant 
conduit coating, predrilling or installing conduit inside a larger iron 
pipe sleeve (jack-and-sleeve) is required.  For crossings of existing 
railroads and airfield pavements greater than 15 m in length, the 
predrilling method or the jack-and-sleeve method will be used.  Separators 
or spacing blocks shall be made of steel, concrete, plastic, or a 
combination of these materials placed not farther apart than 1.2 m on 
centers.  Ducts shall be securely anchored to prevent movement during the 
placement of concrete and joints shall be staggered at least 150 mm 
vertically.

3.5.4   Installation of Couplings

Joints in each type of duct shall be made up in accordance with the 
manufacturer's recommendations for the particular type of duct and coupling 
selected and as approved.

3.5.4.1   Plastic Duct

Duct joints shall be made by brushing a plastic solvent cement on insides 
of plastic coupling fittings and on outsides of duct ends.  Each duct and 
fitting shall then be slipped together with a quick 1/4-turn twist to set 
the joint tightly.

3.5.5   Duct Line Markers

Duct line markers shall be provided at the ends of long duct line stubouts 
or for other ducts whose locations are indeterminate because of duct 
curvature or terminations at completely below-grade structures.  In 
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addition to markers, a 0.127 mm (5 mil) brightly colored plastic tape, not 
less than 75 mm (3 inches) in width and suitably inscribed at not more than 
3 m (10 feet) on centers with a continuous metallic backing and a 
corrosion-resistant 0.0254 mm (1 mil) metallic foil core to permit easy 
location of the duct line, shall be placed approximately 300 mm below 
finished grade levels of such lines.

3.6   MANHOLES, HANDHOLES, AND PULLBOXES

3.6.1   General

Manholes shall be constructed approximately where shown.  The exact 
location of each manhole shall be determined after careful consideration 
has been given to the location of other utilities, grading, and paving.  
The location of each manhole shall be approved by the Contracting Officer 
before construction of the manhole is started.  Manholes shall be the type 
noted on the drawings and shall be constructed in accordance with the 
applicable details as indicated.  Top, walls, and bottom shall consist of 
reinforced concrete.  Walls and bottom shall be of monolithic concrete 
construction.  The Contractor may at his option utilize monolithically 
constructed precast-concrete manholes having the required strength and 
inside dimensions as required by the drawings or specifications.  In paved 
areas, frames and covers for manhole and handhole entrances in vehicular 
traffic areas shall be flush with the finished surface of the paving.  In 
unpaved areas, the top of manhole covers shall be approximately 15 mm above 
the finished grade.  Where existing grades that are higher than finished 
grades are encountered, concrete assemblies designed for the purpose shall 
be installed to elevate temporarily the manhole cover to existing grade 
level.  All duct lines entering manholes must be installed on compact soil 
or otherwise supported when entering a manhole to prevent shear stress on 
the duct at the point of entrance to the manhole.  Duct lines entering 
cast-in-place concrete manholes shall be cast in-place with the manhole.  
Duct lines entering precast concrete manholes through a precast knockout 
penetration shall be grouted tight with a portland cement mortar.  PVC duct 
lines entering precast manholes through a PVC endbell shall be solvent 
welded to the endbell.  A cast metal grille-type sump frame and cover shall 
be installed over the manhole sump.  A cable-pulling iron shall be 
installed in the wall opposite each duct line entrance.

3.6.2   Electric Manholes

Cables shall be securely supported from walls by hot-dip galvanized cable 
racks with a plastic coating over the galvanizing and equipped with 
adjustable hooks and insulators.  The number of cable racks indicated shall 
be installed in each manhole and not less than 2 spare hooks shall be 
installed on each cable rack.  Insulators shall be made of high-glazed 
porcelain.  Insulators will not be required on spare hooks.

3.6.3   Communications Manholes

The number of hot-dip galvanized cable racks with a plastic coating over 
the galvanizing indicated shall be installed in each telephone manhole. 
Each cable rack shall be provided with 2 cable hooks.  Cables for the 
telephone and communication systems shall be installed but connections 
shall be made by others.

3.6.4   Handholes

Handholes shall be located approximately as shown.  Handholes shall be of 
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the type noted on the drawings and shall be constructed in accordance with 
the details shown.

3.6.5   Pullboxes

Pullbox tops shall be flush with sidewalks or curbs or placed 15 mmabove 
surrounding grades when remote from curbed roadways or sidewalks.  Covers 
shall be marked "Low-Voltage" and provided with 2 lifting eyes and 2 
hold-down bolts.  Each box shall have a suitable opening for a ground rod.  
Conduit, cable, ground rod entrances, and unused openings shall be sealed 
with mortar.

3.6.6   Ground Rods

A ground rod shall be installed at the manholes, handholes and pullboxes. 
Ground rods shall be driven into the earth before the manhole floor is 
poured so that approximately 100 mm of the ground rod will extend above the 
manhole floor.  When precast concrete manholes are used, the top of the 
ground rod may be below the manhole floor and a No. 1/0 AWG ground 
conductor brought into the manhole through a watertight sleeve in the 
manhole wall.

3.7   PAD-MOUNTED EQUIPMENT INSTALLATION

Pad-mounted equipment, shall be installed on concrete pads in accordance 
with the manufacturer's published, standard installation drawings and 
procedures, except that they shall be modified to meet the requirements of 
this document.  Units shall be installed so that they do not damage 
equipment or scratch painted or coated surfaces.  After installation, 
surfaces shall be inspected and scratches touched up with a paint or 
coating provided by the manufacturer especially for this purpose.  
Three-phase transformers shall be installed with correct phase sequence for 
the Base.  Primary taps shall be set at a setting suitable for indicated 
secondary voltage.

3.7.1   Concrete Pads

3.7.1.1   Construction

Concrete pads for pad-mounted electrical equipment may be either 
pre-fabricated or poured-in-place.  Pads shall be constructed as indicated, 
except that exact pad dimensions and mounting details are equipment 
specific and are the responsibility of the Contractor.  Tops of concrete 
pads shall be level and shall project 100 mm above finished paving or grade 
and sloped to drain.  Edges of concrete pads shall have 20 mm chamfer.  
Conduits for primary, secondary, and grounding conductors shall be set in 
place prior to placement of concrete pads.  Where grounding electrode 
conductors are installed through concrete pads, PVC conduit sleeves shall 
be installed through the concrete to provide physical protection.  To 
facilitate cable installation and termination, the concrete pad shall be 
provided with a rectangular hole below the primary and secondary 
compartments, sized in accordance with the manufacturer's recommended 
dimensions.  Upon completion of equipment installation the rectangular hole 
shall be filled with masonry grout.

3.7.1.2   Concrete and Reinforcement

Concrete work shall have minimum 20 MPa  compressive strength and comform
conform to the requirements of Section 03300 CAST-IN-PLACE STRUCTURAL 
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CONCRETE.  Concrete pad reinforcement shall be in accordance with Section 
03200A CONCRETE REINFORCEMENT.

3.7.1.3   Sealing

When the installation is complete, the Contractor shall seal all conduit 
and other entries into the equipment enclosure with an approved sealing 
compound.  Seals shall be of sufficient strength and durability to protect 
all energized live parts of the equipment from rodents, insects, or other 
foreign matter.

3.7.2   Padlocks

Padlocks shall be provided for pad-mounted equipment.  Padlocks shall be 
keyed as directed by the Contracting Officer.

3.8   CONNECTIONS BETWEEN AERIAL AND UNDERGROUND SYSTEMS

Connections between aerial and underground systems shall be made as shown.  
Underground cables shall be extended up poles in conduit to cable 
terminations.  Conduits shall be secured to the poles by 2-hole galvanized 
steel pipe straps spaced not more than 3 m apart and with 1 strap not more 
than 300 mm from any bend or termination.  Cable guards shall be secured to 
poles in accordance with the manufacturer's published procedures.  Conduits 
shall be equipped with bushings to protect cables and minimize water entry. 
  Cables shall be supported by devices separate from the conduit or guard, 
near their point of exit from the conduit or guard.

3.9   CONNECTIONS TO BUILDINGS

Cables shall be extended into the various buildings as indicated, and shall 
be connected to the first applicable termination point in each building.  
Interfacing with building interior conduit systems shall be at conduit 
stubouts terminating 1.5 m  outside of a building and 600 mm  below 
finished grade as specified and provided under Section 16415A ELECTRICAL 
WORK, INTERIOR.  After installation of cables, conduits shall be sealed 
with caulking compound to prevent entrance of moisture or gases into 
buildings.

3.10   GROUNDING

A ground ring consisting of the indicated configuration of bare copper 
conductors and driven ground rods shall be installed around pad-mounted 
equipment as shown.  Equipment frames of metal-enclosed equipment, and 
other noncurrent-carrying metal parts, such as cable shields, cable sheaths 
and armor, and metallic conduit shall be grounded.  At least 2 connections 
shall be provided from a transformer to the ground ring.  Metallic frames 
and covers of handholes and pull boxes shall be grounded by use of a 
braided, copper ground strap with equivalent ampacity of No. 6 AWG.

3.10.1   Grounding Electrodes

Grounding electrodes shall be installed as shown on the drawings and as 
follows:

a.  Driven rod electrodes - Unless otherwise indicated, ground rods 
shall be driven into the earth until the tops of the rods are 
approximately 300 mm below finished grade.
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b.  Ground ring - A ground ring shall be installed as shown consisting 
of bare copper conductors installed 300 mm, plus or minus 75 mm, 
below finished top of soil grade.  Ground ring conductors shall be 
No. 2 AWG, minimum.

c.  Additional electrodes - When the required ground resistance is not 
met, additional electrodes shall be provided interconnected with 
grounding conductors to achieve the specified ground resistance.  
The additional electrodes will be up to three, 3 m (10 feet) rods 
spaced a minimum of 3 m apart.  In high ground resistance, UL 
listed chemically charged ground rods may be used.  If the 
resultant resistance exceeds 25 ohms measured not less than 48 
hours after rainfall, the Contracting Officer shall be notified 
immediately.

3.10.2   Grounding and Bonding Connections

Connections above grade shall be made by the fusion-welding process or with 
bolted solderless connectors, in compliance with UL 467, and those below 
grade shall be made by a fusion-welding process.  Where grounding 
conductors are connected to aluminum-composition conductors, specially 
treated or lined copper-to-aluminum connectors suitable for this purpose 
shall be used.

3.10.3   Grounding and Bonding Conductors

Grounding and bonding conductors include  conductors used to bond 
transformer enclosures and equipment frames to the grounding electrode 
system.  Grounding and bonding conductors shall be sized as shown, and 
located to provide maximum physical protection.  Bends greater than 45 
degrees in ground conductors are not permitted.  Routing of ground 
conductors through concrete shall be avoided.  When concrete penetration is 
necessary, nonmetallic conduit shall be cast flush with the points of 
concrete entrance and exit so as to provide an opening for the ground 
conductor, and the opening shall be sealed with a suitable compound after 
installation.

3.10.4   Surge Arrester Grounding

Surge arresters and neutrals shall be bonded directly to the transformer 
enclosure and then to the grounding electrode system with a bare copper 
conductor, sized as shown.  Lead lengths shall be kept as short as 
practicable with no kinks or sharp bends.

3.10.5   Manhole, Handhole, or Concrete Pullbox Grounding

Ground rods installed in  manholes, handholes, or concrete pullboxes shall 
be connected to cable racks, cable-pulling irons, the cable shielding, 
metallic sheath, and armor at each cable joint or splice by means of a No. 
4 AWG braided tinned copper wire.  Connections to metallic cable sheaths 
shall be by means of tinned terminals soldered to ground wires and to cable 
sheaths.  Care shall be taken in soldering not to damage metallic cable 
sheaths or shields.  Ground rods shall be protected with a double wrapping 
of pressure-sensitive plastic tape for a distance of 50 mm above and 150 mm 
below concrete penetrations.  Grounding electrode conductors shall be 
neatly and firmly attached to manhole or handhole walls and the amount of 
exposed bare wire shall be held to a minimum.

3.10.6   Riser Pole Grounding
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A single continuous vertical grounding electrode conductor shall be 
installed on each riser pole and connected directly to the grounding 
electrodes indicated on the drawings or required by these specifications.  
All equipment, neutrals, surge arresters, and items required to be grounded 
shall be connected directly to this vertical conductor.  The grounding 
electrode conductor shall be sized as shown.  Grounding electrode 
conductors shall be stapled to wood poles at intervals not exceeding 600 mm.

3.11   FIELD TESTING

3.11.1   General

Field testing shall be performed in the presence of the Contracting 
Officer.  The Contractor shall notify the Contracting Officer 7 days prior 
to conducting tests.  The Contractor shall furnish all materials, labor, 
and equipment necessary to conduct field tests.  The Contractor shall 
perform all tests and inspections recommended by the manufacturer unless 
specifically waived by the Contracting Officer.  The Contractor shall 
maintain a written record of all tests which includes date, test performed, 
personnel involved, devices tested, serial number and name of test 
equipment, and test results.  Field test reports shall be signed and dated 
by the Contractor.

3.11.2   Safety

The Contractor shall provide and use safety devices such as rubber gloves, 
protective barriers, and danger signs to protect and warn personnel in the 
test vicinity.  The Contractor shall replace any devices or equipment which 
are damaged due to improper test procedures or handling.

3.11.3   Ground-Resistance Tests

The resistance of each grounding electrode or the ground ring shall be 
measured using the fall-of-potential method defined in IEEE Std 81.  Ground 
resistance measurements shall be made before the electrical distribution 
system is energized and shall be made in normally dry conditions not less 
than 48 hours after the last rainfall.  Resistance measurements of separate 
grounding electrode systems shall be made before the systems are bonded 
together below grade.  The combined resistance of separate systems may be 
used to meet the required resistance, but the specified number of 
electrodes must still be provided.

a.  Single rod electrode - 25 ohms.

b.  Multiple rod electrodes - 25 ohms.

c.  Ground ring - 25 ohms.

3.11.4   Medium-Voltage Cable Test

After installation, and before the operating test or connection to an 
existing system, the medium-voltage cable system shall be given a high 
potential test.  Direct-current voltage shall be applied on each phase 
conductor of the system by connecting conductors as on terminal and 
connecting grounds or metallic shieldings or sheaths of the cable as the 
other terminal for each test.  Prior to making the test, the cables shall 
be isolated by opening applicable protective devices and disconnecting 
equipment.  The test shall be conducted with all splices, connectors, and 
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terminations in place.  The method, voltage, length of time and other 
characteristics of the test for initial installation shall be in accordance 
with NEMA WC 7 or NEMA WC8 for the particular type of cable installed, 
except that 28kV and 35 kV insulation test voltages shall be in accordance 
with either AEIC CS5 or AEIC CS6 as applicable, and shall not exceed the 
recommendations of IEEE Std 404 for cable joints, and IEEE Std 48 for cable 
terminations unless the cable and accessory manufacturers indicate higher 
weakness of conductor insulation or due to defects or injuries incidental 
to the installation, or because of improper installation of cable, cable 
joints, termination or other connections.  The Contractor shall make 
necessary repairs or replace cables as directed.  Repaired or replaced 
cables shall be retested.

3.11.5   Low-Voltage Cable Test

Low-voltage cable, complete with splices, shall be tested for insulation 
resistance after the cables are installed, in their final configuration, 
ready for connection to the equipment, and prior to energization.  The test 
voltage shall be 500 volts dc, applied for one minute between each 
conductor and ground and between all possible combinations conductors in 
the same trench, duct, or cable, with all other conductors in the same 
trench, duct, or conduit.  The minimum value of insulation shall be:

R in megohms = (rated voltage in kV + 1) x 304.8/(length of cable in meters)

Each cable failing this test shall be repaired or replaced.  The repaired 
cable shall be retested until failures have been eliminated.

3.11.6   Liquid-Filled Transformer Tests

The following field tests shall be performed on all liquid-filled 
transformers.  Pass-fail criteria shall be in accordance with transformer 
manufacturer's specifications.

a.  Insulation resistance test phase-to-ground.

b.  Turns ratio test.

c.  Correct phase sequence.

d.  Correct operation of tap changer.

3.11.7   Pre-Energization Services

Calibration, testing, adjustment, and placing into service of the 
installation shall be accomplished by a manufacturer's product field 
service engineer or independent testing company with a minimum of 2 years 
of current product experience.  The following services shall be performed 
on the equipment listed below.  These services shall be performed 
subsequent to testing but prior to the initial energization.  The equipment 
shall be inspected to ensure that installation is in compliance with the 
recommendations of the manufacturer and as shown on the detail drawings.  
Terminations of conductors at major equipment shall be inspected to ensure 
the adequacy of connections.  Bare and insulated conductors between such 
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terminations shall be inspected to detect possible damage during 
installation.  If factory tests were not performed on completed assemblies, 
tests shall be performed after the installation of completed assemblies.  
Components shall be inspected for damage caused during installation or 
shipment to ensure packaging materials have been removed.  Components 
capable of being both manually and electrically operated shall be operated 
manually prior to the first electrical operation.  Components capable of 
being calibrated, adjusted, and tested shall be calibrated, adjusted, and 
tested in accordance with the instructions of the equipment manufacturer.  
Items for which such services shall be provided, but are not limited to, 
are the following:

a.  Pad-mounted transformers

3.11.8   Operating Tests

After the installation is completed, and at such times as the Contracting 
Officer may direct, the Contractor shall conduct operating tests for 
approval.  The equipment shall be demonstrated to operate in accordance 
with the requirements herein.  An operating test report shall be submitted 
in accordance with paragraph SUBMITTALS.

3.12   ACCEPTANCE

Final acceptance of the facility will not be given until the Contractor has 
successfully completed all tests and after all defects in installation, 
material or operation have been corrected.

        -- End of Section --
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SECTION 16415

ELECTRICAL WORK, INTERIOR

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI C12.1 (1995) Code for Electricity Metering

ANSI C12.10 (1997) Electromechanical Watthour Meters

ANSI C12.11 (1987; R 1993) Instrument Transformers for 
Revenue Metering, 10 kV BIL through 350 kV 
BIL (0.6 kV NSV through 69 kV NSV)

ANSI C12.4 (1984; R 1996) Mechanical Demand Registers

ANSI C135.30 (1988) Zinc-Coated Ferrous Ground Rods for 
Overhead or Underground Line Construction

ANSI C37.16 (2000) Low-Voltage Power Circuit Breakers 
and AC Power Circuit Protectors - 
Preferred Ratings, Related Requirements, 
and Application Recommendations

ANSI C39.1 (1981; R 1992) Requirements for Electrical 
Analog Indicating Instruments

ANSI C57.12.10 (1988) Safety Requirements for 
Transformers 230 kV and Below 833/958 
Through 8333/10417 kVA, Single-Phase, and 
750/862 Through 60 000/80 000/ 100 000 
kVA, Three-Phase Without Load Tap 
Charging; and 3750/4687 Through 60 000/80 
000/100/000 kVA With Load Tap Charging

ANSI C57.12.13 (1982) Conformance Requirements for 
Liquid-Filled Transformers Used in Unit 
Installations, Including Unit Substations

ANSI C57.12.27 (1982) Conformance Requirements for 
Liquid-Filled Distribution Transformers 
Used in Pad-Mounted Installations, 
Including Unit Substations

ANSI C57.12.50 (1981; R 1989) Ventilated Dry-Type 
Distribution Transformers 1 to 500 kVA, 
Single-Phase; and 15 to 500 kVA, 
Three-Phase with High-Voltage 601 to 34 
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500 Volts, Low-Voltage 120 to 600 Volts

ANSI C57.12.51 (1981; R 1989) Ventilated Dry-Type Power 
Transformers, 501 kVA and Larger, 
Three-Phase, with High-Voltage 601 to 34 
500 Volts, Low-Voltage 208Y/120 to 4160 
Volts

ANSI C57.12.52 (1981; R 1989) Sealed Dry-Type Power 
Transformers, 501 kVA and Larger, 
Three-Phase with High-Voltage 601 to 34 
500 Volts, Low-Voltage 208Y/120 to 4160 
Volts

ANSI C57.12.70 (1978; R 1993) Terminal Markings and 
Connections for Distribution and Power 
Transformers

ANSI C78.1 (1991; C78.1a; R 1996) Fluorescent Lamps - 
Rapid-Start Types - Dimensional and 
Electrical Characteristics

ANSI C78.1350 (1990) Electric Lamps - 400-Watt, 
100-Volt, S51 Single-Ended High-Pressure 
Sodium Lamps

ANSI C78.1351 (1989) Electric Lamps - 250-Watt, 100-Volt 
S50 Single-Ended High-Pressure Sodium Lamps

ANSI C78.1352 (1990) Electric Lamps - 1000-Watt, 
250-Volt, S52 Single-Ended High-Pressure 
Sodium Lamps

ANSI C78.1355 (1989) Electric Lamps - 150-Watt, 55-Volt 
S55 High-Pressure Sodium Lamps

ANSI C78.1375 (1996) 400-Watt, M59 Single-Ended 
Metal-Halide Lamps

ANSI C78.1376 (1996) 1000-Watt, M47 Metal-Halide Lamps

ANSI C78.20 (1995) Electric Lamps - Characteristics of 
Incandescent Lamps A, G, PS, and Similar 
Shapes with E26 Medium Screw Bases

ANSI C78.21 (1995) Physical and Electrical 
Characteristics - Incandescent Lamps - PAR 
and R Shapes

ANSI C78.2A (1991) 18 & 26- Watt, Compact Fluorescent 
Quad Tube Lamps **

ANSI C78.2B (1992) 9 & 13-Watt, Compact Fluorescent 
Quad Tube Lamps **

ANSI C80.5 (1995) Rigid Aluminum Conduit

ANSI C82.1 (1997) Specifications for Fluorescent Lamp 
Ballasts \$18.00$\F\X Addenda D & E
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ANSI C82.4 (1992) Ballasts for 
High-Intensity-Discharge and Low-Pressure 
Sodium Lamps (Multiple-Supply Type)

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM B 1 (1995) Hard-Drawn Copper Wire

ASTM B 8 (1999) Concentric-Lay-Stranded Copper 
Conductors, Hard, Medium-Hard, or Soft

ASTM D 4059 (1996) Analysis of Polychlorinated 
Biphenyls in Insulating Liquids by Gas 
Chromatography

ASTM D 709 (2000) Laminated Thermosetting Materials

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE C2 (1997) National Electrical Safety Code

IEEE C37.13 (1990; R 1995) Low-Voltage AC Power 
Circuit Breakers Used in Enclosures

IEEE C37.20.1 (1993) Metal-Enclosed Low-Voltage Power 
Circuit-Breaker Switchgear

IEEE C57.100 (1999) Test Procedure for Thermal 
Evaluation of Oil-Immersed Distribution 
Transformers \$avail only as part of 
Distribution, Power, and Regulating 
Transformers Stds Collection

IEEE C57.12.00 (1993)  Standard General Requirements for 
Liquid-Immersed Distribution, Power, and 
Regulating Transformers

IEEE C57.12.80 (1996) Terminology for Power and 
Distribution Transformers \$avail only as 
part of Distribution, Power, and 
Regulating Transformer Stds Collection

IEEE C57.12.90 1999) Test Code for Liquid-Immersed 
Distribution, Power, and Regulating 
Transformers and Guide for Short-Circuit 
Testing of Distribution and Power 
Transformers \$avail only as part of 
Distribution, Power, and Regulating 
Transformers Stds Collection

IEEE C57.13 (1993) Instrument Transformers

IEEE C57.98 (1993) Guide for Transformer Impulse Tests 
\$avail only as part of Distribution, 
Power, and Regulating Transformers Stds 
Collection

IEEE C62.41 (1991; R 1995) Surge Voltages in 
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Low-Voltage AC Power Circuits

IEEE Std 242 (1986; R 1991) Recommended Practice for 
Protection and Coordination of Industrial 
and Commercial Power Systems

IEEE Std 399 (1997) Recommended Practice for Industrial 
and Commercial Power Systems Analysis

IEEE Std 81 (1983) Guide for Measuring Earth 
Resistivity, Ground Impedance, and Earth 
Surface Potentials of a Ground System 
(Part 1) \$31.00$\F

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA 250 (1997) Enclosures for Electrical Equipment 
(1000 Volts Maximum)

NEMA AB 1 (1993) Molded Case Circuit Breakers and 
Molded Case Switches

NEMA BU 1 (1994) Busways

NEMA FU 1 (1986) Low Voltage Cartridge Fuses

NEMA ICS 1 (1993) Industrial Control and Systems

NEMA ICS 2 (1993) Industrial Controls and Systems 
Controllers, Contactors, and Overload 
Relays Rated Not More Than 2,000 Volts AC 
or 750 Volts DC

NEMA ICS 3 (1993) Industrial Control and Systems 
Factory Built Assemblies

NEMA ICS 6 (1993) Industrial Control and Systems, 
Enclosures

NEMA LE 4 (1987) Recessed Luminaires, Ceiling 
Compatibility

NEMA MG 1 (1998) Motors and Generators

NEMA MG 10 (1994) Energy Management Guide for 
Selection and Use of Polyphase Motors

NEMA OS 1 (1996) Sheet-Steel Outlet Boxes, Device 
Boxes, Covers, and Box Supports

NEMA OS 2 (1998) Nonmetallic Outlet Boxes, Device 
Boxes, Covers and Box Supports

NEMA PB 1 (1995) Panelboards

NEMA PB 2 (1995) Deadfront Distribution Switchboards

NEMA PE 5 (1996) Utility Type Battery Chargers
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NEMA RN 1 (1998) Polyvinyl-Chloride (PVC) Externally 
Coated Galvanized Rigid Steel Conduit and 
Intermediate Metal Conduit

NEMA SG 3 (1995) Power Switching Equipment

NEMA ST 20 (1992) Dry-Type Transformers for General 
Applications

NEMA TC 13 (1993) Electrical Nonmetallic Tubing (ENT)

NEMA TC 2 (1998) Electrical Polyvinyl Chloride (PVC) 
Tubing (EPT) and Conduit (EPC-40 and 
EPC-80)

NEMA VE 1 (1996) Metal Cable Tray Systems

NEMA WD 1 (1999) General Requirements for Wiring 
Devices

NEMA WD 6 (1997) Wiring Devices - Dimensional 
Requirements

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 101 (2000) Life Safety Code

NFPA 70 (2002) National Electrical Code

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

47 CFR 18 Industrial, Scientific, and Medical 
Equipment

UNDERWRITERS LABORATORIES (UL)

UL 1 (2000) Flexible Metal Conduit

UL 1004 (1994; Rev thru Nov 1999) Electric Motors

UL 1010 (1995; Rev thru Mar 1999) Receptical-Plug 
Combinations for Use in Hazardous 
(Classified) Locations

UL 1022 (1998) Line Isolation Monitors

UL 1029 (1994; Rev thru Dec 1997) 
High-Intensity-Discharge Lamp Ballasts

UL 1047 (1995; Rev Jul 1998) Isolated Power 
Systems Equipment

UL 1236 (1994; Rev thru Mar 1999) Battery Chargers 
for Charging Engine-Starter Batteries

UL 1242 (1996; Rev Mar 1998) Intermediate Metal 
Conduit

UL 1449 (1996; Rev thru Dec 1999) Transient 
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Voltage Surge Suppressors

UL 1564 (1993; R Sep 1998) Industrial Battery 
Chargers

UL 1569 (1999; Rev thru Jan 2000) Metal-Clad Cables

UL 1570 (1995; Rev thru Nov 1999) Fluorescent 
Lighting Fixtures

UL 1571 (1995; Rev thru Nov 1999) Incandescent 
Lighting Fixtures

UL 1572 (1995; Rev thru Nov 1999) High Intensity 
Discharge Lighting Fixtures

UL 1660 (2000) Liquid-Tight Flexible Nonmetallic 
Conduit

UL 198B (1995) Class H Fuses

UL 198C (1986; Rev thru Feb 1998) 
High-Interrupting-Capacity Fuses, 
Current-Limiting Types

UL 198D (1995) Class K Fuses

UL 198E (1988; Rev Jul 1988) Class R Fuses

UL 198G (1988; Rev May 1988) Fuses for 
Supplementary Overcurrent Protection

UL 198H (1988; Rev thru Nov 1993) Class T Fuses

UL 198L (1995; Rev May 1995) D-C Fuses for 
Industrial Use

UL 20 (1995; Rev thru Oct 1998) General-Use Snap 
Switches

UL 360 (1996; Rev thru Oct 1997) Liquid-Tight 
Flexible Steel Conduit

UL 4 (1996) Armored Cable

UL 44 (1999) Thermoset-Insulated Wires and Cables

UL 467 (1993; Rev thru Apr 1999) Grounding and 
Bonding Equipment

UL 486A (1997; Rev thru Dec 1998) Wire Connectors 
and Soldering Lugs for Use with Copper 
Conductors

UL 486B (1997; Rev Jun 1997) Wire Connectors for 
Use with Aluminum Conductors

UL 486C (1997; Rev thru Aug 1998) Splicing Wire 
Connectors
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UL 486E (1994; Rev thru Feb 1997) Equipment Wiring 
Terminals for Use with Aluminum and/or 
Copper Conductors

UL 489 (1996; Rev thru Dec 1998) Molded-Case 
Circuit Breakers, Molded-Case Switches, 
and Circuit-Breaker Enclosures

UL 498 (1996; Rev thru Jan 1999) Attachment Plugs 
and Receptacles

UL 5 (1996) Surface Metal Raceways and Fittings

UL 50 (1995; Rev thru Nov 1999) Enclosures for 
Electrical Equipment

UL 506 (1994; R Oct 1997) Specialty Transformers

UL 508 (1999) Industrial Control Equipment

UL 510 (1994; Rev thru Apr 1998) Polyvinyl 
Chloride, Polyethylene, and Rubber 
Insulating Tape

UL 512 (1993; Rev thru Mar 1999) Fuseholders

UL 514A (1996; Rev Dec 1999) Metallic Outlet Boxes

UL 514B (1997; Rev Oct 1998) Fittings for Cable 
and Conduit

UL 514C (1996; Rev thru Dec 1999) Nonmetallic 
Outlet Boxes, Flush-Device Boxes, and 
Covers

UL 542 (1999) Lampholders, Starters, and Starter 
Holders for Fluorescent Lamps

UL 6 (1997) Rigid Metal Conduit

UL 651 (1995; Rev thru Oct 1998) Schedule 40 and 
80 Rigid PVC Conduit

UL 651A (1995; Rev thru Apr 1998) Type EB and A 
Rigid PVC Conduit and HDPE Conduit

UL 67 (1993; Rev thru Oct 1999) Panelboards

UL 674 (1994; Rev thru Oct 1998) Electric Motors 
and Generators for Use in Division 1 
Hazardous (Classified) Locations

UL 698 (1995; Rev thru Mar 1999) Industrial 
Control Equipment for Use in Hazardous 
(Classified) Locations

UL 719 (1996; Rev Jul 1999) Nonmetallic-Sheathed 
Cables
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UL 797 (1993; Rev thru Mar 1997) Electrical 
Metallic Tubing

UL 817 (1994; Rev thru May 1999) Cord Sets and 
Power-

UL 83 (1998; Rev thru Sep 1999) 
Thermoplastic-Insulated Wires and Cables

UL 844 (1995; Rev thru Mar 1999) Electric 
Lighting Fixtures for Use in Hazardous 
(Classified) Locations

UL 845 (1995; Rev thru Nov 1999) Motor Control 
Centers

UL 854 (1996; Rev Oct 1999) Service-Entrance 
Cables

UL 857 (1994; Rev thru Dec 1999) Busways and 
Associated Fittings

UL 869A (1998) Reference Standard for Service 
Equipment

UL 877 (1993; Rev thru Nov 1999) Circuit Breakers 
and Circuit-Breaker Enclosures for Use in 
Hazardous (Classified) Locations

UL 886 (1994; Rev thru Apr 1999) Outlet Boxes and 
Fittings for Use in Hazardous (Classified) 
Locations

UL 891 (1994; Rev thru Jan 1995) Dead-Front 
Switchboards

UL 916 (1998) Energy Management Equipment

UL 924 (1995; Rev thru Oct 97) Emergency Lighting 
and Power Equipment

UL 935 (1995; Rev thru Oct 1998) Fluorescent-Lamp 
Ballasts

UL 943 (1993; Rev thru May 1998) Ground-Fault 
Circuit-Interrupters

UL 98 (1994; Rev thru Jun 1998) Enclosed and 
Dead-Front Switches

UL Elec Const Dir (1999) Electrical Construction Equipment 
Directory 

1.2   GENERAL

1.2.1   Rules

The installation shall conform to the requirements of NFPA 70 and NFPA 101, 
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unless more stringent requirements are indicated or shown.

1.2.2   Coordination

The drawings indicate the extent and the general location and arrangement 
of equipment, conduit, and wiring.  The Contractor shall become familiar 
with all details of the work and verify all dimensions in the field so that 
the outlets and equipment shall be properly located and readily accessible. 
 Lighting fixtures, outlets, and other equipment and materials shall be 
carefully coordinated with mechanical or structural features prior to 
installation and positioned according to architectural reflected ceiling 
plans; otherwise, lighting fixtures shall be symmetrically located 
according to the room arrangement when uniform illumination is required, or 
asymmetrically located to suit conditions fixed by design and shown.  
Raceways, junction and outlet boxes, and lighting fixtures shall not be 
supported from sheet metal roof decks.  If any conflicts occur 
necessitating departures from the drawings, details of and reasons for 
departures shall be submitted and approved prior to implementing any 
change.  The Contractor shall coordinate the electrical requirements of the 
mechanical work and provide all power related circuits, wiring, hardware 
and structural support, even if not shown on the drawings.

1.2.3   Special Environments

1.2.3.1   Weatherproof Locations

Wiring, Fixtures, and equipment in designated locations shall conform to 
NFPA 70 requirements for installation in damp or wet locations.

1.2.3.2   Ducts, Plenums and Other Air-Handling Spaces

Wiring and equipment in ducts, plenums and other air-handling spaces shall 
be installed using materials and methods in conformance with NFPA 70unless 
more stringent requirements are indicated in this specification or on the 
contract drawings.

1.2.4   Standard Products

Material and equipment shall be a standard product of a manufacturer 
regularly engaged in the manufacture of the product and shall essentially 
duplicate items that have been in satisfactory use for at least 2 years 
prior to bid opening.

1.2.5   Nameplates

1.2.5.1   Identification Nameplates

Major items of electrical equipment and major components shall be 
permanently marked with an identification name to identify the equipment by 
type or function and specific unit number as indicated.  Designation of 
motors shall coincide with their designation in the motor control center or 
panel.  Unless otherwise specified, identification nameplates shall be made 
of laminated plastic in accordance with ASTM D 709 with black outer layers 
and a white core.  Edges shall be chamfered.  Plates shall be fastened with 
black-finished round-head drive screws, except motors, or approved 
nonadhesive metal fasteners.  When the nameplate is to be installed on an 
irregular-shaped object, the Contractor shall devise an approved support 
suitable for the application and ensure the proper installation of the 
supports and nameplates.  In all instances, the nameplate shall be 
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installed in a conspicuous location.  At the option of the Contractor, the 
equipment manufacturer's standard embossed nameplate material with black 
paint-filled letters may be furnished in lieu of laminated plastic.  The 
front of each panelboard, motor control center, switchgear, and switchboard 
shall have a nameplate to indicate the phase letter, corresponding color 
and arrangement of the phase conductors.  The following equipment, as a 
minimum, shall be provided with identification nameplates:

           Minimum 6.4 mm                        Minimum 3.2 mm
            High Letters                          High Letters

          Panelboards                     Control Power Transformers
          Starters                        Control Devices
          Safety Switches                 Instrument Transformers
          Transformers
          Equipment Enclosures
          Switchboards
          Motors

Each panel, section, or unit in motor control centers, switchgear or 
similar assemblies shall be provided with a nameplate in addition to 
nameplates listed above, which shall be provided for individual 
compartments in the respective assembly, including nameplates which 
identify "future," "spare," and "dedicated" or "equipped spaces."

1.2.6   As-Built Drawings

Following the project completion or turnover, within 30 days the Contractor 
shall furnish 2 sets of as-built drawings to the Contracting Officer.

1.2.7   Recessed Light Fixtures (RLF) Option

The Contractor has the option to substitute inch-pound (I-P) RLF to metric 
RLF.  This option shall be coordinated with Section 09510A ACOUSTICAL 
CEILINGS.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Interior Electrical Equipment; 

  Detail drawings consisting of equipment drawings, illustrations, 
schedules, instructions, diagrams, and other information necessary 
to define the installation.  Detail drawings shall show the rating 
of items and systems and how the components of an item and system 
are assembled, function together, and how they will be installed 
on the project.  Data and drawings for component parts of an item 
or system shall be coordinated and submitted as a unit.  Data and 
drawings shall be coordinated and included in a single submission. 
 Multiple submissions for the same equipment or system are not 
acceptable except where prior approval has been obtained from the 
Contracting Officer.  In such cases, a list of data to be 
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submitted later shall be included with the first submission.  
Detail drawings shall show physical arrangement, construction 
details, connections, finishes, materials used in fabrication, 
provisions for conduit or busway entrance, access requirements for 
installation and maintenance, physical size, electrical 
characteristics, foundation and support details, and equipment 
weight.  Drawings shall be drawn to scale and/or dimensioned.  
Optional items shall be clearly identified as included or 
excluded.  Detail drawings shall as a minimum include:

     a.  Battery system including calculations for the battery and 
charger.

     b.  Grounding resistors.

     c.  Motors and rotating machinery.

     d.  Single line electrical diagrams including primary, 
metering, sensing and relaying, control wiring, and control logic.

     e.  Sway bracing for suspended luminaires.

  Structural drawings showing the structural or physical features 
of major equipment items, components, assemblies, and structures, 
including foundations or other types of supports for equipment and 
conductors.  These drawings shall include accurately scaled or 
dimensioned outline and arrangement or layout drawings to show the 
physical size of equipment and components and the relative 
arrangement and physical connection of related components.  
Weights of equipment, components and assemblies shall be provided 
when required to verify the adequacy of design and proposed 
construction of foundations or other types of supports.  Dynamic 
forces shall be stated for switching devices when such forces must 
be considered in the design of support structures.  The 
appropriate detail drawings shall show the provisions for 
leveling, anchoring, and connecting all items during installation, 
and shall include any recommendations made by the manufacturer.

  Electrical drawings including single-line and three-line 
diagrams, and schematics or elementary diagrams of each electrical 
system; internal wiring and field connection diagrams of each 
electrical device when published by the manufacturer; wiring 
diagrams of cabinets, panels, units, or separate mountings; 
interconnection diagrams that show the wiring between separate 
components of assemblies; field connection diagrams that show the 
termination of wiring routed between separate items of equipment; 
internal wiring diagrams of equipment showing wiring as actually 
provided for this project.  Field wiring connections shall be 
clearly identified.

  If departures from the contract drawings are deemed necessary by 
the Contractor, complete details of such departures, including 
changes in related portions of the project and the reasons why, 
shall be submitted with the detail drawings.  Approved departures 
shall be made at no additional cost to the Government.

SD-03 Product Data
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Manufacturer's Catalog; 

  Data composed of catalog cuts, brochures, circulars, 
specifications, product data, and printed information in 
sufficient detail and scope to verify compliance with the 
requirements of the contract documents.

Material, Equipment, and Fixture Lists; 

  A complete itemized listing of equipment and materials proposed 
for incorporation into the work.  Each entry shall include an item 
number, the quantity of items proposed, and the name of the 
manufacturer of each item.

Installation Procedures; 

  Installation procedures for rotating equipment, transformers, 
switchgear, battery systems, voltage regulators, and grounding 
resistors.  Procedures shall include diagrams, instructions, and 
precautions required to install, adjust, calibrate, and test 
devices and equipment.

As-Built Drawings; 

  The as-built drawings shall be a record of the construction as 
installed.  The drawings shall include all the information shown 
on the contract drawings, deviations, modifications, and changes 
from the contract drawings, however minor.  The as-built drawings 
shall be kept at the job site and updated daily.  The as-built 
drawings shall be a full-sized set of prints marked to reflect all 
deviations, changes, and modifications.  The as-built drawings 
shall be complete and show the location, size, dimensions, part 
identification, and other information.  Additional sheets may be 
added.  The as-built drawings shall be jointly inspected for 
accuracy and completeness by the Contractor's quality control 
representative and by the Contracting Officer prior to the 
submission of each monthly pay estimate.  Upon completion of the 
work, the Contractor shall submit three full sized sets of the 
marked prints to the Contracting Officer for approval.  If upon 
review, the as-built drawings are found to contain errors and/or 
omissions, they will be returned to the Contractor for correction. 
 The Contractor shall correct and return the as-built drawings to 
the Contracting Officer for approval within ten calendar days from 
the time the drawings are returned to the Contractor.

Onsite Tests; G, 

  A detailed description of the Contractor's proposed procedures 
for on-site tests.

SD-06 Test Reports

Factory Test Reports; G, 

  Six copies of the information described below in 216 x 280 mm  
binders having a minimum of 5 rings from which material may 
readily be removed and replaced, including a separate section for 
each test.  Sections shall be separated by heavy plastic dividers 
with tabs.
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     a.  A list of equipment used, with calibration certifications.

     b.  A copy of measurements taken.

     c.  The dates of testing.

     d.  The equipment and values to be verified.

     e.  The conditions specified for the test.

     f.  The test results, signed and dated.

     g.  A description of adjustments made.

Field Test Plan; G, 

  A detailed description of the Contractor's proposed procedures 
for onsite test submitted 20 days prior to testing the installed 
system. No field test will be performed until the test plan is 
approved.  The test plan shall consist of complete field test 
procedures including tests to be performed, test equipment 
required, and tolerance limits.

Field Test Reports; G, 

  Six copies of the information described below in 216 x 280 mm  
binders having a minimum of 5 rings from which material may 
readily be removed and replaced, including a separate section for 
each test.  Sections shall be separated by heavy plastic dividers 
with tabs.

     a.  A list of equipment used, with calibration certifications.

     b.  A copy of measurements taken.

     c.  The dates of testing.

     d.  The equipment and values to be verified.

     e.  The conditions specified for the test.

     f.  The test results, signed and dated.

     g.  A description of adjustments made.

     h.  Final position of controls and device settings.

SD-07 Certificates

Materials and Equipment; 

  The label or listing of the Underwriters Laboratories, Inc., 
will be accepted as evidence that the materials or equipment 
conform to the applicable standards of that agency.  In lieu of 
this label or listing, a statement from a nationally recognized, 
adequately equipped testing agency indicating that the items have 
been tested in accordance with required procedures and that the 
materials and equipment comply with all contract requirements will 

DACA67-03-T-2003 SECTION 16415  Page 13 R0003



ADAL Fitness Center, Mt Home AFB, ID 03002

be accepted.  However, materials and equipment installed in 
hazardous locations must bear the UL label unless the data 
submitted from other testing agency is specifically approved in 
writing by the Contracting Officer.  Items which are required to 
be listed and labeled in accordance with Underwriters Laboratories 
must be affixed with a UL label that states that it is UL listed.  
No exceptions or waivers will be granted to this requirement.  
Materials and equipment will be approved based on the 
manufacturer's published data.

  For other than equipment and materials specified to conform to 
UL publications, a manufacturer's statement indicating complete 
compliance with the applicable standard of the American Society 
for Testing and Materials, National Electrical Manufacturers 
Association, or other commercial standard, is acceptable.

1.4   WORKMANSHIP

Materials and equipment shall be installed in accordance with NFPA 70, 
recommendations of the manufacturer, and as shown.

1.5   SEISMIC REQUIREMENTS

Seismic details shall conform to Sections 13080 SEISMIC PROTECTION FOR 
MISCELLANEOUS EQUIPMENT and 16070A SEISMIC PROTECTION FOR ELECTRICAL 
EQUIPMENT

PART 2   PRODUCTS

Products shall conform to the respective publications and other 
requirements specified below.  Materials and equipment not listed below 
shall be as specified elsewhere in this section.  Items of the same 
classification shall be identical including equipment, assemblies, parts, 
and components.

2.1   CABLES AND WIRES

Conductors No. 8 AWG and larger diameter shall be stranded.  Conductors No. 
10 AWG and smaller diameter shall be solid, except that conductors for 
remote control, alarm, and signal circuits, classes 1, 2, and 3, shall be 
stranded unless specifically indicated otherwise.  Conductor sizes and 
ampacities shown are based on copper, unless indicated otherwise.  All 
conductors shall be copper.

2.1.1   Equipment Manufacturer Requirements

When manufacturer's equipment requires copper conductors at the 
terminations or requires copper conductors to be provided between 
components of equipment, provide copper conductors or splices, splice 
boxes, and other work required to meet manufacturer's requirements.

2.1.2   Aluminum Conductors

Aluminum conductors shall not be used.

2.1.3   Insulation

Unless indicated otherwise, or required by NFPA 70, power and lighting 
wires shall be 600-volt, Type THWN, THHN, or THW conforming to UL 83 or RHW 
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conforming to UL 44, except that grounding wire may be type TW conforming 
to UL 83; remote-control and signal circuits shall be Type TW, THW or TF, 
conforming to UL 83.  Where lighting fixtures require 90-degree Centigrade 
(C) conductors, provide only conductors with 90-degree C insulation or 
better.

2.1.4   Bonding Conductors

ASTM B 1, solid bare copper wire for sizes No. 8 AWG and smaller diameter; 
ASTM B 8, Class B, stranded bare copper wire for sizes No. 6 AWG and larger 
diameter.

2.1.5   Service Entrance Cables

Service entrance (SE) and underground service entrance (USE) cables, UL 854.

2.1.6   Tray Cable or Power Limited Tray Cable

UL listed; Type TC or PLTC.

2.1.7   Cord Sets and Power-Supply Cords

UL 817.

2.2   CABLE TRAYS

Cable tray shall conform to NEMA VE 1, shall form a wireway system, and 
shall be of nominal 100 mm  depth.  Cable trays shall be constructed of 
aluminum.  Trays shall include splice and end plates, dropouts, and 
miscellaneous hardware.  Edges, fittings, and hardware shall be finished 
free from burrs and sharp edges.  Fittings shall have not less than the 
load-carrying ability of straight tray sections and shall have 
manufacturer's minimum standard radius.  Radius of bends shall be 305 mm. 

2.2.1   Ladder

Ladder-type cable trays shall be of nominal 450 mm  width.  Rung spacing 
shall be on 150  mm  maximum centers.

2.3   TRANSIENT VOLTAGE SURGE PROTECTION

Transient voltage surge suppressors shall be provided as indicated.  Surge 
suppressors shall meet the requirements of IEEE C62.41 and be UL listed and 
labeled as having been tested in accordance with UL 1449.  Surge suppressor 
ratings shall be 208 volts rms, operating voltage; 60 Hz; 3-phase; 4 wire 
with ground; transient suppression voltage (peak let-through voltage) of 
330 volts.  Fuses shall not be used as surge suppression.

2.4   CIRCUIT BREAKERS

2.4.1   MOLDED-CASE CIRCUIT BREAKERS

Molded-case circuit breakers shall conform to NEMA AB 1 and UL 489.  
Circuit breakers may be installed in panelboards, switchboards, enclosures, 
motor control centers, or combination motor controllers.

2.4.1.1   Construction

Circuit breakers shall be suitable for mounting and operating in any 
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position.  Lug shall be listed for copper conductors only in accordance 
with UL 486E.  Single-pole circuit breakers shall be full module size with 
not more than one pole per module.  Multi-pole circuit breakers shall be of 
the common-trip type having a single operating handle such that an overload 
or short circuit on any one pole will result in all poles opening 
simultaneously.  Sizes of 100 amperes or less may consist of single-pole 
breakers permanently factory assembled into a multi-pole unit having an 
internal, mechanical, nontamperable common-trip mechanism and external 
handle ties.  All circuit breakers shall have a quick-make, quick-break 
overcenter toggle-type mechanism, and the handle mechanism shall be 
trip-free to prevent holding the contacts closed against a short-circuit or 
sustained overload.  All circuit breaker handles shall assume a position 
between "ON" and "OFF" when tripped automatically.  All ratings shall be 
clearly visible.

2.4.1.2   Ratings

Voltage ratings shall be not less than the applicable circuit voltage.  The 
interrupting rating of the circuit breakers shall be at least equal to the 
available short-circuit current at the line terminals of the circuit 
breaker and correspond to the UL listed integrated short-circuit current 
rating specified for the panelboards and switchboards.  Molded-case circuit 
breakers shall have nominal voltage ratings, maximum continuous-current 
ratings, and maximum short-circuit interrupting ratings in accordance with 
NEMA AB 1.  Ratings shall be coordinated with system X/R ratio.

2.4.1.3   Thermal-Magnetic Trip Elements

Thermal magnetic circuit breakers shall be provided as shown.  Automatic 
operation shall be obtained by means of thermal-magnetic tripping devices 
located in each pole providing inverse time delay and instantaneous circuit 
protection.  The instantaneous magnetic trip shall be adjustable and 
accessible from the front of all circuit breakers on frame sizes above 150 
amperes.

2.4.2   Current-Limiting Circuit Breakers

Current-limiting circuit breakers shall be provided as shown.  
Current-limiting circuit breakers shall limit the let-through I square 
times t to a value less than the I square times t of one-half cycle of the 
symmetrical short-circuit current waveform.  On fault currents below the 
threshold of limitation, breakers shall provide conventional overload and 
short-circuit protection.  Integrally-fused circuit breakers shall not be 
used.

2.4.3   HACR Circuit Breakers

Circuit breakers 60 amperes or below, 240 volts, 1-pole or 2-pole, intended 
to protect multi-motor and combination-load installations involved in 
heating, air conditioning, and refrigerating equipment shall be marked 
"Listed HACR Type."

2.4.4   Ground Fault Circuit Interrupters

UL 943.  Breakers equipped with ground fault circuit interrupters shall 
have ground fault class, interrupting capacity, and voltage and current 
ratings as indicated.

2.5   CONDUIT AND TUBING
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2.5.1   Electrical, Zinc-Coated Steel Metallic Tubing (EMT)

UL 797

2.5.2   Flexible Conduit, Steel and Plastic

General-purpose type, UL 1; liquid tight, UL 360, and UL 1660.

2.5.3   Intermediate Metal Conduit

UL 1242.

2.5.4   PVC Coated Rigid Steel Conduit

NEMA RN 1.

2.5.5   Rigid Metal Conduit

UL 6.

2.5.6   Surface Metal Electrical Raceways and Fittings

UL 5.

2.6   CONDUIT AND DEVICE BOXES AND FITTINGS

2.6.1   Boxes, Metallic Outlet

NEMA OS 1 and UL 514A.

2.6.2   Boxes, Nonmetallic, Outlet and Flush-Device Boxes and Covers

NEMA OS 2 and UL 514C.

2.6.3   Boxes, Switch (Enclosed), Surface-Mounted

UL 98.

2.6.4   Fittings for Conduit and Outlet Boxes

UL 514B.

2.7   CONDUIT COATINGS PLASTIC RESIN SYSTEM

NEMA RN 1, Type A-40.

2.8   CONNECTORS, WIRE PRESSURE

2.8.1   For Use With Copper Conductors

UL 486A.

2.9   ELECTRICAL GROUNDING AND BONDING EQUIPMENT

UL 467.

2.9.1   Ground Rods
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Ground rods shall be of copper-clad steel conforming to UL 467  not less 
than 19.1 mm  in diameter by 3.1 meter  in length of the sectional type 
driven full length into the earth.

2.9.2   Ground Bus

The ground bus shall be bare conductor or flat copper in one piece, if 
practicable.

2.10   ENCLOSURES

NEMA ICS 6 or NEMA 250 unless otherwise specified.

2.10.1   Cabinets and Boxes

Cabinets and boxes with volume greater than 0.0164 cubic meters  shall be 
in accordance with UL 50, hot-dip, zinc-coated, if sheet steel.

2.10.2   Circuit Breaker Enclosures

UL 489.

2.11   LIGHTING FIXTURES, LAMPS, BALLASTS, EMERGENCY EQUIPMENT, CONTROLS AND 
ACCESSORIES

The following specifications are supported and supplemented by information 
and details on the drawings.  Additional fixtures, if shown, shall conform 
to this specification.  Lighting equipment installed in classified 
hazardous locations shall conform to UL 844.  Lamps, lampholders, ballasts, 
transformers, electronic circuitry and other lighting system components 
shall be constructed according to industry standards.  Equipment shall be 
tested and listed by a recognized independent testing laboratory for the 
expected installation conditions.  Equipment shall conform to the standards 
listed below.

2.11.1   Lamps

Lamps shall be constructed to operate in the specified fixture, and shall 
function without derating life or output as listed in published data.  
Lamps shall meet the requirements of the Energy Policy Act of 1992.

a.  Incandescent and tungsten halogen lamps shall be designed for 125 
volt operation (except for low voltage lamps), shall be rated for 
minimum life of 2,000 hours, and shall have color temperature 
between 2,800 and 3,200 degrees Kelvin.  Tungsten halogen lamps 
shall incorporate quartz capsule construction.  Lamps shall comply 
with ANSI C78.20 and sections 238 and 270 of ANSI C78.21.

b.  Fluorescent lamps shall  have color temperature of 3,500 degrees 
Kelvin.  They shall be designed to operate with the ballasts and 
circuitry of the fixtures in which they will be used.  Fluorescent 
lamps, including spares, shall be manufactured by one manufacturer 
to provide for color and performance consistency.  Fluorescent 
lamps shall comply with ANSI C78.1.  Fluorescent tube lamp 
efficiencies shall meet or exceed the following requirements.

            T8, 32 watts               (4' lamp)            2800 lumens
            T12,34 watts               (4' lamp)            2800 lumens
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            T8,59 watts                (8' lamp)            5700 lumens
            T12,60 watts               (8' lamp)            5600 lumens

            T8/U,31-32 watts           (U-tube)             2600 lumens
            T12/U,34 watts             (U-tube)             2700 lumens

(1)  Linear fluorescent lamps, unless otherwise indicated, shall 
be 1219 mm  long 32 watt T8, 265 mA, with minimum CRI of 75.  
Lamps of other lengths or types shall be used only where specified 
or shown.  Lamps shall deliver rated life when operated on rapid 
start ballasts .

(2)  Small compact fluorescent lamps shall be twin, double, or 
triple tube configuration as shown with bi-pin or four-pin snap-in 
base and shall have minimum CRI of 85.  They shall deliver rated 
life when operated on ballasts as shown.  9 and 13 watt double 
tube lamps shall comply with ANSI C78.2B.  18 and 26 watt double 
tube lamps shall comply with ANSI C78.2A.  Minimum starting 
temperature shall be 0 degrees C  for twin tube lamps and for 
double and triple twin tube lamps without internal starter; and -9 
degrees C  for double and triple twin tube lamps with internal 
starter.

(3)  Long compact fluorescent lamps shall be 18, 27, 39, 40, 50, 
or 55 watt bi-axial type as shown with four-pin snap-in base; 
shall have minimum CRI of 85; and shall have a minimum starting 
temperature of 10 degrees C .  They shall deliver rated life when 
operated on rapid start ballasts .

c.  High intensity discharge lamps, including spares, shall be 
manufactured by one manufacturer in order to provide color and 
performance consistency.  High intensity discharge lamps shall be 
designed to operate with the ballasts and circuitry of the 
fixtures in which they will be used and shall have wattage, shape 
and base as shown.  High intensity discharge lamps, unless 
otherwise shown, shall have medium or mogul screw base and minimum 
starting temperature of -29 degrees C .  Metal halide lamps, 
unless otherwise shown, shall have minimum CRI of 65; color 
temperature of 4,300 degrees Kelvin; shall be -BU configuration if 
used in base-up position; and shall be -H or high output 
configuration if used in horizontal position.  Lamps shall comply 
with all applicable ANSI C78.1350, ANSI C78.1351, ANSI C78.1352, 
ANSI C78.1355,ANSI C78.1375, and ANSI C78.1376.

2.11.2   Ballasts and Transformers

Ballasts or transformers shall be designed to operate the designated lamps 
within their optimum specifications, without derating the lamps.  Lamp and 
ballast combinations shall be certified as acceptable by the lamp 
manufacturer.

a.  Low voltage incandescent transformers shall be Class II UL listed 
120/12 volt or 120/24 volt step-down transformers as required for 
the lamps shown.  Transformers shall be high power factor type and 
shall be rated for continuous operation under the specified load.  
Transformers shall be encased or encased and potted, and mounted 
integrally within the lighting fixture unless otherwise shown.

DACA67-03-T-2003 SECTION 16415  Page 19 R0003



ADAL Fitness Center, Mt Home AFB, ID 03002

b.  Fluorescent ballasts shall comply with ANSI C82.1 and shall be 
mounted integrally within fluorescent fixture housing unless 
otherwise shown.  Ballasts shall have maximum current crest factor 
of 1.7; high power factor; Class A sound rating; maximum operating 
case temperature of 25 degrees C  above ambient; and shall be 
rated Class P.  Unless otherwise indicated, the minimum number of 
ballasts shall be used to serve each individual fixture.  A single 
ballast may be used to serve multiple fixtures if they are 
continuously mounted, identically controlled and factory 
manufactured for that installation with an integral wireway.

(1)  Compact fluorescent ballasts shall comply with IEEE C62.41 
Category A transient voltage variation requirements and shall be 
mounted integrally within compact fluorescent fixture housing 
unless otherwise shown.  Ballasts shall have minimum ballast 
factor of 0.95; maximum current crest factor of 1.6; high power 
factor; maximum operating case temperature of 25 degrees C  above 
ambient; shall be rated Class P; and shall have a sound rating of 
Class A.  Ballasts shall meet FCC Class A specifications for 
EMI/RFI emissions.  Ballasts shall operate from nominal line 
voltage of 120 volts at 60 Hz and maintain constant light output 
over a line voltage variation of + 10%.  Ballasts shall have an 
end-of-lamp-life detection and shut-down circuit.  Ballasts shall 
be UL listed and shall contain no PCBs.  Ballasts shall contain 
potting to secure PC board, provide lead strain relief, and 
provide a moisture barrier.

(2)  Electronic fluorescent ballasts shall comply with 47 CFR 18 
for electromagnetic interference.  Ballasts shall withstand line 
transients per IEEE C62.41, Category A.  Ballasts shall have total 
harmonic distortion between 10 and 20%; minimum frequency of 
20,000Hz; filament voltage between 2.5 and 4.5 volts; maximum 
starting inrush current of 20 amperes; and shall comply with the 
minimum Ballast Efficacy Factors shown in the table below.  
Minimum starting temperature shall be 10 degrees C .  Ballasts 
shall carry a manufacturer's full warranty of three years, 
including a minimum $10 labor allowance per ballast.

ELECTRONIC FLUORESCENT BALLAST EFFICACY FACTORS

         LAMP      TYPE OF      NOMINAL         NUMBER      MINIMUM
         TYPE      STARTER      OPERATIONAL       OF        BALLAST
                   & LAMP       VOLTAGE         LAMPS       EFFICACY
                                                            FACTOR

        32W T8     rapid       120 or 277 V       1           2.54
                   start                          2           1.44
                   linear &                       3           0.93
                   U-tubes                        4           0.73
__________________________________________________________________________

        34W T12    rapid       120 or 277 V       1           2.64
                   start                          2           1.41
                   linear &                       3           0.93
                   U-tubes
__________________________________________________________________________

        59W T8     rapid       120 or 277 V       2           0.80
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ELECTRONIC FLUORESCENT BALLAST EFFICACY FACTORS
                   start
                   linear
__________________________________________________________________________

        60W T12    rapid       120 or 277 V       2           0.80
                   start
                   linear

(3)  Dimming fluorescent ballasts shall be electronic and shall 
comply with the applicable electronic ballast specifications shown 
above.  Dimming ballasts shall be compatible with the specified 
dimming control equipment and shall operate the lamps shown in the 
range from full rated light output to 1 percent of full rated 
light output.  Dimming ballasts shall provide smooth square law 
dimming such that perceived dimming action is proportionate to the 
motion of the dimming control.  Single or two-lamp dimming 
ballasts shall be used.  Multi-lamp dimming ballasts shall be 
designed to operate lamps of the same length and current rating.

(4)  Dimming compact fluorescent ballasts shall be electronic and 
shall comply with the applicable compact fluorescent and dimming 
ballast specifications shown above.  Ballasts shall operate the 
lamps shown in the range from full rated light output to 5 percent 
of full rated light output.  Ballast power factor shall be <90% 
throughout dimming range.  THD shall be <10% at maximum light 
output and <20% at minimum light output.  Ballast shall ignite the 
lamps at any light output setting selected.

c.  High intensity discharge ballasts shall comply with UL 1029 and, 
if multiple supply types, with ANSI C82.4.  Ballasts shall have 
minimum ballast factor of 0.9; high power factor; Class A sound 
rating; and maximum operating case temperature of 25 degrees C  
above ambient.

(1)  Electronic high intensity discharge ballasts shall be 
constant wattage autotransformer type; shall have less than 10% 
ballast loss; shall have total harmonic distortion between 10 and 
20%; and shall have a minimum starting temperature of -18 degrees 
C .

(2)  Magnetic high intensity discharge ballasts shall have a 
minimum starting temperature of -29 degrees C .

2.11.3   Fixtures

Fixtures shall be in accordance with the size, shape, appearance, finish, 
and performance shown.  Unless otherwise indicated, lighting fixtures shall 
be provided with housings, junction boxes, wiring, lampholders, mounting 
supports, trim, hardware and accessories for a complete and operable 
installation.  Recessed housings shall be minimum 20 gauge cold rolled or 
galvanized steel as shown.  Extruded aluminum fixtures shall have minimum 
wall thickness of 3 mm .  Plastic lenses shall be 100% virgin acrylic or as 
shown.  Glass lenses shall be tempered.  Heat resistant glass shall be 
borosilicate type.   Conoid recessed reflector cones shall be Alzak with 
clear specular low iridescent finish.

a.  Incandescent fixtures shall comply with UL 1571.  Incandescent 
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fixture specular reflector cone trims shall be integral to the 
cone and shall be finished to match.  Painted trim finishes shall 
be white with minimum reflectance of 88%.  Low voltage 
incandescent fixtures shall have integral step-down transformers.

b.  Fluorescent fixtures shall comply with UL 1570.  Recessed ceiling 
fixtures shall comply with NEMA LE 4.  Fixtures shall be plainly 
marked for proper lamp and ballast type to identify lamp diameter, 
wattage, color and start type.  Marking shall be readily visible 
to service personnel, but not visible from normal viewing angles.  
Fluorescent fixture lens frames on recessed and surface mounted 
troffers shall be one assembly with mitered corners.  Parabolic 
louvers shall have a low iridescent finish and 45 degree cut-off.  
Louver intersection joints shall be hairline type and shall 
conceal mounting tabs or other assembly methods.  Louvers shall be 
free from blemishes, lines or defects which distort the visual 
surface.  Integral ballast and wireway compartments shall be 
easily accessible without the use of special tools.  Housings 
shall be constructed to include grounding necessary to start the 
lamps.  Open fixtures shall be equipped with a sleeve, wire guard, 
or other positive means to prevent lamps from falling.  Medium 
bi-pin lampholders shall be twist-in type with positive locking 
position.  Long compact fluorescent fixtures and fixtures 
utilizing U-bend lamps shall have clamps or secondary lampholders 
to support the free ends of the lamps.

c.  High intensity discharge fixture shall comply with UL 1572.  
Recessed ceiling fixtures shall comply with NEMA LE 4.  Reflectors 
shall be anodized aluminum.  Fixtures for horizontal lamps shall 
have position oriented lampholders.  Lampholders shall be 
pulse-rated to 5,000 volts.  Fixtures indicated as classified or 
rated for hazardous locations or special service shall be designed 
and independently tested for the environment in which they are 
installed.  Recessed lens fixtures shall have extruded aluminum 
lens frames.  Ballasts shall be integral to fixtures and shall be 
accessible without the use of special tools.  Remote ballasts 
shall be encased and potted.  Lamps shall be shielded from direct 
view with a UV absorbing material such as tempered glass, and 
shall be circuited through a cut-off switch which will shut off 
the lamp circuit if the lens is not in place.

e.  Exit Signs.  Exit signs shall be ENERGY STAR compliant, thereby 
meeting the following requirements.  Input power shall be less 
than 5 watts per face.  Letter size and spacing shall adhere to 
NFPA 101.  Luminance contrast shall be greater than 0.8.  Average 

luminance shall be greater than 15 cd/m2 measured at normal (0 
degree) and 45 degree viewing angles.  Minimum luminance shall be 

greater than 8.6 cd/m2 measured at normal and 45 degree viewing 
angles.  Maximum to minimum luminance shall be less than 20:1 
measured at normal and 45 degree viewing angles.  The manufacturer 
warranty for defective parts shall be at least 5 years.

2.11.4   Lampholders, Starters, and Starter Holders

UL 542

2.11.5   Dual Technology Occupancy Sensors
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UL 916

Dual Technology occupancy sensors employ both passive infrared (PIR) and 
ultrasonic technologies.  Dual Technology sensors will activate lights when 
both sensing technologies detect occupancy, but will continue to hold 
lighting on as long as only one technology detects continued occupancy.

Dual Technology occupancy sensors feature a user adjustable time delay 
which functions through a highly accurate digital timer.  The time delay is 
programmed with a DIP switch and can be set from 15 seconds to 30 minutes 
by 2 minute increments.  The sensors feature adjustable unit sensitility 
which enables occupancy detection to match the level of activity for each 
application.  

DT occupancy sensors shall be ceiling mounted.  Coordinate with the 
manufacture for recommendation.

DT occupancy sensors can be wired in parallel with up to three sensors per 
power pack to allow coverage of large areas.  DT sensors shall be capable 
of operating in conjunction with other control devices.
  
Sensors shall operate on 24 volts dc power.

2.11.6   Relay Panel

Full assemble Relay Panels shall be UL listed and consist of the following:
i)   NEMA 1 enclosure with dual hinged cover and twenty four mechanically 
latching relays.
ii)  Power Supply: Transformer assembly including internal overcurrent 
protection with automatic reset and metal oxide varistor protection against 
power line spikes. 120 VAC as required, 50/60 Hz +/- 10%.
iii) Eight channel time clock with astronomic features.
2)   Features
a)   Relays shall be momentary-pulsed mechanically latching contactors with 
plug in connector.  Relays shall have mechanically latching contacts with 
single moving part design for improved reliability.  Relays will have the 
following characteristics:
i)   Magnetically held, momentary coil activation (50 milliseconds),  
Integral manual override with relay status indication,  20 amp tungsten and 
NEMA electronic ballast rated.  Rated for 50,000 ON/OFF cycles at full 
load. 30 VAC Isolated contacts for status feedback and pilot light 
indication. 
b)   Next to each relay shall be an individual override button and a 
bi-color LED to indicate status.
c)   Panels shall support the "blink warning" function, with LED indication 
for each relay.
d)   Removable, captive screw terminations will be provided for all wiring 
connections.
e)   Each relay and channel button's input terminal shall accept either 2 
or 3-wire, maintained or momentary inputs and 2-wire toggling input.
f)   Each channel shall also have an associated 1 amp, 30 VDC isolated 
contact which may be used for status feedback or pilot light control.
g)   The Relay Panel shall use an EEPROM to record the channel's 
smartwiring assignments and the current status of all relays, thus insuring 
a 20-year backup of information in the event of a power failure.  Systems 
that require a chargeable battery with less than 10 year's life shall not 
be allowed.
h)   The unit shall provide LED status indication of the power supply 
status. Access to 24VAC and 24V rectified power for accessory devices shall 
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be provided within the panel.

2.11.7   Photocell

The photoelectric control shall consists of an epoxy coated, 16 mm diameter 
cadmium sulphide cell flush-mounted in a standard 62.5 mm by 106.25 mm 
weatherproof junction box recessed into the wall.  Control activation shall 
include a delay of up to 2 minutes to prevent nuisance switching.  The 
control shall operate in a temperature range of minus 40 degrees to plus 60 
degrees (Celsius).  The housing shall be a weather-resistant molded 
polycarbonate with ultrasonically welded seams.  The cover shall be 
stainless steel with a neoprene gasket.  The light sensitive area shall 
protrude through the center of the cover, and this opening shall also be 
sealed with a neoprene gasket.  Control leads shall be no less than 150 mm.

2.11.8   Time Clock Lighting Controllers 

The time clock shall be a 365-day digital lighting control device.  The 
clock shall have 365-day holiday capabilities with 24 single dates and four 
season of unlimited duration.  Different daily schedules shall be 
programmable within each season.  The controller shall program in 1 minute 
resolution, shall have user selectable daylight savings or standard time, 
and shall have automatic leap year corection. The controller shall be 
capable of 99 set points with separate scheduling each day of the week.  
Schedules shall be retained for 40 years without power, and the controller 
shall have 30-day back up power using a field replaceable lithium battery. 
Where two-channel time clocks are required, each channel shall be 
independently programmable for different off settings.  Clocks controlling 
interior lights shall be initially programmed as indicated on the drawings. 
 The time clock shall be housed in the enclosure providing adequate 
ventilation for the compnents and protection from dust and dirt.  The 
housing shall be approved by the clock manufacturer for use with the clock. 
 All override switches, contactors and photoelectric cells used with the 
time clock shall be approved by the time clock manufactureer for use with 
the time clock.

2.11.9   (Option) Automatic Control Switch

1)   Description
a)   The Automatic Control Switch shall be a line voltage, push-button wall 
switch capable of ON/OFF manual operation and also of receiving control 
signals through the temporary interruption of power to the circuit via the 
relay panel.
b)   Relays controlling circuits with Automatic Control Switches shall be 
smartwired to one or more of the system's eight global channels. This 
channel(s) shall be assigned the Manual On/Multiple Off Sweeps scenario.
c)   Each channel shall be assigned a sweep interval from 1-240 minutes (4 
hours). During "Occupied" hours, power to the circuit shall be maintained. 
During "Unoccupied" hours (after-hours), the channel shall sweep off - by 
temporarily interrupting power to the circuit - at the specified intervals.
d)   Occupants shall have a five-minute time delay to press the switch, 
keeping the lights on until the end of the next sweep interval.
2)   Features
a)   120 VAC models with matching wall plate included.
b)   Audible beep during time delay can be enabled or disabled without 
removing the switch face plate.
c)   Locator LED.
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2.12   LOW-VOLTAGE FUSES AND FUSEHOLDERS

2.12.1   Fuses, Low Voltage Cartridge Type

NEMA FU 1.

2.12.2   Fuses, High-Interrupting-Capacity, Current-Limiting Type

Fuses, Class G, J, L and CC shall be in accordance with UL 198C.

2.12.3   Fuses, Class K, High-Interrupting-Capacity Type

UL 198D.

2.12.4   Fuses, Class H

UL 198B.

2.12.5   Fuses, Class R

UL 198E.

2.12.6   Fuses, Class T

UL 198H.

2.12.7   Fuses for Supplementary Overcurrent Protection

UL 198G.

2.12.8   Fuseholders

UL 512.

2.13   INSTRUMENTS, ELECTRICAL INDICATING

ANSI C39.1.

2.14   MOTORS, AC, FRACTIONAL AND INTEGRAL

Motors, ac, fractional and integral kilowatt,  373.0 kW  and smaller shall 
conform to NEMA MG 1 and UL 1004for motors; NEMA MG 10 for energy 
management selection of polyphase motors.  In addition to the standards 
listed above, motors shall be provided with efficiencies as specified in 
the table "MINIMUM NOMINAL EFFICIENCIES" below.

2.14.1   Rating

The kilowatt  rating of motors should be limited to no more than 125 
percent of the maximum load being served unless a NEMA standard size does 
not fall within this range.  In this case, the next larger NEMA standard 
motor size should be used.

2.14.2   Motor Efficiencies

All permanently wired polyphase motors of 746 W  or more shall meet the 
minimum full-load efficiencies as indicated in the following table, and as 
specified in this specification.  Motors of 746 W  or more with open, drip 
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proof or totally enclosed fan cooled enclosures shall be high efficiency 
type, unless otherwise indicated.  Motor efficiencies indicated in the 
tables apply to general-purpose, single-speed, polyphase induction motors.  
Applications which require definite purpose, special purpose, special 
frame, or special mounted polyphase induction motors are excluded from 
these  efficiency requirements.  Motors provided as an integral part of 
motor driven equipment are excluded from this requirement if a minimum 
seasonal or overall efficiency requirement is indicated for that equipment 
by the provisions of another section.

MINIMUM NOMINAL MOTOR EFFICIENCIES
OPEN DRIP PROOF MOTORS

     kW           1200 RPM             1800 RPM               3600 RPM

    0.746           82.5                 85.5                   80.0
    1.12            86.5                 86.5                   85.5
    1.49            87.5                 86.5                   86.5
    2.24            89.5                 89.5                   86.5
    3.73            89.5                 89.5                   89.5   
    5.60            91.7                 91.0                   89.5
    7.46            91.7                 91.7                   90.2
   11.2             92.4                 93.0                   91.0
   14.9             92.4                 93.0                   92.4
   18.7             93.0                 93.6                   93.0   
   22.4             93.6                 93.6                   93.0
   29.8             94.1                 94.1                   93.6
   37.3             94.1                 94.5                   93.6
   44.8             95.0                 95.0                   94.1
   56.9             95.0                 95.0                   94.5   
   74.6             95.0                 95.4                   94.5
   93.3             95.4                 95.4                   95.0
  112.0             95.8                 95.8                   95.4
  149.0             95.4                 95.8                   95.4
  187.0             95.4                 96.2                   95.8   
  224.0             95.4                 95.0                   95.4
  261.0             94.5                 95.4                   95.0
  298.0             94.1                 95.8                   95.0
  336.0             94.5                 95.4                   95.4
  373.0             94.5                 94.5                   94.5   

TOTALLY ENCLOSED FAN-COOLED MOTORS

     kW           1200 RPM             1800 RPM               3600 RPM

    0.746           82.5                 85.5                   78.5
    1.12            87.5                 86.5                   85.5
    1.49            88.5                 86.5                   86.5
    2.24            89.5                 89.5                   88.5
    3.73            89.5                 89.5                   89.5   
    5.60            91.7                 91.7                   91.0
    7.46            91.7                 91.7                   91.7
   11.2             92.4                 92.4                   91.7
   14.9             92.4                 93.0                   92.4
   18.7             93.0                 93.6                   93.0   
   22.4             93.6                 93.6                   93.0
   29.8             94.1                 94.1                   93.6
   37.3             94.1                 94.5                   94.1
   44.8             94.5                 95.0                   94.1
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TOTALLY ENCLOSED FAN-COOLED MOTORS
   56.9             95.0                 95.4                   94.5   
   74.6             95.4                 95.4                   95.0
   93.3             95.4                 95.4                   95.4
  112.0             95.8                 95.8                   95.4
  149.0             95.8                 96.2                   95.8
  187.0             95.6                 96.2                   95.9   
  224.0             95.4                 96.1                   95.8
  261.0             94.5                 96.2                   94.8
  298.0             94.5                 95.8                   94.5
  336.0             94.5                 94.5                   94.5
  373.0             94.5                 94.5                   94.5   

2.15   MOTOR CONTROLS AND MOTOR CONTROL CENTERS

2.15.1   General

NEMA ICS 1, NEMA ICS 2, NEMA ICS 3 and NEMA ICS 6, and UL 508 and UL 845.  
Panelboards supplying non-linear loads shall have neutrals sized for 200 
percent of rated current.

2.15.2   Motor Starters

Combination starters shall be provided with fusible switches.

2.15.3   Thermal-Overload Protection

Each motor of 93 W (1/8 hp) or larger shall be provided with 
thermal-overload protection.  Polyphase motors shall have overload 
protection in each ungrounded conductor.  The overload-protection device 
shall be provided either integral with the motor or controller, or shall be 
mounted in a separate enclosure.  Unless otherwise specified, the 
protective device shall be of the manually reset type.  Single or double 
pole tumbler switches specifically designed for alternating-current 
operation only may be used as manual controllers for single-phase motors 
having a current rating not in excess of 80 percent of the switch rating.

2.15.4   Automatic Control Devices

2.15.4.1   Direct Control

Automatic control devices (such as thermostats, float or pressure switches) 
which control the starting and stopping of motors directly shall be 
designed for that purpose and have an adequate kilowatt  rating.

2.15.4.2   Pilot-Relay Control

Where the automatic-control device does not have such a rating, a magnetic 
starter shall be used, with the automatic-control device actuating the 
pilot-control circuit.

2.15.4.3   Manual/Automatic Selection

a.  Where combination manual and automatic control is specified and 
the automatic-control device operates the motor directly, a 
double-throw, three-position tumbler or rotary switch (marked 
MANUAL-OFF-AUTOMATIC) shall be provided for the manual control.
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b.  Where combination manual and automatic control is specified and 
the automatic-control device actuates the pilot control circuit of 
a magnetic starter, the magnetic starter shall be provided with a 
three-position selector switch marked MANUAL-OFF-AUTOMATIC.

c.  Connections to the selector switch shall be such that; only the 
normal automatic regulatory control devices will be bypassed when 
the switch is in the Manual position; all safety control devices, 
such as low-or high-pressure cutouts, high-temperature cutouts, 
and motor-overload protective devices, shall be connected in the 
motor-control circuit in both the Manual and the Automatic 
positions of the selector switch.  Control circuit connections to 
any MANUAL-OFF-AUTOMATIC switch or to more than one automatic 
regulatory control device shall be made in accordance with wiring 
diagram approved by the Contracting Officer unless such diagram is 
included on the drawings.  All controls shall be 120 volts or less 
unless otherwise indicated.

2.16   PANELBOARDS

Dead-front construction, NEMA PB 1 and UL 67.

2.17   RECEPTACLES

2.17.1   Heavy Duty Grade

NEMA WD 1.  Devices shall conform to all requirements for heavy duty 
receptacles.

2.17.2   Standard Grade

UL 498.

2.17.3   Ground Fault Interrupters

UL 943, Class A or B.

2.17.4   NEMA Standard Receptacle Configurations

NEMA WD 6.

a.  Single and Duplex, 15-Ampere and 20-Ampere, 125 Volt 

15-ampere, non-locking:  NEMA type 5-15R, 20-ampere, non-locking:  NEMA 
type 5-20R.

2.18   Service Entrance Equipment

UL 869A.

2.19   SPLICE, CONDUCTOR

UL 486C.

2.20   POWER-SWITCHGEAR ASSEMBLIES INCLUDING SWITCHBOARDS

Assemblies shall be metal-enclosed, freestanding general-purpose type  in 

DACA67-03-T-2003 SECTION 16415  Page 28 R0003



ADAL Fitness Center, Mt Home AFB, ID 03002

accordance with NEMA PB 2, UL 891, and IEEE C37.20.1 and shall be installed 
to provide front and rear access.  Busses shall be copper.  Assembly shall 
be approximately 2.3 meters  high; arrangement of circuit breakers and 
other items specified shall be as indicated.  The withstand rating and 
interrupting capacity of the switchboards and circuit breakers shall be 
based on the maximum fault current available.

2.20.1   Circuit Breakers

Circuit breakers shall be stationary molded-case circuit breakers.

2.20.2   Auxiliary Equipment

2.20.2.1   Instruments

Instruments shall be long scale, 173 mm  minimum, semiflush rectangular, 
indicating or digital switchboard type, mounted at eye level.

a.  Ammeter, range 0 to 150 amperes, complete with selector switch 
having off position and positions to read each phase current.

b.  Voltmeter, range 0 to 600 volts, complete with selector switch 
having off position and positions to read each phase to neutral 
voltage.

2.21   SNAP SWITCHES

UL 20.

2.22   TAPES

2.22.1   Plastic Tape

UL 510.

2.22.2   Rubber Tape

UL 510.

2.23   WATTHOUR METERS, UTILITY REVENUENEED INPUT FROM BASE TO EDIT THIS 
SECTION

2.23.1   General

Watthour meters shall conform to ANSI C12.16, NFPA 70, IEEE C37.90.1, and 
IEEE C37.90.2.  Power meter shall be a steel cased, self contained, panel 
mounted, programmable electronic module for electrical metering.  Meter 
shall be semi-flush mounted in the main switchboard.  Meter shall 
continuously monitor specific electrical distribution parameters, calculate 
values, and display the data on the integral LCD.  Manufacturer shall 
provide copies of installation, operation and maintenance procedures to 
Contracting Officer.  Deliver, store, protect, and handle products in 
accordance with the recommended practices listed in the manufacturer's 
Installation and Maintenance Manuals.  Store in a clean, dry space.  
Maintain factory protection or cover with heavy plastic to keep out dirt, 
water, debris, and traffic.  To prevent condensation store in a heated 
enclosure.

2.23.2   Components
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The electronic power meter (EPM) shall be a full function, electronic 
meter.  The panel-mounted device shall have an LCD display and shall 
contain a ready to use communication network port for meter access by 
remote computer.  The EPM shall include the following components:

2.23.2.1   Front Panel

Two line, 16 character, backlighted LCD with adjustable contrast.  Three 
pushbuttons:  SCROLL UP, SCROLL DOWN, and ALTERNATE DISPLAY/ENTER to set up 
meter and monitor parameters.

2.23.2.2   Back Panel

Terminal connections for metering, CT's and PT's.  Voltage input shall be 
69 to 600 VAC RMS, direct input, 3 phase.  Current input shall be 5 A RMS 
(1X0 nominal), 10 A RMS (2X) continuous, 3 phase, via CT's, 1 per phase.  
Pulse initiation input connections.

2.23.2.3   Interior

Provide interior with removable meter cradle, ribbon cable connector from 
faceplate to meter cradle, and disconnect paddle that automatically shorts 
CT circuits when removed.

2.23.3   Metering Functions

Standard metering functions shall include:
PARAMETER                        PHASE A, B, C               3 PHASE TOTAL
RMS Current                           X   
RMS Neutral Current      
  Current Demand                      X   
Peak Current                          X   
RMS Voltage (Line to Line)            X   
RMS Voltage (Line to Neutral)         X   
Watt-Hours                                                         X
KVAH                                                               X
KVARH Lag                                                          X
KVARH Lead                                                         X
KQH                                                                X
WATTS                                 X                            X
Watt Demand                           X                            X
Peak Watts                                                         X
Watts at Max KVA                                                   X
KVA                                   X                            X
KVA Demand                                                         X
KVAR                                  X                            X
KVAR Demand                                                        X
KVAR Demand (Lead)                                                 X
Peak KVAR                                                          X
Peak KVAR (Lead)                                                   X
Power Factor                          X                            X
Power Factor Ave.                                                  X
Power Factor Prev. Interval                                        X
Power Factor at Max KVA                                            X
Frequency                                                          X
Time Remaining in Interval                                         X

EPM shall sample all voltage and current inputs 8 times per cycle.  Meter 
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shall update LCD every 3 seconds.  EPM shall have self-test function that 
shall operate each time power is applied to the meter.  Failed test should 
be displayed on the LCD.
ext

2.23.4   Pulse Initiation

EPM shall have two output channels for demand levels.  Pulses shall be 
transmitted to EPM at programmed demand levels.  Meter will be connected to 
the base EMCS and shall be compatible with the existing system.

2.24   INSTRUMENT TRANSFORMERS

2.24.1   General

Instrument transformers shall comply with ANSI C12.11 and IEEE ANSI/IEEE 
C57.13.  Instrument transformers shall be configured for mounting in/on the 
device to which they are applied.  Polarity marks on instrument 
transformers shall be visually evident and shown on drawings.

2.24.2   Current Transformers

Unless otherwise indicated, bar, wound, or window-type transformers are 
acceptable; and except for window-type units installed over insulated 
buses, transformers shall have a BIL rating consistent with the rated BIL 
of the associated switchgear or electric power apparatus bushings, buses or 
conductors.  Current transformers shall have the indicated ratios.  The 
continuous thermal-current rating factor shall be not less than 1.0.  Other 
thermal and mechanical ratings of current transformer and their primary 
leads shall be coordinated with the design of the circuit breaker and shall 
be not less than the momentary rating of the associated circuit breaker.  
Circuit protectors shall be provided across secondary leads of the current 
transformers to prevent the accidental open-circuiting of the transformers 
while energized.  Each terminal of each current transformer shall be 
connected to a short-circuiting terminal block in the circuit interrupting 
mechanism cabinet, power transformer terminal cabinet, and in the 
associated instrument and relay cabinets.

2.24.2.1   Current Transformers for kWH and Demand Metering (Low Voltage)NEED 
INPUT FROM BASE TO EDIT THIS SECTION

Current transformers shall conform to IEEE ANSI/IEEE C57.13.  Provide 
current transformers with a metering accuracy Class of 0.3 through B-05, 
with a minimum RF of 2.0 at 30 degrees C, with 600-volt insulation, and 10 
kV BIL.  Provide butyl-molded, window-type current transformers mounted in 
the current transformer cabinet.

2.30.2.5   Voltage Transformers

Voltage transformers shall have indicated ratios.  Units shall have an 
accuracy class rating of 0.3.  Voltage transformers shall be of the drawout 
type having current-limiting fuses in both primary and secondary circuits.  
Mechanical interlocks shall prevent removal of fuses, unless the associated 
voltage transformer is in a drawout position.  Voltage transformer 
compartments shall have hinged doors.

2.25   EMERGENCY POWER SYSTEM

Emergency power shall be provided by an AC System capable of powering a 
total connected load as indicated for a period of 1-1/2 hours.  Utility 
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input supply to the system shall be as indicated:

   Input Voltage shall be 208VAC, 3PHASE, 60 HZ

   Output Voltage shall be 120 VAC, 1PHASE, 60 HZ

   kW rating:  As indicated on contract drawing.

2.25.1   Operation

The system's automatic-overload and short circuit protection of the 
inverter in normal and emergency operations shall consist of 150 percent 
momentary surge capability and 110 percent overload for 10 minutes.  The 
system protection shall also include a low-battery voltage disconnect.  The 
system shall supply a sinusoidal output waveform with 5 percent or less 
total harmonic distortion at rated load.  Dynamic brownout protection will 
maintain the desired voltage without continuously switching to batteries in 
low voltage situations.

The continuous run circuitry shall be designed to run as long as the 
batteries retain sufficient capacity.  Units that shut down due to thermal 
runaway or programmed time limits are not acceptable.

The system shall consist of circuitry including an automatic, multi-rate 
software-controlled charger; self-diagnostic, programmable system testing 
capabilities with automatic recording of test results; a 
microprocessor-controlled, removable, diagnostic display panel capable of 
audible alarms and visual displays with automatic recording of all alarm 
and inverter events; a DC to AC converter (inverter); AC and DC input 
protection; a battery-bank sized for the system's runtime requirements and 
full kW rating at unity power factor; and an RS232 communication interface 
with selectable transmission rates of 50 to 38,400 baud.  The system shall 
switch to emergency power within 10 seconds of loss of normal power.

   A.  Battery Charger

The software-controlled, three step charger with equalize shall charge the 
batteries continuously during the normal utility line condition in one of 
two distinct modes - float or hysteresis.  Immediately following a return 
to the normal utility power, the charger shall automatically soft start to 
recharge the batteries at a constant current and apply an automatic boost 
charge (equalize) to assure that the batteries are at full capacity within 
24 hours.  The charger circuitry shall provide visual display of parameters 
and one LED indicator to allow monitoring of the charger status.

   B.  The Inverter

The inverter shall be furnished to provide a reliable source of power and 
shall operate during a utility line deficiency without any interruptions of 
power supplied to the load.  The transfer from utility power to battery 
power shall utilize a true no break, sine wave output system to maintain a 
zero transfer time.  The system shall be capable of powering any 
combination of electronic ballast, power factor corrected ballast, and 
self-ballasted fluorescent, incandescent or HID lighting, building 
management systems, and any other critical voltage or frequency-sensitive 
electronic loads.  The system shall operate from 0 to 100 percent loading 
and be rated to deliver its full kW rating at unity power factor.  Upon 
return of the normal AC utility line power, the system shall recharge the 
batteries within 24 hours without any interruptions of power supplied to 
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the load.  Upon an inverter failure, the load shall automatically connect 
to the AC utility line.  Line power shall constantly pass through the 
ferroresonant transformer to provide continuous, on line conditioned power.

   C.  Batteries

The batteries shall provide sufficient power to maintain the output voltage 
of the inverter for a period of 1-1/2 hours, and shall maintain 87.5 
percent of nominal battery voltage.  Emergency power source shall be 
provided by sealed maintenance-free lead-calcium recombination batteries 
with a 10 year expected life.  The batteries shall be enclosed in a 
cabinet, permitting easy maintenance without requiring removal of 
batteries.  The Contractor shall also provide battery calculations with the 
detail drawings.

   D.  System Diagnostic

The system's display panel shall include an array of LED lights, a 16 
character display and a color-coded keypad to control and monitor the 
system.  The system shall provide for the displaying of over 150 system 
parameters, operating modes, alarms, and acknowledgment of alarms.  To 
ensure only authorized personnel can operate the unit, the system shall be 
password protected for all control functions including parameter changes.  
The system will have the capability to display 21 meter functions 
including:  output AC current, input and output AC voltage, volt-amp 
output, volt-amp limit, battery current and voltage, estimated runtime 
lift, frequency, power factor, wattage, ambient, heatsink, transformer, and 
power-factor module temperature, full load percentage, system test results, 
total number of power outages, overloads, inverter minutes and minutes the 
system has been on.  The system shall be completely 
microprocessor-controlled.

   E.  Alarms

The system shall have 21 audible and visual alarms with automatic logging 
of the 20 most recent alarm events.  Each alarm will have a corresponding 
Morse Code audible signal associated with it to aid in the troubleshooting 
of the system.  The system's alarm acknowledge feature shall enable the 
user to silence only the current audible alarm(s) without silencing other 
alarms or clearing the alarming condition until the fault has been cleared. 
 Alarms shall monitor low, near low, and high battery voltage, high AC 
voltage input, high and low AC voltage output, volt-amp output overload, 
low runtime left, high ambient, heatsink, transformer and power-factor 
module temperature, temperature probe missing, check charger, battery, 
inverter, and memory/logic, emergency power off activated, user test check, 
circuit breaker tripped, and call service.

   F.  Manual and Programmable Testing

The System shall incorporate a manual test function and three automatic 
test modes.  The user shall be able to perform a system test at any time.  
The system shall also perform a programmable, weekly, self-diagnostic test 
of its subsystems to insure the system will operate in an emergency 
condition, a monthly test for a user programmable discharge time of 5 
minutes, and an annual test for a complete runtime discharge of 90 minutes. 
 Automatic recording in memory, of the last 20 inverter events, including 
all automatic weekly and user programmed tests, shall be logged.

2.26   WIRING DEVICES
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NEMA WD 1 for wiring devices, and NEMA WD 6 for dimensional requirements of 
wiring devices.

PART 3   EXECUTION

3.1   GROUNDING

Grounding shall be in conformance with NFPA 70, the contract drawings, and 
the following specifications.

3.1.1   Ground Rods

The resistance to ground shall be measured using the fall-of-potential 
method described in IEEE Std 81.  The maximum resistance of a driven ground 
shall not exceed 25 ohms under normally dry conditions.  If this resistance 
cannot be obtained with a single rod, 3 additional rods not less than 1.8 
meters  on centers, or if sectional type rods are used, 2 additional 
sections may be coupled and driven with the first rod.  In 
high-ground-resistance, UL listed chemically charged ground rods may be 
used.  If the resultant resistance exceeds 25 ohms measured not less than 
48 hours after rainfall, the Contracting Officer shall be notified 
immediately.  Connections below grade shall be fusion welded.  Connections 
above grade shall be fusion welded or shall use UL 467 approved connectors.

3.1.2   Ground Bus

Ground bus shall be provided in the electrical equipment rooms as 
indicated.  Noncurrent-carrying metal parts of transformer neutrals and 
other electrical equipment shall be effectively grounded by bonding to the 
ground bus.  The ground bus shall be bonded to both the entrance ground, 
and to a ground rod or rods as specified above having the upper ends 
terminating approximately 100 mm  above the floor.  Connections and splices 
shall be of the brazed, welded, bolted, or pressure-connector type, except 
that pressure connectors or bolted connections shall be used for 
connections to removable equipment.  For raised floor equipment rooms in 
computer and data processing centers, a minimum of 4, one at each corner, 
multiple grounding systems shall be furnished.  Connections shall be bolted 
type in lieu of thermoweld, so they can be changed as required by additions 
and/or alterations.

3.1.3   Grounding Conductors

A green equipment grounding conductor, sized in accordance with NFPA 70 
shall be provided, regardless of the type of conduit.  Equipment grounding 
bars shall be provided in all panelboards.  The equipment grounding 
conductor shall be carried back to the service entrance grounding 
connection or separately derived grounding connection.  All equipment 
grounding conductors, including metallic raceway systems used as such, 
shall be bonded or joined together in each wiring box or equipment 
enclosure.  Metallic raceways and grounding conductors shall be checked to 
assure that they are wired or bonded into a common junction.  Metallic 
boxes and enclosures, if used, shall also be bonded to these grounding 
conductors by an approved means per NFPA 70.  When  switches, or other 
utilization devices are installed, any designated grounding terminal on 
these devices shall also be bonded to the equipment grounding conductor 
junction with a short jumper.

3.2   WIRING METHODS
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Wiring shall conform to NFPA 70, the contract drawings, and the following 
specifications.  Unless otherwise indicated, wiring shall consist of 
insulated conductors installed in rigid zinc-coated steel conduit, 
electrical metallic tubing, or intermediate metal conduit .  Where cables 
and wires are installed in cable trays, they shall be of the type permitted 
by NFPA 70 for use in such applications.    Wire fill in conduits shall be 
based on NFPA 70 for the type of conduit and wire insulations specified.  

3.2.1   Conduit and Tubing Systems

Conduit and tubing systems shall be installed as indicated.  Conduit sizes 
shown are based on use of copper conductors with  insulation types as 
described in paragraph WIRING METHODS.  Minimum size of raceways shall be 
15 mm.  Only metal conduits will be permitted when conduits are required 
for shielding or other special purposes indicated, or when required by 
conformance to NFPA 70.   Electrical metallic tubing (EMT) may be installed 
only within buildings.  EMT may be installed in concrete and grout in dry 
locations.  EMT installed in concrete or grout shall be provided with 
concrete tight fittings.  EMT shall not be installed in damp or wet 
locations, or the air space of exterior masonry cavity walls.  Bushings, 
manufactured fittings or boxes providing equivalent means of protection 
shall be installed on the ends of all conduits and shall be of the 
insulating type, where required by NFPA 70.  Only UL listed adapters shall 
be used to connect EMT to rigid metal conduit, cast boxes, and conduit 
bodies.  Penetrations of above grade floor slabs, time-rated partitions and 
fire walls shall be firestopped in accordance with Section 07840A 
FIRESTOPPING.  Except as otherwise specified, IMC may be used as an option 
for rigid steel conduit in areas as permitted by NFPA 70.  Raceways shall 
not be installed under the firepits of boilers and furnaces and shall be 
kept 150 mm  away from parallel runs of flues, steam pipes and hot-water 
pipes.  Raceways shall be concealed within finished walls, ceilings, and 
floors unless otherwise shown.  Raceways crossing structural expansion 
joints or seismic joints shall be provided with suitable expansion fittings 
or other suitable means to compensate for the building expansion and 
contraction and to provide for continuity of grounding.  

3.2.1.1   Pull Wires

A pull wire shall be inserted in each empty raceway in which wiring is to 
be installed if the raceway is more than 15 meters  in length and contains 
more than the equivalent of two 90-degree bends, or where the raceway is 
more than 45 meters  in length.  The pull wire shall be of No. 14 AWG 
zinc-coated steel, or of plastic having not less than 1.4 MPa (200 psi)  
tensile strength.  Not less than 254 mm  of slack shall be left at each end 
of the pull wire.

3.2.1.2   Conduit Stub-Ups

Where conduits are to be stubbed up through concrete floors, a short elbow 
shall be installed below grade to transition from the horizontal run of 
conduit to a vertical run.  A conduit coupling fitting, threaded on the 
inside shall be installed, to allow terminating the conduit flush with the 
finished floor.  Wiring shall be extended in rigid threaded conduit to 
equipment, except that where required, flexible conduit may be used 150 mm  
above the floor.  Empty or spare conduit stub-ups shall be plugged flush 
with the finished floor with a threaded, recessed plug.

3.2.1.3   Below Slab-on-Grade or in the Ground
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Electrical wiring below slab-on-grade shall be protected by a conduit 
system.  Conduit passing vertically through slabs-on-grade shall be rigid 
steel or IMC.  Rigid steel or IMC conduits installed below slab-on-grade or 
in the earth shall be field wrapped with 0.254 mm  thick pipe-wrapping 
plastic tape applied with a 50 percent overlay, or shall have a 
factory-applied polyvinyl chloride, plastic resin, or epoxy coating system.

3.2.1.4   Installing in Slabs Including Slabs on Grade

Conduit installed in slabs including slabs-on-grade shall be rigid steel or 
IMC.  Conduits shall be installed as close to the middle of concrete slabs 
as practicable without disturbing the reinforcement.  Outside diameter 
shall not exceed 1/3 of the slab thickness and conduits shall be spaced not 
closer than 3 diameters on centers except at cabinet locations where the 
slab thickness shall be increased as approved by the Contracting Officer.  
Where conduit is run parallel to reinforcing steel, the conduit shall be 
spaced a minimum of one conduit diameter away but not less than 25.4 mm  
from the reinforcing steel.

3.2.1.5   Changes in Direction of Runs

Changes in direction of runs shall be made with symmetrical bends or 
cast-metal fittings. Field-made bends and offsets shall be made with an 
approved hickey or conduit-bending machine.  Crushed or deformed raceways 
shall not be installed. Trapped raceways in damp and wet locations shall be 
avoided where possible.  Lodgment of plaster, dirt, or trash in raceways, 
boxes, fittings and equipment shall be prevented during the course of 
construction.  Clogged raceways shall be cleared of obstructions or shall 
be replaced.

3.2.1.6   Supports

Metallic conduits and tubing,and the support system to which they are 
attached, shall be securely and rigidly fastened in place to prevent 
vertical and horizontal movement at intervals of not more than 3 meters  
and within 900 mm  of boxes, cabinets, and fittings, with approved pipe 
straps, wall brackets, conduit clamps, conduit hangers, threaded C-clamps, 
beam clamps, or ceiling trapeze.  Loads and supports shall be coordinated 
with supporting structure to prevent damage or deformation to the 
structure.  Loads shall not be applied to joist bridging.  Attachment shall 
be by wood screws or screw-type nails to wood; by toggle bolts on hollow 
masonry units; by expansion bolts on concrete or brick; by machine screws, 
welded threaded studs, heat-treated or spring-steel-tension clamps on steel 
work.  Nail-type nylon anchors or threaded studs driven in by a powder 
charge and provided with lock washers and nuts may be used in lieu of 
expansion bolts or machine screws.  Raceways or pipe straps shall not be 
welded to steel structures.  Cutting the main reinforcing bars in 
reinforced concrete beams or joists shall be avoided when drilling holes 
for support anchors.  Holes drilled for support anchors, but not used, 
shall be filled.  In partitions of light steel construction, sheet-metal 
screws may be used.  Raceways shall not be supported using wire or nylon 
ties.  Raceways shall be independently supported from the structure.  Upper 
raceways shall not be used as a means of support for lower raceways.  
Supporting means shall not be shared between electrical raceways and 
mechanical piping or ducts.  Cables and raceways shall not be supported by 
ceiling grids.  Except where permitted by NFPA 70, wiring shall not be 
supported by ceiling support systems.  Conduits shall be fastened to 
sheet-metal boxes and cabinets with two locknuts where required by NFPA 70, 
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where insulating bushings are used, and where bushings cannot be brought 
into firm contact with the box; otherwise, a single locknut and bushing may 
be used.  Threadless fittings for electrical metallic tubing shall be of a 
type approved for the conditions encountered.  Additional support for 
horizontal runs is not required when EMT rests on steel stud cutouts.

3.2.1.7   Exposed Raceways

Exposed raceways shall be installed parallel or perpendicular to walls, 
structural members, or intersections of vertical planes and ceilings.  
Raceways under raised floors and above accessible ceilings shall be 
considered as exposed installations in accordance with NFPA 70 definitions.

3.2.1.8   Communications Raceways

Communications raceways indicated shall be installed in accordance with the 
previous requirements for conduit and tubing and with the additional 
requirement that no length of run shall exceed 15 meters  for 15 mm  and 20 
mm  sizes, and 30 meters  for 25 mm  or larger sizes, and shall not contain 
more than two 90-degree bends or the equivalent.  Additional pull or 
junction boxes shall be installed to comply with these limitations whether 
or not indicated.  Inside radii of bends in conduits of 25 mm  size or 
larger shall not be less than ten times the nominal diameter.

3.2.2   Cable Trays

Cable trays shall be supported in accordance with the recommendations of 
the manufacturer but at no more than 1.8 meter  intervals.  Contact 
surfaces of aluminum connections shall be coated with an antioxidant 
compound prior to assembly.  Adjacent cable tray sections shall be bonded 
together by connector plates of an identical type as the cable tray 
sections.  The Contractor shall submit the manufacturer's certification 
that the cable tray system meets all requirements of Article 318 of NFPA 70. 
 The cable tray shall be installed and grounded in accordance with the 
provisions of Article 318 of NFPA 70.  Data submitted by the Contractor 
shall demonstrate that the completed cable tray systems will comply with 
the specified requirements.  Cable trays shall terminate 250 mm  from both 
sides of smoke and fire partitions.  Conductors run through smoke and fire 
partitions shall be installed in 103 mm   rigid steel conduits with 
grounding bushings, extending 300 mm  beyond each side of the partitions.  
The installation shall be sealed to preserve the smoke and fire rating of 
the partitions.  Penetrations shall be firestopped in accordance with 
Section 07840A FIRESTOPPING.

3.2.3   Cables and Conductors

Installation shall conform to the requirements of NFPA 70.  Covered, bare 
or insulated conductors of circuits rated over 600 volts shall not occupy 
the same equipment wiring enclosure, cable, or raceway with conductors of 
circuits rated 600 volts or less.

3.2.3.1   Sizing

Unless otherwise noted, all sizes are based on copper conductors and the 
insulation types indicated.  Sizes shall be not less than indicated.  
Branch-circuit conductors shall be not smaller than No. 12 AWG.  Conductors 
for branch circuits of 120 volts more than 30 meters  long and of 277 volts 
more than 70 meters  long, from panel to load center, shall be no smaller 
than No. 10 AWG.  Class 1 remote control and signal circuit conductors 
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shall be not less than No. 14 AWG.  Class 2 remote control and signal 
circuit conductors shall be not less than No. 16 AWG.  Class 3 low-energy, 
remote-control and signal circuits shall be not less than No. 22 AWG.

3.2.3.2   Use of Aluminum Conductors in Lieu of Copper

Aluminum conductors shall not be used.  

3.2.3.3   Cable Splicing

Splices shall be made in an accessible location.  Crimping tools and dies 
shall be approved by the connector manufacturer for use with the type of 
connector and conductor.

a.  Copper Conductors, 600 Volt and Under:  Splices in conductors No. 
10 AWG and smaller diameter shall be made with an insulated, 
pressure-type connector.  Splices in conductors No. 8 AWG and 
larger diameter shall be made with a solderless connector and 
insulated with tape or heat-shrink type insulating material 
equivalent to the conductor insulation.

cb.  Greater Than 600 Volt:  Cable splices shall be made in accordance 
with the cable manufacturer's recommendations and Section 16375A 
ELECTRICAL DISTRIBUTION SYSTEM, UNDERGROUND.

3.2.3.4   Conductor Identification and Tagging

Power, control, and signal circuit conductor identification shall be 
provided within each enclosure where a tap, splice, or termination is made. 
 Where several feeders pass through a common pull box, the feeders shall be 
tagged to indicate clearly the electrical characteristics, circuit number, 
and panel designation.  Phase conductors of low voltage power circuits 
shall be identified by color coding.  Phase identification by a particular 
color shall be maintained continuously for the length of a circuit, 
including junctions.

a.  Color coding shall be provided for service, feeder, branch, and 
ground conductors.  Color shall be green for grounding conductors 
and white for neutrals; except where neutrals of more than one 
system are installed in the same raceway or box, other neutral 
shall be white with colored (not green) stripe.  The color coding 
for 3-phase and single-phase low voltage systems shall be as 
follows:

120/208-volt, 3-phase:  Black(A), red(B), and blue(C).

b.  Conductor phase and voltage identification shall be made by 
color-coded insulation for all conductors smaller than No. 6 AWG.  
For conductors No. 6 AWG and larger, identification shall be made 
by color-coded insulation, or conductors with black insulation may 
be furnished and identified by the use of half-lapped bands of 
colored electrical tape wrapped around the insulation for a 
minimum of 75 mm  of length near the end, or other method as 
submitted by the Contractor and approved by the Contracting 
Officer.

c.  Control and signal circuit conductor identification shall be made 
by color-coded insulated conductors, plastic-coated self-sticking 
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printed markers, permanently attached stamped metal foil markers, 
or equivalent means as approved.  Control circuit terminals of 
equipment shall be properly identified.  Terminal and conductor 
identification shall match that shown on approved detail drawings. 
 Hand lettering or marking is not acceptable.

3.3   BOXES AND SUPPORTS

Boxes shall be provided in the wiring or raceway systems where required by 
NFPA 70 for pulling of wires, making connections, and mounting of devices 
or fixtures.  Pull boxes shall be furnished with screw-fastened covers.  
Indicated elevations are approximate, except where minimum mounting heights 
for hazardous areas are required by NFPA 70.  Unless otherwise indicated, 
boxes for wall switches shall be mounted 1.2 meters  above finished floors. 
 Switch and outlet boxes located on opposite sides of fire rated walls 
shall be separated by a minimum horizontal distance of 600 mm.   The total 
combined area of all box openings in fire rated walls shall not exceed 
0.0645 square meters  per 9.3 square meters.   Maximum box areas for 
individual boxes in fire rated walls vary with the manufacturer and shall 
not exceed the maximum specified for that box in UL Elec Const Dir.  Only 
boxes listed in UL Elec Const Dir shall be used in fire rated walls.

3.3.1   Box Applications

Each box shall have not less than the volume required by NFPA 70 for number 
of conductors enclosed in box.  Boxes for metallic raceways shall be listed 
for the intended use when located in normally wet locations, when flush or 
surface mounted on outside of exterior surfaces, or when located in 
hazardous areas.  Boxes installed in wet locations and boxes installed 
flush with the outside of exterior surfaces shall be gasketed.  Boxes for 
mounting lighting fixtures shall be not less than 102 mm  square, or 
octagonal, except smaller boxes may be installed as required by fixture 
configuration, as approved.  Cast-metal boxes with 2.4 mm  wall thickness 
are acceptable.  Large size boxes shall be NEMA 1  or as shown.  Boxes in 
other locations shall be sheet steel except that aluminum boxes may be used 
with aluminum conduit, and nonmetallic boxes may be used with nonmetallic 
conduit and tubing or nonmetallic sheathed cable system, when permitted by 
NFPA 70.  Boxes for use in masonry-block or tile walls shall be 
square-cornered, tile-type, or standard boxes having square-cornered, 
tile-type covers.

3.3.2   Brackets and Fasteners

Boxes and supports shall be fastened to wood with wood screws or screw-type 
nails of equal holding strength, with bolts and metal expansion shields on 
concrete or brick, with toggle bolts on hollow masonry units, and with 
machine screw or welded studs on steel work.  Threaded studs driven in by 
powder charge and provided with lockwashers and nuts, or nail-type nylon 
anchors may be used in lieu of expansion shields, or machine screws.  
Penetration of more than 38.1 mm  into reinforced-concrete beams or more 
than 19.1 mm  into reinforced-concrete joists shall avoid cutting any main 
reinforcing steel.  The use of brackets which depend on gypsum wallboard or 
plasterboard for primary support will not be permitted.  In partitions of 
light steel construction, bar hangers with 25 mm  long studs, mounted 
between metal wall studs or metal box mounting brackets shall be used to 
secure boxes to the building structure.  When metal box mounting brackets 
are used, additional box support shall be provided on the side of the box 
opposite the brackets.  This additional box support shall consist of a 
minimum 300 mm  long section of wall stud, bracketed to the opposite side 
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of the box and secured by two screws through the wallboard on each side of 
the stud.  Metal screws may be used in lieu of the metal box mounting 
brackets.

3.3.3   Mounting in Walls, Ceilings, or Recessed Locations

In walls or ceilings of concrete, tile, or other non-combustible material, 
boxes shall be installed so that the edge of the box is not recessed more 
than 6 mm  from the finished surface.  Boxes mounted in combustible walls 
or ceiling material shall be mounted flush with the finished surface. The 
use of gypsum or plasterboard as a means of supporting boxes will not be 
permitted.  Boxes installed for concealed wiring shall be provided with 
suitable extension rings or plaster covers, as required.  The bottom of 
boxes installed in masonry-block walls for concealed wiring shall be 
mounted flush with the top of a block to minimize cutting of the blocks, 
and boxes shall be located horizontally to avoid cutting webs of block.  
Separate boxes shall be provided for flush or recessed fixtures when 
required by the fixture terminal operating temperature, and fixtures shall 
be readily removable for access to the boxes unless ceiling access panels 
are provided.

3.3.4   Installation in Overhead Spaces

In open overhead spaces, cast-metal boxes threaded to raceways need not be 
separately supported except where used for fixture support; cast-metal 
boxes having threadless connectors and sheet metal boxes shall be supported 
directly from the building structure or by bar hangers.  Hangers shall not 
be fastened to or supported from joist bridging.  Where bar hangers are 
used, the bar shall be attached to raceways on opposite sides of the box 
and the raceway shall be supported with an approved type fastener not more 
than 600 mm  from the box.

3.4   DEVICE PLATES

One-piece type device plates shall be provided for all outlets and 
fittings.  Plates on unfinished walls and on fittings shall be of 
zinc-coated sheet steel, cast-metal, or impact resistant plastic having 
rounded or beveled edges.  Plates on finished walls shall be of  
impact-resistant plastic and shall be ivory.  Screws shall be of metal with 
countersunk heads, in a color to match the finish of the plate.  Plates 
shall be installed with all four edges in continuous contact with finished 
wall surfaces without the use of mats or similar devices.  Plaster fillings 
will not be permitted. Plates shall be installed with an alignment 
tolerance of 1.6 mm.   The use of sectional-type device plates will not be 
permitted.  Plates installed in wet locations shall be gasketed and 
provided with a hinged, gasketed cover, unless otherwise specified.

3.5   RECEPTACLES

3.5.1   Single and Duplex, 15 or 20-ampere, 125 volt

Single and duplex receptacles shall be rated 20 amperes, 125 volts, 
two-pole, three-wire, grounding type with polarized parallel slots.  Bodies 
shall be of ivory to match color of switch handles in the same room or to 
harmonize with the color of the respective wall, and supported by mounting 
strap having plaster ears.  Contact arrangement shall be such that contact 
is made on two sides of an inserted blade.  Receptacle shall be side- or 
back-wired with two screws per terminal.  The third grounding pole shall be 
connected to the metal mounting yoke.  Switched receptacles shall be the 

DACA67-03-T-2003 SECTION 16415  Page 40 R0003



ADAL Fitness Center, Mt Home AFB, ID 03002

same as other receptacles specified except that the ungrounded pole of each 
suitable receptacle shall be provided with a separate terminal.  Only the 
top receptacle of a duplex receptacle shall be wired for switching 
application.  Receptacles with ground fault circuit interrupters shall have 
the current rating as indicated, and shall be UL Class A type unless 
otherwise shown.  Ground fault circuit protection shall be provided as 
required by NFPA 70 and as indicated on the drawings.

3.5.2   Clock Outlet

Clock outlet, for use in other than a wired clock system, shall consist of 
an outlet box, a plaster cover where required, ad a single receptacle with 
clock-outlet plate.  The receptacle shall be recessed sufficiently within 
the box to allow the complete insertion of a standard cap, flush with the 
plate.  A suitable clip or support for hanging the clock shall be secured 
to the top of the plate.  Material and finish of the plate shall be as 
specified in paragraph DEVICE PLATES.  

3.5.3   Floor Outlets

Floor outlets shall be adjustable and each outlet shall consist of a 
cast-metal body with threaded openings for conduits, adjustable ring, and 
cover plate with 15 mm  or 20 mm  threaded flush plug.  Each telephone 
outlet shall consist of a horizontal cast housing with a receptacle as 
specified.  Gaskets shall be used where necessary to ensure a watertight 
installation.  Plugs with installation instructions shall be delivered to 
the Contracting Officer at the job site for capping outlets upon removal of 
service fittings.

3.5.4   Weatherproof Applications

Weatherproof receptacles shall be suitable for the environment, damp or wet 
as applicable, and the housings shall be labeled to identify the allowable 
use.  Receptacles shall be marked in accordance with UL 514A for the type 
of use indicated; "Damp locations", "Wet Locations", "Wet Location Only 
When Cover Closed".  Assemblies shall be installed in accordance with the 
manufacturer's recommendations.

3.5.4.1   Damp Locations

Receptacles in damp locations shall be mounted in an outlet box with a 
gasketed, weatherproof, cast-metal cover plate (device plate, box cover) 
and a gasketed cap (hood, receptacle cover) over each receptacle opening.  
The cap shall be either a screw-on type permanently attached to the cover 
plate by a short length of bead chain or shall be a flap type attached to 
the cover with a spring loaded hinge.

3.5.4.2   Wet Locations

Receptacles in wet locations shall be installed in an assembly rated for 
such use whether the plug is inserted or withdrawn, unless otherwise 
indicated.  In a duplex installation, the receptacle cover shall be 
configured to shield the connections whether one or both receptacles are in 
use.  .

3.5.5   Special-Purpose or Heavy-Duty Receptacles

Special-purpose or heavy-duty receptacles shall be of the type and of 
ratings and number of poles required for the anticipated purpose.  Contact 
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surfaces may be either round or rectangular.  One appropriate straight or 
angle-type plug shall be furnished with each receptacle.  Locking type 
receptacles, rated 30 amperes or less, shall be locked by rotating the 
plug.  Locking type receptacles, rated more than 50 amperes, shall utilize 
a locking ring.

3.6   WALL SWITCHES

Wall switches shall be of the totally enclosed tumbler type.  The wall 
switch handle and switch plate color shall be ivory.  Wiring terminals 
shall be of the screw type or of the solderless pressure type having 
suitable conductor-release arrangement.  Not more than one switch shall be 
installed in a single-gang position.  Switches shall be rated 
20-ampere120-volt for use on alternating current only.  Pilot lights 
indicated shall consist of yoke-mounted candelabra-base sockets rated at 75 
watts, 125 volts, and fitted with glass or plastic jewels.  A clear 6-watt 
lamp shall be furnished and installed in each pilot switch.  Jewels for use 
with switches controlling motors shall be green, and jewels for other 
purposes shall be red.  Dimming switches shall be solid-state flush 
mounted, sized for the loads.

3.7   SERVICE EQUIPMENT

Service-disconnecting means shall be of the type indicated in paragraph 
POWER SWITCHGEAR ASSEMBLIES INCLUDING SWITCHBOARDS with an external handle 
for manual operation.  When service disconnecting means is a part of an 
assembly, the assembly shall be listed as suitable for service entrance 
equipment.  Enclosures shall be sheet metal with hinged cover for surface 
mounting unless otherwise indicated.

3.8   PANELBOARDS AND LOADCENTERS

Circuit breakers and switches used as a motor disconnecting means shall be 
capable of being locked in the open position.  Door locks shall be keyed 
alike.  Nameplates shall be as approved.  Directories shall be typed to 
indicate loads served by each circuit and mounted in a holder behind a 
clear protective covering.  Busses shall be copper.

3.8.1   Panelboards

Panelboards shall be circuit breaker  equipped as indicated on the 
drawings.   

3.9   FUSES

Equipment provided under this contract shall be provided with a complete 
set of properly rated fuses when the equipment manufacturer utilize fuses 
in the manufacture of the equipment, or if current-limiting fuses are 
required to be installed to limit the ampere-interrupting capacity of 
circuit breakers or equipment to less than the maximum available fault 
current at the location of the equipment to be installed.  Fuses shall have 
a voltage rating of not less than the phase-to-phase circuit voltage, and 
shall have the time-current characteristics required for effective power 
system coordination.  Time-delay and non-time-delay options shall be as 
specified.

3.9.1   Cartridge Fuses; Noncurrent-Limiting Type

Cartridge fuses of the noncurrent-limiting type shall be Class H, 
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nonrenewable, dual element, time lag type and shall have interrupting 
capacity of 10,000 amperes.  At 500 percent current, cartridge fuses shall 
not blow in less than 10 seconds.

3.9.2   Cartridge Fuses; Current-Limiting Type

Cartridge fuses, current-limiting type, Class G, J, L shall have tested 
interrupting capacity not less than 200,000 amperes.  Fuse holders shall be 
the type that will reject all Class H fuses.

3.9.3   Motor and Transformer Circuit Fuses

Motor, motor controller, transformer, and inductive circuit fuses shall be 
Class RK1 or RK5, current-limiting, time-delay with 200,000 amperes 
interrupting capacity.

3.10   UNDERGROUND SERVICE

Unless otherwise indicated, interior conduit systems shall be stubbed out 
1.5 m  beyond the building wall and 600 mm  below finished grade, for 
interface with the exterior service lateral conduits and exterior 
communications conduits.  Outside conduit ends shall be bushed when used 
for direct burial service lateral conductors. Outside conduit ends shall be 
capped or plugged until connected to exterior conduit systems.  Underground 
service lateral conductors will be extended to building service entrance 
and terminated in accordance with the requirements of Section 16375A 
ELECTRICAL DISTRIBUTION SYSTEM, UNDERGROUND and NFPA 70.

3.11   MOTORS

Each motor shall conform to the kW  and voltage ratings indicated, and 
shall have a service factor and other characteristics that are essential to 
the proper application and performance of the motors under conditions shown 
or specified.  Three-phase motors for use on 3-phase 208-volt systems shall 
have a nameplate rating of 200 volts.  Unless otherwise specified, all 
motors shall have open frames, and continuous-duty classification based on 
a 40 degree C ambient temperature reference.  Polyphase motors shall be 
squirrel-cage type, having normal-starting-torque and low-starting-current 
characteristics, unless other characteristics are specified in other 
sections of these specifications or shown on contract drawings.  The 
Contractor shall be responsible for selecting the actual kilowatt  ratings 
and other motor requirements necessary for the applications indicated.  
When electrically driven equipment furnished under other sections of these 
specifications materially differs from the design, the Contractor shall 
make the necessary adjustments to the wiring, disconnect devices and 
branch-circuit protection to accommodate the equipment actually installed.

3.12   MOTOR CONTROL

Each motor or group of motors requiring a single control and not controlled 
from a motor-control center shall be provided under other sections of these 
specifications with a suitable controller and devices that will perform the 
functions as specified for the respective motors. Each motor of 93 W  or 
larger shall be provided with thermal-overload protection.  Polyphase 
motors shall have overload protection in each ungrounded conductor.  The 
overload-protection device shall be provided either integral with the motor 
or controller, or shall be mounted in a separate enclosure.  Unless 
otherwise specified, the protective device shall be of the manually reset 
type.  Single or double pole tumbler switches specifically designed for 
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alternating-current operation only may be used as manual controllers for 
single-phase motors having a current rating not in excess of 80 percent of 
the switch rating.  Automatic control devices such as thermostats, float or 
pressure switches may control the starting and stopping of motors directly, 
provided the devices used are designed for that purpose and have an 
adequate kilowatt  rating.  When the automatic-control device does not have 
such a rating, a magnetic starter shall be used, with the automatic-control 
device actuating the pilot-control circuit.  When combination manual and 
automatic control is specified and the automatic-control device operates 
the motor directly, a double-throw, three-position tumbler or rotary switch 
shall be provided for the manual control; when the automatic-control device 
actuates the pilot control circuit of a magnetic starter, the latter shall 
be provided with a three-position selector switch marked 
MANUAL-OFF-AUTOMATIC.  Connections to the selector switch shall be such 
that only the normal automatic regulatory control devices will be bypassed 
when the switch is in the Manual position; all safety control devices, such 
as low- or high-pressure cutouts, high-temperature cutouts, and 
motor-overload protective devices, shall be connected in the motor-control 
circuit in both the Manual and the Automatic positions of the selector 
switch.  Control circuit connections to any MANUAL-OFF-AUTOMATIC switch or 
to more than one automatic regulatory control device shall be made in 
accordance with wiring diagram approved by the Contracting Officer unless 
such diagram is included on the drawings. All controls shall be 120 volts 
or less unless otherwise indicated.

3.12.1   Contacts

Unless otherwise indicated, contacts in miscellaneous control devices such 
as float switches, pressure switches, and auxiliary relays shall have 
current and voltage ratings in accordance with NEMA ICS 2 for rating 
designation B300.

3.12.2   Safety Controls

Safety controls for boilers shall be connected to a 2-wire, 120 volt 
grounded circuit supplied from the associated boiler-equipment circuit. 
Where the boiler circuit is more than 120 volts to ground, safety controls 
shall be energized through a two-winding transformer having its 120 volt 
secondary winding grounded.  Overcurrent protection shall be provided in 
the ungrounded secondary conductor and shall be sized for the load 
encountered.

3.13   MOTOR-DISCONNECT MEANS

Each motor shall be provided with a disconnecting means when required by 
NFPA 70 even though not indicated.  For single-phase motors, a single or 
double pole toggle switch, rated only for alternating current, will be 
acceptable for capacities less than 30 amperes, provided the ampere rating 
of the switch is at least 125 percent of the motor rating.  Switches shall 
disconnect all ungrounded conductors.

3.14   LIGHTING FIXTURES, LAMPS, BALLASTS, LIGHTING CONTROL AND EXECUTION

This paragraph shall cover the installation of lamps, lighting fixtures and 
ballasts in interior or building mounted applications.

3.14.1   Lamps

Lamps of the type, wattage, and voltage rating indicated shall be delivered 
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to the project in the original cartons and installed just prior to project 
completion.  Lamps installed and used for working light during construction 
shall be replaced prior to turnover to the Government if more than 15% of 
their rated life has been used.  Lamps shall be tested for proper operation 
prior to turn-over and shall be replaced if necessary with new lamps from 
the original manufacturer.  10% spare lamps of each type, from the original 
manufacturer, shall be provided.

3.14.2   Lighting Fixtures

Fixtures shall be as shown and shall conform to the following 
specifications and shall be as detailed on the drawings.  Illustrations  
shown on the drawings are indicative of the general type desired and are 
not intended to restrict selection to fixtures of any particular 
manufacturer.  Fixtures of similar designs and equivalent energy 
efficiency, light distribution and brightness characteristics, and of equal 
finish and quality will be acceptable if approved.  In suspended acoustical 
ceilings with fluorescent fixtures, the fluorescent emergency light 
fixtures shall be furnished with self-contained battery packs.

3.14.2.1   Accessories

Accessories such as straps, mounting plates, nipples, or brackets shall be 
provided for proper installation.

3.14.2.2   Ceiling Fixtures

Ceiling fixtures shall be coordinated with and suitable for installation 
in, on or from the ceiling as shown.  Installation and support of fixtures 
shall be in accordance with NFPA 70 and manufacturer's recommendations.  
Where seismic requirements are specified herein, fixtures shall be 
supported as shown or specified.  Recessed fixtures shall have adjustable 
fittings to  permit alignment with ceiling panels.  Recessed fixtures 
installed in fire-resistive ceiling construction shall have the same fire 
rating as the ceiling or shall be provided with fireproofing boxes having 
materials of the same fire rating as the ceiling, in conformance withUL 
Elec Const Dir.  Surface-mounted fixtures shall be suitable for fastening 
to the ceiling panel structural supports.

3.14.2.3   Fixtures for Installation in Grid Type Ceilings

Fixtures for installation in grid type ceilings which are smaller than a 
full tile shall be centered in the tile.  305 by 1219 mm  fixtures shall be 
mounted along the grid rail as shown.  Work above the ceiling shall be 
coordinated among the trades to provide the lighting layout shown.  
Fixtures mounted to the grid shall have trim exactly compatible with the 
grid.  Contractor shall coordinate trims with ceiling trades prior to 
ordering fixtures.  Metric fixtures shall be designed to fit the metric 
grid specified.  Fixtures in continuous rows shall be coordinated between 
trades prior to ordering.  Fixtures shall be mounted using independent 
supports capable of supporting the entire weight of the fixture.  No 
fixture shall rest solely on the ceiling grid.  Recessed fixtures installed 
in seismic areas should be installed utilizing specially designed seismic 
clips.  Junction boxes shall be supported at four points.

3.14.2.4   Suspended Fixtures

Suspended fixtures shall be provided with swivel hangers or hand-straights 
so that they hang plumb.  Pendants, rods, or chains 1.2 meters  or longer 
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excluding fixture shall be braced to prevent swaying using three cables at 
120 degrees of separation.  Suspended fixtures in continuous rows shall 
have internal wireway systems for end to end wiring and shall be properly 
aligned to provide a straight and continuous row without bends, gaps, light 
leaks or filler pieces.  Aligning splines shall be used on extruded 
aluminum fixtures to assure hairline joints.  Steel fixtures shall be 
supported to prevent "oil-canning" effects.  Fixture finishes shall be free 
of scratches, nicks, dents, and warps, and shall match the color and gloss 
specified.  Pendants shall be finished to match fixtures.  Aircraft cable 
shall be stainless steel.  Canopies shall be finished to match the ceiling 
and shall be low profile unless otherwise shown.  Maximum distance between 
suspension points shall be 3.1 meters  or as recommended by the 
manufacturer, whichever is less.

Suspended fixtures installed in seismic areas shall have 45% swivel hangers 
and shall be located with no obstructions within the 45% range in all 
directions.  The stem, canopy and fixture shall be capable of 45% swing.

3.14.3   Ballasts

Remote type ballasts or transformers, where indicated, shall be mounted in 
a well ventilated, easily accessible location, within the maximum operating 
distance from the lamp as designated by the manufacturer.

3.14.4   Lighting Control

3.14.4.1   System Description

System shall consist of a low voltage relay panel, a low voltage photocell 
and a master switch connected together by datalines, as well as all 
associated wiring. The master switch shall control interior lights and the 
photocell shall control exterior lights. These controllers shall be 
adjustable by a time clock installed inside the relay panel. DT occupancy 
sensor shall be installed as shown on the floor plan.

3.14.4.2   Execution and Support Services

Switches and/or photocells shall be mounted in the locations as indicated 
on the Reflected Ceiling Plans. Each low voltage wire shall be labeled 
clearly indicating which relay panel it connects to. Use only properly 
color-coded, stranded #18 AWG (or larger) wire as indicated on the 
drawings. All relays and switches shall be tested after installation to 
confirm proper operation, and all connected loads shall be recorded on the 
relay schedule for each panel.
The relay panels shall be mounted in electrical closets as indicated on the 
drawings. The numbered relays in the panel shall be wired to control the 
power to each load as indicated on the Panel Wiring Schedules included in 
the drawings. All power wiring will be identified with the circuit breaker 
number controlling the load. If multiple circuit breaker panels are feeding 
into a relay panel, wires shall clearly indicate the originating panel's 
designation.

3.15   EQUIPMENT CONNECTIONS

 Wiring not furnished and installed under other sections of the 
specifications for the connection of electrical equipment as indicated on 
the drawings shall be furnished and installed under this section of the 
specifications.  Connections shall comply with the applicable requirements 
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of paragraph WIRING METHODS.  Flexible conduits 2 m  or less in length 
shall be provided to all electrical equipment subject to periodic removal, 
vibration, or movement and for all motors.  All motors shall be provided 
with separate grounding conductors.  Liquid-tight conduits shall be used in 
damp or wet locations.

3.15.1   Motors and Motor Control

Motors, motor controls, and motor control centers shall be installed in 
accordance with NFPA 70, the manufacturer's recommendations, and as 
indicated.  Wiring shall be extended to motors, motor controls, and motor 
control centers and terminated.

3.15.2   Installation of Government-Furnished Equipment

Wiring shall be extended to the equipment and terminated.

3.16   CIRCUIT PROTECTIVE DEVICES

The Contractor shall calibrate, adjust, set and test each new adjustable 
circuit protective device to ensure that they will function properly prior 
to the initial energization of the new power system under actual operating 
conditions.

3.17   PAINTING AND FINISHING

Field-applied paint on exposed surfaces shall be provided under Section 
09900 PAINTS, GENERAL.

3.18   REPAIR OF EXISTING WORK

The work shall be carefully laid out in advance, and where cutting, 
channeling, chasing, or drilling of floors, walls, partitions, ceiling, or 
other surfaces is necessary for the proper installation, support, or 
anchorage of the conduit, raceways, or other electrical work, this work 
shall be carefully done, and any damage to building, piping, or equipment 
shall be repaired by skilled mechanics of the trades involved at no 
additional cost to the Government.

3.19   FIELD TESTING

Field testing shall be performed in the presence of the Contracting 
Officer.  The Contractor shall notify the Contracting Officer 7 days prior 
to conducting tests.  The Contractor shall furnish all materials, labor, 
and equipment necessary to conduct field tests.  The Contractor shall 
perform all tests and inspection recommended by the manufacturer unless 
specifically waived by the Contracting Officer.  The Contractor shall 
maintain a written record of all tests which includes date, test performed, 
personnel involved, devices tested, serial number and name of test 
equipment, and test results.  All field test reports will be signed and 
dated by the Contractor.

3.19.1   Safety

The Contractor shall provide and use safety devices such as rubber gloves, 
protective barriers, and danger signs to protect and warn personnel in the 
test vicinity.  The Contractor shall replace any devices or equipment which 
are damaged due to improper test procedures or handling.
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3.19.2   Ground-Resistance Tests

The resistance of the grounding grid shall be measured using the 
fall-of-potential method defined in IEEE Std 81.  Soil resistivity in the 
area of the grid shall be measured concurrently with the grid measurements. 
 Ground resistance measurements shall be made before the electrical 
distribution system is energized and shall be made in normally dry 
conditions not less than 48 hours after the last rainfall.  Resistance 
measurements of separate grounding electrode systems shall be made before 
the systems are bonded together below grade.  The combined resistance of 
separate systems may be used to meet the required resistance, but the 
specified number of electrodes must still be provided.

a.  Single rod electrode - 25 ohms.

b.  Grid electrode       - 25 ohms.

3.19.3   Ground-Grid Connection Inspection

All below-grade ground-grid connections will be visually inspected by the 
Contracting Officer before backfilling.  The Contractor shall notify the 
Contracting Officer 24 hours before the site is ready for inspection.

3.19.4   Cable Tests

The Contractor shall be responsible for identifying all equipment and 
devices that could be damaged by application of the test voltage and 
ensuring that they have been properly disconnected prior to performing 
insulation resistance testing.  An insulation resistance test shall be 
performed on all low and medium voltage cables after the cables are 
installed in their final configuration and prior to energization.  The test 
voltage shall be 500 volts DC applied for one minute between each conductor 
and ground and between all possible combinations of conductors.  The 
minimum value of resistance shall be:

R in megohms = (rated voltage in kV + 1) x 304.8/(length of cable in meters)

Each cable failing this test shall be repaired or replaced.  The repaired 
cable system shall then be retested until failures have been eliminated.

3.19.4.1   Low Voltage Cable Tests

a.  Continuity test.

b.  Insulation resistance test.

3.19.5   Motor Tests

a.  Phase rotation test to ensure proper directions.

b.  Operation and sequence of reduced voltage starters.

c.  High potential test on each winding to ground.

d.  Insulation resistance of each winding to ground.

e.  Vibration test.
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f.  Dielectric absorption test on motor and starter.

3.19.6   Circuit Breaker Tests

The following field tests shall be performed on circuit breakers.

3.19.6.1   Circuit Breakers, Low Voltage

a.  Insulation resistance test phase-to-phase, all combinations.

b.  Insulation resistance test phase-to-ground, each phase.

c.  Closed breaker contact resistance test.

d.  Manual and electrical operation of the breaker.

3.19.6.2   Circuit Breakers, Molded Case

a.  Insulation resistance test phase-to-phase, all combinations.

b.  Insulation resistance test phase-to-ground, each phase.

c.  Closed breaker contact resistance test.

d.  Manual operation of the breaker.

3.20   OPERATING TESTS

After the installation is completed, and at such time as the Contracting 
Officer may direct, the Contractor shall conduct operating tests for 
approval.  The equipment shall be demonstrated to operate in accordance 
with the specified requirements.  An operating test report shall be 
submitted in accordance with paragraph FIELD TEST REPORTS.

3.21   FIELD SERVICE

3.21.1   Onsite Training

The Contractor shall conduct a training course for the operating staff as 
designated by the Contracting Officer.  The training period shall consist 
of a total of 8 hours of normal working time and shall start after the 
system is functionally completed but prior to final acceptance tests.  The 
course instruction shall cover pertinent points involved in operating, 
starting, stopping, servicing the equipment, as well as all major elements 
of the operation and maintenance manuals.  Additionally, the course 
instructions shall demonstrate all routine maintenance operations.  A VHS  
format video tape of the entire training shall be submitted.

3.21.2   Installation Engineer

After delivery of the equipment, the Contractor shall furnish one or more 
field engineers, regularly employed by the equipment manufacturer to 
supervise the installation of equipment, assist in the performance of the 
onsite tests, oversee initial operations, and instruct personnel as to the 
operational and maintenance features of the equipment.

3.22   ACCEPTANCE
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Final acceptance of the facility will not be given until the Contractor has 
successfully completed all tests and after all defects in installation, 
material or operation have been corrected.

        -- End of Section --
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SECTION 16710

PREMISES DISTRIBUTION SYSTEM

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ELECTRONIC INDUSTRIES ALLIANCE (EIA)

EIA ANSI/TIA/EIA-568-A (1995) Commercial Building 
Telecommunications Cabling Standard

EIA ANSI/TIA/EIA-568-A-5 (2000) Transmission Performance 
Specifications for 4-pair 100 ohm Category 
5E Cabling

EIA ANSI/TIA/EIA-569-A (1998) Commercial Building Standard for 
Telecommunications Pathways and Spaces

EIA ANSI/TIA/EIA-606 (1993) Administration Standard for the 
Telecommunications Infrastructure of 
Commercial Buildings

EIA ANSI/TIA/EIA-607 (1994) Commercial Building Grounding and 
Bonding Requirements for Telecommunications

EIA TIA/EIA-TSB-67 (1995) Transmission Performance 
Specifications for Field Testing of 
Unshielded Twisted-Pair Cabling Systems

INSULATED CABLE ENGINEERS ASSOCIATION (ICEA)

ICEA S-83-596 (1994) Fiber Optic Premises Distribution 
Cable

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2002) National Electrical Code

UNDERWRITERS LABORATORIES (UL)

UL 50 (1995; Rev thru Nov 1999) Enclosures for 
Electrical Equipment

1.2   SYSTEM DESCRIPTION

The premises distribution system shall consist of inside-plant horizontal, 
riser, and backbone cables and connecting hardware to transport telephone 
and data (including LAN) signals between equipment items in a building.
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1.3   ENVIRONMENTAL REQUIREMENTS

Connecting hardware shall be rated for operation under ambient conditions of
0 to 60 degrees C and in the range of 0 to 95 percent relative humidity, 
noncondensing.

1.4   QUALIFICATIONS

1.4.1   Minimum Contractor Qualifications

All work under this section shall be performed by and all equipment shall 
be furnished and installed by a certified Telecommunications Contractor, 
hereafter referred to as the Contractor.  The Contractor shall have the 
following qualifications in Telecommunications Systems installation:

a.  Contractor shall have a minimum of 3 years experience in the 
application, installation and testing of the specified systems and 
equipment.

b.  All supervisors and installers assigned to the installation of 
this system or any of its components shall have factory 
certification from each equipment manufacturer that they are 
qualified to install and test the provided products. 

c.  All installers assigned to the installation of this system or any 
of its components shall have a minimum of 3 years experience in 
the installation of the specified copper  and components.

1.4.2   Minimum Manufacturer Qualifications

The equipment and hardware provided under this contract will be from 
manufacturers that have a minimum of 3 years experience in producing the 
types of systems and equipment specified.

1.5   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-01 Product Data

Record Keeping and Documentation; G

  Documentation on cables and termination hardware in accordance 
with EIA ANSI/TIA/EIA-606.

Spare Parts;

  Lists of spare parts, tools, and test equipment for each 
different item of material and equipment specified, after approval 
of detail drawings, not later than 2 months prior to the date of 
beneficial occupancy.  The data shall include a complete list of 
parts and supplies, with current unit prices and source of supply, 
and a list of spare parts recommended for stocking.

SD-04 Shop Drawings
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Premises Distribution System; G

  Detail drawings including a complete list of equipment and 
material.  Detail drawings shall contain complete wiring and 
schematic diagrams and other details required to demonstrate that 
the system has been coordinated and will function properly as a 
system.  Drawings shall include vertical riser diagrams, equipment 
rack details, elevation drawings of telecommunications closet 
walls, outlet face plate details for all outlet configurations, 
sizes and types of all cables, conduits, and cable trays.  
Drawings shall show proposed layout and anchorage of equipment and 
appurtenances, and equipment relationship to other parts of the 
work including clearance for maintenance and operation.

Record Drawings; G

  Record drawings for the installed wiring system infrastructure 
per EIA ANSI/TIA/EIA-606.  The drawings shall show the location of 
all cable terminations and location and routing of all backbone 
and horizontal cables.  The identifier for each termination and 
cable shall appear on the drawings.

SD-06 Instructions

Manufacturer's Recommendations; G

  Where installation procedures, or any part thereof, are required 
to be in accordance with the recommendations of the manufacturer 
of the material being installed, printed copies of these 
recommendations, prior to installation shall be provided.  
Installation of the item will not be allowed to proceed until the 
recommendations are received and approved.

SD-08 Statements

Test Plan; G

  Test plan defining the tests required to ensure that the system 
meets technical, operational and performance specifications, 60  
days prior to the proposed test date.  The test plan must be 
approved before the start of any testing.  The test plan shall 
identify the capabilities and functions to be tested, and include 
detailed instructions for the setup and execution of each test and 
procedures for evaluation and documentation of the results.

Qualifications; G, 

  The qualifications of the Manufacturer, Contractor, and the 
Installer to perform the work specified herein.  This shall 
include proof of the minimum qualifications specified herein.

SD-09 Test Reports

Test Reports; 

  Test reports in booklet form with witness signatures verifying 
execution of tests.  Test results will also be provided on 89 mm 
diskettes in ASCII format.  Reports shall show the field tests 
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performed to verify compliance with the specified performance 
criteria.  Test reports shall include record of the physical 
parameters verified during testing.  Test reports shall be 
submitted within 7 days after completion of testing.

SD-13 Certificates

Premises Distribution System; 

  Written certification that the premises distribution system 
complies with the EIA ANSI/TIA/EIA-568-A, EIA ANSI/TIA/EIA-569-A, 
and EIA ANSI/TIA/EIA-606 standards.

Materials and Equipment; 

  Where materials or equipment are specified to conform, be 
constructed or tested to meet specific requirements, certification 
that the items provided conform to such requirements.  
Certification by a nationally recognized testing laboratory that a 
representative sample has been tested to meet the requirements, or 
a published catalog specification statement to the effect that the 
item meets the referenced standard, will be acceptable as evidence 
that the item conforms.  Compliance with these requirements does 
not relieve the Contractor from compliance with other requirements 
of the specifications.

Installers; G, 

  The Contractor shall submit certification that all the 
installers are factory certified to install and test the provided 
products.

SD-18 Records

Record Keeping and Documentation; G

  Equipment delivered and placed in storage shall be stored with 
protection from weather, humidity and temperature variation, dirt 
and dust or other contaminants.

1.6   DELIVERY AND STORAGE

Equipment delivered and placed in storage shall be stored with protection 
from the weather, humidity and temperature variation, dirt and dust or 
other contaminants.

1.7   OPERATION AND MAINTENANCE MANUALS

Commercial off the shelf manuals shall be furnished for operation, 
installation, configuration, and maintenance for all products provided as a 
part of the premises distribution system.  Specification sheets for all 
cable, connectors, and other equipment shall be provided.

1.8   RECORD KEEPING AND DOCUMENTATION

1.8.1   Cables

A record of all installed cable shall be provided in hard copy format and 
on electronic media using Windows based computer cable management software 
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per EIA ANSI/TIA/EIA-606.  A licensed copy of the cable management software 
including documentation, shall be provided.  The cable records shall 
include the required data fields for each cable and complete end-to-end 
circuit report for each complete circuit from the assigned outlet to the 
entry facility per EIA ANSI/TIA/EIA-606.

1.8.2   Termination Hardware

A record of all installed patch panels and outlets shall be provided in 
hard copy formatand on electronic media using Windows based computer cable 
management software per EIA ANSI/TIA/EIA-606.  A licensed copy of the cable 
management software including documentation, shall be provided.  The 
hardware records shall include only the required data fields per EIA 
ANSI/TIA/EIA-606.

PART 2   PRODUCTS

2.1   MATERIALS AND EQUIPMENT

Materials and equipment shall be the standard products of a manufacturer 
regularly engaged in the manufacture of the products and shall be the 
manufacturer's latest standard design that has been in satisfactory use for 
at least 1 year prior to installation.  Materials and equipment shall 
conform to the respective publications and other requirements specified 
below and to the applicable requirements of NFPA 70.

2.2   UNSHIELDED TWISTED PAIR CABLE SYSTEM

2.2.1   Cable Insulation

For each individual Category 6 cable, the insulation, material used on each 
pair shall be exaclty the same in all physical, electrical, and chemical 
respects.  The use of Teflon insulated, plenum rated Category 6 cable is 
acceptable for both plenum and non-plenum applications.  If Teflon 
insulated plenm rated cable is used by the Contractor, it shall be YType 
4x0, where all four pairs are Teflon insulated.  Type 3x1 and 2x2 are not 
acceptable.  

2.2.2   Horizontal Cable

Horizontal cable shall meet the requirements of EIA ANSI/TIA/EIA-568-A-5 
for Category 6.  Cable shall be label-verified.  Cable jacket shall be 
factory marked at regular intervals indicating verifying organization and 
performance level.  Cable shall be rated  CMP, as appropriate,per NFPA 70.

2.2.3   Connecting Hardware

Connecting and cross-connecting hardware shall be the same category as the 
cable it serves.  Hardware shall be in accordance with EIA 
ANSI/TIA/EIA-568-A.

2.2.3.1   Telecommunications Outlets

Outlet plates in Administrative areas shall come equipped with 4  modular 
jacks, with 2 eight pin (RJ-45) jacks labeled "voice" and 2 eight pin (J
RJ-45) jacks labeled "data".  Outlet plates for wall mounted 
non-aministrative telephones shall have 1 eight-ingpin (RJ-45) jack.  
Modular jacks shall be the same category as the cable they terminate and 
shall meet the requirements of EIA ANSI/TIA/EIA-568-A.  Modular jack 
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pin/pair configuration shall be T568A per EIA ANSI/TIA/EIA-568-A.  Modular 
jacks shall be unkeyed.  Faceplates shall be provided and shall be ivory in 
color, impact resistant plastic.  Mounting plates shall be provided for 
system furniture and shall match the system furniture in color.  Outlet 
assemblies used in the premises distribution system shall consist of 
modular jacks assembled into both quad and duplex outlet assemblies in 
single gang covers as indicated on the drawings.  The modular jacks shall 
conform to the requirements of EIA ANSI/TIA/EIA-568-A, and shall be rated 
for use with Category 6 cable in accordance with EIA ANSI/TIA/EIA-568-A-5 
and shall meet the Link Test parameters as listed in EIA TIA/EIA-TSB-67 and 
supplemented by EIA ANSI/TIA/EIA-568-A-5.

2.2.3.2   Patch Panels

Patch panels shall consist of eight-position modular jacks, with rear 
mounted type 110 insulation displacement connectors, arranged in rows or 
columns on 480 mm (19 inch) rack panels.  Jack pin/pair configuration shall 
be T568A per EIA ANSI/TIA/EIA-568-A.  Jacks shall be unkeyed.  Panels shall 
be labeled with alphanumeric x-y coordinates.  The modular jacks shall 
conform to the requirements of EIA ANSI/TIA/EIA-568-A, and shall be rated 
for use with Category 6 cable in accordance with EIA ANSI/TIA/EIA-568-A-5 
and shall meet the Link Test parameters as listed in EIA TIA/EIA-TSB-67 and 
supplemented by EIA ANSI/TIA/EIA-568-A-5.

2.2.3.3   Terminal Blocks

Terminal blocks shall be wall mounted wire termination units consisting of 
insulation displacement connectors mounted in plastic blocks, frames or 
housings.  Entrance blocks shall be type 188 type whith 110 type connectors 
on both the input and output and complete with gas tube protectors.  
Distribution blocks shall be 110 type which meet the requiements of EIA 
ANSI/TIA/EIA-568-A.  Blocks.  Blocks shall be mounted on standoffs and 
shall include cable management hardware.  Insulation displacement 
connectors shall terminate 22 or 24 gauge solid copper wire as a minimum, 
and shall be connected in pairs so that horizontal cable and connected 
jumper wires are on separate connected terminals.

2.3   EQUIPMENT RACKS

2.3.1   Floor Mounted Open Frame

Floor mounted equipment racks shall be welded steel relay racks with 
uprights to mount equipment 480 mm (19 inches) wide.  Uprights shall be 75 
mm deep channel, 32 mm wide, drilled and tapped 12-24 in a 13 mm pattern.  
Racks shall be provided with a standard top crossmember, and predrilled 
base plate to allow floor fastening.  Open frame equipment racks shall be 
2.1 m in height and painted.  AC outlets shall be provided as shown.

2.4   EQUIPMENT MOUNTING BACKBOARD

Plywood backboards shall be provided, sized as shown, painted with white or 
light colored paint.

2.5   TELECOMMUNICATIONS OUTLET BOXES

Electrical boxes for telecommunication outlets shall be 119 mmsquare by 54 
mmdeep with minimum 9 mm deep single or two gang plaster ring as shown.  
Provide a minimum 27 mm conduit to communications room or to cable tray.
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PART 3   EXECUTION

3.1   INSTALLATION

System components and appurtenances shall be installed in accordance with 
NFPA 70, manufacturer's instructions and as shown.  Necessary 
interconnections, services, and adjustments required for a complete and 
operable signal distribution system shall be provided.  Components shall be 
labeled in accordance with EIA ANSI/TIA/EIA-606.  Penetrations in 
fire-rated construction shall be firestopped in accordance with Section 
07840A FIRESTOPPING.  Conduits, outlets and raceways shall be installed in 
accordance with Section 16415A ELECTRICAL WORK, INTERIOR.  Wiring shall be 
installed in accordance with EIA ANSI/TIA/EIA-568-A and as specified in 
Section 16415A ELECTRICAL WORK, INTERIOR.  Wiring, and terminal blocks and 
outlets shall be marked in accordance with EIA ANSI/TIA/EIA-606.  Cables 
shall not be installed in the same cable tray, utility pole compartment, or 
floor trench compartment with ac power cables.  Cables not installed in 
conduit or wireways shall be properly secured and neat in appearance and, 
if installed in plenums or other spaces used for environmental air, shall 
comply with NFPA 70 requirements for this type of installation.

3.1.1   Horizontal Distribution Cable

The rated cable pulling tension shall not be exceeded.  Cable shall not be 
stressed such that twisting, stretching or kinking occurs.  Cable shall not 
be spliced.   Copper cable not in a wireway shall be suspended a minimum of 
200 mm above ceilings by cable supports no greater than 1.5 m apart.  Cable 
shall not be run through structural members or in contact with pipes, 
ducts, or other potentially damaging items.  Placement of cable parallel to 
power conductors shall be avoided, if possible; a minimum separation of 300 
mm (12 inches)shall be maintained when such placement cannot be avoided.  
Cables shall be terminated; no cable shall contain unterminated elements.  
Minimum bending radius shall not be exceeded during installation or once 
installed.  Cable ties shall not be excessively tightened such that the 
transmission characteristics of the cable are altered.  In raised floor 
areas, cable shall be installed after the flooring system has been 
installed.  Cable 1.8 meterslong shall be neatly coiled not less than 300 mm
 in diameter below each feed point in raised floor areas.

3.1.2   Telecommunications Outlets

3.1.2.1   Faceplates

As a minimum each jack shall be labeled as to its function and a unique 
number to identify cable link.

3.1.2.2   Cables

Unshielded twisted pair  cable shall have a minimum of 150 mm of slack 
cable loosely coiled into the telecommunications outlet boxes.  Minimum 
manufacturers bend radius for each type of cable shall not be exceeded.

3.1.2.3   Pull Cords

Pull cords shall be installed in all conduit serving telecommunications 
outlets which do not initially have fiber optic cable installed.

3.1.3   Terminal Blocks
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Terminal blocks shall be mounted in orderly rows and columns.  Adequate 
vertical and horizontal wire routing areas shall be provided between groups 
of blocks.  Industry standard wire routing guides shall be utilized.

3.1.4   Unshielded Twisted Pair Patch Panels

Patch panels shall be mounted in equipment racks with sufficient modular 
jacks to accommodate the installed cable plant plus 10 percent spares. 
Cable guides shall be provided above, below and between each panel.

3.1.5   Equipment Racks

Open frame equipment racks shall be bolted to the floor.  Cable guides 
shall be bolted or screwed to racks.  Racks shall be installed level.  
Ganged racks shall be bolted together.  Ganged rack cabinets shall have 
adjacent side panels removed.  Wall mounted racks shall be secured to the 
mounting surface to prevent fully loaded racks from separating from the 
mounting surface.

3.1.6   Rack Mounted Equipment

Equipment to be rack mounted shall be securely fastened to racks by means 
of the manufacturer's recommended fasteners.

3.2   TERMINATION

Cables and conductors shall sweep into termination areas; cables and 
conductors shall not bend at right angles.  Manufacturer's minimum bending 
radius shall not be exceeded.  When there are multiple system type drops to 
individual workstations, relative position for each system shall be 
maintained on each system termination block or patch panel.

3.2.1   Unshielded Twisted Pair Cable

Each pair shall be terminated on appropriate outlets, terminal blocks or 
patch panels.  No cable shall be unterminated or contain unterminated 
elements.  Pairs shall remain twisted together to within the proper 
distance from the termination as specified in EIA ANSI/TIA/EIA-568-A.  
Conductors shall not be damaged when removing insulation.  Wire insulation 
shall not be damaged when removing outer jacket.

3.3   GROUNDING

Signal distribution system ground shall be installed in the 
telecommunications entrance facility and in each telecommunications closet 
in accordance with EIA ANSI/TIA/EIA-607 and Section 16415A ELECTRICAL WORK, 
INTERIOR.  Equipment racks shall be connected to the electrical safety 
ground.

3.4   ADDITIONAL MATERIALS

The Contractor shall provide the following additional materials required 
for facility startup.

a.  10 of each type outlet.

b.  10 of each type cover plate.

c.  1 of each type terminal block for each telecommunications closet.
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d.  1 Set of any and all special tools required to establish a cross 
connect and to change and/or maintain a terminal block.

3.5   ADMINISTRATION AND LABELING

3.5.1   Labeling

3.5.1.1   Labels

All labels shall be in accordance with EIA ANSI/TIA/EIA-606.

3.5.1.2   Cable

All cables will be labeled using color labels on both ends with unencoded 
identifiers per EIA ANSI/TIA/EIA-606.

3.5.1.3   Termination Hardware

All workstation outlets and patch panel connections will be labeled using 
color coded labels with unencoded identifiers per EIA ANSI/TIA/EIA-606.

3.6   TESTING

Materials and documentation to be furnished under this specification are 
subject to inspections and tests.  All components shall be terminated prior 
to testing.  Equipment and systems will not be accepted until the required 
inspections and tests have been made, demonstrating that the signal 
distribution system conforms to the specified requirements, and that the 
required equipment, systems, and documentation have been provided.

3.6.1   Unshielded Twisted Pair Tests

All metallic cable pairs shall be tested for proper identification and 
continuity.  All opens, shorts, crosses, grounds, and reversals shall be 
corrected.  Correct color coding and termination of each pair shall be 
verified in the communications closet and at the outlet.  Horizontal wiring 
shall be tested from and including the termination device in the 
communications closet to and including the modular jack in each room. 
Backbone wiring shall be tested end-to-end, including termination devices, 
from terminal block to terminal block, in the respective communications 
closets.  These test shall be completed and all errors corrected before any 
other tests are started.

3.6.2   Category 6 Circuits

All category 6 circuits shall be tested using a test set that meets the 
Class II accuracy requirements of EIA TIA/EIA-TSB-67 standard, including 
the additional tests and test set accuracy requirements of EIA 
ANSI/TIA/EIA-568-A-5.  Testing shall use the Basic Link Test procedure of 
EIA TIA/EIA-TSB-67, as supplemented by EIA ANSI/TIA/EIA-568-A-5.  Cables 
and connecting hardware which contain failed circuits shall be replaced and 
retested to verify the standard is met.

        -- End of Section --
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SECTION 16711

TELEPHONE SYSTEM, OUTSIDE PLANT

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI C62.61 (1993) Gas Tube Surge Arresters on Wire 
Line Telephone Circuits

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 2239 (1999) Polyethylene (PE) Plastic Pipe 
(SIDR-PR) Based on Controlled Inside 
Diameter

ELECTRONIC INDUSTRIES ALLIANCE (EIA)

EIA ANSI/EIA-455-81A-91 (1992) FOTP-81 Compound Flow (Drip) Test 
for Filled Fiber Optic Cable

EIA ANSI/EIA/TIA-455-30B (1991) FOTP-30 Frequency Domain 
Measurement of Multimode Optical Fiber 
Information Transmission Capacity

EIA ANSI/EIA/TIA-455-53A (1990) FOTP-53 Attenuation by Substitution 
Measurement for Multimode Graded-Index 
Optical Fibers or Fiber Assemblies Used in 
Long Length Communications Systems

EIA ANSI/EIA/TIA-455-78A-98 (1990; R 1998) FOTP-78 Spectual 
Attenuation Cutback Measurement for Single 
Mode Optical Fibers

EIA ANSI/TIA/EIA-568-A (1995; Addendum 3 1998) Commercial 
Building Telecommunications Cabling 
Standard

EIA ANSI/TIA/EIA-607 (1994) Commercial Building Grounding and 
Bonding Requirements for Telecommunications

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE C2 (2002) National Electrical Safety Code

INSULATED CABLE ENGINEERS ASSOCIATION (ICEA)

ICEA S-85-625 (1996) Airecore, Polyolefin Insulated, 
Copper Conductor Telecommunications Cable
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NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2002) National Electrical Code

U.S. DEPARTMENT OF AGRICULTURE (USDA)

RUS REA Bull 345-39 (1985) Telephone Sectio Protectors

RUS 345-50 (1979) Trunk Carrier Systems

RUS 345-65 (1985) Shield Bonding Connectors

RUS 345-72 (1995) Field Splice Closures

RUS REA Bull 345-151 (1989) Conduit and Manhole Construction, 
REA Form 515c

RUS Bull 1751F-635 (1996) Aerial Plant Construction

RUS Bull 1751F-643 (1998) Underground Plant Design

RUS Bull 1753F-302 (1994) Outside Plant Housings and Serving 
Area Interface Systems

RUS Bull 1753F-401 (PC-2) (1995) RUS Standard for Splicing Copper 
and Fiber Optic Cables

RUS IP 344-2 (1999) List of Materials Accceptable for 
Use on Telecommunications Systems of RUS 
Borrowers

RUS REA Bull 1751F-641 (1995) Construction of Buried Plant

RUS REA Bull 1753F-201 (1976) Acceptance Tests and Measurements 
of Telephone Plant

RUS REA Bull 1753F-205 (1993) REA Specification for Filled 
Telephone Cables

RUS REA Bull 1753F-207 (1994) Terminating (TIP) Cable

RUS REA Bull 1753F-208 (1993) Filled Telephone Cables with 
Expanded Insulation

RUS REA Bull 1753F-601 (PE-90) (1994) REA Specification for Filled Fiber 
Optic Cables

UNDERWRITERS LABORATORIES (UL)

UL 497 (1995; Rev Oct 1999) Protectors for Paired 
Conductor Communication Circuits

UL 50 (1995; Rev thru Nov 1999) Enclosures for 
Electrical Equipment 

 
1.2   SYSTEM DESCRIPTION

The outside plant system shall consist of all cable, conduit, manholes, 
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poles, etc. required to provide signal paths from the closest point of 
presence to the new facility, including free standing frames or backboards, 
terminating cables, lightning and surge protection modules at the entry 
facility.  The work consists of furnishing, installing, testing and making 
operational a complete outside plant system for continuous use.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Telephone System; 
Installation; 

  Detail drawings, consisting of a complete list of equipment and 
material, including manufacturer's descriptive and technical 
literature, performance charts and curves, and catalog cuts.  
Detail drawings shall also contain complete configuration 
information, wiring diagrams and any other details required to 
demonstrate that the cable system has been coordinated to support 
the transmission systems identified in the specifications and 
drawings.  Drawings shall show proposed layout and anchorage of 
equipment and appurtenances, and equipment relationship to other 
parts of the work including clearance for maintenance and 
operations.

Record Drawings; G

  Record drawings for the installed wiring system showing the 
actual location of all cable terminations, splices, routing, and 
size and type of all cables.  The identifier for each termination 
and cable shall appear on the drawings.  The drawings shall 
include gauge and pair or fiber count for each cable, duct and 
innerduct arrangement, or conductor assignment of outside plant, 
and protector and connector block layout at the termination points 
after installation.

SD-03 Product Data

Spare Parts; 
Equipment; 

  A data list of recommended spare parts, tools, and test 
equipment for each different item of material and equipment 
specified prior to beneficial occupancy.  The data shall include a 
complete list of parts and supplies, with current unit prices and 
source of supply.

Installation; G

  Printed copies of the manufacturer's recommendations for the 
material being installed, prior to installation.  Installation of 
the item will not be allowed to proceed where installation 
procedures, or any part thereof, are required to be in accordance 
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with those recommendations until the recommendations are received 
and approved.

Acceptance Tests; G

  Test plans defining all tests required to ensure that the system 
meets specified requirements.  The test plans shall define 
milestones for the tests, equipment, personnel, facilities, and 
supplies required.  The test plans shall identify the capabilities 
and functions to be tested.

Cutover and Records; G

  The cutover plan shall provide procedures and schedules for 
relocation of facility station numbers without interrupting 
service to any active location.

SD-06 Test Reports

Acceptance Tests; 

  Test reports in booklet form showing all field tests performed, 
upon completion and testing of the installed system.  Measurements 
shall be tabulated on a pair by pair or strand by strand basis.

SD-07 Certificates

Telephone System; 

  Proof that the items furnished under this section conform to the 
specified requirements in FCC, ICEA, REA, RUS, ANSI, ASTM, NFPA, 
EIA, or UL, where materials and equipment are so specified.

Qualifications; G

  The qualifications of the manufacturer, splicer, and 
installation supervisor as specified.

1.4   QUALIFICATIONS

1.4.1   Cable Installers

Installation shall be under the direct supervision of an individual with a 
minimum of 3 years experience in the installation of the specified copper 
and fiber optic cable and components.

1.4.2   Cable Splicing and Termination

All cable splicers shall have training in the proper techniques and have a 
minimum of 3 years experience in splicing and terminating the specified 
cables.  Modular splices shall be performed by factory certified personnel 
or under direct supervision of factory trained personnel for products used.

1.4.3   Manufacturers

The cable, equipment, and hardware provided shall be from manufacturers 
that have a minimum of 3 years experience in producing the types of cable, 
equipment, and hardware specified.
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1.5   DELIVERY AND STORAGE

1.5.1   Cable Requirements

All cable shall be shipped on reels.  The diameter of the drum shall be 
large enough to prevent damage to the cable during reeling and unreeling.  
The reels shall be constructed to prevent damage during shipment and 
handling.  The outer end of the cable shall be securely fastened to the 
reel head to prevent the cable from becoming loose in transit.  The inner 
end of the cable shall project into a slot in the side of the reel, or into 
a housing on the inner slot of the drum, with sufficient length to make it 
available for testing.  The inner end shall be fastened to prevent the 
cable from becoming loose during installation.  End seals shall be applied 
to each of the cables to prevent moisture from entering the cable.  The 
reels with cable shall be suitable for outside storage conditions when the 
temperature ranges from minus 40 to plus 65 degrees C,  with relative 
humidity from 0 to 100 percent.

1.5.2   Equipment

All equipment shall be stored with protection from the weather, humidity 
and temperature variations, dirt and dust, or other contaminants, in 
accordance with the manufacturer's requirements.

PART 2   PRODUCTS

2.1   STANDARD PRODUCTS

Materials and equipment shall be the standard products of a manufacturer 
regularly engaged in the manufacture of such products and shall be the 
manufacturer's latest standard design that has been in satisfactory use for 
at least 2 years prior to bid opening.  Each major component of equipment 
shall have the manufacturer's name and type identified on the equipment.  
All products supplied shall be specifically designed and manufactured for 
use with outside plant communications systems.  All items of the same class 
of equipment shall be the products of a single manufacturer.

2.2   CABLE

2.2.1   Copper Conductor Cable

Copper conductor cable shall conform to the following:

2.2.1.1   Underground

Cable shall be manufactured per RUS REA Bull 1753F-205 or RUS REA Bull 
1753F-208.  A 0.2 mm  coated aluminum or 0.12 mm ( copper metallic shield 
shall be provided.

2.2.1.2   Screened

Screened cable shall comply with RUS REA Bull 1753F-205 or RUS REA Bull 
1753F-208.

2.2.2   Fiber Optic Cable

Fiber optic cable shall be specifically designed for outside use with tight 
or loose buffer construction.  The tight buffer optical fiber cable shall 
consist of a central glass optical fiber surrounded by a soft intermediate 
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buffer to allow for thermal expansions and proper fitting of the secondary 
buffer.  The loose buffer optical fiber cable shall have the glass optical 
fiber within a filled loose tube.  All fiber optic cables used shall 
conform to the requirements of RUS REA Bull 1753F-601 (PE-90) including any 
special requirements made necessary by a specialized design.

2.2.2.1   Cable Cores

A central, nonmetallic core member shall be included to serve as a cable 
core foundation to reduce strain on the fibers, but not to serve as a 
pulling strength member.

2.2.2.2   Singlemode Optical Fiber

Singlemode fiber optic backbone cable shall meet the requirements of ICEA 
S-83-596 and the following:  operation at a center wavelength of 1310 and 
1550 nm; core/cladding diameter 8.3 nominal/125 micrometer; maximum 
attenuation 2.0 dB/km at 1300 nm, 1.75 dB/km at 1550 nm .  Numerical 
aperture for each fiber shall be a minimum of 0.10.  Cable construction 
shall be tight buffered type.  Cable shall be imprinted with fiber count 
and aggregate length at regular intervals.  Individual fibers shall be 
color coded for identification.  Cable shall be rated OFNG per NFPA 70.

2.2.2.3   Shielding or Other Metallic Covering

A copper, copper alloy, or copper and steel laminate metallic covering or 
shield shall be provided per RUS REA Bull 1753F-601 (PE-90).

2.2.2.4   Performance Requirements

The fiber optic cable shall comply with the specified mechanical 
performance requirements while used in buried and underground duct 
applications where the temperature varies from minus 20 to plus 60 degrees 
C.   Optical performance degradation shall be less than 5 percent of the 
optical performance requirements in the temperature range of minus 20 to 
plus 60 degrees C.   The fiber optic cable shall not be damaged in storage 
where the temperature may vary from minus 40 to plus 65 degrees C. 

2.3   CLOSURES

2.3.1   Copper Conductor Closures

2.3.1.1   Underground Closure

Underground closures shall conform to RUS 345-72.  The closure shall be of 
thermoplastic, thermoset, or stainless steel material and be suitable for 
use in a vault or manhole.

2.3.2   Fiber Optic Closures

2.3.2.1   Fiber Optic Underground

The underground closure shall be suitable to house a splice organizer in a 
protective housing.  An encapsulating compound shall be poured into this 
enclosure.  The closure shall be of thermo-plastic, thermoset-plastic, or 
stainless steel material and suitable for use in a vault or manhole.  The 
encapsulating compound shall be re-enterable and shall not alter the 
chemical stability of the closure.
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2.4   CABLE SPLICES AND ORGANIZERS

2.4.1   Copper Cable Splices

All cables greater than 25 pairs shall be spliced using modular splicing 
connectors, which accommodate 25 pairs of conductors at a time.  The 
correct connector size shall be used to accommodate the wire gauge of the 
cable to be spliced.  The connectors used shall be listed in RUS IP 344-2.

2.4.2   Fiber Optic Cable Splices

Each fiber optic splice shall be physically protected by a splice kit.  The 
kit shall be specially designed for the splice.

2.4.3   Fiber Optic Splice Organizer

The splice organizer shall be suitable for housing fiber optic splices in a 
neat and orderly fashion.  The splice organizer shall allow for a minimum 
of 1 m  of fiber for each fiber within the cable to be neatly stored 
without kinks or twists.  The splice organizer shall accommodate individual 
strain relief for each splice.  The splice organizer shall allow for future 
maintenance or modification, without damage to the cable or splices.  All 
required splice organizer hardware, such as splice trays, protective glass 
shelves, and shield bond connectors shall be provided in the organizer kit.

2.5   CABLE TERMINALS

2.5.1   Cross-connect Cable Terminals

Cross-connect cable terminals shall be weatherproofed for outdoor use and 
suitable for pole, pad, or stake mounting.  The terminal shall be equipped 
with mounting columns and distribution rings for jumper-wire routing.  The 
terminal shall be of aluminum or steel construction and ribbed for strength.

2.6   MANHOLE AND DUCT

All manhole and duct products shall conform to RUS Bull 1751F-643.

2.6.1   New Manholes

New manholes shall be equipped with pulling-in irons, cable racks, and 
ground rod, and conform to the requirements of  RUS REA Bull 345-151.  
Manholes shall be a minimum of 3.7 m long by 1.8 m wide by 2.0 m high .  
Manholes shall be designed so that the main trunk conduits enter and exit 
near the center of the ends, and lateral conduits exit on the sides near 
the corners.  Manholes may be pre-cast or cast in place.

2.6.2   Manhole Overbuilds

Existing manholes which are enlarged as part of this project shall be 
equipped with new pulling-in irons, cable racks, and ground rod.

2.6.3   Duct/Conduit

Conduit shall be furnished as specified in Sections 16415 ELECTRICAL WORK, 
INTERIOR and 16375 ELECTRICAL DISTRIBUTION SYSTEM, UNDERGROUND and as shown 
on project drawings.

2.6.4   Innerduct
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Innerduct shall be SIDR 11.5 polyethylene plastic pipe conforming to ASTM D 
2239.

2.7   EQUIPMENT RACKS

Distribution frames shall be provided as shown and designed to mount 
connector blocks, protector blocks, cross connects, and other hardware 
required to terminate and protect the outside telephone plant cable; to 
provide a demarcation point between inside and outside plant cable; and to 
allow inside and outside plant cable to be cross connected.

2.7.1   Equipment Mounting Backboard

Backboards shall be 19 mm  AC plywood, sized as shown, painted with white 
or light colored, fire-resistant paint.

2.8   CONNECTOR BLOCKS

Connector blocks consisting of flame-retardant molded plastic fastened to a 
metal mounting bar shall be provided to terminate the outside plant cable 
with pair counts as shown.  The connector blocks shall be of 100-pair block 
size and equipped with protection modules.  The connector blocks shall be 
24 gauge stub type.  The cable stubs shall be 100 pair and conform to RUS 
REA Bull 1753F-207.

2.8.1   Connectors

Connectors shall be ST type with ceramic ferrule material with a maximum 
insertion loss of .5 dB.  Connectors shall meet performance requirements of 
EIA ANSI/TIA/EIA-568-B.  Connectors shall be field installable.  Connectors 
shall utilize adhesive for fiber attachment to ferrule.  Connectors shall 
terminate fiber sizes as required for the service.  Station cable 
faceplates shall be provided and shall be ivory in color, impact resistant 
plastic , single gangor double gang as indicated, with double-sided female 
ST coupler.  Mounting plates shall be provided for system furniture and 
shall match the furniture system in color.

2.9   PROTECTOR MODULES

The protector modules shall be of the two-element gas tube type.  
Protection modules shall be heavy duty, A>10 kA, B>400, C>65A where A is 
the maximum single impulse discharge current, B is the impulse life and C 
is the AC discharge current per ANSI C62.61.  The gas modules shall shunt 
high voltage to ground, fail short, be equipped with an external spark gap 
and heat coils, and shall comply with UL 497.

2.10   FIBER-OPTIC TERMINATIONS

2.10.1   Fiber Optic Connectors

All outside plant fiber strands shall be terminated in a ST type fiber 
optic connector, with ceramic ferrule material and a maximum insertion loss 
of 0.5 dB.  Connectors shall meet performance standards of EIA 
ANSI/TIA/EIA-568-A.  If pre-connectorized cable assemblies or pigtails are 
used, the connectors shall be terminated on a 3 m3 m  length of 
single-fiber cable.  The single-fiber cable shall contain a buffered 
optical fiber of the same type and specification as that used in the 
multi-fiber cable.
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2.10.2   Fiber Optic Patch Panels

Patch panels shall be a complete system of components by a single 
manufacturer, and shall provide termination, splice storage, routing, 
radius limiting, cable fastening, storage, and cross-connection.  Patch 
panels shall be 480 mm  rack mounted panels.  Patch panels shall provide 
strain relief for cables.  Panels shall be provided with labeling space.  
Patch panel connectors and couplers shall be the same type and 
configuration as used elsewhere in the system.

2.11   MISCELLANEOUS ITEMS

2.11.1   Shield Connectors

Shield connectors shall make a stable, low-impedance electrical connection 
between the shield of the communications cable and a conductor such as a 
strap, bar, or wire.  The connector shall be made of tin-plated tempered 
brass.  Shield bond connectors shall comply with RUS 345-65.

2.11.2   Grounding Braid

Grounding braid shall provide low electrical impedance connections for 
dependable shield bonding.  The braid shall be made from flat tin-plated 
copper.

2.11.3   Warning Tape

Marking and locating tape shall be acid and alkali resistant polyethylene 
film, 150 mm  wide with a minimum strength of 12.1 MPa lengthwise and 10.3 
MPa  crosswise.  The tape shall be manufactured with integral wires, foil 
backing, or other means to enable detection by a metal detector when the 
tape is buried up to 1 m deep.  The metallic core shall be encased in a 
protective jacket or provided with other means to protect it from corrosion 
and shall be specifically manufactured for marking and locating underground 
utilities.  The warning tape shall be orange in color and continuously 
imprinted with the words "WARNING - COMMUNICATIONS CABLE BELOW" at not more 
than 1.2 m intervals.

2.11.4   Cable Warning Signs

Cable warning signs, which identify the route of buried cable, shall be 
stake mounted.  The stake shall be driven into undisturbed soil and the 
sign shall be mounted to the stake in accordance with the manufacturer's 
instructions.  Warning signs shall be placed at intervals of no more than 
152.5 m and at each change of direction in the cable route.  Warning signs 
shall also be placed on each side of every crossing of surface obstacles 
such as roads, railroads, stream crossings, or any similar crossing where 
excavation is likely to occur.

PART 3   EXECUTION

3.1   INSTALLATION

All system components and appurtenances shall be installed in accordance 
with the manufacturer's instructions and as shown.  All installation work 
shall be done in accordance with the safety requirements set forth in the 
general requirements of IEEE C2 and NFPA 70.
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3.1.1   Cable Inspection and Repair

All cable and wire used in the construction of the project shall be handled 
with care.  Each reel shall be inspected for cuts, nicks or other damage.  
All damage shall be repaired to the satisfaction of the Contracting 
Officer.  The reel wrap shall remain intact on the reel until the cable or 
wire is ready to be placed.

3.1.2   Underground Cable

Underground cable installation shall be accomplished in accordance with the 
requirements set forth in RUS REA Bull 1751F-641.

3.1.2.1   Cable Pulling

For cable installed in ducts and conduit, a cable feeder guide shall be 
used, between the cable reel and the face of the duct and conduit, to 
protect the cable and guide it into the duct and conduit as it is paid off 
the reel.  As the cable is paid off the reel, it shall be inspected for 
jacket defects.  Precautions shall be taken during installation to prevent 
the cable from being kinked or crushed.  A pulling eye shall be attached to 
the cable and used to pull the cable through the duct and conduit system.  
Cable shall be hand fed and guided through each manhole.  As the cable is 
paid off the reel into the cable feeder guide, it shall be sufficiently 
lubricated with a type of lubricant recommended by the cable manufacturer.  
Where the cable is pulled through a manhole, additional lubricant shall be 
applied at all intermediate manholes.  Dynamometers or load-tension 
instruments shall be used to ensure that the pulling line tension does not 
exceed the installation tension value specified by the cable manufacturer.  
The mechanical stress placed upon a cable during installation shall not 
cause the cable to be twisted or stretched.

3.1.2.2   Penetrations for Cable Access

Penetrations in walls, ceilings or other parts of the building, made to 
provide for cable access, shall be caulked and sealed.  Where conduits and 
ducts pass through fire walls, fire partitions, above grade floors, and 
fire rated chase walls, the penetration shall be sealed with fire stopping 
materials as specified in section 07840 FIRE STOPPING.  Fire stopped 
penetrations shall not compromise the fire rating of the walls or floors.  
All underground building entries shall be through waterproof facilities.

3.1.2.3   Cable Bends

Telephone cable bends shall have a radius of not less than 10 times the 
cable diameter.  Only large radius sweeps shall be used in conduit runs and 
shall not exceed a cumulative 90 degrees between manholes.

3.1.3   Manhole and Ducts

Manhole and duct systems shall be installed in accordance with Section 16375
ELECTRICAL DISTRIBUTION SYSTEM, UNDERGROUND.  Manholes shall be placed in 
line with the main duct.  Splice cases shall be mounted in the center on 
the long sides.  Lateral conduits shall exit the long sides near the 
corners.

3.1.3.1   Innerduct Installation

Innerduct shall be pulled through existing duct-manhole system in 
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continuous sections.  Splices, joints, couplings, or connections of any 
type will not be allowed between manholes.  Innerduct shall be plugged at 
both ends with polyurethane foam duct seal; this material shall also be 
inserted between the innerduct and the duct if cables are placed in the 
innerducts.  Only one cable shall be installed in a given innerduct.  
Existing and new unoccupied innerducts shall be trimmed leaving 50 mm  
exposed.

3.1.3.2   Pull Cord

Pull cords of 10 mm  polypropylene shall be installed in all unused ducts 
and inner-ducts with a minimum of 610 mm  spare cord protruding from each 
end.

3.1.4   Surge Protection

Except for fiber optic cable, all cables and conductors, which serve as 
communication lines, shall have surge protection meeting the requirements 
of RUS 345-50 installed at the entry facility.

3.2   SPLICING

3.2.1   Copper Conductor Splices

Copper conductor cable splicing shall be accomplished in accordance with 
RUS Bull 1753F-401 (PC-2).  Modular splicing shall be used on all cables 
larger than 25 pairs.

3.2.2   Fiber Optic Splices

Fiber optic splicing shall be in accordance with the manufacturer's 
recommendation; each splice shall have a loss of less than 0.1 dB.

3.3   GROUNDING

Except where specifically indicated otherwise, all exposed non-current 
carrying metallic parts of telephone equipment, cable sheaths, cable 
splices, and terminals shall be grounded.  Grounding shall be in accordance 
with requirements of NFPA 70, Articles 800-33 and 800-40.

3.3.1   Ground Bars

3.3.1.1   Telecommunications Master Ground Bar (TMGB)

A copper TMGB shall be provided, in accordance with EIA ANSI/TIA/EIA-607, 
to be the hub of the basic grounding system by providing a common point of 
connection for ground from outside cable, MDF, and equipment.  The TMGB 
shall have a ground resistance, including ground, of 10 ohms or less.

3.3.1.2   Telecommunications Ground Bar (TGB)

Copper TGB shall be provided in accordance with EIA ANSI/TIA/EIA-607 in 
each communications closet and room and each frame.  The TGB shall be 
connected to the TMGB in accordance with EIA ANSI/TIA/EIA-607.  Each TGB 
shall be connected to the TMGB by the most direct route utilizing a copper 
wire conductor with a total resistance of less than 0.01 ohms.

3.3.2   Incoming Outside Plant Cables
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All incoming outside plant cable shields shall be bonded directly to the 
TMGB or the closest TGB.

3.3.3   Cable Stubs

All shields of cable stubs shall be bonded to a TGB located on the frame.

3.3.4   Shields

The shields of all incoming cables shall not be bonded across the splice to 
the cable stubs.

3.3.5   Protection Assemblies

The protector assemblies shall be mounted directly on the vertical frame 
ironwork.  The assemblies mounted on each vertical frame shall be connected 
with a No. 6 AWG copper conductor to provide a low resistance path to the 
TGB.

3.3.6   Manholes

The shields of all cables in each manhole shall be bonded together by a 
bonding wire or ribbon.  At intermediate manholes, where the cable is 
pulled through without a sheath opening, bonds are not required.  If the 
manhole has a lacerating bonding ribbon, the shields of spliced cables 
shall be attached to it.

3.4   CUTOVER AND RECORDS

All necessary transfers and cutovers, shall be accomplished by the 
Contractor.

3.5   ACCEPTANCE TESTS

The Contractor shall provide all personnel, equipment, instrumentation, and 
supplies necessary to perform all required testing.  Notification of any 
planned testing shall be given to the Contracting Officer at least 14 days 
prior to any test; testing shall not proceed until after the Contractor has 
received written Contracting Officer's approval of the test plans as 
specified.  The test plans shall define all the tests required to ensure 
that the system meets technical, operational, and performance 
specifications.  The test plans shall define milestones for the tests, 
equipment, personnel, facilities, and supplies required.  The test plans 
shall identify the capabilities and functions to be tested.

3.5.1   Copper Conductor Cable

The following acceptance tests shall be performed in accordance with RUS 
REA Bull 1753F-201:

a.  Shield continuity.

b.  Conductor continuity.

c.  Conductor insulation resistance.

d.  DC loop resistance.

3.5.2   Fiber Optic Cable
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Two optical tests shall be performed on all optical fibers: Optical Time 
Domain Reflectometry (OTDR) Test, and Attenuation Test.  In addition, a 
Bandwidth Test shall be performed on all multi-mode optical fibers.  These 
tests shall be performed on the completed end-to-end spans which include 
the near-end pre-connectorized single fiber cable assembly, outside plant 
as specified, and the far-end pre-connectorized single fiber cable assembly.

3.5.2.1   OTDR Test

The OTDR test shall be used to determine the adequacy of the cable 
installations by showing any irregularities, such as discontinuities, 
micro-bendings, improper splices, for the cable span under test.  Hard copy 
fiber signature records shall be obtained from the OTDR for each fiber in 
each span and shall be included in the test results.  The OTDR test shall 
be measured in both directions.  A reference length of fiber, 1 km minimum, 
used as the delay line shall be placed before the new end connector and 
after the far end patch panel connectors for inspection of connector 
signature.  The OTDR test shall be conducted in accordance with EIA 
ANSI/EIA-455-81A-91 for single-mode fiber and EIA ANSI/EIA/TIA-455-78A-98 
for multi-mode fiber.  Splice losses shall not exceed 0.1db.  Attenuation 
losses shall not exceed 0.5 db/km at 1310 nm and 1550 nm for single-mode 
fiber.  Attenuation losses shall  not exceed 5.0 db/km at 850 nm and 1.5 
db/km at 1300 nm for multi-mode fiber.

3.5.2.2   Attenuation Test

End-to-end attenuation measurements shall be made on all fibers, in both 
directions, using a 850and 1300 nanometer light source at one end and the 
optical power meter on the other end to verify that the cable system 
attenuation requirements are met.  The measurement method shall be in 
accordance with EIA ANSI/EIA/TIA-455-53A.

3.5.2.3   Bandwidth Test

The end-to-end bandwidth of all multi-mode fiber span links shall be 
measured by the frequency domain method.  The bandwidth shall be measured 
in both directions on all fibers.  The bandwidth measurements shall be in 
accordance with EIA ANSI/EIA/TIA-455-30B.

        -- End of Section --

DACA67-03-T-2003 SECTION 16711  Page 13 R0003



This page was intentionally left blank for duplex printing.



ADAL Fitness Center, Mt Home AFB, ID 03002

SECTION 16751

CLOSED CIRCUIT TELEVISION SYSTEMS

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

47 CFR 15 Radio Frequency Devices

ELECTRONIC INDUSTRIES ALLIANCE (EIA)

EIA 170 (1957) Electrical Performance Standards - 
Monochrome Television Studio Facilities

EIA ANSI/EIA/TIA-232-F (1997) Interface Between Data Terminal 
Equipment and Data Circuit-Terminating 
Equipment Employing Serial Binary Data 
Interchange

EIA ANSI/EIA-310-D (1992) Cabinets, Racks, Panels, and 
Associated Equipment

EIA ANSI/EIA-330 (1968) Electrical Performance Standards 
for Closed Circuit Television Camera 
525/60 Interlaced 2:1

EIA ANSI/EIA-375-A-1976 (1974) Electrical Performance Standards 
for Direct View Monochrome Closed Circuit 
Television Monitors 525/60 Interlaced 2:1

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE C2 (2002) National Electrical Safety Code

IEEE C62.41 (1991; R 1995) Surge Voltages in 
Low-Voltage AC Power Circuits

IEEE Std 142 (1991) IEEE Recommended Practice for 
Grounding of Industrial and Commercial 
Power Systems

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA 250 (1997) Enclosures for Electrical Equipment 
(1000 Volts Maximum)

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2002) National Electrical Code
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UNDERWRITERS LABORATORIES (UL)

UL 1410 (1997; R Nov 1998) Television Receivers 
and High-Voltage Video Products

1.2   SYSTEM DESCRIPTION

1.2.1   General

The Contractor shall configure the system as described and shown.  All 
television equipment shall conform to EIA 170 or current industry standars 
for a digital video system.  The system shall include all connectors, 
adapters, and terminators necessary to interconnect all equipment.  The 
Contractor shall also supply all cabling necessary to interconnect the 
closed circuit television (CCTV) equipment.

1.2.2   System Overall Reliability Requirement

The system, including all components and appurtenances, shall be configured 
and installed to yield a mean time between failure (MTBF) of at least 5,000 
hours, and shall be calculated based on the configuration specified in 
paragraph "System Overall Reliability Calculations."

1.2.3   Power Line Surge Protection

All equipment connected to AC power shall be protected from surges.  
Equipment protection shall withstand surge test waveforms described in IEEE 
C62.41.  Fuses shall not be used for surge protection.

1.2.4   Video and Sync Signal Transmission Line Surge Protection

All cable, except fiber optic cable, used for sync or video signal 
transmission shall include protective devices to safeguard the CCTV 
equipment against surges.  The surge suppression device shall not attenuate 
or reduce the video or sync signal under normal conditions.  The surge 
suppression device shall be capable of dissipating not less than 1500 watts 
for 1 millisecond, and the response time from zero volts to clamping shall 
not be greater than 5 nanoseconds.  Fuses shall not be used for surge 
protection.

1.2.5   Control Line Surge Protection

All cables and conductors, except fiber optic cables, which serve as 
communication, control, or signal lines shall be protected against surges 
and shall have surge protection installed at each end.  Protection shall be 
furnished at the equipment and additional triple electrode gas surge 
protectors rated for the application on each wireline circuit shall be 
installed within 1 m of the building cable entrance.  Fuses shall not be 
used for surge protection.  The inputs and outputs shall be tested in both 
normal mode and common mode using the following waveforms:

a.  A 10 microsecond rise time by 1000 microsecond pulse width 
waveform with a peak voltage of 1500 volts and a peak current of 
60 amperes.

b.  An 8 microsecond rise time by 20 microsecond pulse width waveform 
with a peak voltage of 1000 volts and a peak current of 500 
amperes.
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1.2.6   Power Line Conditioners

A power line conditioner shall be furnished for the security console CCTV 
equipment.  The power line conditioner shall be of the ferroresonant 
design, with no moving parts and no tap switching, while electrically 
isolating the secondary from the power line side.  The power line 
conditioner shall be sized for 125 percent of the actual connected kVA 
load.  Characteristics of the power line conditioner shall be as follows:

a.  At 85 percent load, the output voltage shall not deviate by more 
than plus or minus 1 percent of nominal when the input voltage 
fluctuates between minus 20 percent to plus 10 percent of nominal.

b.  During load changes of zero to full load, the output voltage shall 
not deviate by more than plus or minus 3 percent of nominal.  Full 
correction of load switching disturbances shall be accomplished 
within 5 cycles, and 95 percent correction shall be accomplished 
within 2 cycles of the onset of the disturbance.

c.  Total harmonic distortion shall not exceed 3-1/2 percent at full 
load.

1.2.7   Environmental Conditions

1.2.7.1   Field Equipment

The cameras and all other field equipment shall be rated for continuous 
operation under ambient environmental conditions of minus 10.0 degrees C to 
55 degrees C (14 degrees to 131 degrees F) using no auxiliary heating or 
cooling equipment.  Equipment shall be rated for continuous operation under 
the ambient environmental temperature, humidity, and vibration conditions 
specified or encountered for the installed location.

1.2.7.2   Monitoring Station Equipment

Monitoring station equipment shall, unless designated otherwise, be rated 
for continuous operation under ambient environmental conditions of 15.6 
degrees C to 29.4 degrees C (60 degrees F to 85 degrees F) and a relative 
humidity of 20 to 80 percent.

1.2.8   Electrical Requirements

Electrically powered equipment shall operate on 120 volt, 60 Hz AC sources 
as shown.  Equipment shall be able to tolerate variations in the voltage 
source of plus or minus 10 percent, and variations in the line frequency of 
plus or minus 2 percent with no degradation of performance.

1.3   DELIVERY OF TECHNICAL DATA AND COMPUTER SOFTWARE

All items of computer software and technical data (including technical data 
which relates to computer software), which are specifically identified in 
this specification shall be delivered strictly in accordance with the 
CONTRACT CLAUSES, SPECIAL CONTRACT REQUIREMENTS, Section 01330 SUBMITTAL 
PROCEDURES, and in accordance with the Contract Data Requirements List 
(CDRL), DD Form 1423, which is attached to and thereby made a part of this 
contract.  All data delivered shall be identified by reference to the 
particular specification paragraph against which it is furnished.  
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1.3.1   Group I Technical Data Package

1.3.1.1   System Drawings

The data package shall include the following:

a.  System block diagram.

b.  CCTV system console installation, block diagrams, and wiring 
diagrams.

c.  Monitoring station installation, interconnection with equipment, 
block diagrams and wiring diagrams.

d.  Camera wiring and installation drawings.

e.  Pan/tilt mount wiring and installation drawings.

f.  Interconnection with video signal transmission system, block 
diagrams and wiring diagrams.

g.  Surge protection device installation.

1.3.1.2   Manufacturers' Data

The data package shall include manufacturers' data for all materials and 
equipment and security center equipment provided under this specification.

1.3.1.3   System Description and Analyses

The data package shall include complete system descriptions, analyses and 
calculations used in sizing the equipment required by these specifications. 
Descriptions and calculations shall show how the equipment will operate as 
a system to meet the performance of this specification.  The data package 
shall include the following:

a.  Switcher matrix size.

b.  Camera call-up response time.

c.  System start up and shutdown operations.

d.  Switcher programming instructions.

e.  Switcher operating and maintenance instructions.

f.  Manuals for CCTV equipment.

g.  Data entry forms.

1.3.1.4   Software Data

The data package shall consist of descriptions of the operation and 
capability of system and application software as specified.

1.3.1.5   Overall System Reliability Calculations

The data package shall include all manufacturer's reliability data and 
calculations required to show compliance with the specified reliability. 
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The calculations shall be based on all CCTV equipment associated with one 
camera circuit and the console CCTV equipment, excluding the data 
transmission media (DTM).

1.3.1.6   Certifications

All specified manufacturer's certifications shall be included with the data 
package.

1.3.2   Group II Technical Data Package

The Contractor shall verify that site conditions are in agreement with the 
design package.  The Contractor shall submit a report to the Government 
documenting changes to the site, or conditions that affect performance of 
the system to be installed.  For those changes or conditions which affect 
system installation or performance, provide (with the report) specification 
sheets, or written functional requirements to support the findings, and a 
cost estimate to correct the deficiency.  The Contractor shall not correct 
any deficiency without written permission from the Government.

1.3.3   Group III Technical Data Package

The Contractor shall prepare test procedures and reports for the 
predelivery test.  The Contractor shall deliver the predelivery test 
procedures to the Government for approval.  After receipt by the Contractor 
of written approval of the predelivery test procedures, the Contractor may 
schedule the predelivery test.  The final predelivery test report shall be 
delivered after completion of the predelivery test.

1.3.4   Group IV Technical Data Package

The Contractor shall prepare test procedures and reports for the 
performance verification test and the endurance test.  The Contractor shall 
deliver the performance verification test and endurance test procedures to 
the Government for approval.  After receipt by the Contractor of written 
approval of the test procedures, the Contractor may schedule the tests.  
The contractor shall provide a report detailing the results of the field 
test and a video tape as specified in paragraph "Contractor's Field 
Testing." The final performance verification and endurance test report 
shall be delivered after completion of the tests.

1.3.4.1   Operation and Maintenance Manuals

A draft copy of the operation and maintenance manuals, as specified for the 
Group V technical data package, shall be delivered to the Government prior 
to beginning the performance verification test for use during site testing.

1.3.4.2   Training Documentation

Lesson plans and training manuals for the training phases, including type 
of training to be provided with a sample training report, and a list of 
reference material, shall be delivered for approval.

1.3.4.3   Data Entry

The Contractor shall enter all data needed to make the system operational.  
The Contractor shall deliver the data to the Government on data entry 
forms, utilizing data from the contract documents, Contractor's field 
surveys, and all other pertinent information in the Contractor's possession 
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required for complete installation of the data base.  The Contractor shall 
identify and request from the Government, any additional data needed to 
provide a complete and operational CCTV system.  The completed forms shall 
be delivered to the Government for review and approval at least 90 days 
prior to the Contractor's scheduled need date.

1.3.4.4   Graphics

Where graphics are required and are to be delivered with the system, the 
Contractor shall create and install all graphics needed to make the system 
operational.  Graphics shall have sufficient level of detail for the system 
operator to assess the alarm.  The Contractor shall supply hard copy, color 
examples at least 203.2 by 254.0 mm (8 by 10 inches) in size, of each type 
of graphic to be used for the completed CCTV system.  If the video switcher 
does not use a monitor for display of system information, the Contractor 
shall provide examples of the video annotation used for camera 
identification.  The graphics examples shall be delivered to the Government 
for review and approval at least 90 days prior to the Contractor's 
scheduled need date.

1.3.5   Group V Technical Data Package

Final copies of each of the manufacturer's commercial manuals arranged as 
specified bound in hardback, loose-leaf binders, shall be delivered to the 
Government within 30 days after completing the endurance test.  The draft 
copy used during site testing shall be updated prior to final delivery of 
the manuals.  Each manual's contents shall be identified on the cover.  The 
manual shall include names, addresses, and telephone numbers of each 
subcontractor installing equipment and systems, and nearest service 
representatives for each item of equipment for each system.  The manuals 
shall have a table of contents and tab sheets.  Tab sheets shall be placed 
at the beginning of each chapter or section and at the beginning of each 
appendix.  The final copies delivered after completion of the endurance 
test shall include all modifications made during installation, checkout, 
and acceptance.  The number of copies of each manual to be delivered shall 
be as specified on DD Form 1423.

1.3.5.1   Functional Design Manual

The functional design manual shall identify the operational requirements 
for the system and explain the theory of operation, design philosophy, and 
specific functions.  A description of hardware and software functions, 
interfaces, and requirements shall be included for all system operating 
modes.

1.3.5.2   Hardware Manual

A manual shall describe all equipment furnished, including:

a.  General hardware description and specifications.

b.  Installation and checkout procedures.

c.  Equipment electrical schematics and layout drawings.

d.  System schematics and wiring lists.

e.  System setup procedures.
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f.  Manufacturer's repair parts list indicating sources of supply.

g.  Interface definition.

1.3.5.3   Software Manual

The software manual shall describe the functions of all software, and shall 
include all other information necessary to enable proper loading, testing 
and operation, including:

a.  Definitions of terms and functions.

b.  Procedures for system boot-up.

c.  Description of using the programs.

d.  Description of required operational sequences.

e.  Directory of all disk files.

f.  Description of all communications protocols, including data 
formats, command characters, and a sample of each type of data 
transfer.

1.3.5.4   Operator's Manual

The operator's manual shall explain all procedures and instructions for 
operation of the system including:

a.  Video switcher.

b.  Cameras and video recording equipment.

c.  Use of the software.

d.  Operator commands.

e.  System start-up and shut-down procedures.

f.  Recovery and restart procedures.

1.3.5.5   Maintenance Manual

The maintenance manual shall describe maintenance for all equipment 
including inspection, periodic preventive maintenance, fault diagnosis, and 
repair or replacement of defective components.

1.3.5.6   Final System Drawings

The Contractor shall maintain a separate set of drawings, elementary 
diagrams and wiring diagrams of the CCTV system to be used for final system 
drawings.  This set shall be accurately kept up to date by the Contractor 
with all changes and additions to the CCTV system and shall be delivered to 
the Government with the final endurance test report.  In addition to being 
complete and accurate, this set of drawings shall be kept neat and shall 
not be used for installation purposes.  Upon completion of the final system 
drawings, a representative of the Government will review the final system 
work with the Contractor.  If the final system work is not complete, the 
Contractor will be so advised and shall complete the work as required.  
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Final drawings submitted with the endurance test report shall be finished   
drawings on mylar or vellum, and as AutoCAD or Microstation files on CD-ROM.

1.4   TESTING

1.4.1   General

The Contractor shall perform predelivery testing, site testing, and 
adjustment of the completed CCTV system.  The Contractor shall provide all 
personnel, equipment, instrumentation, and supplies necessary to perform 
all testing.  Written notification of planned testing shall be given to the 
Government at least 14 days prior to the test, and in no case shall notice 
be given until after the Contractor has received written approval of the 
specific test procedures.  

1.4.2   Test Procedures and Reports

Test procedures shall explain, in detail, step-by-step actions and expected 
results demonstrating compliance with the requirements of the 
specification.  Test reports shall be used to document results of the 
tests.  Reports shall be delivered to the Government within 7 days after 
completion of each test.

1.5   TRAINING

1.5.1   General

The Contractor shall conduct training courses for designated personnel in 
the maintenance and operation of the CCTV system as specified.  The 
training shall be oriented to the specific system being installed under 
this contract.  Training manuals shall be delivered for each trainee with 
two additional manuals delivered for archiving at the project site.  The 
manuals shall include an agenda, defined objectives for each lesson, and a 
detailed description of the subject matter for each lesson.  The Contractor 
is responsible for furnishing all audio-visual equipment and all other 
training materials and supplies.  Where the Contractor presents portions of 
the course through the use of audio-visual material, copies of the 
audio-visual materials shall be delivered to the Government, either as a 
part of the printed training manuals or on the same media as that used 
during the training sessions.  A training day is 8 hours of instruction, 
including two 15 minute breaks and excluding lunchtime, Monday through 
Friday, during the daytime shift in effect at the facility.  For guidance 
in planning the required instruction, the Contractor should assume the 
attendees will have a high school education or equivalent.  Approval of the 
planned training schedule shall be obtained from the Government at least 30 
days prior to the training.

1.5.2   Operator's Training

The course shall be taught at the project site for five consecutive 
training days during or after the Contractor's field testing.  A maximum of 
12 personnel will attend the course.  No part of the training given during 
this course will be counted toward completion of the performance 
verification test.  The course shall consist of classroom instruction, 
hands-on training, instruction on the specific hardware configuration of 
the installed system, and specific instructions for operating the installed 
system.  The course shall demonstrate system start up, system operation, 
system shutdown, system recovery after a failure, the specific hardware 
configuration, and operation of the system and its software.  The students 
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should have no unanswered questions regarding operation of the installed 
CCTV system.  The Contractor shall prepare and insert additional training 
material in the training manuals when the need for additional material 
becomes apparent during instruction.  The Contractor shall prepare a 
written report after the completion of the course.  The Contractor shall 
list in the report the times, dates, attendees and material covered at each 
training session.  The Contractor shall describe the skill level of each 
student at the end of this course.  The Contractor shall submit the report 
before the end of the performance verification test.  The course shall 
include:

a.  General CCTV hardware, installed system architecture and 
configuration.

b.  Functional operation of the installed system and software.

c.  Operator commands.

d.  Fault diagnostics and correction.

e.  General system maintenance.

f.  Replacement of failed components and integration of replacement 
components into the operating CCTV system.

1.6   MAINTENANCE AND SERVICE

1.6.1   General Requirements

The Contractor shall provide all services required and equipment necessary 
to maintain the entire CCTV system in an operational state as specified for 
a period of 1 year after completion of the endurance test, and shall 
provide all necessary material required for the work.  Impacts on facility 
operations shall be minimized when performing scheduled adjustments or 
other unscheduled work.

1.6.2   Description of Work

The adjustment and repair of the CCTV system includes all computer 
equipment, software updates, signal transmission equipment, and video 
equipment.  Provide the manufacturer's required adjustments and all other 
work necessary.

1.6.3   Personnel

Service personnel shall be qualified to accomplish all work promptly and 
satisfactorily.  The Government shall be advised in writing of the name of 
the designated service representative, and of any changes in personnel.

1.6.4   Schedule of Work

The Contractor shall perform two inspections at 6-month intervals or less.  
This work shall be performed during regular working hours, Monday through 
Friday, excluding legal holidays.  These inspections shall include:

a.  Visual checks and operational tests of the CPU, switcher, 
peripheral equipment, interface panels, recording devices, 
monitors, video equipment electrical and mechanical controls, and 
a check of the picture quality from each camera.
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b.  Run system software and correct all diagnosed problems.

c.  Resolve any previous outstanding problems.

1.6.5   Emergency Service

The Government will initiate service calls when the CCTV system is not 
functioning properly.  Qualified personnel shall be available to provide 
service to the complete CCTV system.  The Government shall be furnished 
with a telephone number where the service supervisor can be reached at all 
times.  Service personnel shall be at the site within 24 hours after 
receiving a request for service.  The CCTV system shall be restored to 
proper operating condition within 3 calendar days after receiving a request 
for service.

1.6.6   Operation

Performance of scheduled adjustments and repair shall verify operation of 
the CCTV system as demonstrated by the applicable portions of the 
performance verification test.

1.6.7   Records and Logs

The Contractor shall keep records and logs of each task, and shall organize 
cumulative records for each major component, and for the complete system 
chronologically.  A continuous log shall be maintained for all devices.  
The log shall contain calibration, repair, and programming data.  Complete 
logs shall be kept and shall be available for inspection on site, 
demonstrating that planned and systematic adjustments and repairs have been 
accomplished for the CCTV system.

1.6.8   Work Requests

The Contractor shall separately record each service call request, as 
received.  The form shall include the serial number identifying the 
component involved, its location, date and time the call was received, 
nature of trouble, names of the service personnel assigned to the task, 
instructions describing what has to be done, the amount and nature of the 
materials to be used, the time and date work started, and the time and date 
of completion.  The Contractor shall deliver a record of the work performed 
within 5 days after work is completed.

1.6.9   System Modifications

The Contractor shall make any recommendations for system modification in 
writing to the Government.  No system modifications, including operating 
parameters and control settings, shall be made without prior approval of 
the Government.  Any modifications made to the systems shall be 
incorporated into the operations and maintenance manuals, and other 
documentation affected.

1.6.10   Software

The Contractor shall recommend all software updates to the Government for 
approval.  Upon Government approval, updates shall be accomplished in a 
timely manner, fully coordinated with the CCTV system operators, operation 
in the system verified, and shall be incorporated into the operations and 
maintenance manuals, and software documentation.  There shall be at least 
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one scheduled update near the end of the first year's warranty period, at 
which time the Contractor shall install and validate the latest released 
version of the manufacturer's software.

PART 2   PRODUCTS

2.1   MATERIALS AND EQUIPMENT

All system hardware and software components shall be produced by 
manufacturers regularly engaged in the production of CCTV equipment.  Units 
of the same type of equipment shall be products of a single manufacturer.  
All material and equipment shall be new and currently in production.  Each 
major component of equipment shall have the manufacturer's name and 
address, and the model and serial number in a conspicuous place.  Equipment 
located at the security center or a remote control/monitoring station shall 
be rack mounted as shown. Both Television and Computing devices shall 
comply with 47 CFR 15, Subpart B.

2.1.1   Soldering

All soldering shall be done in accordance with standard industry practices.

2.2   ENCLOSURES

The Contractor shall provide metallic enclosures as needed for equipment 
not housed in racks or supplied with a housing.  The enclosures shall be as 
specified or shown.

2.2.1   Interior

Enclosures to house equipment in an interior environment shall meet the 
requirements of NEMA 250, Type 12.

2.2.2   Enclosure Covers

Covers of pull and junction boxes provided to facilitate installation of 
the system shall be protected by tack welding or brazing the covers in 
place.  Zinc labels shall be affixed to such boxes indicating they contain 
no connections.  These labels shall not indicate that the box is part of 
the security system.

2.2.3   Conduit-Enclosure Connections

All conduit-enclosure connections shall be protected by tack welding or 
brazing the conduit to the enclosure.  Tack welding or brazing shall be 
done in addition to standard conduit-enclosure connection methods as 
described in NFPA 70.

2.3   LOCKS

2.3.1   Locks

Locks provided on system enclosures for maintenance purposes shall be UL 
listed, round-key type, with three dual, one mushroom, and three plain pin 
tumblers or conventional key type lock having a combination of five 
cylinder pin and five-point three position side bar.  Keys shall be stamped 
"U.S. GOVT. DO NOT DUP."  The locks shall be so arranged that the key can 
only be withdrawn when in the locked position.  All maintenance locks shall 
be keyed alike and only two keys shall be furnished for all of these locks.
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2.4   SOLID STATE CAMERAS

2.4.1   High Resolution Monochrome Camera

The video camera shall conform to EIA 170 and EIA ANSI/EIA-330 
specifications.  All electronic components and circuits shall be solid 
state.  Signal-to-noise ratio shall not be less than 46 dB unweighted.  The 
camera shall exhibit no geometric distortion.  The lens mount shall be a C 
or CS-mount, and the camera shall have a back focus adjustment.  The camera 
shall operate from minus 20.0 degrees C to plus 55 degrees C without 
auxiliary heating or cooling, and with no change in picture quality or 
resolution.  The camera shall operate on 60 Hz AC power, and shall be 
capable of operating at a voltage of 105 to 130 Volts.

2.4.1.1   Solid State Image Array

The camera shall have a 6.4 by 4.8 mm format imaging array solid state 
imaging array, and the picture produced by the camera shall be free of 
blemishes as defined by EIA ANSI/EIA-330.  The camera shall provide not 
less than 550 lines of horizontal resolution, and resolution shall not vary 
over the life of the camera.

2.4.1.2   Sensitivity

Camera shall provide full video output with the infrared cut-off filter 
installed, without camera automatic gain, and a scene reflectance of 75 
percent using an f/1.4 lens giving a camera faceplate illumination at 2850K 
of 1.6 lx (0.15 footcandle).

2.4.1.3   Camera Synchronization

The camera shall have an input for external sync, and shall automatically 
switch over to internal sync if external sync is not present.  The camera 
shall also have the capability of synchronization by line-locking to the AC 
power 60 Hz line frequency at the zero crossing point, and shall provide 
not less than plus or minus 90 degrees of vertical phase adjustment.  
Synchronization is not necessary using a digital system.

2.4.1.4   Connectors

Cameras with lenses having auto iris, manual iris, or zoom and focus 
functions shall be supplied with connectors and wiring as needed to operate 
the lens functions.  Video signal output connector shall be a BNC.  Cameras 
with integral fiber optic video transmitters shall have straight-tip 
bayonet type fiber optic video output connectors.  A connector shall be 
provided for external sync input.

2.5   CAMERA LENSES

Camera lenses shall be all glass with coated optics.  The lens mount shall 
be a C or CS mount, compatible with the cameras selected.  The lens shall 
be supplied with the camera, and shall have a maximum f-stop opening of 
f/1.2 or the maximum available for the focal length specified.  The lens 
shall be equipped with an auto-iris mechanism unless otherwise specified.  
Lenses having auto iris, manual iris, or zoom and focus functions shall be 
supplied with connectors, wiring, receiver/drivers, and controls as needed 
to operate the lens functions.  Lenses shall have sufficient circle of 
illumination to cover the image sensor evenly.  Lenses shall not be used on 
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a camera with an image format larger than the lens is designed to cover.  
Lens focal lengths shall be as shown or specified in the manufacturer's 
lens selection tables.

2.6   CAMERA HOUSINGS AND MOUNTS

The camera and lens shall be enclosed in a tamper resistant housing as 
specified below.  Any ancillary housing mounting hardware needed to install 
the housing at the camera location shall be provided as part of the 
housing.  

2.6.1   Indoor Camera Housing

The housing shall be designed to provide a tamper resistant enclosure for 
indoor camera operation.  The housing shall be equipped with tamper proof 
latches, and shall be supplied with the proper mounting brackets for the 
specified camera and lens.  The housing and appurtenances shall be a color 
that does not conflict with the building interior color scheme.

2.6.2   Pan/Tilt Mount

The pan/tilt mount shall be capable of supporting the camera, lens and 
housing specified.  The pan/tilt shall have heavy duty bearings, hardened 
steel gears, externally adjustable limit stops for pan and tilt, and 
mechanical, dynamic or friction brakes.  Pan/tilt shall be permanently 
lubricated.  The motors shall be thermally or impedance protected against 
overload damage.  Pan movement shall not be less than 0 to 350 degrees, 
tilt movement shall not be less than plus and minus 90 degrees.  Pan speed 
shall not be less than 6 degrees per second, and tilt speed shall not be 
less than 3 degrees per second.  The pan/tilt shall be supplied complete 
with wiring, wiring harnesses, connectors, receiver/driver, pan/tilt 
control system, pre-position cards, or any other hardware and equipment as 
needed to provide a fully functional pan/tilt mount to fulfill the site 
design requirements.

2.7   VIDEO MONITOR

2.7.1   Video Monitor

The monitor shall conform to EIA 170, EIA ANSI/EIA-375-A-1976, and UL 1410 
specifications.  All electronic components and circuits shall be solid 
state except for the picture tube.  The monitor shall operate on 120 volts 
60 Hz AC power, shall have a stabilized high voltage power supply, and 
regulated low voltage power supplies.  The monitor shall have automatic 
frequency control (AFC), bandwidth greater than 7 MHz, and horizontal 
resolution not less than 700 lines at the center of the picture tube.  The 
monitor shall be capable of reproducing a minimum of 10 discernable shades 
of gray as described in EIA ANSI/EIA-375-A-1976.  The video input shall 
accept composite video with switchable loop-through or 75 ohm termination. 
The monitor shall operate on 60 Hz AC power, and shall be capable of 
operating at a voltage of 105 to 130 Volts.  For a digital system, computer 
monitors shall be able to view video.

2.7.2   Picture Tube

The monitor shall have a 380 mm 229 mm (9 15 inch) picture tube, measured 
diagonally.

2.7.3   Configuration
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The monitor shall be configured in a cabinet to sit on a desk.  

2.7.4   Controls

Front panel controls shall be provided for power on/off, horizontal hold, 
vertical hold, contrast, and brightness.  The monitor shall have switchable 
DC restoration.

2.7.5   Connectors for Video Monitor

Video signal input and output shall be by BNC connectors.

2.8   VIDEO SWITCHER

The switcher shall conform to EIA 170 specifications, and shall be a 
vertical interval switcher.  Electronic components, subassemblies, and 
circuits of the switcher shall be solid state.  The switcher shall be 
microprocessor based and software programmable.  The switcher shall be a 
modular system that shall allow for expansion or modification of inputs, 
outputs, alarm interfaces, and secondary control stations by addition of 
the appropriate modules.  Switcher components shall operate on 120 volts 60 
Hz AC power.  The switcher central processor unit shall be capable of being 
interfaced to a master security computer for integrated operation and 
control.  The video switcher central processing unit (CPU) shall have the 
capability of accepting time from a master clock supplied in ASCII format 
through an EIA ANSI/EIA/TIA-232-F input.  All components, modules, cables, 
power supplies, software, and other items needed for a complete and 
operable CCTV switching system shall be provided.  Switcher equipment shall 
be rack mounted unless otherwise specified.  Rack mount hardware shall be 
supplied to mount the switcher components in a standard 482.6 mm (19 inch) 
rack as described in EIA ANSI/EIA-310-D.  For digital systems, the switcher 
is replaced by a control server for centrally storing video for all 
cameras.  Control server shall be network connected and able to receive 
inputs electronically via TCP/IP.

2.8.1   Switcher Software

The switcher shall be software programmable, and the software shall be 
supplied as part of the switcher.  The software shall be installed in the 
switcher CPU, and shall be configured as required by the site design.  
Changes or alterations of features under software control shall be 
accomplished through software programming without changes in hardware or 
system configuration.  The switcher shall retain the current program for at 
least 6 hours in the event of power loss, and shall not require 
reprogramming in order to restart the system.

2.8.2   Switcher Matrix

The switcher shall be a programmable crosspoint switcher capable of 
switching any video input to any video output.  The switcher to be 
installed at the site shall be configured to switch all cameras to one 
monitors, and shall have an expansion capability of not less than 10 
percent.  For digital systems, switcher matrix shall be integrated into the 
software.

2.8.3   Control Keyboards

Control and programming keyboards shall be supplied for the video switcher 
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at the monitoring station.  The control keyboard shall provide the 
interface between the operator and the CCTV system, and shall relay 
commands from the operator to the switcher CPU.  The keyboard shall provide 
control of the video switcher functions needed for operation and 
programming of the video switcher.  Controls shall include, but not be 
limited to:  programming the switcher, switcher control, lens function 
control, pan/tilt/zoom (PTZ) control, control of environmental housing 
accessories, and annotation programming.  If the switcher CPU requires an 
additional text keyboard for system management functions, the keyboard 
shall be supplied as part of the video switcher.  Controls shall be 
integrated into the software for digital systems.

2.8.4   Accessory Control Equipment

The video switcher shall be equipped with signal distribution units, 
preposition cards, expansion units, cables, software or any other equipment 
needed to ensure that the CCTV system is complete and fully operational.

2.8.5   Connectors for Video Switcher

Video signal input and output shall be by BNC connectors.

2.10.9   Video Annotation

Video annotation equipment shall be provided for the video switcher.  The 
annotation shall be alphanumeric and programmable for each video source.  
Annotation to be generated shall include, but not be limited to: individual 
video source identification number, time (hour, minute, second) in a 24 
hour format, date (month, day, year), and a unique, user-defined title with 
at least 8 characters.  The annotation shall be inserted onto the source 
video so that both shall appear on a monitor or recording.  The lines of 
annotation shall be movable for horizontal and vertical placement on the 
video picture.  The annotation shall be automatically adjusted for date.  
Programmed annotation information shall be retained in memory for at least 
4 hours in the event of power loss.

2.12   VIDEO CASSETTE RECORDER (VCR)

For a digital system, the control server is the central storage for the 
digitized video.  THe server shall be capable of storing a minimum of 5 
days of data.  VCR shall conform to EIA 170 standards.  The VCR shall be 
specifically designed as a time lapse recorder for use in security systems. 
 The VCR shall operate on 120 volts 60 Hz AC power.  Resolution of the VCR 
in normal play mode shall not be less than 350 horizontal lines in 
monochrome, 300 horizontal lines in color.  Signal-to-noise ratio shall not 
be less than 40 dB.  The VCR shall have a condensation or dew circuit.  The 
VCR shall have a built-in time and date generator that can be turned on or 
off, and shall impose the time and date on the video during recording.  A 
24 hour battery back-up shall be provided to protect time/date and 
programmed information.  The VCR shall have an audible warning alarm that 
shall annunciate the end of tape, excessive condensation, tape transport 
malfunction, or tape jam.

2.12.1   Tape and Tape Transport

The video tape used in the recorder shall be contained in a cassette 
mechanism, and shall not require the operator to thread the tape through 
the tape transport mechanism.  The tape shall load through the front of the 
recorder.
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2.12.2   Recording and Playback

The VCR shall be capable of recording for 168 hours or more on a single 
cassette tape with at least 6 user selectable time-lapse record speeds.  
The VCR shall have a contact closure alarm signal input which shall 
automatically switch the recorder into standard play, record mode when an 
alarm is initiated.  The recorder shall reach stabilized record speed in 1 
second or less.  The VCR shall put a cue mark on the tape at the beginning 
of an alarm event recording.  The alarm event record time shall be 
selectable for up to 3 minutes of automatic recording as a minimum.  A 
record-lock feature shall be provided which shall protect the VCR against 
tampering with the tape transport controls and power control once recording 
has started.  Playback functions shall include:  alarm search, fast forward 
search, fast rewind search, rewind/fast forward, play, slow motion or step 
field/frame, and pause/still.

2.12.3   Connectors for VCR

Video signal input and output shall be by BNC connectors.  The recorder 
shall provide connectors for alarm trigger signal input and output.

2.9   VIDEO SIGNAL EQUIPMENT

The following video signal equipment shall conform to EIA 170.  
Electrically powered equipment shall operate on 120 Volts 60 Hz AC power.  
All video signal inputs and outputs shall be by BNC connectors.

2.9.1   Ground Loop Corrector

The ground loop corrector shall eliminate the measured ground loop 
interference (common mode voltage) in wireline or coaxial video 
transmission lines.  The ground loop corrector shall pass the full 
transmitted video bandwidth with no signal attenuation or loss.  Clamping 
ground loop correctors shall be capable of rejecting at least an 8 volt 
peak-to-peak 60 Hz common mode signal.  Ground isolation transformers shall 
be capable of rejecting at least a 10 volt peak-to-peak 60 Hz common mode 
signal.  Ground isolation amplifiers shall be capable of rejecting at least 
a 30 volt peak-to-peak 60 Hz common mode signal.  Differential ground loop 
correctors shall be capable of rejecting at least a 100 volt peak-to-peak 
60 Hz common mode signal.

2.9.2   Video Equalizing Amplifier

The video equalizing amplifier shall be designed to correct loss in video 
signal level and high frequency attenuation caused by long distance video 
signal transmission over wireline DTM.  The amplifier shall have 
independent signal gain and equalization controls.  The amplifier shall be 
capable of equalizing at least 900 m (3000 feet)  of RG-11/U coaxial cable 
conforming to paragraph CCTV Equipment Video Signal Wiring.  The amplifier 
shall provide a minimum of plus or minus 6 dB of video gain and 12 dB of 
high frequency compensation.  At least one video output shall be provided 
for each video input.  Bandwidth shall be 10 MHz or greater, and frequency 
response to 8 MHz shall be plus or minus 1 dB or less.  Hum and noise shall 
be 50 dB below 1 volt peak-to-peak or better.  Video inputs shall be 75 ohm 
unbalanced, terminating, differential grounded.  Video outputs shall be 75 
ohm, differential, source terminated, 1 volt peak-to-peak.  Output 
isolation shall be 40 dB or greater at 5 MHz.
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2.9.3   Video Distribution Amplifier

The video distribution amplifier  shall be designed to distribute a single, 
75 ohm, unbalanced video input signal to a minimum of 4, 75 ohm, source 
terminated video outputs.  The distribution amplifier shall have not less 
than plus or minus 3 dB of gain adjustment for the video output.  Output 
isolation shall be 40 dB or greater at 5 MHz.  Bandwidth shall be 10 MHz or 
greater, and frequency response to 8 MHz shall be plus or minus 0.5 dB or 
less.  Hum and noise shall be 55 dB below 1 volt peak-to-peak or better.

2.9.4   Master Video Sync Generator

The master video sync generator shall generate horizontal drive, vertical 
drive, blanking, and sync signals as a minimum, with at least one 75 ohm 
output provided for each signal.  The master oscillator crystal shall be 
pre-aged, and temperature stabilized, ovenized or temperature compensated.  
The sync generator shall have a composite video input and shall lock to the 
incoming video signal.  If no video is present at the video input, the sync 
generator shall switch to internal crystal control.  Not less than 2.5 
microseconds advance and 2.5 microseconds delay of horizontal phase shall 
be provided.  Vertical blanking width adjustment shall be provided.  
Vertical blanking width adjustment shall have a minimum selection range of 
19, 20, and 21 lines.

2.9.5   Video Sync Distribution Amplifier

The sync distribution amplifier shall be a regenerative amplifier designed 
to distribute a sync signal input to not less than 6, 75 ohm outputs.  
Output level shall remain constant and shall not be affected by input level 
variations.  Output isolation shall be greater than 35 dB at 5 MHz.  A high 
impedance loop through shall be provided in addition to the 6 outputs.  The 
distribution amplifier shall have continuously variable delay range of at 
least 250 nanoseconds to 2.2 microseconds.  The delay shall be adjustable 
through a front panel control.

2.10   WIRE AND CABLE

The Contractor shall provide all wire and cable not indicated as Government 
Furnished Equipment.  All wire and cable components shall be able to 
withstand the environment the wire or cable is installed in for a minimum 
of 20 years.

2.10.1   CCTV Equipment Video Signal Wiring

The coaxial cable shall have a characteristic impedance of 75 ohms plus or 
minus 3 ohms.  RG 59/U coaxial signal cable shall have shielding which 
provides a minimum of 95 percent coverage, a solid copper center conductor 
of not less than 23 AWG, polyethylene insulation, and a black 
non-contaminating polyvinylchloride (PVC) jacket.  RG 6/U coaxial cable 
shall have shielding which provides a minimum of 95 percent coverage, with 
center conductor of 18 AWG or larger polyethylene insulation, and a black 
non-contaminating polyvinylchloride (PVC) jacket.

2.10.2   Low Voltage Control Wiring

Twisted pair low voltage control wiring to be used above ground or as 
direct burial cable shall be provided as described in Section 16415 
ELECTRICAL WORK, INTERIOR.  Plenum or riser cables shall be IEEE C2 CL2P 
certified.
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2.10.3   Digital Data Interconnection Wiring

Interconnecting cables carrying digital data between equipment located at 
the monitoring site shall be not less than 20 AWG and shall be stranded 
copper wire for each conductor.  The cable or each individual conductor 
within the cable shall have a shield that provides 100 percent coverage.  
Cables with a single overall shield shall have a tinned copper shield drain 
wire.  Plenum or riser cables shall be IEEE C2 CL2P certified.

2.11   PREDELIVERY TESTING

2.11.1   General

The Contractor shall assemble the test CCTV system as specified, and 
perform tests to demonstrate that the performance of the system complies 
with the contract requirements in accordance with the approved predelivery 
test procedures.  The tests shall take place during regular daytime working 
hours on weekdays.  Model numbers of equipment tested shall be identical to 
those to be delivered to the site.  Original copies of all data produced 
during predelivery testing, including results of each test procedure, shall 
be delivered to the Government at the conclusion of predelivery testing 
prior to Government approval of the test.  The test report shall be 
arranged so that all commands, stimuli, and responses are correlated to 
allow logical interpretation.

2.11.2   Test Setup

The Contractor shall provide the equipment needed for the test setup and 
shall configure it to provide alarm actuated camera call-up and alarm 
recording as required to emulate the installed system.  The test setup 
shall consist of at least 4 complete camera circuits.  The alarm signal 
input to the CCTV test setup shall be by the same method that is used in 
the installed system.  The video switcher shall be capable of switching any 
camera to any monitor and any combination of cameras to any combination of 
monitors.  The minimum test setup shall include:

a.  Four video cameras and lenses, including dome cameras if required 
for the installed system.

b.  Three video monitors.

c.  Video recorder if it is required for the installed system.

dc.  Video switcher including video input modules, video output 
modules, and control and applications software.

e.  Video multiplexer, if required for the installed system.

f.  Alarm input panel if required for the installed system.

g.  Pan/tilt mount and pan/tilt controller if the installed system 
includes cameras on pan/tilt mounts.

hd.  Any ancillary equipment associated with a camera circuit such as 
equalizing amplifiers, video loss/presence detectors, terminators, 
ground loop correctors, surge protectors or other in-line video 
devices.
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ie.  Cabling for all components.

PART 3   EXECUTION

3.1   INSTALLATION

The Contractor shall install all system components including Government 
furnished equipment, and appurtenances in accordance with the 
manufacturer's instructions, IEEE C2 and as shown, and shall furnish all 
necessary connectors, terminators, interconnections, services, and 
adjustments required for a complete and operable system.  Raceways shall be 
furnished and installed as specified in Section 16375 ELECTRICAL 
DISTRIBUTION SYSTEM, UNDERGROUND and Section 16415 ELECTRICAL WORK, 
INTERIOR.  DTM shall not be pulled into conduits or placed in raceways, 
compartments, outlet boxes, junction boxes, or similar fittings with other 
building wiring. All other electrical work shall be as specified in the 
above sections including grounding to preclude ground loops, noise, and 
surges from adversely affecting system operation.

3.1.1   Current Site Conditions

The Contractor shall visit the site and verify that site conditions are in 
agreement with the design package.  The Contractor shall report all changes 
to the site or conditions that will affect performance of the system to the 
Government in a report as defined in paragraph Group II Technical Data 
Package.  The Contractor shall not take any corrective action without 
written permission from the Government.

3.1.2   Enclosure Penetrations

All enclosure penetrations shall be from the bottom unless the system 
design requires penetrations from other directions.  Penetrations of 
interior enclosures involving transitions of conduit from interior to 
exterior, and all penetrations on exterior enclosures shall be sealed with 
rubber silicone sealant to preclude the entry of water.  The conduit riser 
shall terminate in a hot-dipped galvanized metal cable terminator.  The 
terminator shall be filled with an approved sealant as recommended by the 
cable manufacturer, and in such a manner that the cable is not damaged.

3.1.3   Cold Galvanizing

All field welds and brazing on factory galvanized boxes, enclosures, and 
conduits shall be coated with a cold galvanized paint containing at least 
95 percent zinc by weight.

3.1.4   Interconnection of Console Video Equipment

The Contractor shall connect signal paths between video equipment with 
RG-6/U coaxial cable.  Cables shall be as short as practicable for each 
signal path without causing strain at the connectors.  Rack mounted 
equipment on slide mounts shall have cables of sufficient length to allow 
full extension of the slide rails from the rack.

3.1.5   Cameras

The Contractor shall install the cameras with the proper focal length lens 
as indicated for each zone; connect power and signal lines to the camera; 
set cameras with fixed iris lenses to the proper f-stop to give full video 
level; aim camera to give field of view as needed to cover the alarm zone; 
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aim fixed mount cameras installed outdoors facing the rising or setting sun 
sufficiently below the horizon to preclude the camera looking directly at 
the sun; focus the lens to give a sharp picture over the entire field of 
view; and synchronize all cameras so the picture does not roll on the 
monitor when cameras are selected. Dome cameras shall have all preset 
positions defined and installed.

3.1.6   Monitors

The Contractor shall install the monitors as shown and specified; connect 
all signal inputs and outputs as shown and specified; terminate video input 
signals as required; and connect the monitor to AC power.

3.1.7   Switcher

The Contractor shall install the switcher as shown and according to 
manufacturer's instructions; connect all subassemblies as specified by the 
manufacturer and as shown; connect video signal inputs and outputs as shown 
and specified; terminate video inputs as required; connect alarm signal 
inputs and outputs as shown and specified; connect control signal inputs 
and outputs for ancillary equipment or secondary control/monitoring sites 
as specified by the manufacturer and as shown; connect the switcher CPU and 
switcher subassemblies to AC power; load all software as specified and 
required for an operational CCTV system configured for the site 
requirements, including data bases, operational parameters, and system, 
command, and application programs; provide the original and 2 backup copies 
for all accepted software upon successful completion of the endurance test; 
and program the video annotation for each camera.

3.1.9   Video Recording Equipment

The Contractor shall install the video recording equipment as shown and as 
specified by the manufacturer; connect video signal inputs and outputs as 
shown and specified; connect alarm signal inputs and outputs as shown and 
specified; and connect video recording equipment to AC power.

3.1.10   Video Signal Equipment

The Contractor shall install the video signal equipment as specified by the 
manufacturer and as shown; connect video or signal inputs and outputs as 
shown and specified; terminate video inputs as required; connect alarm 
signal inputs and outputs as required; connect control signal inputs and 
outputs as required; and connect electrically powered equipment to AC power.

3.1.8   Camera Housings, Mounts, and Poles

The Contractor shall install the camera housings and mounts as specified by 
the manufacturer and as shown, provide mounting hardware sized 
appropriately to secure each camera, housing and mount provide electrical 
and signal transmission cabling to the mount location as required; connect 
signal lines and AC power to mount interfaces.

3.2   SYSTEM STARTUP

The Contractor shall not apply power to the CCTV system until the following 
items have been completed:

a.  CCTV system equipment items and DTM have been set up in accordance 
with manufacturer's instructions.
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b.  A visual inspection of the CCTV system has been conducted to 
ensure that defective equipment items have not been installed and 
that there are no loose connections.

c.  System wiring has been tested and verified as correctly connected 
as indicated.

d.  All system grounding and transient protection systems have been 
verified as properly installed and connected as indicated.

e.  Power supplies to be connected to the CCTV system have been 
verified as the correct voltage, phasing, and frequency as 
indicated.

f.  Satisfaction of the above requirements shall not relieve the 
Contractor of responsibility for incorrect installation, defective 
equipment items, or collateral damage as a result of Contractor 
work/equipment.

3.3   SUPPLEMENTAL CONTRACTOR QUALITY CONTROL

The following requirements supplement the contractor quality control 
requirements specified elsewhere in the contract.  The contractor shall 
provide the services of technical representatives who are thoroughly 
familiar with all components and installation procedures of the installed 
IDS; and are approved by the Contracting Officer.  These representatives 
will be present on the job site during the preparatory and initial phases 
of quality control to provide technical assistance.  These representatives 
shall also be available on an as needed basis to provide assistance with 
follow-up phases of quality control.  These technical representatives shall 
participate in the testing and validation of the system and shall provide 
certification that their respective system portions meet its contractual 
requirements.

3.4   SITE TESTING

3.4.1   General

The Contractor shall provide all personnel, equipment, instrumentation, and 
supplies necessary to perform all site testing.  The Government will 
witness all performance verification and endurance testing.  Written 
permission shall be obtained from the Government before proceeding with the 
next phase of testing.  Original copies of all data produced during 
performance verification and endurance testing shall be turned over to the 
Government at the conclusion of each phase of testing prior to Government 
approval of the test.

3.4.2   Contractor's Field Testing

The Contractor shall calibrate and test all equipment, verify DTM 
operation, place the integrated system in service, and test the integrated 
system.  Ground rods installed by the Contractor shall be tested as 
specified in IEEE Std 142.  The Contractor shall deliver a report 
describing results of functional tests, diagnostics, and calibrations 
including written certification to the Government that the installed 
complete system has been calibrated, tested, and is ready to begin 
performance verification testing.  The report shall also include a copy of 
the approved performance verification test procedure.  In addition, the 
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Contractor shall make a master video tape recording showing typical day and 
night views of each camera in the system and shall deliver the tape with 
the report.  Note any objects in the field of view that might produce 
highlights that could cause camera blinding.  Note any objects in the field 
of view or anomalies in the terrain which may cause blind spots.  Note if a 
camera cannot be aimed to cover the zone and exclude the rising or setting 
sun from the picture.  Note night assessment capabilities and whether 
lights or vehicle headlights cause blooming or picture degradation.  If any 
of the above conditions or other conditions exist that cause picture 
degradation or interfere with the camera field of view, the Contractor 
shall inform the Contracting Officer.  The tape shall be recorded using the 
video recorder installed as part of the CCTV system.  If a recorder is not 
part of the CCTV system, the Contractor shall provide the tape in Video 
Home System (VHS) format.  The Contractor shall provide the Government with 
the original tape as part of the documentation of the system and shall 
submit a letter certifying that the CCTV system is ready for performance 
verification testing.  The field testing shall as a minimum include:

a.  Verification that the video transmission system and any signal or 
control cabling have been installed, tested, and approved as 
specified.

b.  When the system includes remote control/monitoring stations or 
remote switch panels, verification that the remote devices are 
functional, communicate with the security center, and perform all 
functions as specified.

c.  Verification that the switcher is fully functional and that the 
switcher software has been programmed as needed for the site 
configuration.

d.  Verification that switcher software is functioning correctly.  All 
software functions shall be exercised.

e.  Operation of all electrical and mechanical switcher controls and 
verification that the control performs the designed function.

gf.  Verification that all video sources and video outputs provide a 
full bandwidth signal that complies with EIA 170 at all video 
inputs.

hg.  Verification that all video signals are terminated properly.

ih.  Verification that all cameras are aimed and focused properly.  
The Contractor shall conduct a walk test of the area covered by 
each camera to verify the field of view.

ji.  
Verification that all cameras are synchronized and that the picture 

does not roll when cameras are switched.

j.  When pan/tilt mounts are used in the system, verification that the 
limit stops have been set correctly.  Verification of all controls 
for pan/tilt or zoom mechanisms are operative and that the 
controls perform the desired function.  If preposition controls 
are used, verification that all home positions have been set 
correctly, and have been tested for auto home function and correct 
home position.
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The Contractor shall deliver a report describing results of functional 
tests, diagnostics, and calibrations including written certification to the 
Government that the installed complete system has been calibrated, tested, 
and is ready to begin performance verification testing.  The report shall 
also include a copy of the approved performance verification test procedure.

3.4.3   Performance Verification Test

The Contractor shall demonstrate that the completed CCTV system complies 
with the contract requirements.  Using approved test procedures, all 
physical and functional requirements of the project shall be demonstrated 
and shown.  The performance verification test, as specified, shall not be 
started until receipt by the Contractor of written permission from the 
Government, based on the Contractor's written report.  This shall include 
certification of successful completion of Contractor Field Testing as 
specified in paragraph "Contractor's Field Testing," and upon successful 
completion of training as specified.  The Government may terminate testing 
at any time when the system fails to perform as specified.  Upon 
termination of testing by the Government or by the Contractor, the 
Contractor shall commence an assessment period as described for Endurance 
Testing Phase II.  Upon successful completion of the performance 
verification test, the Contractor shall deliver test reports and other 
documentation as specified to the Government prior to commencing the 
endurance test.

3.4.4   Endurance Test

a.  The Contractor shall demonstrate the specified requirements of the 
completed system.  The endurance test shall be conducted in phases 
as specified.  The endurance test shall not be started until the 
Government notifies the Contractor, in writing, that the 
performance verification test is satisfactorily completed, 
training as specified has been completed, and correction of all 
outstanding deficiencies has been satisfactorily completed.  The 
Contractor shall provide one operator to operate the system 24 
hours per day, including weekends and holidays, during Phase I and 
Phase III endurance testing, in addition to any government 
personnel that may be made available.  The Government may 
terminate testing at any time the system fails to perform as 
specified.  Upon termination of testing by the Government or by 
the Contractor, the Contractor shall commence an assessment period 
as described for Phase II.  During the last day of the test the 
Contractor shall verify the operation of each camera.  Upon 
successful completion of the endurance test, the Contractor shall 
deliver test reports and other documentation as specified to the 
Government prior to acceptance of the system.

b.  Phase I (Testing):  The test shall be conducted 24 hours per day 
for 15 consecutive calendar days, including holidays, and the 
system shall operate as specified.  The Contractor shall make no 
repairs during this phase of testing unless authorized by the 
Government in writing.  If the system experiences no failures 
during Phase I testing, the Contractor may proceed directly to 
Phase III testing after receipt by the Contractor of written 
permission from the Government.

c.  Phase II (Assessment):  After the conclusion of Phase I, the 
Contractor shall identify all failures, determine causes of all 
failures, repair all failures, and deliver a written report to the 
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Government.  The report shall explain in detail the nature of each 
failure, corrective action taken, results of tests performed, and 
shall recommend the point at which testing should be resumed.  
After delivering the written report, the Contractor shall convene 
a test review meeting at the job site to present the results and 
recommendations to the Government.  The meeting shall not be 
scheduled earlier than 5 business days after receipt of the report 
by the Government.  As a part of this test review meeting, the 
Contractor shall demonstrate that all failures have been corrected 
by performing appropriate portions of the performance verification 
test.  Based on the Contractor's report and the test review 
meeting, the Government will determine the restart date, or may 
require that Phase I be repeated.  If the retest is completed 
without any failures, the Contractor may proceed directly to Phase 
III testing after receipt by the Contractor of written permission 
from the Government.

d.  Phase III (Testing):  The test shall be conducted 24 hours per day 
for 15 consecutive calendar days, including holidays, and the 
system shall operate as specified.  The Contractor shall make no 
repairs during this phase of testing unless authorized by the 
Government in writing.

e.  Phase IV (Assessment):  After the conclusion of Phase III, the 
Contractor shall identify all failures, determine causes of all 
failures, repair all failures, and deliver a written report to the 
Government.  The report shall explain in detail the nature of each 
failure, corrective action taken, results of tests performed, and 
shall recommend the point at which testing should be resumed.  
After delivering the written report, the Contractor shall convene 
a test review meeting at the job site to present the results and 
recommendations to the Government.  The meeting shall not be 
scheduled earlier than 5 business days after receipt of the report 
by the Government.  As a part of this test review meeting, the 
Contractor shall demonstrate that all failures have been corrected 
by repeating appropriate portions of the performance verification 
test.  Based on the Contractor's report and the test review 
meeting, the Government will determine the restart date, and may 
require that Phase III be repeated.  The Contractor shall not 
commence any required retesting until after receipt of written 
notification by Government.  After the conclusion of any retesting 
which the Government may require, the Phase IV assessment shall be 
repeated as if Phase III had just been completed.

f.  Exclusions:  The Contractor will not be held responsible for 
failures resulting from the following:

(1) An outage of the main power supply in excess of the capability 
of any backup power source, provided that the automatic initiation 
of all backup sources was accomplished.

        -- End of Section --
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SECTION 16770

RADIO AND PUBLIC ADDRESS SYSTEMS

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ELECTRONIC INDUSTRIES ASSOCIATION (EIA)

EIA ANSI/EIA/310-D (1992) Cabinets, Racks, Panels, and 
Associated Equipment

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2002) National Electrical Code

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Radio and Public Address System G
  Detail drawings consisting of a complete list of equipment and 
material, including manufacturer's descriptive and technical 
literature, performance charts and curves, catalog cuts, and 
installation instructions.  Note that the contract drawings show 
areas within the facility that shall have speakers and the layout 
is based on typical speakers.  The Contractor shall design the 
system and the laoyout layoutbased on the actual speakers to be 
installed and develop the detail drawings.  Detail drawings shall 
also contain complete point to point wiring, schematic diagrams, 
and any other details required to demonstrate that the system has 
been coordinated and will properly function as a unit.  Drawings 
shall show proposed layout of equipment and appurtenances, and 
equipment relationship to other parts of the work including 
clearances for maintenance and operation.

SD-03 Product Data

Spare Parts 

  Spare parts data for each different item of material and 
equipment specified, after approval of the detail drawings and not 
later than 2 months prior to the date of beneficial occupancy.  
The data shall include a complete list of parts and supplies, with 
current unit prices and source of supply.
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SD-06 Test Reports

Approved Test Procedures

  Test plan and test procedures for the acceptance tests.  The 
test plan and test procedures shall explain in detail, 
step-by-step actions and expected results to demonstrate 
compliance with the requirements specified.  The procedure shall 
also explain methods for simulating the necessary conditions of 
operation to demonstrate system performance.

SD-07 Certificates

Components

  Copies of current approvals or listings issued by UL, or other 
nationally recognized testing laboratory for all components.

SD-10 Operation and Maintenance Data

Radio and Public Address System

   Submit data in accordance with Section 01701, OPERATION AND 
MAINTENANCE MANUALS.

1.3   SYSTEM DESCRIPTION

The radio and public address system shall consist of an audio distribution 
network to include amplifiers, mixers, microphones, speakers, cabling, and 
any ancillary components required to meet the required system configuration 
and operation.

1.3.1   Single Channel System

The system shall control and amplify an audio program for distribution 
within the areas indicated.  Components of the system shall include a 
mixer-preamplifier, power amplifier, microphone, speaker system, compact 
disc, cassette player, AM-FM tuner, cabling, and other associated hardware.

1.3.2   System Performance

The system shall provide even sound distribution throughout the designated 
area, plus or minus 3 dB for the 1-octave band centered at 4000 Hz.  The 
system shall provide uniform frequency response throughout the designated 
area, plus or minus 3 dB as measured with 1/3-octave bands of pink noise at 
locations across the designated area selected by the Contracting Officer. 
The system shall be capable of delivering 75 dB average program level with 
additional 10 dB peaking margin sound pressure level (SPL) to any location 
in the area at an acoustic distortion level below 5 percent total harmonic 
distortion (THD).  Unless otherwise specified the sound pressure reference 
level is 20 micro Pascal (0.00002 Newtons per square meter).

1.4   DELIVERY AND STORAGE

Equipment placed in storage until installation time shall be stored with 
protection from the weather, humidity and temperature variations, dirt and 
dust, and other contaminants.

1.5   VERIFICATION OF DIMENSIONS
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The Contractor shall become familiar with the details of the work and 
working conditions, shall verify dimensions in the field, and shall advise 
the Contracting Officer of any discrepancies before performing the work.

PART 2   PRODUCTS

2.1   STANDARD PRODUCTS

Material and equipment to be provided shall be the standard products of a 
manufacturer regularly engaged in the manufacture of such products, and 
shall essentially duplicate material and equipment that have been in 
satisfactory use at least 2 years.  All components used in the system shall 
be commercial designs that comply with the requirements specified. 
Equipment shall be supported by a service organization that is, in the 
opinion of the Contracting Officer, reasonably convenient to the site.

2.1.1   Identical Items

Items of the same classification shall be identical.  This requirement 
includes equipment, modules, assemblies, parts, and components.

2.1.2   Nameplates

Each major component of equipment shall have the manufacturer's name, 
address, model and catalog number, and serial number on a plate secured to 
the equipment.

2.2   MIXER-PREAMPLIFIER

Mixer-preamplifier shall as a minimum conform to the following 
specifications:

      Rated Output:           18 dB

      Frequency Response:     Plus or Minus 1 dB, 20 - 20,000 Hz

      Distortion:             Less than 0.2 percent, 20 - 20,000 Hz

      Signal to noise:        Microphone - 60 dB
                              Aux        - 70 dB

      Inputs:                 5 independent balanced low-impedence,
                              transformer-isolated

      Input Sensitivity:      Microphone         -  0.003 volts
                              Aux                -  0.125 volts
                              Magnetic Cartridge -  0.0005 volts

      Input Channel

      Isolation:              80 dB minimum

      Tone Controls:          Plus or Minus 10 dB range at 50 and 15,000 
                              Hz

      Power Requirement:      110-125 Vac 60 Hz
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2.3   POWER AMPLIFIERS

Power amplifiers as a minimum conform to the following specifications:

      Rated power output:     ***** watts RMS

      Frequency Response:     Plus or Minus 2 dB, 60-13,000 Hz

      Distortion:             Less than 2 percent at RPO, 600-13,000 Hz

      Input Impedance:        50 k ohm unbalanced

      Output Impedance:       83.3, 10.4, 8.0, and 4.0 ohms

      Output voltage:         70.7, 25, 22, and 15.5 volts

      Power Requirement:      110-125 Vac 60 Hz

2.4   MICROPHONE INPUT EXPANDER

Microphone input expander shall as a minimum conform to the following 
specifications:

      Rated Outputs:          0.25 volts into 10,000 ohms
                              1.0 volts into 10,000 ohms

      Frequency Response:     Plus or Minus 2 dB, 20 - 20,000 Hz

      Distortion:             Less than 0.5 percent 20 - 20,000 Hz

      Inputs:                 4 transformer - coupled balanced 150 ohm

      Input Sensitivity:      0.003 volts

      Input Channel
      Isolation:              70 dB minimum

2.4   MICROPHONES

2.4.1   Desk Microphone

Microphones shall as a minimum conform to the following specifications:

      Element:                Dynamic
   
      Pattern:                Cardioid

      Frequency Response:     50 - 12,000 Hz

      Impedance:              Low impedance mic (150 - 400 ohms) 

      Front-to-back Ratio:    20 dB

2.4.2   Microphone Jack
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Each outlet for microphones shall consist of a standard outlet box, 
flush-mounted, and fitted with a three-pole, polarized, locking-type, 
female microphone jack and a corrosion resistant-steel device plate.

2.5   LOUDSPEAKERS

2.5.1   Cone Speaker

The cone speaker shall as a minimum conform to the following specifications:

      Application:            Ceiling

      Frequency range:        60 to 12,000 Hz

      Power Rating:           Normal - 7 watts
                              Peak   - 10 watts

      Voice Coil Impedance:   8 ohms

      Line Matching
      Transformer Type:       25/70 volt line

      Capacity:               2 watts

      Magnet:                 8 ounces or greater

      Primary Taps:           0.5, 1, and 2 watts

      Primary Impedance:      25 volts - 1250, 625, and 312 ohms
                              70 volts - 10k, 5k, and 2.5k ohms

      Frequency Response:     30 - 20,000 Hz

      Insertion Loss:         Less than 1 dB

2.5.2   Horn Speaker

The horn speaker shall as a minimum conform to the following specifications:

      Application:            Indoor

      Frequency Response:     400 - 14,000 Hz

      Power Taps:             70 volt line - .9, 1.8, 3.8, 7.5,
                              and 15 watts

      Impedance:              5000, 2500, 1300, 670, 330, 90, and 45 
                              ohms

      Power Rating:           Normal - 7 watts
                              Peak   - 15 watts

2.5.3   Recessed Speaker Enclosures

Speaker shall be provided with backboxes and grilles.  T-bar bridges and 
mounting frames shall be provided as appropriate.  
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2.6   AM/FM EQUIPMENT

2.6.1   AM/FM Tuner

AM/FM tuner shall be rack-mounted and shall as a minimum conform to the 
following characteristics:

      Tuning Range:           AM - 540 to 1605 kHz
                              FM -  88 to  108 MHz

      Selectivity:            60 dB on FM
                              40 dB on AM

      Sensitivity:            FM - 1.5 microvolts
                              AM - 2.0 microvolts

      Capture Ratio:          1.0 dB

      Readout/selection:      Digital

      Other features:         Phased Lock Loop (PLL)

      Power Requirement:      110-125 Vac, 60Hz

2.7.2   AM/FM Antenna

The AM/FM antenna shall be roof-mounted, either combined and suitable for 
both AM and FM reception or separate AM and FM antennas and shall cover all 
frequency bands specified for radio tuners.  The system shall be furnished 
complete with a transformer, insulators, crossover insulator, 75 ohm 
coaxial cable of proper length, lightning arresters, coupling transformer 
and divider network at the radio tuners.  Attenuation of the coaxial cable 
span between the antenna and amplifier shall not exceed 2.5 dB at 108 MHz.

2.7   COMPACT DISC PLAYER

Player shall have three beam laser pickup, dual Digital-to-Analog 
converters, random access and random mode programmable playback.  Player 
shall have capability to play up to 6 disc automatically. Player shall as a 
minimum conform to the following:

      Frequency:              10 - 20,000 Hz Plus or Minus 1 dB

      Signal-to-Noise:        Minimum of 100 dB

      Dynamic Range:          Minimum of 96 dB

      Total Harmonic
      Distortion:             Maximum of 0.007% at 1KH2

      Channel Separation:     Minimum 90 dB at 1 KH2

      Quantization:           Minimum of 16 Bits Linear per channel

      Conversion Rate:        Minimum 4 x Oversampling
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      Disc Size:              5 inch 

      Power Requirement:      110 - 125 Vac, 60 Hz

2.8   CASSETTE TAPE EQUIPMENT

The cassette tape play deck shall as a minimum conform to the following 
specifications:

      Frequency Response:     Plus or minus 3 dB, 40 - 14,000 Hz

      Wow and Flutter:        Less than 0.09 percent WRMS

      Signal-to-Noise:        74 dB

      Noise Reduction system: Dolby B

      Play Head:              Hard Parmalloy

      Operation:              Automatic Reverse

      Power Requirements:     110-125 Vac, 60 Hz

2.9   PRIORITY RELAYS AND CONTROLS

Priority relays and controls required to accomplish operations specified 
shall be provided.  Relays shall be completely enclosed with a plastic dust 
cover for maximum protection against foreign matter, and shall be plug-in 
type.  Relays shall be provided with a diode wired across the relay coil 
for transient suppression and shall be installed utilizing 
factory-prewired, rack-mounted receptacle strips.  Coil shall be maximum 24 
volts dc.

2.10   SWITCHES AND CONTROLS

2.11.1   Radio System Control Switch

The loudspeaker in each room, or group of speakers in a room, shall be 
provided with a volume control.  If speaker is turned down or off, the 
paging signal shall override controls.  Each device plate shall be 
satin-finished, corrosion-resisting steel.

2.11   EQUIPMENT RACKS

Equipment shall be mounted on 482.6 mm (19 inch) racks in accordance with 
EIA ANSI/EIA/310-D and located as shown on drawings. Ventilated rear 
panels, solid side panels, and solid top panels shall be provided.  
Equipment racks shall be provided with lockable front panels that limit 
access to equipment.  The lockable front shall not cover items that require 
operator access such as the am/fm tuner, CD player, or cassete player.  
Rack cooling shall be through perforations or louvers in front panels to 
ensure adequate ventilation of equipment.  The racks and panels shall be 
factory finished with a uniform baked enamel over rust inhibiting primer.

2.12   CABLES

2.12.1   Speaker Cable
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Cables shall be of the gauge required depending upon the cable run length. 
In no case shall any cable be used which is smaller than 18 AWG.  
Insulation on the conductors shall be polyvinyl chloride (PVC) or an 
equivalent synthetic thermoplastic not less than 0.2 mm (0.009 inch).  
Cables shall be shielded with a 34-gauge tinned soft copper strand formed 
into a braid.  Cables shall be jacketed with a PVC compound.  The jacket 
thickness shall be 0.5 mm (0.0200 inch) minimum.

2.12.2   Microphone Cable

Cables shall be of the gauge required depending upon the cable run length. 
In no case shall any cable be used which is smaller than 18 AWG.  
Insulation on the conductors shall be polyvinyl chloride (PVC) or an 
equivalent synthetic thermoplastic not less than 0.2 mm (0.009 inch).  
Cables shall be shielded with a 34-gauge tinned soft copper strand formed 
into a braid.  Cables shall be jacketed with a PVC compound.  The jacket 
thickness shall be 0.5 mm (0.0200 inch) minimum. 

2.12.3   Antenna Cable

Antenna coaxial cable shall have 75 ohm plus or minus 2 ohm.  Attenuation 
of the coac coaxial cable span between the antenna and amplifier shall not 
exceed 2.5 dB at 108 MHz.

2.13   TERMINALS

Terminals shall be solderless, tool-crimped pressure type.

2.14   SURGE PROTECTION

2.14.1   Power Line Surge Protection

Major components of the system such as power amplifiers, 
mixer-preamplifiers, and tuners, shall have a device, whether internal or 
external, which provides protection against voltage spikes and current 
surges originating from commercial power sources per IEEE C62.41 B3 
combination waveform and NFPA 70.  Fuses shall not be used for surge 
combination waveform and NFPA 70.  Fuses shall not be used for surge 
protection.  The surge protector shall be rated for a maximum let thru 
voltage of 350 Volts ac (line-to-neutral) and 350 Volt ac 
(neutral-to-ground).  Surge protection device shall be UL listed and 
labeled as having been tested in accordance with UL 1449.

2.14.2   Signal Surge Protection

Major components of the system shall have internal protection circuits 
which protects the component from mismatched loads, direct current, and 
shorted output lines.  Communication cables/conductors shall have surge 
protection installed at each point where it exists or enters a building.

PART 3   EXECUTION

3.1   INSTALLATION

All equipment shall be installed as indicated and specified, and in 
accordance with the manufacturer's recommendations except where otherwise 
indicated.  Equipment mounted out-of-doors or subject to inclement 
conditions shall be weatherproofed.
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3.1.1   Equipment Rack Cabinet

Racks shall be mounted in a cabinet.  Items of the same function shall be 
grouped together.  Audio input and interconnections shall be made with 
approved shielded cable and plug connectors; output connections may be 
screw terminal type.  All connections to power supplies shall utilize 
standard male plug and female receptacle connectors with the female 
receptacle being the source side of the connection.  Inputs, outputs, 
interconnections, test points, and relays shall be accessible at the rear 
of the equipment rack for maintenance and testing.  Each item shall be 
removable from the rack without disturbing other items or connections.  
Empty space in equipment racks shall be covered by blank panels so that the 
entire front of the rack is occupied by panels.

3.1.2   Wiring

Wiring shall be installed in rigid conduit, intermediate metal conduit, 
cable trays, or electric metallic tubing as specified in Section 16415
ELECTRICAL WORK, INTERIOR.  Wiring for microphone, grounding, line level, 
video, speaker and power cables shall be isolated from each other by 
physical isolation and metallical shielding.  Shielding shall be terminated 
at only one end.

3.2   GROUNDING

All grounding practices shall comply with NFPA 70.  The antenna mast shall 
be separately grounded.  The system shall utilize a multiple-point signal 
grounding scheme where conductive path connections are required between 
each piece of equipment and the reference ground point.  An isolated ground 
bar for power shall be provided for the connection of the main system 
components.  The ground bar shall be connected to the main service ground 
utilizing a No. 6 conductor.

3.3   ACCEPTANCE TESTS

After installation has been completed, the Contractor shall conduct 
acceptance tests, utilizing the approved test procedures, to demonstrate 
that equipment operates in accordance with specification requirements.  The 
Contractor shall notify the Contracting Officer 14 days prior to the 
performance of tests.  In no case shall notice be given until after the 
Contractor has received written Contracting Officer approval of the test 
plans as specified.  The acceptance tests shall include originating and 
receiving messages at specified stations, at proper volume levels, without 
cross talk or noise from other links or nondesignated units.

    -- End of Section --
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SECTION 16772

MASS NOTIFICATION SYSTEM

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ELECTRONIC INDUSTRIES ASSOCIATION (EIA)

EIA ANSI/EIA/310-D (1992) Cabinets, Racks, Panels, and 
Associated Equipment

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE C62.41 (1991; R 1995) Surge Voltages in 
Low-Voltage AC Power Circuits

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2002) National Electrical Code

UNDERWRITERS LABORATORIES (UL)

UL 1242 (1996; Rev Mar 1998) Intermediate Metal 
Conduit

UL 1971 (1995; Rev thru Apr 1999) Signaling 
Devices for the Hearing Impaired

UL 6 (1997) Rigid Metal Conduit

UL 797 (1993; Rev thru Mar 1997) Electrical 
Metallic Tubing

UL 864 (1996; Rev thru Mar 1999) Control Units 
for Fire Protective Signaling Systems

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.    The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Mass Notification System; G

  Detail drawings consisting of a complete list of equipment and 
material, including manufacturer's descriptive and technical 
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literature, performance charts and curves, catalog cuts, and 
installation instructions.  Detail drawings shall also contain complete 
wiring and schematic diagrams and any other details required to 
demonstrate that the system has been coordinated and will properly 
function as a unit.  Drawings shall show proposed layout of equipment 
and appurtenances, and equipment relationship to other parts of the 
work including clearances for maintenance and operation.

  Detail drawings consisting of a complete list of equipment and 
material, including manufacturer's descriptive and technical 
literature, performance charts and curves, catalog cuts, and 
installation instructions.  Detail drawings shall also contain complete 
wiring and schematic diagrams and any other details required to 
demonstrate that the system has been coordinated and will properly 
function as a unit.  Drawings shall show proposed layout of equipment 
and appurtenances, and equipment relationship to other parts of the 
work including clearances for maintenance and operation.

SD-03 Product Data

Spare Parts; 

  Spare parts data for each different item of material and equipment 
specified, after approval of the detail drawings and not later than 2 
months prior to the date of beneficial occupancy.  The data shall 
include a complete list of parts and supplies, with current unit prices 
and source of supply.

Storage Batteries; 

  Substantiating battery calculations for supervisory and alarm power 
requirements.  Ampere-hour requirements for each system component and 
each panel component, and the battery recharging period shall be 
included.

Voltage Drop; 

  Voltage drop calculations for notification appliance circuits to 
indicate that sufficient voltage is available for proper appliance 
operation.

Special Tools and Spare Parts; 

  Spare parts data for each different item of material and equipment 
specified, not later than 3 months prior to the date of beneficial 
occupancy.  Data shall include a complete list of parts and supplies 
with the current unit prices and source of supply and a list of the 
parts recommended by the manufacturer to be replaced after 1 year of 
service.

Technical Data and Computer Software; G

  Technical data which relates to computer software.

Training; 

  Lesson plans, operating instructions, maintenance procedures, and 
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training data, furnished in manual format, for the training courses.  
The operations training shall familiarize designated government 
personnel with proper operation of the fire alarm system.  The 
maintenance training course shall provide the designated government 
personnel adequate knowledge required to diagnose, repair, maintain, 
and expand functions inherent to the system.

Testing; G

  Detailed test procedures, prepared and signed by a Registered 
Professional Engineer or a NICET Level 3 or 4 Fire Alarm Technician, 
for the fire detection and alarm system 60 days prior to performing 
system tests.

SD-06 Test Reports

Approved Test Procedures; G

  Test plan and test procedures for the acceptance tests.  The test 
plan and test procedures shall explain in detail, step-by-step actions 
and expected results to demonstrate compliance with the requirements 
specified.  The procedure shall also explain methods for simulating the 
necessary conditions of operation to demonstrate system performance.

Acceptance Tests; G

  Test reports in booklet form showing all field tests performed to 
adjust each component and to prove compliance with the specified 
performance criteria, upon completion and testing of the installed 
system.  The reports shall include the manufacturer, model number, and 
serial number of test equipment used in each test.  Each report shall 
indicate the final position of controls and operating mode of the 
system.

SD-07 Certificates

Equipment; 

  Certified copies of current approvals or listings issued by an 
independent test lab if not listed by UL, FM or other nationally 
recognized testing laboratory, showing compliance with specified NFPA 
standards.

Qualifications; G

  Proof of qualifications for required personnel.  The installer shall 
submit proof of experience for the Professional Engineer, fire alarm 
technician, and the installing company.

SD-10 Operation and Maintenance Data

Technical Data and Computer Software; G

  Six copies of operating manual outlining step-by-step procedures 
required for system startup, operation, and shutdown.  The manual shall 
include the manufacturer's name, model number, service manual, parts 
list, and complete description of equipment and their basic operating 
features.  Six copies of maintenance manual listing routine maintenance 
procedures, possible breakdowns and repairs, and troubleshooting guide. 
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 The manuals shall include conduit layout, equipment layout and 
simplified wiring, and control diagrams of the system as installed.  
The manuals shall include complete procedures for system revision and 
expansion, detailing both equipment and software requirements. Original 
and backup copies of all software delivered for this project shall be 
provided, on each type of media utilized.  Manuals shall be approved 
prior to training.

1.3   GENERAL REQUIREMENTS

1.3.1   Standard Products

Material and equipment shall be the standard products of a manufacturer 
regularly engaged in the manufacture of the products for at least 2 years 
prior to bid opening.  Equipment shall be supported by a service 
organization that can provide service within 24 hours of notification.

1.3.2   Nameplates

Major components of equipment shall have the manufacturer's name, address, 
type or style, voltage and current rating, and catalog number on a 
noncorrosive and nonheat-sensitive plate which is securely attached to the 
equipment.

1.3.3   Keys and Locks

Locks shall be keyed alike.  Four keys for the system shall be provided.

1.3.4   Tags

Tags with stamped identification number shall be furnished for keys and 
locks.

1.3.5   Verification of Dimensions

After becoming familiar with details of the work, the Contractor shall 
verify dimensions in the field and shall advise the Contracting Officer of 
any discrepancy before performing the work.

1.3.6   Compliance

The fire detection and alarm mass notification system and the central 
reporting system shall be configured in accordance with applicable parts of 
NFPA 72; exceptions are acceptable as directed by the Contracting Officer. 
The equipment furnished shall be compatible and be UL listed, FM approved, 
or approved or listed by a nationally recognized testing laboratory in 
accordance with the applicable NFPA standards.

1.3.7   Qualifications

1.3.7.1   Engineer and Technician

     a.  Registered Professional Engineer with verification of experience 
and at least 4 years of current experience in the design of the fire 
protection and detection systems.

     b.  National Institute for Certification in Engineering Technologies 
(NICET) qualifications as an engineering technician in fire alarm systems 
program with verification of experience and current NICET certificate.
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     c.  The Registered Professional Engineer may perform all required 
items under this specification.  The NICET Fire Alarm Technician shall 
perform only the items allowed by the specific category of certification 
held.

1.3.7.2   Installer

The installing Contractor shall provide the following:  NICET Fire Alarm 
Technicians to perform the installation of the system.  A NICET Level 3 or 
4 Fire Alarm Technician shall supervise the installation of the fire alarm 
system.  NICET Level 2 or higher Fire Alarm Technician shall install and 
terminate fire alarm devices, cabinets and panels.  An electrician or NICET 
Level 1 Fire Alarm Technician shall install conduit for the fire alarm mass 
notification system. Fire Alarm Technicians to perform the installation of 
the system.  A Fire Alarm Technician with a minimum of 4 years of 
experience shall perform/supervise the installation of the fire alarm mass 
notification system.  Fire Alarm Technicians with a minimum of 2 years of 
experience shall be utilized to assist in the installation and terminate 
fire alarm devices, cabinets and panels.  An electrician shall be allowed 
to install wire or cable and to install conduit for the fire alarm mass 
notification system.  The Fire Alarm technicians installing the equipment 
shall be factory trained in the installation, adjustment, testing, and 
operation of the equipment specified herein and on the drawings.

1.4   SYSTEM DESIGN

1.4.1   Operation

The mass notification system (MNS) shall be a complete, supervised 
notification system.  The MNS shall duplicate a fire alarm voice evacuation 
system with supervised speakers, 4 prerecorded message capability, 
scrolling LED marquee, and local microphone. The MNS shall be independent 
of the fire alarm system.  No component shall be marked "FIRE."  The 
notification appliance circuit (NAC) shall be capable of operation with a 
single open and a single ground.  A single open, single ground, or 
wire-to-wire short shall cause a trouble indication at the autonomous 
control unit.  A looped conduit system shall be provided so that if the 
conduit and all conductors within are severed at any point, NAC will remain 
functional.  

1.4.2   Operational Features

The system shall have the following operating features:

a.  Monitor electrical supervision of NAC.

b.  Monitor electrical supervision of the primary power (ac) supply, 
battery voltage.

c.  A trouble buzzer and trouble LED/LCD (light emitting diode/liquid 
crystal diode) to activate upon a single break, open, or ground 
fault condition which prevents the required normal operation of 
the system.  The trouble signal shall also operate upon loss of 
primary power (ac) supply, low battery voltage, and removal of 
alarm zone module (card, PC board).  A trouble alarm silence 
switch shall be provided which will silence the trouble buzzer, 
but will not extinguish the trouble indicator LED/LCD.  Subsequent 
trouble and supervisory alarms shall sound the trouble signal 
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until silenced.  After the system returns to normal operating 
conditions, the trouble buzzer shall again sound until the 
silencing switch returns to normal position, unless automatic 
trouble reset is provided.

gd.  Electrical supervision for circuits used for supervisory signal 
services.  Supervision shall detect any open, short, or ground.

1.4.3   Mass Notification Functions

An mass notificaton condition shall automatically initiate the following 
functions:

a.  Override all other audible signals in operation (Public Address 
and Fire Alarm Evacuation) and their volume controls.

b.  Audible sounding  of mass notification appliances (speakers) 
throughout the building.

c.  Continuous flashing of mass notification strobes and scrolling of 
marquee messages throughout the building during announcements.

d.  Transmission of a trouble signal to the fire department if a fire 
alarm evacuation signal is interrupted.

1.4.4   Primary Power

Operating power shall be provided as required by paragraph Power Supply for 
the System.  Transfer from normal to emergency power or restoration from 
emergency to normal power shall be fully automatic.  

1.4.5   Battery Backup Power

Battery backup power shall be through use of rechargeable, sealed-type 
storage batteries and battery charger.

1.5   DELIVERY AND STORAGE

Equipment delivered and placed in storage shall be stored with protection 
from the weather, humidity and temperature variation, dirt, dust, and any 
other contaminants.

PART 2   PRODUCTS

2.1   AUTONOMOUS CONTROL UNIT

The Autonomous Control Unit shall be modular, installed in a surface 
mounted steel cabinet with hinged door and cylinder lock.  Control unit 
shall be a clean, uncluttered, and orderly assembled panel containing 
components and equipment required to provide the specified operating and 
supervisory functions of the system.  The panel shall have prominent rigid 
plastic, phenolic or metal identification plates for LED/LCDs, controls, 
meters, fuses, and switches. Nameplates for fuses shall also include ampere 
rating.  The LED/LCD displays shall be located on the exterior of the 
cabinet door or be visible through the cabinet door.  Control panel 
switches shall be within the locked cabinet.  A suitable means (single 
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operation) shall be provided for testing the control panel visual 
indicating devices (meters or LEDs/LCDs).  Loss of power, including 
batteries, shall not require the manual reloading of a program.  Upon 
restoration of power, startup shall be automatic, and shall not require any 
manual operation.  The loss of primary power or the sequence of applying 
primary or emergency power shall not affect the transmission of supervisory 
or trouble signals.  Visual annunciation shall be provided for LED/LCD 
visual display as an integral part of the control unit and shall identify 
with a word description and id number each device.  Cabinets shall be 
provided with ample gutter space to allow proper clearance between the 
cabinet and live parts of the panel equipment.  If more than one modular 
unit is required to form a control panel, the units shall be installed in a 
single cabinet large enough to accommodate units.  Cabinets shall be 
painted blue. 

2.1.1   Circuit Connections

Circuit conductors entering or leaving the panel shall be connected to 
screw-type terminals with each conductor and terminal marked for 
identification.

2.1.2   System Expansion and Modification Capabilities

Any equipment and software needed by qualified technicians to implement 
future changes to the mass notification system shall be provided as part of 
this contract.

2.2   STORAGE BATTERIES

Storage batteries shall be provided and shall be 24 Vdc sealed, 
lead-calcium type requiring no additional water.  The batteries shall have 
ample capacity, with primary power disconnected, to operate the MNS for a 
period of 72 hours.  Following this period of battery operation, the 
batteries shall have ample capacity to operate all components of the system 
for a minimum period of 15 minutes.  Batteries shall be located in a 
separate battery cabinet. Batteries shall be provided with overcurrent 
protection.  Separate battery cabinets shall have a lockable, hinged cover. 
 

2.3   BATTERY CHARGER

Battery charger shall be completely automatic, 24 Vdc with high/low 
charging rate, capable of restoring the batteries from full discharge (18 
Volts dc) to full charge within 48 hours.  A pilot light indicating when 
batteries are manually placed on a high rate of charge shall be provided as 
part of the unit assembly, if a high rate switch is provided.  Charger 
shall be located in control panel cabinet or in a separate battery cabinet.

2.4   NOTIFICATION SOURCES

Audible appliances shall conform to the applicable requirements of UL 464.  
Devices shall be connected into notification appliance circuits.  Devices 
shall have a separate screw terminal for each conductor. Audible appliances 
shall generate a unique audible sound from other devices provided in the 
building and surrounding area.  Surface mounted audible appliances shall be 
painted red .  Recessed audible appliances shall be installed with a grill 
that is painted with a factory finish to match the surface to which it is 
mounted.
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All notification appliances shall be mounted on back-boxes.  Surface mount 
back-boxes shall be the mass notification system manufacturer's catalog 
product matched in size, color, and shape to fully support the devices 
mounted on them.  Standard electrical device boxes (sheet metal boxes with 
knock-outs) shall not be acceptable for surface mount application.  
Dimensions of back-boxes for surface mount application shall match the 
dimensions of the initiating devices or notification appliances mounted on 
them; over-hang shall not be acceptable.

2.4.1   MICROPHONES

Microphones shall as a minimum conform to the following specifications:

      Application:            In-Cabinet Mount

      Element:                Dynamic

      Frequency Response:     50 - 12,000 Hz

      Impedance:              250 ohms (nominal)

      Front-to-back Ratio:    20 dB

2.4.2   Prerecorded Digital Messages

A Digital Audio Card shall be provided to the store audio source(s) for the 
MNS. It shall be capable of transmitting 8 digital channels of audio via 
two pairs of wire.  It shall be wired Class A (Style 7) (four pairs of 
wires). It shall have on-board LEDs for system status and troubleshooting. 
Indication of power, communication, internal operation, ground fault, and 
trouble conditions shall be provided. The Card shall contain an on-board 
microprocessor that provides communication with switch modules, LED 
modules, and microphone. It shall be capable of supervising up to 99 
address. The card shall contain on-board tone generation capability and 4 
prerecorded message capacity. In addition custom messages or tones can be 
downloaded for a total of 5 minutes of storage memory. The card shall be 
Supervised for open, short and ground fault. Each input/output shall be 
electrically isolated.

2.4.3   Input for Future Use

A minimum of 2 auxillary inputs shall be provided for connection to future 
twisted pair or wireless equipment.

2.5   NOTIFICATION APPLIANCES

Audible appliances shall conform to the applicable requirements of UL 464.  
Devices shall be connected into notification appliance circuits.  Devices 
shall have a separate screw terminal for each conductor.  Surface mounted 
audible appliances shall be painted blue.  Recessed audible appliances 
shall be installed with a grill that is painted with a factory finish to 
match the surface to which it is mounted.  All audible notification 
appliances shall be mounted on back-boxes.  Surface mount back-boxes shall 
be the mass notification system manufacturer's catalog product matched in 
size, color, and shape to fully support the devices mounted on them.  
Standard electrical device boxes (sheet metal boxes with knock-outs) shall 
not be acceptable for surface mount application.  Dimensions of back-boxes 
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for surface mount application shall match the dimensions of the initiating 
devices or notification appliances mounted on them; over-hang shall not be 
acceptable. 

2.5.1   LOUDSPEAKERS

2.5.1.1   Cone Speaker

The cone speaker shall as a minimum conform to the following specifications:

      Application:           Ceiling

      Frequency range:        60 to 12,000 Hz

      Power Rating:           Normal - 7 watts
                              Peak   - 10 watts

      Voice Coil Impedance:   8 ohms

      Line Matching
      Transformer Type:       25/70 volt line

      Capacity:               2 watts

      Magnet:                 8 ounces or greater

      Primary Taps:           0.5, 1, and 2 watts

      Primary Impedance:      25 volts - 1250, 625, and 312 ohms
                              70 volts - 10k, 5k, and 2.5k ohms

      Frequency Response:     30 - 20,000 Hz

      Insertion Loss:         Less than 1 dB

2.5.1.2   Horn Speaker

The horn speaker shall as a minimum conform to the following specifications:

      Application:            Indoor

      Frequency Response:     400 - 14,000 Hz

      Power Taps:             70 volt line - .9, 1.8, 3.8, 7.5,
                              and 15 watts

      Impedance:              5000, 2500, 1300, 670, 330, 90, and 45 ohms

      Power Rating:           Normal -  7 watts
                              Peak   - 15 watts

2.5.2   Visual Notification Appliances (Strobes)

Visual notification appliances shall conform to the applicable requirements 
of UL 1971 and the contract drawings.  Appliances shall have clear high 
intensity optic lens, xenon flash tubes, and output white light.  Strobe 
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flash rate shall be between 1 to 3 flashes per second and a minimum of 75 
candela.  Strobe shall be semi-flush mounted or mounted as a  combination 
unit with speaker. 

2.5.3   Combination Audible/Visual Notification Appliances

Combination audible/visual notification appliances shall provide the same 
requirements as individual units except they shall mount as a unit in 
standard backboxes.  Units shall be factory assembled.  Any other audible 
notification appliance employed in the MNS shall be approved by the 
Contracting Officer. 

2.5.4   Marquees

Marquee shall be an alphanumeric, scrolling, red LED display.  Characters 
shall be a minimum of 2 inches (53mm) tall.  Display shall be a minimum of 
24 inches (610mm) long.  Communications with the controller shall be by 
RS232 or RS485 interface.  Display shall be suitable for wall mount 
application.  Display shall indicate date and time while not in use for 
mass notification. 

2.6   INTERFACES

2.6.1   Fire Alarm

The mass notification system shall take priority over fire alarm evacuation 
signals during MNS announcements.  The fire alarm system shall transmit a 
trouble or supervisory signal to the fire department when this occurs.  MNS 
circuit trouble and supervisory signals shall be sent to the fire 
department via the fire alarm transmitter.

2.6.2   Public Address

The mass notification system shall take priority over public address 
functions and shall interrupt PA programming during MNS announcements. 

2.6.3   Television

Provision shall be made to interrupt power circuits to TVs during MNS 
announcements.

2.7   PERIPHERAL EQUIPMENT

2.7.1   Conduit

Conduit and fittings shall comply with NFPA 70, UL 6, UL 1242, and UL 797.

2.7.2   Wiring

Wiring shall conform to NFPA 70.  Wiring for 120 Vac power shall be No. 12 
AWG minimum.  The SLC wiring shall be copper cable in accordance with the 
manufacturers requirements.  Wiring for fire alarm dc circuits shall be No. 
14 AWG minimum.  Voltages shall not be mixed in any junction box, housing, 
or device, except those containing power supplies and control relays.  
Wiring shall conform to NFPA 70.  System field wiring shall be solid copper 
and installed in metallic conduit or electrical metallic tubing, except 
that rigid plastic conduit may be used under slab-on-grade.  Conductors 
shall be color coded.  Conductors used for the same functions shall be 
similarly color coded.  Wiring code color shall remain uniform throughout 
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the circuit.  Pigtail or T-tap connections to initiating device circuits, 
supervisory alarm circuits, and notification appliance circuits are 
prohibited.  

2.7.3   Special Tools and Spare Parts

Software, connecting cables and proprietary equipment, necessary for the 
maintenance, testing, and reprogramming of the equipment shall be furnished 
to the Contracting Officer.  Two spare fuses of each type and size required 
shall be furnished.  Two percent of the total number of each different type 
of detector, but no less than two each, shall be furnished.  

PART 3   EXECUTION

3.1   INSTALLATION

All work shall be installed as shown, and in accordance with NFPA 70 and 
NFPA 72, and in accordance with the manufacturer's diagrams and 
recommendations, unless otherwise specified.  Smoke detectors shall not be 
installed until construction is essentially complete and the building has 
been thoroughly cleaned.

3.1.1   Power Supply for the System

A single dedicated circuit connection for supplying power from a branch 
circuit to each building fire alarm system shall be provided.  The power 
shall be supplied as shown on the drawings.  The power supply shall be 
equipped with a locking mechanism and marked in red with the words "MASS 
NOTIFICATION SYSTEM".

3.1.2   Wiring

Conduit size for wiring shall be in accordance with NFPA 70.   Wiring for 
the fire alarm system shall not be installed in conduits, junction boxes, 
or outlet boxes with conductors of lighting and power systems.  Not more 
than two conductors shall be installed under any device screw terminal.  
The wires under the screw terminal shall be straight when placed under the 
terminal then clamped in place under the screw terminal.  The wires shall 
be broken and not twisted around the terminal.  Circuit conductors entering 
or leaving any mounting box, outlet box enclosure, or cabinet shall be 
connected to screw terminals with each terminal and conductor marked in 
accordance with the wiring diagram.  Connections and splices shall be made 
using screw terminal blocks.  The use of wire nut type connectors in the 
system is prohibited.  Wiring within any control equipment shall be readily 
accessible without removing any component parts. The fire alarm equipment 
manufacturer's representative shall be present for the connection of wiring 
to the control panel.

3.1.3   Autonomous Control Panel

The control panel and its assorted components shall be mounted so that no 
part of the enclosing cabinet is less than 300 mm  nor more than 2000 mm  
above the finished floor.  Manually operable controls shall be between 900 
and 1100 mm  above the finished floor.  Panel shall be installed to comply 
with the requirements of UL 864.

3.2   GROUNDING
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Grounding shall be provided by connecting to building ground system.

       -- End of Section --
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